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The version 0.3.1 (attached) includes changes from the following contributions from RAN3#43 meeting:

R3-041000: It was agreed that one TMGI is needed in SESSION START REQUEST. Agreement included into the Session start/Session Stop indication chapter. Also the coding of TMGI is included into TR, as it is according to SA2’s understanding (in LS S2-042920)

R3-041003: Based on the offline discussions related to this contribution, it was agreed that Iu transport association (TEID) is not needed in the MBMS SESSION START REQUEST message. The reason is that MBMS Data transmission is DL direction and for the GTP-C messages, the TEID can be set to zeros. The agreement is included into the Agreements section of the TR.

R3-041044: Agreements that:

1) MBMS attach/detach procedures for CELL_DCH UEs shall use the existing connections, and

2) MBMS attach/detach procedures for UEs in other states and MBMS channel type reconfiguration procedure shall use connectionless signalling bearer
are included into the relevant chapters in TR. Also open issue related to agreement 4 removed from chapter 6.
R3-041134: TDD related MICH parameters included into the TR. 

R3-041045: The NBAP option to transmit MBMS Notifications included in to the TR. New chapter 5.6.1.3.3 created as a placeholder for future contributions. Also chapter 5.6.1.1 created as a general chapter to describe different alternatives to transmit MBMS Notifications to Node B.

Editor’s corrections:

The figure numbering scheme corrected

Proposal

Endorse version 0.3.2.

