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	1. The current text (Section 5.1.6) describes the procedure if an UE is unlinked from the MBMS Service Context in the DRNC. However, this section does not contain the concept description of the UE De-Linking. 

2. How to perform UE De-Linking procedure in the SRNC is not included.
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5.1.6
UE Linking/De-linking
UE Linking denotes the process where a UE, which has joined one or several MBMS services, is linked to one or several MBMS service contexts in the RNC.

MBMS UE linking procedure in the SRNC is performed in following cases.
1. When the UE, which has joined a MBMS service, is moved to PMM-CONNECTED and sets up a PS RAB This may happen at any point in time during the whole MBMS service availability (i.e. before, during and between MBMS sessions).
2. When the UE joins a MBMS service and is in PMM-CONNECTED due to an existing PS RAB. This may happen at any point in time during the whole MBMS service availability (i.e. before, during and between MBMS sessions). 

3. When the UE is moved to PMM-CONNECTED only for MBMS purpose, e.g. to respond to counting/recounting indication or respond to p-t-p bearer indication from RNC. This may happen at any point in time during MBMS sessions.

Keeping UEs in PMM-CONNECTED only for MBMS between sessions is implementation specific. The MBMS UE linking in the SRNC is performed via UE dedicated Iu procedures. An entry for the UE is added to the related MBMS service context(s) in the SRNC. If a MBMS service context doesn't exist yet it needs to be created. 

In cases where a UE is present in a cell under the control of a drift RNC, or a UE in URA_PCH state is present within a URA containing one or more cells that are controlled by one or more drift RNCs, the UE Linking is performed via Iur in the following way.

1. When the UE, which has activated one or several MBMS services, is in CELL_DCH or CELL_FACH state and starts to consume radio resources from one or several cells controlled by the DRNC, MBMS UE Linking in the DRNC is performed via UE dedicated Iur procedures.

2. If the UE is in CELL_DCH and CELL_FACH state and there is no dedicated RNL signalling activity ongoing for this UE and UE Linking is performed in the SRNC for an MBMS Service, MBMS UE Linking in the DRNC is performed via the MBMS Attach procedure. 

3. If the UE is in CELL_PCH and moves to a cell controlled by the DRNC, the MBMS UE Linking in the DRNC is performed. The cell the UE moved to is indicated to the DRNC. After that the MBMS Service context in the DRNC needs to be updated at every intra-DRNC cell change.  

4a.
If the UE is in URA_PCH, having activated one or more MBMS services, is the first UE for the particular MBMS service to move to a URA which contains one or more cells that are controlled by one or more  DRNCs, the UE is linked to the MBMS Service context in each applicable DRNC. The URA the UE moved to will be indicated. The MBMS Service context in each applicable DRNC needs to be updated at every intra-DRNC URA change.  

4b.
As long as the SRNC serves UEs in URA_PCH in URAs containing cells controlled by one or more DRNCs, the SRNC shall keep the other RNCs informed about every URA in which UEs having activated certain MBMS services have to be notified. This is done when the first UE enters the URA, by indicating to the other RNCs a list of URAs and the corresponding MBMS Services.    

NOTE:
Bullet points 4a and 4b above may be merged in a future version of this document.

5.
If the UE is in CELL_PCH or URA_PCH and there is no mobility related signalling activity ongoing for this UE and UE Linking is performed in the SRNC for an MBMS Service, MBMS UE Linking in the DRNC is performed via the MBMS Attach procedure. 

6. 
7. 
8. If the UE is in RRC connected mode and UE Linking is performed in the SRNC for an MBMS Service and a session of this MBMS Service is ongoing UE Linking in the DRNC needs to be performed immediately.

At MBMS UE linking in the DRNC the MBMS service context in the DRNC needs to be updated. If an MBMS service context does not exist yet then it shall be created.

UE De-Linking denotes the process where a UE, which has joined MBMS service(s), is removed from one or several MBMS service contexts in the RNC.
MBMS UE De-Linking procedure in the SRNC is performed in following cases.

1. When the UE has left the MBMS service and is in PMM-CONNECTED due to an existing PS RAB. This may happen at any point in time during the whole MBMS service availability (i.e. before, during and between MBMS sessions).
2. When CN decides to unlink a certain PMM-CONNECTED mode UE due to e.g. error cases.
MBMS UE De-Linking in the SRNC is performed via UE dedicated Iu procedure. The entry for the UE is removed from the concerned MBMS service context(s) in the SRNC.
In case the UE stops consuming radio resources from a drift RNC, the UE De-Linking is performed via Iur in the following way.
1. If the UE is in CELL_DCH or CELL_FACH state and stops consuming the radio resources from one or several cells controlled by the DRNC, MBMS UE is unlinked from the MBMS Service Context in the DRNC via UE dedicated Iur procedure.
2. If the UE is in CELL_DCH or CELL_FACH state and there is no dedicated RNL signalling activity ongoing for this UE and UE De-Linking is performed in the SRNC for an MBMS Service, MBMS UE De-Linking in the DRNC is performed via the MBMS Detach procedure.
3. If the UE is in CELL_PCH and leaves the DRNC, the UE is unlinked from the MBMS Service context in the DRNC via the MBMS Detach procedure.
4. If the UE is in URA_PCH and leaves the DRNC, the UE is unlinked from the MBMS Service context in the DRNC via the MBMS Detach procedure.
5. When the UE is unlinked from a MBMS Service Context in a DRNC, and if there is no anymore UE linked to this MBMS Service in the DRNC, the MBMS Service Context is removed. 
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