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6.5.6
Self Test

Table 6.5.6.1: Elementary procedure Self Test

	Name:

SelfTest

	Code:

0x0A
	Issued by:

Primary device
	Procedure class:

1
	Download operation:

No
	Download boot mode:

Optional


Table 6.5.6.2: Initiating message parameters for Self Test
	Number
	Length
	Type
	Description

	None
	0 octets
	None
	No data carried


Description:

On receipt of the initiating message the secondary device executes a test procedure which may include a check of physical and processor functions.  The specific tests to be performed are implementation specific, and may include the movement of the adjuster, which shall not exceed +-5% of total available tilting range starting from the current adjuster position.

The response message of the secondary device on the procedure provides information on detected faults or, if no fault is detected, with confidence that the operation of the device is normal in all respects.

During the test the operational parameters of the device shall not change beyond operationally acceptable limits and on completion all parameters shall be returned to their initial values.

In the normal response message, in which the self test was executed successfully, the return codes are set to report possible detected functional errors during the self test. If no errors are detected, this shall be signalled by no return codes following <OK>.

In the case of an error response message, the self test could not be executed and the return codes relate to the inability of the device to perform the requested self-test operation.

Initiating message data format:

No data carried.

Response message data format:

<OK><ReturnCode1>…<ReturnCodeN>

Response message data format upon error:

<FAIL><ReturnCode1>…<ReturnCodeN>

Applicable return codes:

ActuatorDetectionFail, ActuatorJamPermanent, ActuatorJamTemporary, Busy, DataError, DeviceDisabled, EEPROMError, FlashError, NotCalibrated, NotScaled, OtherHardwareError, OtherSoftwareError, PositionLost, RAMError, UARTError, WorkingSoftwareMissing, DownloadInProgress.

NOTE1:
Only Busy, DataError, DeviceDisabled, EEPROMError, FlashError, OtherHardwareError, OtherSoftwareError, RAMError, UARTError, WorkingSoftwareMissing, DownloadInProgress may be return codes in the fail response message.
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