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/* start changed section */
8.3.6
Radio Link Deletion

8.3.6.1
General

The Radio Link Deletion procedure is used to release the resources in a Node B for one or more established radio links towards a UE.

The Radio Link Deletion procedure may be initiated by the CRNC at any time when the Node B Communication Context exists.

8.3.6.2
Successful Operation
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Figure 36: Radio Link Deletion procedure, Successful Operation

The procedure is initiated with a RADIO LINK DELETION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the concerned Node B Communication Context.

Upon receipt of this message, the Node B shall delete the radio link(s) identified by the RL ID IE, Node B Communication Context ID IE and CRNC Communication Context ID IE and release all associated resources and respond to the CRNC with a RADIO LINK DELETION RESPONSE message. [FDD – Resources associated with the TFCI2 bearer shall be released only if all the RLs in the Node B Communication Context are deleted]. In case HS-DSCH resources have been set up then RADIO LINK DELETION shall release the associated HS-DSCH resources and the correponding TNL resources.

 [FDD – After deletion of the RL(s), the UL out-of-sync algorithm defined in ref. [10] shall for each of the remaining RL Set(s) use the maximum value of the parameters N_OUTSYNC_IND and T_RLFAILURE that are configured in the cells supporting the radio links of the RL Set and the UL in-sync algorithm defined in ref. [10] shall for each of the remaining RL Set(s) use the minimum value of the parameters N_INSYNC_IND that are configured in the cells supporting the radio links of the RL Set.]

8.3.6.3
Unsuccessful Operation

-

8.3.6.4
Abnormal Conditions

If the RL indicated by the RL ID IE, Node B Communication Context ID IE and CRNC Communication Context ID IE does not exist, the Node B shall respond with the RADIO LINK DELETION RESPONSE message and use the CRNC Communication Context ID IE received in the RADIO LINK DELETION REQUEST message.
/* end changed section */
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