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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

A-GPS
Assisted-GPS

ALCAP
Access Link Control Application Part

APN
Access Point Name

ASN.1
Abstract Syntax Notation One

BER
Bit Error Rate

BLER
Block Error Rate

BSS
Base Station Subsystem

CBSS
Controlling BSS

CCCH
Common Control Channel

CCPCH
Common Control Physical Channel

CCTrCH
Coded Composite Transport Channel

CFN
Connection Frame Number

C-ID
Cell Identifier

CM

Compressed Mode

CN
Core Network

CPCH
Common Packet Channel
CPICH
Common Pilot Channel

CRNC
Controlling RNC

DBSS
Drift BSS

C-RNTI
Cell Radio Network Temporary Identifier

CS
Circuit Switched

CTFC
Calculated Transport Format Combination DCH
Dedicated Channel

DGPS
Differential GPS

DL
Downlink

DPC
Downlink Power Control

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DRAC
Dynamic Radio Access Control

DRNC
Drift RNC

DRNS
Drift RNS

D-RNTI
Drift Radio Network Temporary Identifier

DRX
Discontinuous Reception

DSCH
Downlink Shared Channel

Ec
Energy in single Code

E-DCH
Enhanced UL DCH

EDSCHPC
Enhanced Downlink Shared Channel Power Control

EP
Elementary Procedure

FACH
Forward Access Channel

FDD
Frequency Division Duplex

FN
Frame Number

FP
Frame Protocol

GERAN
GSM EDGE Radio Access Network

GA
Geographical Area

GAI
Geographical Area Identifier

GPS
Global Positioning System

GRA
GERAN Registration Area

GSM
Global System Mobile

GWCN
Gateway Core Network

HSDPA
High Speed Downlink Packet Access

HW
Hardware

IB
Information Block

ID
Identity or Identifier

IE
Information Element

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

IPDL
Idle Period DownLink

ISCP
Interference Signal Code Power

LAC
Location Area Code

LCR
Low Chip Rate (1.28 Mcps)

LCS
Location Services
MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MOCN
Multiple Operator Core Network

MS
Mobile Station

NACC
Network Assissted Cell Change

NAS
Non Access Stratum

No
Reference Noise

NRT
Non Real Time

O&M
Operation and Maintenance

P(-)CCPCH
Primary CCPCH

PCH
Paging Channel

OTD
Observed Time Difference

P(-)CPICH
Primary CPICH
PCPCH
Physical Common Packet Channel

PCS
Personal Communication Services

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PhCH
Physical Channel

PICH
Paging Indication Channel
Pos
Position or Positioning

PRACH
Physical Random Access Channel
PTP
Point To Point

PTM
Point To Multipoint

PS
Packet Switched

QE
Quality Estimate

RAC
Routing Area Code

RACH
Random Access Channel

RAN
Radio Access Network

RANAP
Radio Access Network Application Part

RB
Radio Bearer

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RM
Rate Matching

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RT
Real Time

RSCP
Received Signal Code Power

SBSS
Serving BSS

Rx
Receive or Reception

Sat
Satellite

SCCP
Signalling Connection Control Part

S(-)CCPCH
Secondary CCPCH
SCH
Synchronisation Channel

SCTD
Space Code Transmit Diversity

SDU
Service Data Unit

SF
System Frame

SFN
System Frame Number

SHCCH
Shared Control Channel

SIR
Signal-to-Interference Ratio

SNA
Shared Network Area
SRB2
Signalling radio bearer 2
SRNC
Serving RNC

SRNS
Serving RNS

S-RNTI
Serving Radio Network Temporary Identifier

SSDT
Site Selection Diversity Transmission

STTD
Space Time Transmit Diversity
TDD
Time Division Duplex

TF
Transport Format

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TGCFN
Transmission Gap Connection Frame Number
TMGI
Temporary Mobile Group Identity
ToAWE
Time of Arrival Window Endpoint

ToAWS
Time of Arrival Window Startpoint

TPC
Transmit Power Control

TrCH
Transport Channel

TS
Time Slot

TSG
Technical Specification Group

TSTD
Time Switched Transmit Diversity
TTI
Transmission Time Interval

TX
Transmit or Transmission

UARFCN
UTRA Absolute Radio Frequency Channel Number

UDP
User Datagram Protocol

UC-ID
UTRAN Cell Identifier

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System

URA
UTRAN Registration Area

U-RNTI
UTRAN Radio Network Temporary Identifier

USCH
Uplink Shared Channel
UTRA
Universal Terrestrial Radio Access
UTRAN
Universal Terrestrial Radio Access Network

8.2.1
Uplink Signalling Transfer

8.2.1.1
General

The procedure is used by the DRNC to forward a Uu message received on the CCCH to the SRNC.

This procedure shall use the connectionless mode of the signalling bearer.

8.2.1.2
Successful Operation


[image: image1.wmf]Uu message received from UE

containing S-RNTI and SRNC ID

as addressing information

DRN

C

SRN

C

Layer

UPLINK 

SIGNALLING 

TRANSFER

 INDICATION


Figure 1: Uplink Signalling Transfer procedure, Successful Operation
When the DRNC receives an Uu message on the CCCH in which the UE addressing information is U-RNTI, i.e. S-RNTI and SRNC-ID, DRNC shall send the UPLINK SIGNALLING TRANSFER INDICATION message to the SRNC identified by the SRNC-ID received from the UE.

If at least one URA Identity is being broadcast in the cell where the Uu message was received (the accessed cell), the DRNC shall include a URA Identity for this cell in the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple URA Identities are being broadcast in the accessed cell, and the RNC Identity of all other RNCs that are having at least one cell within the URA where the Uu message was received in the URA Information IE in the UPLINK SIGNALLING TRANSFER INDICATION message.

The DRNC shall include in the message the C-RNTI that it allocates to identify the UE in the radio interface in the accessed cell. If there is no valid C-RNTI for the UE in the accessed cell, the DRNS shall allocate a new C-RNTI for the UE. If the DRNS allocates a new C-RNTI it shall also release any C-RNTI previously allocated for the UE.

If the DRNS has any RACH, [FDD - CPCH], and/or FACH resources allocated for the UE identified by the U-RNTI in another cell than the accessed cell in which the Mac SDU sizes, flow control settings (including credits) and/or transport bearer are different from those in the old cell, then the DRNS shall not include the Common Transport Channel Resources Initialisation Not Required IE in the UPLINK SIGNALLING TRANSFER INDICATION message. In addition the DRNS shall release these RACH, [FDD - CPCH,] and/or FACH resources in old cell.

If the DRNS has any RACH, [FDD - CPCH], and/or FACH resources allocated for the UE identified by the U-RNTI in another cell than the accessed cell in which the Mac SDU sizes, flow control settings (including credits) and transport bearer are the same as in the old cell, there is no need for Common Transport Channel Resources Initialisation to be initiated. In that case, DRNC may include the Common Transport Channel Resources Initialisation Not Required IE in the UPLINK SIGNALLING TRANSFER INDICATION message. In addition, the DRNS shall move these RACH, [FDD - CPCH,] and/or FACH resources to the new cell. If no Common Transfer Channel Resources Initialisation procedure is executed, the currently applicable Mac SDU sizes, flow control settings (including credits) and transport bearer shall continue to be used while the UE is in the new cell.
If no context exists for this UE in the DRNC, the DRNC shall create a UE Context for this UE, allocate a D-RNTI for the UE Context, and include the D‑RNTI IE and the identifiers for the CN CS Domain and CN PS Domain that the DRNC is connected to in the UPLINK SIGNALLING TRANSFER INDICATION message. These CN Domain Identifiers shall be based on the LAC and RAC respectively of the cell where the message was received from the UE. If available, for MOCN or GWCN configurations, the DRNC shall also include the Shared Multiple PLMNs IE, identifying multiple CN CS Domains and CN PS Domains that the DRNC is connected to.
Depending on local configuration in the DRNS, it may include the geographical co-ordinates of the cell, represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE, in which the Uu message was received in the UPLINK SIGNALLING TRANSFER INDICATION message. If the DRNC includes the Cell GA Additional Shapes IE in the UPLINK SIGNALLING TRANSFER INDICATION message, it shall also include the Cell GAI IE.

[FDD - The DRNC shall include the DPC Mode Change Support Indicator IE in the UPLINK SIGNALLING TRANSFER INDICATION message if the accessed cell supports DPC mode change.]
The DRNC shall include [FDD - the Cell Capability Container FDD IE] [3.84Mcps TDD - the Cell Capability Container TDD IE] [1.28Mcps TDD - the Cell Capability Container TDD LCR IE] in the UPLINK SIGNALLING TRANSFER INDICATION message if the accessed cell supports any functionalities listed in [FDD - 9.2.2.D] [3.84Mcps TDD - 9.2.3.1a] [1.28Mcps TDD - 9.2.3.1b].
If available, the DRNC shall include the SNA Information IE for the concerned cell.

When receiving the SNA Information IE, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

[FDD - The DRNC shall include the Cell Portion ID IE in the UPLINK SIGNALLING TRANSFER INDICATION message if available.]
If the D-RNTI IE is not to be included in the UPLINK SIGNALLING TRANSFER INDICATION message and the UE Link is currently stored in the UE Context in the DRNC, the DRNC shall assume that the UE changes the cell under which it camps in the DRNS (see ref. [50], section 5.1.6 on intra-DRNC cell change). In this case, if an MBMS session for some MBMS bearer services contained in the UE Link is ongoing in the cell identified by the UC-ID IE, the DRNC shall include in the MBMS Bearer Service List IE the Transmission Mode IE for each of these active MBMS bearer services.

8.2.1A
GERAN Uplink Signalling Transfer

8.2.1A.1
General

The procedure is used by the DBSS to forward an Um message received on the SRB2 to the SBSS/SRNC. The procedure is also used by the DRNC to forward a Uu message received on the CCCH to the SBSS.

This procedure shall use the connectionless mode of the signalling bearer.

8.2.1A.2
Successful Operation
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Figure 1A: GERAN Uplink Signalling Transfer procedure, Successful Operation
When the DBSS receives an Um message on the SRB2 in which the MS addressing information is G-RNTI, i.e. S-RNTI and BSC-ID, DBSS shall send the GERAN UPLINK SIGNALLING TRANSFER INDICATION message to the SBSS/SRNC identified by the BSC-ID received from the MS.

Alternatively, when the DRNC receives an Uu message on the CCCH in which the UE addressing information is U-RNTI, i.e. S-RNTI and SRNC-ID, and in which the SRNC-ID points to a GERAN BSS, the DRNC shall send the GERAN UPLINK SIGNALLING TRANSFER INDICATION message to the SBSS identified by SRNC-ID received from the UE.

If at least one GRA/URA Identity is being broadcast in the cell where the Um/Uu message was received (the accessed cell), the DBSS/DRNC shall include a GRA/URA Identity for this cell in the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple GRA/URA Identities are being broadcast in the accessed cell, and the RNC/BSS Identity of all other RNC/BSSs that are having at least one cell within the GRA/URA where the Um/Uu message was received in the URA Information IE in the GERAN UPLINK SIGNALLING TRANSFER INDICATION message.

If no context exists for this UE/MS in the DBSS/DRNC, the DBSS/DRNC shall create a UE Context for this UE/MS, allocate a D-RNTI for the UE Context, and include the D‑RNTI IE and the identifiers for the CN CS Domain and CN PS Domain that the DBSS/DRNC is connected to in the GERAN UPLINK SIGNALLING TRANSFER INDICATION message. These CN Domain Identifiers shall be based on the LAC and RAC respectively of the cell where the message was received from the UE/MS. If available, for MOCN or GWCN configurations, the DRNC shall also include the Shared Multiple PLMNs IE, identifying multiple CN CS Domains and CN PS Domains that the DRNC is connected to.
8.3
Dedicated Procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

***** unaffected parts omitted *****
Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Closed Loop Mode2 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE, the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE for the set to "Case1", the DRNC shall include the Time Slot For SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes Sync Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell. If available, for MOCN or GWCN configurations, the DRNC shall also include the Shared Multiple PLMNs IE, identifying multiple CN CS Domains and CN PS Domains that the DRNC is connected to.
-
If the information is available, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE 
-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b.
-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise the Restriction StateIindicator IE may be absent. The DRNC shall include in the RADIO LINK SETUP RESPONSE message the Restriction StateIindicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

· If available, the DRNC shall include the Shared Multiple PLMNs IE for the concerned cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE. The DRNC shall also include the Common PLMN Identity IE.
If there are GSM neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Neighbouring GSM Cell Information IE for each of the GSM neighbouring cells. If available the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include in the RADIO LINK SETUP RESPONSE message the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.

When receiving the SNA Information IE in the RADIO LINK SETUP RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK SETUP RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.

***** unaffected parts omitted *****
General:
If the RADIO LINK SETUP REQUEST message includes the RL Specific DCH Information IE, the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the DCH or the set of co-ordinated DCHs.

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE and the S-Field Length IE, the DRNS shall activate SSDT, if supported, using the SSDT Cell Identity IE, S-Field Length IE and SSDT Cell Identity Length IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Qth Parameter IE in addition to the SSDT Cell Identity IE, the DRNS shall use the Qth Parameter IE, if Qth signalling is supported, when SSDT is activated in the concerned new RL.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity for EDSCHPC IE, the DRNS shall activate enhanced DSCH power control, if supported, using the SSDT Cell Identity for EDSCHPC IE and SSDT Cell Identity Length IE as well as Enhanced DSCH PC IE in accordance with ref. [10] subclause 5.2.2. If the RADIO LINK SETUP REQUEST message includes both SSDT Cell Identity IE and SSDT Cell Identity for EDSCHPC IE, then the DRNS shall ignore the SSDT Cell Identity for EDSCHPC IE. If the enhanced DSCH power control is activated and the TFCI PC Support Indicator IE is set to "TFCI PC Mode 2 Supported", the primary/secondary status determination in the enhanced DSCH power control shall be applied to the TFCI power control in DSCH hard split mode.]

[FDD - If the DRAC Control IE is set to "requested" in the RADIO LINK SETUP REQUEST message for at least one DCH and if the DRNS supports the DRAC, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Secondary CCPCH Info IE for the FACH in which the DRAC information is sent, for each Radio Link established in a cell where DRAC is active. If the DRNS does not support DRAC, the DRNC shall not provide these IEs in the RADIO LINK SETUP RESPONSE message.]

If no D-RNTI IE was included in the RADIO LINK SETUP REQUEST message, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the D-RNTI IE, the CN PS Domain Identifier IE and/or the CN CS Domain Identifier IE for the CN domains (using LAC and RAC of the current cell) to which the DRNC is connected. If available, for MOCN or GWCN configurations, the DRNC shall also include the Shared Multiple PLMNs IE, identifying multiple CN CS Domains and CN PS Domains that the DRNC is connected to.
[FDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Primary Scrambling Code IE, the UL UARFCN IE and the DL UARFCN IE.]
[TDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the UARFCN IE, the Cell Parameter ID IE and the SCTD Indicator IE.]

[3.84Mcps TDD - If the D-RNTI IE was included in the RADIO LINK SETUP REQUEST message the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Sync Case IE and if the Sync Case IE is set to "Case 2", the DRNC shall also include the SCH Time Slot IE in the RADIO LINK SETUP RESPONSE message. If the included Sync Case IE is set to "Case1", the DRNC shall also include the Time Slot For SCH IE.]

[3.84Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also include the Secondary CCPCH Info TDD IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response IE or USCH Information Response IE is included in the message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

[1.28 Mcps TDD - The DRNC shall include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information Response LCR IE is included in the message and at least one DCH is configured for the radio link. The DRNC shall also include the Secondary CCPCH Info TDD LCR IE in the RADIO LINK SETUP RESPONSE message if at least one DSCH Information Response LCR IE or USCH Information Response LCR IE is included in the message and the SHCCH messages for this radio link will be transmitted over a different secondary CCPCH than selected by the UE from system information.]

For each Radio Link established in a cell in which at least one URA Identity is being broadcast, the DRNC shall include in the URA Information IE within the RADIO LINK SETUP RESPONSE message URA Innformation for this cell including the URA ID IE, the Multiple URAs Indicator IE indicating whether or not multiple URA Identities are being broadcast in the cell, and the RNC-ID IEsof all other RNCs that have at least one cell within the URA identified by the URA ID IE.

Depending on local configuration in the DRNS, the DRNC may include in the RADIO LINK SETUP RESPONSE message the UTRAN Access Point Position IE and the geographical co-ordinates of the cell, represented either by the Cell GAI IE or by the Cell GA Additional Shapes IE. If the DRNC includes the Cell GA Additional Shapes IE in the RADIO LINK SETUP RESPONSE message, it shall also include the Cell GAI IE.

If the DRNS need to limit the user rate in the uplink of a DCH due to congestion caused by the UL UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Allowed UL Rate IE in the DCH Information Response IE for this Radio Link.

If the DRNS need to limit the user rate in the downlink of a DCH due to congestion caused by the DL UTRAN Dynamic Resources (see subclause 9.2.1.79) when starting to utilise a new Radio Link, the DRNC shall include in the RADIO LINK SETUP RESPONSE message the Allowed DL Rate IE in the DCH Information Response IE for this Radio Link.

If the Permanent NAS UE Identity IE is included in the RADIO LINK SETUP REQUEST message, the DRNS shall store the information for the considered UE Context for the life-time of the UE Context.

If the RADIO LINK SETUP REQUEST message includes the Permanent NAS UE Identity IE and a C-ID IE corresponding to a cell reserved for operator use, the DRNS shall use this information to determine whether it can set up a Radio Link on this cell or not for the considered UE Context.

If the HCS priority information is available in the DRNS, it shall include the HCS Prio IE for each of the established RLs in the RADIO LINK SETUP RESPONSE message.

[FDD - If the accessed cell supports TFCI power control, the DRNC shall include the TFCI PC Support Indicator IE in the RADIO LINK SETUP RESPONSE message.]
The DRNS shall start receiving on the new RL(s) after the RLs are successfully established.

[FDD - If the RADIO LINK SETUP REQUEST message includes the Cell Portion ID IE, the DRNS shall use this information when it decides to use beamforming for the new RL.]

8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[FDD - The Radio Link Addition procedure serves to establish one or more new Radio Links which do not contain the DSCH. If the DSCH shall be moved into a new Radio Link, the Radio Link reconfiguration procedure shall be applied.]

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

***** unaffected parts omitted *****
Neighbouring Cell Handling:

If there are UMTS neighbouring cell(s) to the cell in which a Radio Link was established then:

-
The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Neighbouring FDD Cell Information IE and/or Neighbouring TDD Cell Information IE in the Neighbouring UMTS Cell Information IE for each neighbouring FDD cell and/or TDD cell respectively. In addition, if the information is available, the DRNC shall include in the RADIO LINK ADDITION RESPONSE message the Frame Offset IE, Primary CPICH Power IE, Cell Individual Offset IE, STTD Support Indicator IE, Closed Loop Mode1 Support Indicator IE, Closed Loop Mode2 Support Indicator IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring FDD Cell Information IE, and the Frame Offset IE, Cell Individual Offset IE, DPCH Constant Value IE and the PCCPCH Power IE, Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring TDD Cell Information IE or the Neighbouring TDD Cell Information LCR IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to "Case1", the DRNC shall include the Time SlotFor SCH IE in the Neighbouring TDD Cell Information IE. If the Neighbouring TDD Cell Information IE includes the Sync Case IE set to "Case2", the DRNC shall include the SCH Time Slot IE in the Neighbouring TDD Cell Information IE.

-
If a UMTS neighbouring cell is not controlled by the same DRNC, the DRNC shall also include in the RADIO LINK ADDITION RESPONSE message the CN PS Domain Identifier IE and/or CN CS Domain Identifier IE which are the identifiers of the CN nodes connected to the RNC controlling the UMTS neighbouring cell. If available, for MOCN or GWCN configurations, the DRNC shall also include the Shared Multiple PLMNs IE, identifying multiple CN CS Domains and CN PS Domains that the DRNC is connected to.
-
[FDD - The DRNC shall include in the RADIO LINK ADDITION RESPONSE message the DPC Mode Change Support Indicator IE for each neighbour cell in the Neighbouring FDD Cell Information IE if this information is available.]
-
The DRNC shall include the Cell Capability Container FDD IE, the Cell Capability Container TDD IE and/or the Cell Capability Container TDD LCR IE if the DRNC is aware that the neighbouring cell supports any functionality listed in 9.2.2.D, 9.2.3.1a and 9.2.3.1b.
-
For the UMTS neighbouring cells which are controlled by the DRNC, the DRNC shall report in the RADIO LINK SETUP RESPONSE message the restriction state of those cells, otherwise Restriction State Indicator IE may be absent. The DRNC shall include the Restriction State Indicator IE for the neighbouring cells which are controlled by the DRNC in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

-
If available, the DRNC shall include the SNA Information IE for the concerned neighbouring cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE.

· If available, the DRNC shall include the Shared Multiple PLMNs IE for the concerned cells in the Neighbouring FDD Cell Information IE, the Neighbouring TDD Cell Information IE and the Neighbouring TDD Cell Information LCR IE. The DRNC shall also include the Common PLMN Identity IE.
If there are GSM neighbouring cells to the cell(s) in which a radio link is established, the DRNC shall include the Neighbouring GSM Cell Information IE in the RADIO LINK ADDITION RESPONSE message for each of the GSM neighbouring cells. If available the DRNC shall include the Cell Individual Offset IE, and if the Cell Individual Offset IE alone cannot represent the value of the offset, the DRNC shall also include the Extended GSM Cell Individual Offset IE in the Neighbouring GSM Cell Information IE. If available the DRNC shall also include the Coverage Indicator IE, Antenna Co-location Indicator IE and HCS Prio IE in the Neighbouring GSM Cell Information IE. If available, the DRNC shall also include the SNA Information IE for the concerned neighbouring cells in the Neighbouring GSM Cell Information IE.
When receiving the SNA Information IE in the RADIO LINK ADDITION RESPONSE message, the SRNC should use it to restrict cell access based on SNA information. See also [40] for a broader description of the SNA access control.

If there are GERAN neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include the GERAN Cell Capability IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN cells.

If there are GERAN Iu-mode neighbouring cells to the cell(s) where a radio link is established, the DRNC shall include, if available, the GERAN Classmark IE in the Neighbouring GSM Cell Information IE that is included in the RADIO LINK ADDITION RESPONSE message for each of the GERAN Iu-mode neighbouring cells. Ref. [39] defines when the transmission of the GERAN Classmark IE will be required at the initiation of the Relocation Preparation procedure.

9.2.1.11
CN CS Domain Identifier

Identification of the CN node in the CS Domain. When Shared Multiple PLMNs IE is present, multiple CN nodes may be represented.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	LAC 
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed
	–
	

	Shared Multiple PLMNs
	O
	
	9.2.1.X1
	
	YES
	ignore


9.2.1.12
CN PS Domain Identifier

Identification of the CN Node in the PS Domain. When Shared Multiple PLMNs IE is present, multiple CN nodes may be represented.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	LAC 
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed
	–
	

	RAC
	M
	
	OCTET STRING (1)
	
	–
	

	Shared Multiple PLMNs
	O
	
	9.2.1.X1
	
	YES
	ignore


9.2.1.41B
Neighbouring FDD Cell Information

The Neighbouring FDD Cell Information IE provides information for FDD cells that are a neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring FDD Cell Information
	
	1..<maxnoofFDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	>Primary CPICH Power
	O
	
	9.2.1.44
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>Tx Diversity Indicator
	M
	
	9.2.2.50
	
	
	

	>STTD Support Indicator
	O
	
	9.2.2.45
	
	–
	

	>Closed Loop Mode1 Support Indicator
	O
	
	9.2.2.2
	
	–
	

	>Closed Loop Mode2 Support Indicator
	O
	
	9.2.2.3
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container FDD
	O
	
	9.2.2.D
	
	YES
	ignore

	>SNA Information
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Shared Multiple PLMNs
	O
	
	9.2.1.X1
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofFDDneighbours
	Maximum number of neighbouring FDD cell for one cell.


9.2.1.41D
Neighbouring TDD Cell Information

The Neighbouring TDD Cell Information IE provides information for 3.84Mcps TDD cells that are a neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring TDD Cell Information
	
	1..<maxnoofTDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Cell Parameter ID
	M
	
	9.2.1.8
	
	–
	

	>Sync Case
	M
	
	9.2.1.54
	
	–
	

	>Time Slot For SCH
	C-Case1
	
	Time Slot 9.2.1.56
	
	–
	

	>SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	>SCTD Indicator
	M
	
	9.2.1.78
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>DPCH Constant Value
	O
	
	9.2.1.23
	
	–
	

	>PCCPCH Power
	O
	
	9.2.1.43
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container TDD
	O
	
	9.2.3.1a
	
	YES
	ignore

	> SNA Information 
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	> Shared Multiple PLMNs
	O
	
	9.2.1.X1
	
	YES
	ignore


	Condition
	Explanation

	Case1
	The IE shall be present if the Sync Case IE is set to “Case1”.

	Case2
	The IE shall be present if the Sync Case IE is set to “Case2”.


	Range bound
	Explanation

	maxnoofTDDneighbours
	Maximum number of neighbouring 3.84Mcps TDD cell for one cell.


9.2.1.X1
Shared Multiple PLMNs
This information element contains a number of PLMN identities, which identifies the PLMNs in MOCN and GWCN shared network configurations. For a broader description of shared networks, see [53].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Common PLMN Identity
	O
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	Multiple PLMN List
	
	1..<maxNrOfSharedPlmns >
	
	

	>PLMN Identity
	M
	
	OCTET STRING (3)
	Identifies the operators that are sharing the network in MOCN or GWCN configuration. 

Bit-level semantics, see above.


	Range bound
	Explanation

	maxNrOfSharedPlmns
	Maximum number of PLMNs one cell can be part of.


9.2.1.72
Neighbouring TDD Cell Information LCR

The Neighbouring TDD Cell Information LCR IE provides information for 1.28Mcps TDD cells that are a neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Neighbouring TDD Cell Information LCR
	
	1..<maxnoofLCRTDDneighbours>
	
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Cell Parameter ID
	M
	
	9.2.1.8
	
	–
	

	>SCTD Indicator
	M
	
	9.2.1.78
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>DPCH Constant Value
	O
	
	9.2.1.23
	
	–
	

	>PCCPCH Power
	O
	
	9.2.1.43
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	–
	

	>Coverage Indicator
	O
	
	9.2.1.12G
	
	YES
	ignore

	>Antenna Co-location Indicator
	O
	
	9.2.1.2C
	
	YES
	ignore

	>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>Cell Capability Container TDD LCR
	O
	
	9.2.3.1b
	
	YES
	ignore

	> SNA Information
	O
	
	9.2.1.52Ca
	
	YES
	ignore

	>Shared Multiple PLMNs
	O
	
	9.2.1.X1
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofLCRTDDneighbours
	Maximum number of neighbouring 1.28Mcps TDD cell for one cell.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxNrOfFACHs,

maxFACHCountPlus1,


maxIBSEG,


maxNoOfDSCHs,


maxNoOfDSCHs-1,


maxNoOfUSCHs,

maxNoTFCIGroups,


maxNoCodeGroups,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHsLCR,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxTFCI1Combs,


maxTFCI2Combs,

maxTFCI2Combs-1,

maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,


maxNrOfGERANSI,

maxNrOfSharedPlmns,

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,


id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,


id-DSCH-Specific-FDD-Additional-List,


id-GERAN-Cell-Capability,


id-GERAN-Classmark,

id-Guaranteed-Rate-Information,

id-HCS-Prio,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

id-MessageStructure,

id-EnhancedDSCHPC,


id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-SharedMultiplePLMNs
FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

***** unaffected parts omitted *****
CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


iE-Extensions

ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-SharedMultiplePLMNs



CRITICALITY ignore


EXTENSION SharedMultiplePLMNs




PRESENCE optional },

...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-Identity

PLMN-Identity,


lAC




LAC,


rAC




RAC,


iE-Extensions

ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL
}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-SharedMultiplePLMNs



CRITICALITY ignore


EXTENSION SharedMultiplePLMNs




PRESENCE optional },

...

}

***** unaffected parts omitted *****
SharedMultiplePLMNs ::= SEQUENCE {


common-plmn


PLMN-Identity



OPTIONAL,

multiplePlmnList
MultiplePlmnList,


iE-Extensions

ProtocolExtensionContainer { {SharedMultiplePLMNs-ExtIEs} } OPTIONAL,


...
}
SharedMultiplePLMNs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MultiplePlmnList ::= SEQUENCE (SIZE (1..maxNrOfSharedPlmns,...)) OF MultiplePlmnListItem

MultiplePlmnListItem ::= SEQUENCE {


pLMN 



PLMN-Identity,


iE-Extensions

ProtocolExtensionContainer { { MultiplePlmnListItem-ExtIEs} } 
OPTIONAL,


...

}

MultiplePLmnListItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- N

***** unaffected parts omitted *****
Neighbouring-UMTS-CellInformationItem ::= SEQUENCE {


rNC-ID








RNC-ID,


cN-PS-DomainIdentifier




CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier




CN-CS-DomainIdentifier

OPTIONAL,


neighbouring-FDD-CellInformation

Neighbouring-FDD-CellInformation
OPTIONAL,


neighbouring-TDD-CellInformation

Neighbouring-TDD-CellInformation
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {Neighbouring-UMTS-CellInformationItem-ExtIEs} } OPTIONAL,


...

}

Neighbouring-UMTS-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-neighbouring-LCR-TDD-CellInformation


CRITICALITY  ignore

EXTENSION
Neighbouring-LCR-TDD-CellInformation


PRESENCE optional },

...

}

Neighbouring-FDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfFDDNeighboursPerRNC,...)) OF Neighbouring-FDD-CellInformationItem

Neighbouring-FDD-CellInformationItem ::= SEQUENCE {


c-ID







C-ID,


uARFCNforNu






UARFCN,

uARFCNforNd






UARFCN,

frameOffset






FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power




PrimaryCPICH-Power

OPTIONAL,


cellIndividualOffset



CellIndividualOffset
OPTIONAL,


txDiversityIndicator 



TxDiversityIndicator,


sTTD-SupportIndicator



STTD-SupportIndicator
OPTIONAL,


closedLoopMode1-SupportIndicator
ClosedLoopMode1-SupportIndicator
OPTIONAL,


closedLoopMode2-SupportIndicator
ClosedLoopMode2-SupportIndicator
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Neighbouring-FDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-FDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-DPC-Mode-Change-SupportIndicator
CRITICALITY
ignore

EXTENSION
DPC-Mode-Change-SupportIndicator

PRESENCE optional }|


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator




PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator

PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio







PRESENCE optional
}|


{ ID id-CellCapabilityContainer-FDD


CRITICALITY
ignore

EXTENSION
CellCapabilityContainer-FDD



PRESENCE optional }|

{ ID id-SNA-Information




CRITICALITY ignore


EXTENSION SNA-Information


PRESENCE optional }|

{ ID id-SharedMultiplePLMNs



CRITICALITY ignore


EXTENSION SharedMultiplePLMNs




PRESENCE optional },

...

}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
***** unaffected parts omitted *****
Neighbouring-TDD-CellInformation ::= SEQUENCE ( SIZE (1..maxNrOfTDDNeighboursPerRNC,...)) OF Neighbouring-TDD-CellInformationItem

Neighbouring-TDD-CellInformationItem ::= SEQUENCE {


c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase





SyncCase,


timeSlot





TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case1 -- ,


sCH-TimeSlot




SCH-TimeSlot


OPTIONAL


-- This IE shall be present if Sync Case = Case2 -- ,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RestrictionStateIndicator



CRITICALITY ignore


EXTENSION RestrictionStateIndicator

PRESENCE optional
}|


{ ID id-CoverageIndicator



CRITICALITY ignore


EXTENSION CoverageIndicator




PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore


EXTENSION AntennaColocationIndicator

PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore


EXTENSION HCS-Prio







PRESENCE optional
}|


{ ID id-CellCapabilityContainer-TDD



CRITICALITY
ignore
EXTENSION
CellCapabilityContainer-TDD


PRESENCE optional }|

{ ID id-SNA-Information






CRITICALITY ignore
EXTENSION SNA-Information





PRESENCE optional
}|

{ ID id-SharedMultiplePLMNs



CRITICALITY ignore


EXTENSION SharedMultiplePLMNs




PRESENCE optional },

...

}
NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot




OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformationLCR ::= SEQUENCE {


uC-ID







UC-ID,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlotLCR






TimeSlotLCR




OPTIONAL,


midambleShiftLCR




MidambleShiftLCR


OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Neighbouring-LCR-TDD-CellInformation ::= SEQUENCE (SIZE (1.. maxNrOfLCRTDDNeighboursPerRNC,...)) OF Neighbouring-LCR-TDD-CellInformationItem

Neighbouring-LCR-TDD-CellInformationItem ::= SEQUENCE {

c-ID






C-ID,


uARFCNforNt





UARFCN,

frameOffset





FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


sCTD-Indicator


SCTD-Indicator,

cellIndividualOffset


CellIndividualOffset
OPTIONAL,


dPCHConstantValue



DPCHConstantValue
OPTIONAL,


pCCPCH-Power




PCCPCH-Power


OPTIONAL,

restrictionStateIndicator

RestrictionStateIndicator

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Neighbouring-LCR-TDD-CellInformationItem-ExtIEs} } OPTIONAL,


...
}

Neighbouring-LCR-TDD-CellInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-CoverageIndicator



CRITICALITY ignore

EXTENSION
CoverageIndicator






PRESENCE optional
}|


{ ID id-AntennaColocationIndicator

CRITICALITY ignore

EXTENSION
AntennaColocationIndicator



PRESENCE optional
}|


{ ID id-HCS-Prio





CRITICALITY ignore

EXTENSION
HCS-Prio








PRESENCE optional
}|

{ ID id-CellCapabilityContainer-TDD-LCR
CRITICALITY
ignore

EXTENSION
CellCapabilityContainer-TDD-LCR

PRESENCE optional }|

{ ID id-SNA-Information




CRITICALITY ignore

EXTENSION
SNA-Information







PRESENCE optional }|

{ ID id-SharedMultiplePLMNs



CRITICALITY ignore

EXTENSION SharedMultiplePLMNs






PRESENCE optional },


...

}
***** unaffected parts omitted *****
9.3.6
Constant Definitions
***** unaffected parts omitted *****
maxNrOfSNAs







INTEGER ::= 65536

maxNrOfSatAlmanac-maxNoSat



INTEGER ::= 16
maxNrOfGERANSI 






INTEGER ::= 8
maxNrOfInterfaces





INTEGER ::= 16
maxNrOfSharedPlmns





INTEGER ::= 32
-- **************************************************************

--

-- IEs

--

-- **************************************************************

***** unaffected parts omitted *****
id-UE-State
















ProtocolIE-ID ::= 568
id-URA-ID
















ProtocolIE-ID ::= 569
id-DRNC-ID








 







ProtocolIE-ID ::= 570
id-HARQ-Preamble-Mode













ProtocolIE-ID ::= 571
id-SharedMultiplePLMNs













ProtocolIE-ID ::= xx
END
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