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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

EP
Elementary Procedure

HDLC
High-Level Data Link Control

RET
Remote Electrical Tilting

RETAP
Remote Electrical Tilting Application Part

TCP
Time-Consuming Procedure
6.2
General procedure handling



During Time-Consuming Procedures (TCP) other procedures shall be processed according to Table X.1.
During all not Time-Consuming Procedures, all the procedures shall be blocked, which means they shall be responded immediately with busy response message.
Table X.1: Time-Consuming Procedures (TCP) and parallel execution
	Elementary Procedure
	TCP
	Parallel execution with TCP

	Common Procedure Set
	
	

	(Reserved)
	
	

	Reset Software
	-
	X

	Get Alarm Status
	-
	X

	Get Information
	-
	X

	Clear Active Alarms
	-
	-

	Read User Data
	-
	X

	Write User Data
	-
	-

	Alarm Subscribe
	-
	-

	Self Test
	X
	-

	Download Start
	-
	-

	Download Application
	-
	-

	Download End
	-
	-

	Single-Antenna Procedure Set
	
	

	Set Device Data
	-
	-

	Get Device Data
	-
	-

	Calibrate
	X
	-

	Send Configuration Data
	-
	-

	Set Tilt
	X
	-

	Get Tilt
	-
	-

	Alarm Indication
	-
	-

	Multi-Antenna Procedure Set
	
	

	Antenna Calibrate
	X
	-

	Antenna Send Configuration Data
	-
	-

	Antenna Set Tilt
	X
	-

	Antenna Get Tilt
	-
	-

	Antenna Set Device Data
	-
	-

	Antenna Get Device Data
	-
	-

	Antenna Alarm Indication
	-
	-

	Antenna Clear Active Alarms
	-
	-

	Antenna Get Alarm Status
	-
	X

	Antenna Get Number of Antennas
	-
	X


Table format: X in the TCP - column marks that procedure is Time Consuming procedure (TCP). X in the Parallel execution with TCP - column marks that procedure shall be executed parallel during TCP procedures.
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