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1. Overall Description:

RAN WG3 would like to thank RAN WG2 for their LS on the choice between UMTS AKA and EAP AKA for LTE access, where RAN WG2 has asked RAN WG3 whether

“a decision on aGW change is taken that would affect the possibility of the target aGW receiving the identity of an arriving UE from other network elements as part of the mobility procedure”
RAN WG3 would like to remind RAN WG2 that SA WG2 has agreed the aGW (MME/UPE) relocation. One proposed procedure can already be found in attachment to the LS S2-063229 sent by SA WG2 to both RAN WG2 and RAN WG3.

It is RAN WG3 assumption that the UE identity used for authentication purposes is not known at the E-Node B level and therefore is not exchanged on any E-UTRAN interface i.e. S1, X2. Since the UE identity would only be exchanged between core network nodes, it is rather an SA WG2 matter to investigate whether the currently agreed aGW (MME/UPE) relocation procedure would affect the possibility of the target aGW (MME/UPE) to receive the identity of an arriving UE from other core network nodes.
2. Actions:

To RAN WG2
ACTION: 
RAN WG3 kindly asks RAN WG2 to take the above considerations into account.

To SA WG2
ACTION: 
RAN WG3 kindly asks SA WG2 to answer RAN WG2 question on whether the agreed aGW (MME/UPE) relocation procedure would affect the possibility of the target aGW to receive the identity of an arriving UE from other core network nodes as part of the mobility procedure.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-WG3 Meeting #54 
6th – 10th November 2006
Riga, Latvia
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12th – 16th February 2006
US
