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1. Introduction

There is a discrepancy between NBAP/RNSAP and 25.214 for the use of PO2 when F-DPCH is configured. This contribution point out this discrepancy and intend to remove PO2 when F-DPCH is configured.
2. Background and discussion
In 25.214 it is specified in chapter 5.2.1.1 that ”…The power offsets PO1, PO2 and PO3 do not apply to F-DPCH.”. However, the PO2 in NBAP for F-DPCH has the semantic "Power offset for the TPC bits"(chapter 9.1.3.1), and the Power Offset refer to the Reference F-DPCH TX Power when F-DPCH is configured(chapter 9.2.2.30 Power Offset). Further, the Reference F-DPCH TX Power is specified in chapter 9.2.1.21A DL Power says “The DL Power IE indicates a power level relative to the [FDD - primary CPICH power].....If referred to an F-DPCH, it indicates the Reference F-DPCH TX Power”
Therefore from the description in NBAP, the power of TPC bits on F-DPCH can be understood as "P-CPICH power + DL Power + PO2".  This however is not what is specified in 25.214. The 25.214 specifies not to use the PO2 for F-DPCH.
If the PO2 is not there for F-DPCH, it would then have a question how the Node B to maintain an appropriate quality of the transmitted TPC bits?  This can be solved by the IE in RRC i.e. TPC Command Error Rate Target IE in Downlink F-DPCH info common for all RL IE. That is, the UE adjust the SIR target based on the indicated TPC Command Error Rate Target IE. The UE then estimate the SIR of the received TPC bits and then control the downlink transmitted power by sending TPC command to the Node B.
It is therefore concluded that the PO2 for F-DPCH is not needed at all, because I)it has inconsistency with 25.214, and II) the quality of transmitted TPC bits without PO2 can be maintained by TPC Command Error Rate Target in RRC.

However, the PO2 IE for F-DPCH is mandatory presence in F-DPCH Information IE group in RADIO LINK SETUP REQUEST message and RADIO LINK RECONFIGURATION PREPARE message, it would then be a confuse in DRNC/Node B on how to use the PO2. It is proposed to add a semantic description to show that this PO2 shall be ignored when received. 
3. Conclusion and proposal
The discrepancy between NBAP/RNSAP and 25.214 on the PO2 for F-DPCH have been discussed in this contribution. 25.214 specifies not to apply PO2 to F-DPCH while NBAP/RNSAP has a mandatory presence of PO2 for F-DPCH in F-DPCH Information IE group of RADIO LINK SETUP REQUEST message and RADIO LINK RECONFIGURATION PREPARE message. 

It is concluded that PO2 for F-DPCH is not needed. It is proposed to add a semantic description to show the PO2 shall be ignored when received in NBAP/RNSAP
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From 25.214
5.2.1
DPCCH/DPDCH/F-DPCH

5.2.1.1
General

The downlink transmit power control procedure controls simultaneously the power of a DPCCH and its corresponding DPDCHs. The power control loop adjusts the power of the DPCCH and DPDCHs with the same amount, i.e. the relative power difference between the DPCCH and DPDCHs is not changed. In case of F-DPCH, the power control loop adjusts the F-DPCH power.

For DPCH, the relative transmit power offset between DPCCH fields and DPDCHs is determined by the network. The TFCI, TPC and pilot fields of the DPCCH are offset relative to the DPDCHs power by PO1, PO2 and PO3 dB respectively. The power offsets may vary in time. The method for controlling the power offsets within UTRAN is specified in [6]. The power offsets PO1, PO2 and PO3 do not apply to F-DPCH.
From 25.423

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-ID
	M
	
	RNC-ID

9.2.1.50
	
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	>UL DPDCH Indicator for E-DCH operation
	C-EDCHInfo
	
	9.2.2.52A
	
	YES
	reject

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	M
	
	9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	RL Information
	
	1…<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-ID
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>Not Used 
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>Enhanced Primary CPICH Ec/No
	O
	
	9.2.2.13I
	
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.19Aa
	
	YES
	reject

	>Cell Portion ID
	O
	
	9.2.2.E
	
	YES
	ignore

	>RL specific E-DCH Information
	O
	
	9.2.2.35a
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.4E
	
	YES
	reject

	>Extended Propagation Delay
	O
	
	9.2.2.33a
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	DL Power Balancing Information
	O
	
	9.2.2.10A
	
	YES
	ignore

	HS-DSCH Information
	O
	
	HS-DSCH FDD Information

9.2.2.19a
	
	YES
	reject

	HS-PDSCH RL ID
	C – InfoHSDSCH
	
	RL ID 9.2.1.49
	
	YES
	reject

	MBMS Bearer Service List
	
	0…<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1.80
	
	–
	

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.24e
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.4G
	
	–
	

	>E-TTI
	M
	
	9.2.2.4J
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.4K
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.64
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.65
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.66
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.19C
	
	–
	

	E-DCH FDD Information
	C-EDCHInfo
	
	9.2.2.4B
	
	YES
	reject

	Serving E-DCH RL 
	O
	
	9.2.2.38C
	
	YES
	reject

	F-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	_
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	>Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.21b
	
	YES
	ignore

	DCH Indicator For E-DCH-HSDPA Operation
	O
	
	9.2.2.67
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.9
	
	YES
	reject

	Continuous Packet Connectivity DTX-DRX Information
	O
	
	9.2.2.72
	
	YES
	reject

	Continuous Packet Connectivity HS-SCCH less Information
	O
	
	9.2.2.74
	
	YES
	reject


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	InfoHSDSCH
	This IE shall be present if HS-DSCH Information IE is present.

	EDCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


9.2.1.21A
DL Power

The DL Power IE indicates a power level relative to the [FDD - primary CPICH power] [TDD - PCCPCH power] configured in a cell. [FDD - If referred to a DPCH, it indicates the power of the transmitted DPDCH symbols. If referred to an F-DPCH, it indicates the Reference F-DPCH TX Power]. If Transmit Diversity is applied to a downlink physical channel, the DL Power IE indicates the power offset between the linear sum of the power for this downlink physical channel on all branches and the [FDD - primary CPICH power] [TDD - PCCPCH power] configured in a cell.
[TDD - If referred to a DPCH, it indicates the power of a spreading factor 16 code, the power for a spreading factor 1 code would be 12 dB higher].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DL Power
	
	
	INTEGER (-350..150)
	Value = DL Power /10
Unit dB 
Range –35.0 .. +15.0 
Step 0.1dB


9.2.2.30
Power Offset

This IE defines a power offset relative to the Downlink transmission power of a DPCH in case the UE Context is configured to use DPCH in the downlink or relative to the Reference F-DPCH TX Power in case the UE Context is configured to use F-DPCH in the downlink.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Power Offset
	
	
	 INTEGER(0..24)
	Unit dB,
Step 0.25 dB,

Range 0..6 dB
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