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9.2.2.4F
E-DCH FDD Information To Modify

The E-DCH FDD Information IE provides information for an E-DCH to be modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.91
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Transport Bearer
Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	–
	

	>Maximum Number of Retransmissions for E-DCH
	O
	
	9.2.1.100
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	–
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.4L
	
	–
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.89
	
	–
	

	> CHOICE E-DCH grant type
	O
	
	
	
	–
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	–
	

	>>> Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	If the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE is present, this IE shall be ignored
	–
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	
	–
	

	>>>Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	O
	
	9.2.2.xx
	
	YES
	reject

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	–
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	–
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information 9.2.1.92
	
	–
	

	>E-DCH Logical Channel To Modify
	
	
	9.2.1.93
	
	–
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	
	–
	

	>>Logical Channel ID
	M
	
	9.2.1.97
	
	–
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI
9.2.2.4O
	
	–
	

	E-DCH Maximum Bitrate 
	O
	
	9.2.2.4MG
	
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.95
	
	–
	

	E-DCH Reference Power Offset
	O
	
	9.2.2.4MI
	
	–
	

	MAC-e Reset Indicator
	O
	
	9.2.1.99
	
	–
	

	E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.96
	
	YES
	ignore

	SixteenQAM UL Information To Modify
	O
	
	9.2.2.84
	
	YES
	reject


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.

	maxnooflogicalchannels
	Maximum number of Logical Channels


9.2.2.4MC
E-DCH MAC-d Flows Information

The E-DCH MAC-d Flows Information IE is used for the establishment of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality 
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.91
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>TNL QoS
	O
	
	9.2.1.56A
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	–
	

	>Maximum Number of Retransmissions for E-DCH
	M
	
	9.2.1.100
	
	–
	

	>Traffic Class
	M
	
	9.2.1.58A
	
	–
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.4L
	
	–
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.1.89
	
	–
	

	>CHOICE E-DCH grant type
	M
	
	
	
	–
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	
	–
	

	>>>  Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.4N
	If the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE is present, this IE shall be ignored
	–
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI 9.2.2.4O
	If this IE is not included, transmission in all HARQ processes is allowed.
	–
	

	>>>Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	O
	
	9.2.2.xx
	
	YES
	reject

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	–
	

	>Bundling Mode Indicator
	O
	
	9.2.2.Ca
	
	–
	

	>E-DCH Logical Channel Information
	M
	
	9.2.1.92
	
	–
	

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.


9.2.2.4MG
E-DCH Maximum Bitrate

The E-DCH Maximum Bitrate parameter indicates the Maximum Bitrate for an E-DCH.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Maximum Bitrate
	
	
	INTEGER (0..5742,…, 5743..11498)
	Bitrate on transport block level. Unit is kbits per second. 


9.2.2.4N
Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission

The Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission indicates the maximum numbers of bits allowed to be included in a MAC-e PDU per E-DCH MAC-d flow configured for non- scheduled transmissions. If the range of the Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE is insufficient to represent the value to be sent to the DRNS, the Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE shall be used to represent the value to be sent to the DRNS, see section 9.2.2.xx.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Maximum Number of Bits per MAC-e PDU for Non-Scheduled Transmission
	
	
	INTEGER (1..19982)
	


9.2.2.xx
Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission

The Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE shall be used if the range of the Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission IE (see section 9.2.2.4N) is insufficient to represent the value of the Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission to be sent to the DRNS.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Extended Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	
	
	INTEGER (19983..22978,…)
	


9.3.4
Information Element Definitions
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,

maxNrOfFACHs,

maxIBSEG,

maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHs768,


maxNrOfDPCHsLCR,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,

maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,

maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxNrOfSCCPCHs768,


maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,

maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,

maxNoOfLogicalChannels,

maxNrOfRefBetas,


maxNrOfEAGCHCodes,

maxNrOfHS-DSCHTBSs,

maxNrOfHS-DSCHTBSs-HS-SCCHless,

maxHS-PDSCHCodeNrComp-1,

maxNrOfEHICHCodes,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,

id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-GERAN-Cell-Capability,


id-GERAN-Classmark,

id-Guaranteed-Rate-Information,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-HCS-Prio,


id-Inter-Frequency-Cell-Information,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

id-MessageStructure,

id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,

id-MBMS-Bearer-Service-Full-Address,

id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,

id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-User-Plane-Congestion-Fields-Inclusion,


id-FrequencyBandIndicator,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-CellCapabilityContainer-TDD768,

id-hSSCCH-TDD-Specific-InfoList-Response768,


id-hSPDSCH-TDD-Specific-InfoList-Response768,


id-Rx-Timing-Deviation-Value-768,


id-UEMeasurementValueTransmittedPowerList768,


id-UEMeasurementValueTimeslotISCPList768,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Rx-Timing-Deviation-Value-ext,


id-TrCH-SrcStatisticsDescr,


id-eDCH-MACdFlow-Retransmission-Timer-LCR,


id-MIMO-Information,


id-MIMO-InformationResponse,


id-MIMO-InformationToModify,


id-SixteenQAM-UL-Information,


id-SixteenQAM-UL-Information-to-Modify,


id-E-TFCI-BetaEC-Boost,


id-E-TFCI-BetaED-Switch,


id-HSDSCH-MACdPDUSizeFormat,

id-MaximumMACdPDU-SizeExtended,

id-GANSS-Common-Data,


id-GANSS-Information,


id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,

id-TUTRANGANSSMeasurementValueInformation,


id-Ext-Max-Bits-MACe-PDU-non-scheduled
FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,

RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

Unchanged code ommitted.
-- E

Unchanged code ommitted.
E-DCH-Maximum-Bitrate ::= INTEGER (0..5742,...,5743..11498)

Unchanged code ommitted.
EDCH-RL-Indication ::= ENUMERATED {


eDCH,


non-EDCH
}

E-DCH-Non-Scheduled-Transmission-Grant-Items ::= SEQUENCE {


-- The following IE shall be ignored if id-Ext-Max-Bits-MACe-PDU-non-scheduled is present in E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs

maxBits-MACe-PDU-non-scheduled



Max-Bits-MACe-PDU-non-scheduled,


hARQ-Process-Allocation-NonSched-2ms

HARQ-Process-Allocation-2ms-EDCH












OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs} }


OPTIONAL,


...

}

E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


-- The following IE shall be present if the maximum number of bits to be signalled exceeds maxNrOfBits-MACe-PDU-non-scheduled

{ ID id-Ext-Max-Bits-MACe-PDU-non-scheduled

CRITICALITY reject

EXTENSION
Ext-Max-Bits-MACe-PDU-non-scheduled

PRESENCE optional},

...

}
E-DCH-TFCI-Table-Index ::= INTEGER (0..1,...,2..7)

Unchanged code ommitted.
Extended-Round-Trip-Time-Value ::= INTEGER(32767..103041)

-- See also mapping in [23]
Ext-Max-Bits-MACe-PDU-non-scheduled ::= INTEGER(19983..22978,...)
-- F

Unchanged code ommitted.
-- M

Unchanged code ommitted.
Max-Bits-MACe-PDU-non-scheduled ::= INTEGER(1..maxNrOfBits-MACe-PDU-non-scheduled)
Unchanged code ommitted.
9.3.6
Constant DefinitionsUnchanged code ommitted.
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCellSIB11OrSIB12





INTEGER ::= 32

maxCellsMeas






INTEGER ::= 8

maxRateMatching






INTEGER ::= 256

maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10
maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoOfUSCHsLCR






INTEGER ::= 10
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfCCTrCHsLCR





INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240
maxNrOfDPCHsPerRL-1





INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTs-1
maxNrOfDPCHsLCR






INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1




INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTsLCR-1
maxNrOfDPCHs768






INTEGER ::= 480
maxNrOfDPCHs768PerRL-1




INTEGER ::= 479
maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16
maxNrOfMBMSServices





INTEGER ::= 128
maxNrOfActiveMBMSServices



INTEGER ::= 256
maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLSets-1





INTEGER ::= 15
-- maxNrOfRLSets - 1

maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfUEs







INTEGER ::= 4096
maxNrOfULTs







INTEGER ::= 15
maxNrOfULTsLCR






INTEGER ::= 6
maxNrOfDLTs







INTEGER ::= 15
maxNrOfDLTsLCR






INTEGER ::= 6
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfFACHs






INTEGER
::=
8
maxNrOfLCRTDDNeighboursPerRNC


INTEGER ::= 256

maxIBSEG







INTEGER ::= 16

maxNrOfSCCPCHs






INTEGER
::=
8

maxNrOfSCCPCHs768





INTEGER
::=
16
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfLevels






INTEGER ::= 256
maxNrOfTsLCR






INTEGER ::= 6
maxNoSat







INTEGER ::= 16

maxNoGPSTypes






INTEGER ::= 8
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell-1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

maxResetContext






INTEGER ::= 250

maxResetContextGroup




INTEGER ::= 32
maxNrOfHARQProc






INTEGER ::= 8

maxNrOfHSSCCHCodes





INTEGER ::= 4
maxNrOfHSSICHs






INTEGER ::= 4
maxNrOfHSSICHs-1





INTEGER ::= 3
maxNrOfMACdFlows





INTEGER ::= 8

maxNrOfMACdFlows-1





INTEGER ::= 7
-- maxNrOfMACdFlows – 1

maxNrOfMACdPDUSize





INTEGER ::= 32

maxNrOfPDUIndexes





INTEGER ::= 8

maxNrOfPDUIndexes-1





INTEGER ::= 7
-- maxNrOfPDUIndexes - 1

maxNrOfPrioQueues





INTEGER ::= 8

maxNrOfPrioQueues-1





INTEGER ::= 7
-- maxNrOfPrioQueues - 1

maxNrOfSNAs







INTEGER ::= 65536

maxNrOfSatAlmanac-maxNoSat



INTEGER ::= 16
maxNrOfGERANSI 






INTEGER ::= 8
maxNrOfInterfaces





INTEGER ::= 16
maxNrofSigSeqERGHICH-1




INTEGER ::= 39
maxNrOfCells






INTEGER ::= 65536
maxNrOfAddFreq






INTEGER ::= 8
maxNrOfCellsPerFreq





INTEGER ::= 65536
maxNrOfEDCHMACdFlows-1




INTEGER ::= 7
maxNrOfEDCH-HARQ-PO-QUANTSTEPs


INTEGER ::= 6
maxNrOfEDPCCH-PO-QUANTSTEPs



INTEGER ::= 8
maxNrOfEDCHHARQProcesses2msEDCH


INTEGER ::= 8
maxNrOfBits-MACe-PDU-non-scheduled

INTEGER ::= 19982
maxNrOfRefETFCIs





INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs


INTEGER ::= 29
maxNrOfEDCHMACdFlows




INTEGER ::= 8
maxNoOfLogicalChannels




INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfRefBetas






INTEGER ::= 8
maxNrOfEAGCHCodes





INTEGER ::= 4
maxNrOfHS-DSCHTBSs





INTEGER ::= 90

maxNrOfHS-DSCHTBSs-HS-SCCHless


INTEGER ::= 4
maxHS-PDSCHCodeNrComp-1




INTEGER ::= 15
maxNrOfEHICHCodes





INTEGER ::= 4
maxGANSSSat







INTEGER ::= 32

maxNoGANSS







INTEGER ::= 8
maxSgnType







INTEGER ::= 4
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

Unchanged code ommitted.
id-TUTRANGANSSMeasurementValueInformation








ProtocolIE-ID ::= 703
id-Enhanced-PCH-Support-Indicator










ProtocolIE-ID ::= 704
id-Ext-Max-Bits-MACe-PDU-non-scheduled









ProtocolIE-ID ::= XXX
END
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