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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

A-GPS
Assisted GPS

AICH
Acquisition Indicator Channel

ALCAP
Access Link Control Application Part
ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

CCPCH
Common Control Physical Channel

CFN
Connection Frame Number

CM
Compressed Mode

CPICH
Common Pilot Channel
CRNC
Controlling Radio Network Controller

DCH
Dedicated Channel

DGPS
Differential GPS

DL
Downlink

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DSCH
Downlink Shared Channel

E-AGCH
E-DCH Absolute Grant Channel
E-DCH
Enhanced UL DCH

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

E-UCCH
E-DCH Uplink Control Channel (TDD only)
FACH 
Forward Access Channel
FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

FP
Frame Protocol
FPACH
Fast Physical Access Channel (TDD only)
GANSS
Galileo and Additional Navigation Satellite Systems

GNSS
Global Navigation Satellite System

GPS
Global Positioning System

HSDPA
High Speed Downlink Packet Access

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
High Speed Shared Control Channel

HS-SICH
High Speed Shared Information Channel

IP
Internet Protocol

IPDL
Idle Periods in the DownLink

ISCP
Interference Signal Code Power
L1
Layer 1

L2
Layer 2

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network
MIB
Master Information Block
MICH
MBMS Notification Indicator Channel
NBAP
Node B Application Part

NI
MBMS Notification Indicator

O&M
Operation and Maintenance
PCCPCH
Primary Common Control Physical Channel
PCH
Paging Channel
PDSCH
Physical Downlink Shared Channel

PICH
Paging Indication Channel

PLCCH
Physical Layer Common Control Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel
RL
Radio Link

RLS
Radio Link Set

RNC
Radio Network Controller

RRC
Radio Resource Control

SB
Scheduling Block

SCCPCH
Secondary Common Control Physical Channel
SCH
Synchronisation Channel

SCTD
Space Code Transmit Diversity
SIB
System Information Block
SRNC
Serving Radio Network Controller

STTD
Space Time Transmit Diversity
TDD
Time Division Duplex

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity
UARFCN
UTRA Absolute Radio Frequency Channel Number

UDP
User Datagram Protocol
UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System
USCH
Uplink Shared Channel

UTRA
Universal Terrestrial Radio Access
UTRAN
Universal Terrestrial Radio Access Network
Skip to next change
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Functions of NBAP

The NBAP protocol provides the following functions:

-
Cell Configuration Management. This function gives the CRNC the possibility to manage the cell configuration information in a Node B.

-
Common Transport Channel Management. This function gives the CRNC the possibility to manage the configuration of Common Transport Channels in a Node B.

-
System Information Management. This function gives the CRNC the ability to manage the scheduling of System Information to be broadcast in a cell.

-
Resource Event Management. This function gives the Node B the ability to inform the CRNC about the status of Node B resources.

-
Configuration Alignment. This function gives the CRNC and the Node B the possibility to verify and enforce that both nodes have the same information on the configuration of the radio resources.

-
Measurements on Common Resources. This function allows the CRNC to initiate measurements on common resources in the Node B. The function also allows the Node B to report the result of the measurements.

-
Radio Link Management. This function allows the CRNC to manage radio links using dedicated resources in a Node B.
-
Radio Link Supervision. This function allows the CRNC to report failures and restorations of a Radio Link.

-
Compressed Mode Control [FDD]. This function allows the CRNC to control the usage of compressed mode in a Node B.

-
Measurements on Dedicated Resources. This function allows the CRNC to initiate measurements on dedicated resources in the Node B. The function also allows the Node B to report the result of the measurements.

-
DL Power Drifting Correction [FDD]. This function allows the CRNC to adjust the DL power level of one or more Radio Links in order to avoid DL power drifting between the Radio Links.

-
Reporting of General Error Situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.
-
Physical Shared Channel Management. This function allows the CRNC to manage physical resources in the Node B belonging to High Speed Downlink Shared Channels and High Speed Shared Control Channels [TDD - and High Speed Shared Indication Channels and Shared Channels (USCH/DSCH)].
-
DL Power Timeslot Correction [TDD]. This function enables the Node B to apply an individual offset to the transmission power in each timeslot according to the downlink interference level at the UE.

-
Cell Synchronisation [1.28 Mcps TDD and 3.84 Mcps TDD]. This function allows the synchronisation of cells or Node Bs via the air interface.

-
Information Exchange. This function allows the CRNC to initiate information provision from the Node B. The function also allows the Node B to report the requested information.

-
Bearer Rearrangement. This function allows the Node B to indicate the need for bearer re-arrangement for a Node B Communication Context. The function also allows the CRNC to re-arrange bearers for a Node B Communication Context.

-
MBMS Notification. This function allows the CRNC to send MBMS Notification indicators to the Node B to be broadcasted in a cell.

The mapping between the above functions and NBAP elementary procedures is shown in the table below.

Table 1: Mapping between functions and NBAP elementary procedures

	Function
	Elementary Procedure(s)

	Cell Configuration Management
	a) Cell Setup
b) Cell Reconfiguration
c) Cell Deletion

	Common Transport Channel Management
	a) Common Transport Channel Setup
b) Common Transport Channel Reconfiguration
c) Common Transport Channel Deletion

	System Information Management
	System Information Update

	Resource Event Management
	a) Block Resource
b) Unblock Resource
c) Resource Status Indication

	Configuration Alignment
	a) Audit Required
b) Audit
c) Reset

	Measurements on Common Resources
	a) Common Measurement Initiation
b) Common Measurement Reporting
c) Common Measurement Termination
d) Common Measurement Failure

	Radio Link Management.
	a) Radio Link Setup
b) Radio Link Addition
c) Radio Link Deletion
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation
h) Radio Link Pre-emption

i) Radio Link Activation

j) Radio Link Parameter Update

	Radio Link Supervision.
	a) Radio Link Failure
b) Radio Link Restoration

	Compressed Mode Control [FDD]
	a) Radio Link Setup
b) Radio Link Addition
c) Compressed Mode Command
d) Unsynchronised Radio Link Reconfiguration
e) Synchronised Radio Link Reconfiguration Preparation
f) Synchronised Radio Link Reconfiguration Commit
g) Synchronised Radio Link Reconfiguration Cancellation

	Measurements on Dedicated Resources
	a) Dedicated Measurement Initiation
b) Dedicated Measurement Reporting
c) Dedicated Measurement Termination
d) Dedicated Measurement Failure

	DL Power Drifting Correction [FDD]
	Downlink Power Control

	Reporting of General Error Situations
	Error Indication

	Physical Shared Channel Management
	Physical Shared Channel Reconfiguration

	DL Power Timeslot Correction [TDD]
	Downlink Power Timeslot Control

	Cell Synchronisation [1.28 Mcps TDD and 3.84 Mcps TDD]
	a) Cell Synchronisation Initiation

b) Cell Synchronisation Reconfiguration
c) Cell Synchronisation Reporting
d) Cell Synchronisation Termination
e) Cell Synchronisation Failure
f) Cell Synchronisation Adjustment

	Information Exchange
	a) Information Exchange Initiation

b) Information Reporting

c) Information Exchange Termination

d) Information Exchange Failure

	Bearer Re-arrangement
	a) Bearer Re-arrangement Indication

b) Unsynchronised Radio Link Reconfiguration
c) Synchronised Radio Link Reconfiguration Preparation
d) Synchronised Radio Link Reconfiguration Commit
e) Synchronised Radio Link Reconfiguration Cancellation

	MBMS Notification
	a) MBMS Notification Update


8
NBAP Procedures

8.1
Elementary Procedures

NBAP procedures are divided into common procedures and dedicated procedures.

-
NBAP common procedures are procedures that request initiation of a Node B Communication Context for a specific UE in Node B or are not related to a specific UE. NBAP common procedures also incorporate logical O&M [1] procedures.

-
NBAP dedicated procedures are procedures that are related to a specific Node B Communication Context in Node B. This Node B Communication Context is identified by a Node B Communication Context identity.

The two types of procedures may be carried on separate signalling links.
In the following tables, all EPs are divided into Class 1 and Class 2 EPs:

Table 2: Class 1

	Elementary Procedure
	Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Cell Setup
	CELL SETUP REQUEST
	CELL SETUP RESPONSE
	CELL SETUP FAILURE

	Cell Reconfiguration
	CELL RECONFIGURATION REQUEST
	CELL RECONFIGURATION RESPONSE
	CELL RECONFIGURATION FAILURE

	Cell Deletion
	CELL DELETION REQUEST
	CELL DELETION RESPONSE
	

	Common Transport Channel Setup
	COMMON TRANSPORT CHANNEL SETUP REQUEST
	COMMON TRANSPORT CHANNEL SETUP RESPONSE
	COMMON TRANSPORT CHANNEL SETUP FAILURE

	Common Transport Channel Reconfiguration
	COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST 
	COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE
	COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE

	Common Transport Channel Deletion
	COMMON TRANSPORT CHANNEL DELETION REQUEST
	COMMON TRANSPORT CHANNEL DELETION RESPONSE
	

	Physical Shared Channel Reconfiguration
	PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST 
	PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE
	PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE

	Audit
	AUDIT REQUEST 
	AUDIT RESPONSE
	AUDIT FAILURE

	Block Resource
	BLOCK RESOURCE REQUEST
	BLOCK RESOURCE RESPONSE
	BLOCK RESOURCE FAILURE

	Radio Link Setup
	RADIO LINK SETUP REQUEST
	RADIO LINK SETUP RESPONSE
	RADIO LINK SETUP FAILURE

	System Information Update 
	SYSTEM INFORMATION UPDATE REQUEST
	SYSTEM INFORMATION UPDATE RESPONSE
	SYSTEM INFORMATION UPDATE FAILURE

	Common Measurement Initiation
	COMMON MEASUREMENT INITIATION REQUEST
	COMMON MEASUREMENT INITIATION RESPONSE
	COMMON MEASUREMENT INITIATION FAILURE

	Radio Link Addition
	RADIO LINK ADDITION REQUEST
	RADIO LINK ADDITION RESPONSE
	RADIO LINK ADDITION FAILURE

	Radio Link Deletion
	RADIO LINK DELETION REQUEST
	RADIO LINK DELETION RESPONSE
	

	Synchronised Radio Link Reconfiguration Preparation
	RADIO LINK RECONFIGURATION PREPARE
	RADIO LINK RECONFIGURATION READY
	RADIO LINK RECONFIGURATION FAILURE

	Unsynchronised Radio Link Reconfiguration
	RADIO LINK RECONFIGURATION REQUEST
	RADIO LINK RECONFIGURATION RESPONSE
	RADIO LINK RECONFIGURATION FAILURE

	Dedicated Measurement Initiation
	DEDICATED MEASUREMENT INITIATION REQUEST
	DEDICATED MEASUREMENT INITIATION RESPONSE
	DEDICATED MEASUREMENT INITIATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	Cell Synchronisation Initiation [TDD]
	CELL SYNCHRONISATION INITIATION REQUEST
	CELL SYNCHRONISATION INITIATION RESPONSE
	CELL SYNCHRONISATION INITIATION FAILURE

	Cell Synchronisation Reconfiguration [TDD]
	CELL SYNCHRONISATION RECONFIGURATION REQUEST
	CELL SYNCHRONISATION RECONFIGURATION RESPONSE
	CELL SYNCHRONISATION RECONFIGURATION FAILURE

	
	
	
	

	Cell Synchronisation Adjustment [TDD
	CELL SYNCHRONISATION ADJUSTMENT REQUEST 
	CELL SYNCHRONISATION ADJUSTMENT RESPONSE 
	CELL SYNCHRONISATION ADJUSTMENT FAILURE 

	Information Exchange Initiation
	INFORMATION EXCHANGE INITIATION REQUEST
	INFORMATION EXCHANGE INITIATION RESPONSE
	INFORMATION EXCHANGE INITIATION FAILURE


Table 3: Class 2

	Elementary Procedure
	Message

	Resource Status Indication
	RESOURCE STATUS INDICATION

	Audit Required
	AUDIT REQUIRED INDICATION

	Common Measurement Reporting
	COMMON MEASUREMENT REPORT

	Common Measurement Termination
	COMMON MEASUREMENT TERMINATION REQUEST

	Common Measurement Failure
	COMMON MEASUREMENT FAILURE INDICATION

	Synchronised Radio Link Reconfiguration Commit
	RADIO LINK RECONFIGURATION COMMIT

	Synchronised Radio Link Reconfiguration Cancellation
	RADIO LINK RECONFIGURATION CANCEL

	Radio Link Failure
	RADIO LINK FAILURE INDICATION

	Radio Link Restoration
	RADIO LINK RESTORE INDICATION

	Dedicated Measurement Reporting
	DEDICATED MEASUREMENT REPORT

	Dedicated Measurement Termination
	DEDICATED MEASUREMENT TERMINATION REQUEST

	Dedicated Measurement Failure
	DEDICATED MEASUREMENT FAILURE INDICATION

	Downlink Power Control [FDD]
	DL POWER CONTROL REQUEST

	Compressed Mode Command [FDD]
	COMPRESSED MODE COMMAND

	Unblock Resource
	UNBLOCK RESOURCE INDICATION

	Error Indication
	ERROR INDICATION

	Downlink Power Timeslot Control [TDD]
	DL POWER TIMESLOT CONTROL REQUEST

	Radio Link Pre-emption
	RADIO LINK PREEMPTION REQUIRED INDICATION

	Cell Synchronisation Reporting [TDD]
	CELL SYNCHRONISATION REPORT

	Cell Synchronisation Termination [TDD]
	CELL SYNCHRONISATION TERMINATION REQUEST

	Cell Synchronisation Failure [TDD]
	CELL SYNCHRONISATION FAILURE INDICATION

	Information Reporting
	INFORMATION REPORT

	Information Exchange Termination
	INFORMATION EXCHANGE TERMINATION REQUEST

	Information Exchange Failure
	INFORMATION EXCHANGE FAILURE INDICATION

	Bearer Re-arrangement
	BEARER REARRANGEMENT INDICATION

	Radio Link Activation
	RADIO LINK ACTIVATION COMMAND

	Radio Link Parameter Update 
	RADIO LINK PARAMETER UPDATE INDICATION

	MBMS Notification Update
	MBMS NOTIFICATION UPDATE COMMAND


8.2
NBAP Common Procedures

8.2.1
Common Transport Channel Setup

8.2.1.1
General

This procedure is used for establishing the necessary resources in Node B, regarding Secondary CCPCH, PICH, PRACH, AICH [FDD], FACH, PCH, RACH and FPACH [1.28Mcps TDD].

8.2.1.2
Successful Operation
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Figure 1: Common Transport Channel Setup procedure, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

One message can configure only one of the following combinations:
-
[FDD - one Secondary CCPCH, and FACHs, PCH, PICH and MICH related to that Secondary CCPCH], or
-
[TDD - one CCTrCH consisting of Secondary CCPCHs and FACHs, PCH with the corresponding PICH and MICH related to that group of Secondary CCPCHs], or
-
one [1.28Mcps TDD - or more] PRACH, one RACH and one AICH [FDD] and one FPACH[1.28Mcps TDD] related to that PRACH, or

- 
one E-RUCCH [3.84Mcps TDD and 7.68Mcps TDD].

Secondary CCPCH:

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]
[FDD – If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FDD S-CCPCH Frame Offset IE within the Secondary CCPCH IE, the Node B shall apply the indicated frame offset for the concerned Secondary CCPCH.]

[TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]

[3.84Mcps TDD and 7.68Mcps TDD – When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the TFCI Presence IE, the Node B shall apply the indicated TFCI presence in the timeslot of the S-CCPCH.  If all the S-CCPCHs defined in a timeslot do not have a TFCI Presence IE included, the Node B shall apply a TFCI field in the lowest numbered S-CCPCH of the timeslot.]
[TDD - FACHs and PCH may be mapped onto a CCTrCH which may consist of several Secondary CCPCHs]

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FACH Parameters IE, the Node B shall configure and activate the indicated FACH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PCH Parameters IE, the Node B shall configure and activate the concerned PCH and the associated PICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

[1.28Mcps TDD - If the PCH Power IE is included in the PCH Parameters IE of the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall use this value as the power at which the PCH shall be transmitted.]

[TDD - If the TSTD Indicator IE for the S-CCPCH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall activate TSTD diversity for all S-CCPCHs defined in the message that are not beacon channels [19,21]. If the TSTD Indicator IE is not included or is set to "not active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall not activate TSTD diversity for the S-CCPCHs defined in the message.]

[1.28Mcps TDD - If the TSTD Indicator IE for the PICH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall activate TSTD diversity for the PICH if it is not a beacon channel [19,21]. If the TSTD Indicator IE is set to "not active" or the TSTD Indicator IE is not included for the PICH in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall not activate TSTD diversity for the PICH.]
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the MICH Parameters IE, the Node B shall configure and activate the concerned MICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Modulation Power Offset IE, in the Secondary CCPCH IE, the Node B shall apply the indicated modulation, and power offset in case of 16QAM, for the concerned Secondary CCPCH.]

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Extended Secondary CCPCH Slot Format IE, in the Secondary CCPCH IE, the Node B shall ignore the Secondary CCPCH Slot Format IE and apply the slot format indicated in the Extended Secondary CCPCH Slot Format IE.]
[3.84Mcps TDD and 7.68Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Modulation IE, the Node B shall apply the indicated modulation for the CCTrCH.]

[3.84Mcps TDD and 7.68Mcps TDD - If a timeslot has been configured for MBSFN operation then the contents of the [3.84Mcps TDD - Midamble Shift and Burst Type IE] [7.68Mcps TDD - Midamble Shift and Burst Type 7.68Mcps IE] shall be ignored and burst type 4, Kcell=1 shall be used [19].]
PRACH:

When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PRACH IE, the Node B shall configure and activate the indicated PRACH and the associated RACH [FDD - and the associated AICH] according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[1.28Mcps TDD - The resource indicated by the PRACH IE is used for RACH random access as well as E-DCH random access. The way to differentiate the two access type on PRACH physical resource shall be operated according to [21]].
[1.28Mcps TDD - FPACH]:

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FPACH IE, the Node B shall configure and activate the indicated FPACH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
Where more than one FPACH is defined, the FPACH that Node B should use is defined by the UpPCH signature (SYNC_UL) code that the UE used. The FPACH number = N mod M where N denotes the signature number (0..7) and M denotes the number of FPACHs that are defined in a cell. The FPACH number is in ascending order by Common Physical Channel ID IE contained in the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[1.28Mcps TDD - PLCCH]:

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PLCCH IE, the Node B shall configure and activate the indicated PLCCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message when one or more of the PLCCH sequence numbers have been assigned to one or more radio links.]

[3.84Mcps TDD and 7.68Mcps TDD – E-RUCCH]:

When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the [3.84Mcps TDD - E-RUCCH IE] [7.68Mcps TDD - E-RUCCH 7.68Mcps IE], the Node B shall configure and activate the indicated E-RUCCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

RACH, FACH and PCH:
If the TNL QoS IE is included for a RACH, FACH or PCH and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related RACH, FACH or PCH.
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Broadcast Reference IE, and an established common transport channel with the same Broadcast Reference, the same ToAWS and the same ToAWE exists in the Node B, and if supported, the Node B may include the Broadcast Common Transport Bearer Indication IE in the Common Transport Channel Information Response IE in the COMMON TRANSPORT CHANNEL SETUP RESPONSE message to inform the CRNC that the existing transport bearer, identified by Broadcast Common Transport Bearer Indication IE, shall be used instead of establishing a new transport bearer. If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Broadcast Reference IE and the common transport channels with the same Broadcast Reference, the same ToAWS and the same ToAWE does not exist in the Node B, the Node B may store the value of Broadcast Reference IE.
General:

After successfully configuring the requested common transport channels and the common physical channels, the Node B shall store the value of Configuration Generation ID IE and it shall respond with the COMMON TRANSPORT CHANNEL SETUP RESPONSE message with the Common Transport Channel ID IE, the Binding ID IE and the Transport Layer Address IE for the configured common transport channels.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes the Transport Layer Address and Binding ID IEs, the Node B may use the transport layer adress and the binding identifier received from the CRNC when establishing a transport bearer for the indicated common transport channels.

After a successful procedure and once the transport bearers are established, the configured common transport channels and the common physical channels shall adopt the state Enabled [6] in the Node B and the common physical channels exist on the Uu interface.
8.2.1.3
Unsuccessful Operation
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Figure 2: Common Transport Channel Setup procedure, Unsuccessful Operation

If the Node B is not able to support all or part of the configuration, it shall reject the configuration of all the channels in the COMMON TRANSPORT CHANNEL SETUP REQUEST message. The channels in the COMMON TRANSPORT CHANNEL SETUP REQUEST message shall remain in the same state as prior to the procedure. The Cause IE shall be set to an appropriate value. The value of Configuration Generation ID IE from the COMMON TRANSPORT CHANNEL SETUP REQUEST message shall not be stored.

If the configuration was unsuccessful, the Node B shall respond with a COMMON TRANSPORT CHANNEL SETUP FAILURE message.
Typical cause values are as follows:

Radio Network Layer Cause:

-
Cell not available
-
Power level not supported

-
Node B Resources unavailable

-
Requested Tx Diversity Mode not supported
-
UL SF not supported
-
DL SF not supported
-
Common Transport Channel Type not supported

-
MICH not supported

Transport Layer Cause:

-
Transport Resources Unavailable
Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure
8.2.1.4
Abnormal Conditions
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, and that IE contains [FDD - neither the FACH Parameters IE nor the PCH Parameters IE] [TDD – neither the FACH IE nor the PCH IE], the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.

[TDD - If the FACH CCTrCH Id IE or the PCH CCTrCH Id IE does not equal the SCCPCH CCTrCH Id IE, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]

[TDD - If the TDD Physical Channel Offset IE, the Repetition Period IE, and the Repetition Length IE are not equal for each SCCPCH configured within the CCTrCH or the TFCI Presence IE are not equal for any two SCCPCHs configured in the same timeslot, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]

[1.28Mcps TDD - If the Common Transport Channel ID IE, and the Transport Format Set IE are not equal for each RACH configured in PRACH, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]
If the state is already Enabled or Disabled [6] for at least one channel in the COMMON TRANSPORT CHANNEL SETUP REQUEST message which is received, the Node B shall reject the configuration of all channels with the Cause IE set to "Message not compatible with receiver state".

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport channel intended to be established, the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the MICH Parameters IE but not the FACH Parameters IE [FDD – for one S-CCPCH], the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.
Skip to next change
8.2.8
Common Measurement Initiation

8.2.8.1
General

This procedure is used by a CRNC to request the initiation of measurements on common resources in a Node B.

8.2.8.2
Successful Operation
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Figure 11: Common Measurement Initiation procedure, Successful Operation
The procedure is initiated with a COMMON MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.
[TDD - If the [3.84Mcps TDD and 7.68Mcps TDD - Time Slot IE] [1.28Mcps TDD - Time Slot LCR IE] is present in the COMMON MEASUREMENT INITIATION REQUEST message, the measurement request shall apply to the requested time slot individually.]

If the Common Measurement Type IE is not set to "SFN-SFN Observed Time Difference" and the SFN Reporting Indicator IE is set to "FN Reporting Required", the SFN IE shall be included in the COMMON MEASUREMENT REPORT message or in the COMMON MEASUREMENT RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand". The reported SFN shall be the SFN at the time when the measurement value was reported by the layer 3 filter, referred to as point C in the measurement model [25]. If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", the SFN Reporting Indicator IE shall be ignored.

[FDD - If the Common Measurement Type IE is set to "Received Scheduled E-DCH Power Share" and the RTWP* Reporting Indicator IE is set to "RTWP* Reporting Required", the RTWP* Value IE shall be included in the COMMON MEASUREMENT REPORT message or in the COMMON MEASUREMENT RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand". This is the received total wideband power (RTWP) determined for the same time period during which RSEPS is determined.]
[FDD - If the Common Measurement Type IE is set to "Received Scheduled E-DCH Power Share for Cell Portion" and the RTWP*for Cell Portion Reporting Indicator IE is set to "RTWP* Reporting Required", the RTWP* Value IE shall be included in the COMMON MEASUREMENT REPORT message or in the COMMON MEASUREMENT RESPONSE message, the latter only in the case the Report Characteristics IE is set to "On Demand".]
Common measurement type:

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", then the Node B shall initiate the SFN-SFN Observed Time Difference measurements between the reference cell identified by C-ID IE and the neighbouring cells identified by the UTRAN Cell Identifier(UC-Id) IE in the Neighbouring Cell Measurement Information IE.

If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion", "Transmitted Carrier Power for Cell Portion", "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion", "HS-DSCH Required Power for Cell Portion" or "HS-DSCH Provided Bit Rate for Cell Portion", [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the Node B shall initiate the corresponding measurements for all the cell portions which are configured under the cell indicated by C-ID IE in the COMMON MEASUREMENT INITIATION REQUEST message.
Report characteristics:
The Report Characteristics IE indicates how the reporting of the measurement shall be performed. See also Annex B.

If the Report Characteristics IE is set to "On Demand" and if the SFN IE is not provided, the Node B shall return the result of the requested measurement immediately. If the SFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Periodic", the Node B shall periodically initiate a Common Measurement Reporting procedure for this measurement, with the requested report frequency. If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", all the available measurement results shall be reported in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE in the SFN-SFN Measurement Value Information IE and the Node B shall indicate in the Unsuccessful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE all the remaining neighbouring cells with no measurement result available in the Common Measurement Reporting procedure. If the SFN IE is provided, it indicates the frame for which the first measurement value of a periodic reporting shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25].

If the Report Characteristics IE is set to "Event A", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or "HS-DSCH Required Power for Cell Portion" or [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the measurement entity to be considered is the corresponding measurement for each cell portion.

If the Report Characteristics IE is set to "Event B", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero for the hysteresis time. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion"or "HS-DSCH Required Power for Cell Portion" or [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the measurement entity to be considered is the corresponding measurement for each cell portion.

If the Report Characteristics IE is set to "Event C", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity rises by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next C event reporting for the same measurement cannot be initiated before the rising time specified by the Measurement Change Time IE has elapsed since the previous event reporting. If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion"or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the measurement entity to be considered is the corresponding measurement for each cell portion.

If the Report Characteristics IE is set to "Event D", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity falls by an amount greater than the requested threshold within the requested time. After having reported this type of event, the next D event reporting for the same measurement cannot be initiated before the falling time specified by the Measurement Change Time IE has elapsed since the previous event reporting.
If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion"or "Transmitted Carrier Power for Cell Portion"or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion" or [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the measurement entity to be considered is the corresponding measurement for each cell portion.

If the Report Characteristics IE is set to "Event E", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided, the Node B shall initiate the Common Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Common Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion"or "Transmitted Carrier Power for Cell Portion"or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion"or "HS-DSCH Required Power for Cell Portion" or     [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the measurement entity to be considered is the corresponding measurement for each cell portion.

If the Report Characteristics IE is set to "Event F", the Node B shall initiate the Common Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). When the conditions for Report A are met and the Report Periodicity IE is provided the Node B shall also initiate the Common Measurement Reporting procedure periodically. If the conditions for Report A have been met and the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time', the Node B shall initiate the Common Measurement Reporting procedure (Report B) as well as terminate any corresponding periodic reporting. If the Measurement Threshold 2 IE is not present, the Node B shall use the value of the Measurement Threshold 1 IE instead. If the Measurement Hysteresis Time IE is not included, the Node B shall use the value zero as hysteresis times for both Report A and Report B. If the Common Measurement Type IE is set to "HS-DSCH Required Power", the measured entity to be considered is the sum of the HS-DSCH Required Power measurements for each priority class. If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion" or "Transmitted Carrier Power for Cell Portion" or "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion"or "HS-DSCH Required Power for Cell Portion" or [FDD - "Received Scheduled E-DCH Power Share for Cell Portion",] the measurement entity to be considered is the corresponding measurement for each cell portion.

If the Report Characteristics IE is set to "On Modification" and if the SFN IE is not provided, the Node B shall report the result of the requested measurement immediately. If the SFN IE is provided, it indicates the frame for which the measurement value shall be provided. The provided measurement value shall be the one reported by the layer 3 filter, referred to as point C in the measurement model [25]. Then, the Node B shall initiate the Common Measurement Reporting procedure in accordance to the following conditions:

1.
If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning":

-
If the TUTRAN-GPS Change Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], calculate the change of TUTRAN-GPS value (Fn). The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when the absolute value of Fn rises above the threshold indicated by the TUTRAN-GPS Change Limit IE. The change of TUTRAN-GPS value (Fn) is calculated according to the following:

Fn=0 for n=0

Fn = (Mn – Mn-1) mod 37158912000000 – ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Fn-1


for n>0
Fn is the change of the TUTRAN-GPS value expressed in unit [1/16 chip] when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received after point C in the measurement model [25], measured at SFNn.
Mn-1 is the previous measurement result received after point C in the measurement model [25], measured at SFNn-1.

M1 is the first measurement result received after point C in the measurement model [25], after the first Common Measurement Reporting at initiation or after the last event was triggered.

M0 is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common Measurement Reporting when the event was triggered.

-
If the Predicted TUTRAN-GPS Deviation Limit IE is included in the TUTRAN-GPS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], update the Pn and Fn  The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when Fn rises above the threshold indicated by the Predicted TUTRAN-GPS Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b for n=0

Pn = ((a/16) * ((SFNn – SFNn-1) mod 4096)/100 +((SFNn – SFNn-1) mod 4096)*10*3.84*10^3*16 + Pn-1 ) mod 37158912000000

for n>0

Fn = min((Mn - Pn) mod 37158912000000, (Pn - Mn) mod 37158912000000)

for n>0

Pn is the predicted TUTRAN-GPS value when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported TUTRAN-GPS Drift Rate value.

b is the last reported TUTRAN-GPS value.

Fn is the deviation of the last measurement result from the predicted TUTRAN-GPS value (Pn ) when n measurements have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received after point C in the measurement model [25], measured at SFNn.
M1 is the first measurement result received after point C in the measurement model [25], after the first Common Measurement Reporting at initiation or after the last event was triggered.

The TUTRAN-GPS Drift Rate is determined by the Node B in an implementation-dependent way after point B in the measurement model [26].

2.
If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference":

-
If the SFN-SFN Change Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], calculate the change of SFN-SFN value (Fn). The Node B shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when Fn rises above the threshold indicated by the SFN-SFN Change Limit IE. The change of the SFN-SFN value is calculated according to the following:

Fn=0

for n=0

[FDD - Fn = (Mn – a) mod 614400

for n>0]
[TDD - Fn = (Mn – a) mod 40960

for n>0]
Fn is the change of the SFN-SFN value expressed in unit [1/16 chip] when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN.

Mn is the latest measurement result received after point C in the measurement model [25], measured at SFNn.

M1 is the first measurement result received after point C in the measurement model [25] after the first Common Measurement Reporting at initiation or after the last event was triggered.

-
If the Predicted SFN-SFN Deviation Limit IE is included in the SFN-SFN Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], update the Pn and Fn The Node B shall initiate the Common Measurement Reporting procedure in order to report the particular SFN-SFN measurement which has triggered the event and set n equal to zero when the Fn rises above the threshold indicated by the Predicted SFN-SFN Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b for n=0

[FDD - Pn = ((a/16) * ((SFNn – SFNn-1) mod 4096)/100 + Pn-1 ) mod 614400

for n>0]
[FDD - Fn = min((Mn - Pn) mod 614400, (Pn - Mn) mod 614400)

for n>0]

[TDD - Pn = ((a/16) * (15*(SFNn – SFNn-1)mod 4096 + (TSn – TSn-1))/1500 + Pn-1 ) mod 40960

for n>0]
[TDD - Fn = min((Mn - Pn) mod 40960, (Pn - Mn) mod 40960)

for n>0]
Pn is the predicted SFN-SFN value when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported SFN-SFN Drift Rate value.

b is the last reported SFN-SFN value.

abs denotes the absolute value.

Fn is the deviation of the last measurement result from the predicted SFN-SFN value (Pn ) when n measurements have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

Mn is the latest measurement result received after point C in the measurement model [25], measured at [TDD - the Time Slot TSn of] the Frame SFNn.
M1 is the first measurement result received after point C in the measurement model [25] after the first Common Measurement Reporting at initiation or after the last event was triggered.

The SFN-SFN Drift Rate is determined by the Node B in an implementation-dependent way after point B in the measurement model [26].

3.
If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning":

-
If the TUTRAN-GANSS Change Limit IE is included in the TUTRAN-GANSS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], calculate the change of TUTRAN-GANSS value (Fn). The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when the absolute value of Fn rises above the threshold indicated by the TUTRAN-GANSS Change Limit IE. The change of TUTRAN-GANSS value (Fn) is calculated according to the following:

Fn=0 for n=0

Fn = (GAMn – GAMn-1) mod 5308416000000 – ((SFNn – SFNn-1) mod 4096) *10*3.84*10^3*16 + Fn-1


for n>0
Fn is the change of the TUTRAN-GANSS value expressed in unit [1/16 chip] when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

GAMn is the latest GANSS measurement result received after point C in the GANSS measurement model, measured at SFNn.
GAMn-1 is the previous GANSS measurement result received after point C in the GANSS measurement model, measured at SFNn-1.

GAM1 is the first GANSS measurement result received after point C in the GANSS measurement model, after the first Common Measurement Reporting at initiation or after the last event was triggered.

GAM0 is equal to the value reported in the first Common Measurement Reporting at initiation or in the Common Measurement Reporting when the event was triggered.

GANSS measurement model is the timing between cell j and GANSS Time Of Day. TUE-GANSSj is defined as the time of occurrence of a specified UTRAN event according to GANSS time. The specified UTRAN event is the beginning of a particular frame (identified through its SFN) in the first detected path (in time) of the cell j CPICH, where cell j is a cell chosen by the UE. The reference point for TUE-GANSSj shall be the antenna connector of the UE. 

-
If the Predicted TUTRAN-GANSS Deviation Limit IE is included in the TUTRAN-GANSS Measurement Threshold Information IE, the Node B shall each time a new measurement result is received after point C in the measurement model [25], update the Pn and Fn. The Node B shall initiate the Common Measurement Reporting procedure and set n equal to zero when Fn rises above the threshold indicated by the Predicted TUTRAN-GANSS Deviation Limit IE. The Pn and Fn are calculated according to the following:

Pn=b for n=0

Pn = ((a/16) * ((SFNn – SFNn-1) mod 4096)/100 +((SFNn – SFNn-1) mod 4096)*10*3.84*10^3*16 + Pn-1 ) mod 5308416000000

for n>0

Fn = min((GAMn - Pn) mod 5308416000000, (Pn - GAMn) mod 5308416000000)

for n>0

Pn is the predicted TUTRAN-GANSS value when n measurement results have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

a is the last reported TUTRAN-GANSS Drift Rate value.

b is the last reported TUTRAN-GANSS value.

Fn is the deviation of the last measurement result from the predicted TUTRAN-GANSS value (Pn ) when n measurements have been received after the first Common Measurement Reporting at initiation or after the last event was triggered.

GAMn is the latest GANSS measurement result received after point C in the GANSS measurement model, measured at SFNn.

GAM1 is the first GANSS measurement result received after point C in the GANSS measurement model, after the first Common Measurement Reporting at initiation or after the last event was triggered.

The TUTRAN-GANSS Drift Rate is determined by the Node B in an implementation-dependent way after point B in the measurement model [25].
If the Report Characteristics IE is not set to "On Demand", the Node B is required to perform reporting for a common measurement object, in accordance with the conditions provided in the COMMON MEASUREMENT INITIATION REQUEST message, as long as the object exists. If no common measurement object(s) for which a measurement is defined exists anymore, the Node B shall terminate the measurement locally, i.e. without reporting this to the CRNC.
If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the Node B shall initiate the Common Measurement Reporting procedure immediately, and then continue with the measurements as specified in the COMMON MEASUREMENT INITIATION REQUEST message.

Higher layer filtering:
The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall be performed according to the following formula.
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The variables in the formula are defined as follows:

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements, the unit used for Mn is the same unit as the reported unit in the COMMON MEASUREMENT INITIATION RESPONSE, COMMON MEASUREMENT REPORT messages or the unit used in the event evaluation (i.e. same unit as for Fn)

a = 1/2(k/2) , where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering)

In order to initialise the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.

Common measurement accuracy:

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning", then the Node B shall use the UTRAN GPS Timing Measurement Accuracy Class IE included in the Common Measurement Accuracy IE according to the following:

-
If the UTRAN GPS Timing Measurement Accuracy Class IE indicates "Class A", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes A, B and C. 

-
If the UTRAN GPS Timing Measurement Accuracy Class IE indicates "Class B", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes B and C.

-
If the UTRAN GPS Timing Measurement Accuracy Class IE indicates "Class C", then the Node B shall perform the measurements with the accuracy according to class C.

If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning", then the Node B shall use the TUTRAN-GANSS Measurement Accuracy Class IE included in the Common Measurement Accuracy IE according to the following: 

-
If the TUTRAN- GANSS Measurement Accuracy Class IE indicates "Class A", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes A, B and C. 

-
If the TUTRAN- GANSS Measurement Accuracy Class IE indicates "Class B", then the Node B shall perform the measurement with highest supported accuracy within the accuracy classes B and C.

-
If the TUTRAN- GANSS Measurement Accuracy Class IE indicates "Class C", then the Node B shall perform the measurements with the accuracy according to class C.

Measurement Recovery Behavior:
If the Measurement Recovery Behavior IE is included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall, if Measurement Recovery Behavior is supported, include the Measurement Recovery Support Indicator IE in the COMMON MEASUREMENT INITIATION RESPONSE message and perform the Measurement Recovery Behavior as described in subclause 8.2.9.2.

[FDD - Noise Floor Reporting:]
[FDD - If the Common Measurement Type IE is set to "Received Total Wide Band Power" and if the Reference Received Total Wide Band Power Reporting IE is included in the same COMMON MEASUREMENT INITIATION REQUEST message, the Node B may include the Reference Received Total Wide Band Power IE in the message used to report the common measurement.]

[FDD - If the Reference Received Total Wide Band Power Reporting IE is included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall if supported, include the Reference Received Total Wide Band Power Support Indicator IE or the Reference Received Total Wide Band Power IE in the COMMON MEASUREMENT INITIATION RESPONSE.]
Response message:
If the Node B was able to initiate the measurement requested by the CRNC, it shall respond with the COMMON MEASUREMENT INITIATION RESPONSE message sent over the Node B Control Port. The message shall include the same Measurement ID that was used in the measurement request. Only in the case where the Report Characteristics IE is set to "On Demand" or "On Modification", the COMMON MEASUREMENT INITIATION RESPONSE message shall include the measurement result and also the Common Measurement Achieved Accuracy IE if the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning" or "UTRAN GANSS Timing of Cell Frames for UE positioning".

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference" and the Report Characteristics IE is set to "On Demand" or "On Modification", all the available measurement results shall be reported in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE in the SFN-SFN Measurement Value Information IE and the Node B shall indicate in the Unsuccessful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE all the remaining neighbouring cells with no measurement result available in the COMMON MEASUREMENT INITIATION RESPONSE message. For all available measurement results, the Node B shall include in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE the SFN-SFN Quality IE and the SFN-SFN Drift Rate Quality IE, if available.

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning" and the Report Characteristics IE is set to "On Demand" or "On Modification", the Node B shall include in the TUTRAN-GPS Measurement Value Information IE the TUTRAN-GPS Quality IE and the TUTRAN-GPS Drift Rate Quality IE, if available.

If the Common Measurement Type IE is set to "Received Total Wide Band Power for Cell Portion", "Transmitted Carrier Power for Cell Portion", "Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion", "HS-DSCH Required Power for Cell Portion" or "HS-DSCH Provided Bit Rate for Cell Portion" and the Report Characteristics IE is set to "On Demand", all the available measurement results for each cell portion shall be included in the COMMON MEASUREMENT INITIATION RESPONSE message.

If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning" and the Report Characteristics IE is set to "On Demand" or "On Modification", the NodeB shall include in the TUTRAN-GANSS Measurement Value Information IE, the TUTRAN-GANSS Quality IE and the TUTRAN-GANSS Drift Rate Quality IE, if available.

8.2.8.3
Unsuccessful Operation
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Figure 12: Common Measurement Initiation procedure, Unsuccessful Operation
If the requested measurement cannot be initiated, the Node B shall send a COMMON MEASUREMENT INITIATION FAILURE message over the Node B Control Port. The message shall include the same Measurement ID that was used in the COMMON MEASUREMENT INITIATION REQUEST message and the Cause IE set to an appropriate value.

Typical cause values are as follows:

Radio Network Layer Cause:

-
Measurement not supported for the object.

-
Measurement Temporarily not Available

8.2.8.4
Abnormal Conditions

The allowed combinations of the Common Measurement Type received in the Common Measurement Type IE and the Common Measurement Object Type received in the COMMON MEASUREMENT INITIATION REQUEST message are shown in the table below. For not allowed combinations, the Node B shall regard the Common Measurement Initiation procedure as failed.

Table 3a: Allowed Common Measurement Type and Common Measurement Object Type combinations

	Common Measurement Type
	Common Measurement Object Type

	
	Cell
	RACH
	Power Local Cell Group

	Received Total Wide Band Power 
	X
	
	

	Transmitted Carrier Power
	X
	
	

	Acknowledged PRACH Preambles
	
	X
	

	UL Timeslot ISCP
	X
	
	

	UTRAN GPS Timing of Cell Frames for UE Positioning
	X
	
	

	SFN-SFN Observed Time Difference
	X
	
	

	[TDD - Transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission]
[FDD - Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission]
	X
	
	

	HS-DSCH Required Power
	X
	
	

	HS-DSCH Provided Bit Rate
	X
	
	

	Received Total Wide Band Power for Cell Portion
	X
	
	

	Transmitted Carrier Power for Cell Portion
	X
	
	

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion
	X
	
	

	UpPTS interference
	1.28 Mcps TDD only
	
	

	DL Transmission Branch Load
	FDD only
	
	FDD only

	HS-DSCH Required Power for Cell Portion
	X
	
	

	HS-DSCH Provided Bit Rate for Cell Portion
	X
	
	

	E-DCH Provided Bit Rate
	X
	
	

	E-DCH Non-serving Relative Grant Down Commands
	FDD only
	
	

	Received Scheduled E-DCH Power Share
	FDD only
	
	

	Received Scheduled E-DCH Power Share for Cell Portion
	FDD only
	
	

	UTRAN GANSS Timing of Cell Frames for UE Positioning
	X
	
	


[TDD - If the Common Measurement Type requires the Time Slot Information but the [3.84Mcps TDD and 7.68Mcps TDD - Time Slot IE] [1.28Mcps TDD - Time Slot LCR IE] is not present in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed.]

If the COMMON MEASUREMENT INITIATION REQUEST message contains the SFN-SFN Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the Node B shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the COMMON MEASUREMENT INITIATION REQUEST message contains the TUTRAN-GPS Measurement Threshold Information IE (in the Measurement Threshold IE contained in the Report Characteristics IE) and it does not contain at least one IE, the Node B shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.

If the Common Measurement Type IE is set to "SFN-SFN Observed Time Difference", but the Neighbouring Cell Measurement Information IE is not received in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed.

If the Common Measurement Type IE is set to "UTRAN GPS Timing of Cell Frames for UE Positioning", but the TUTRAN-GPS Measurement Accuracy Class IE in the Common Measurement Accuracy IE is not included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed. 

If the Common Measurement Type IE is set to "UTRAN GANSS Timing of Cell Frames for UE Positioning", but the TUTRAN-GANSS Measurement Accuracy Class IE in the Common Measurement Accuracy IE is not included in the COMMON MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Common Measurement Initiation procedure as failed. 

[FDD - If the COMMON MEASUREMENT INITIATION REQUEST message contains the Reference Received Total Wide Band Power Reporting IE and it does not contain the Common Measurement Type IE set to "Received Total Wide Band Power", the Node B shall reject the procedure using the COMMON MEASUREMENT INITIATION FAILURE message.]
The allowed combinations of the Common Measurement Type and Report Characteristics Type are shown in the table below marked with "X". For not allowed combinations, the Node B shall regard the Common Measurement Initiation procedure as failed.

Table 4: Allowed Common Measurement Type and Report Characteristics Type combinations

	Common Measurement Type
	Report Characteristics Type



	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	Received Total Wide Band Power 
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Carrier Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	Acknowledged PRACH Preambles
	X
	X
	X
	X
	X
	X
	X
	X
	

	UL Timeslot ISCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	UTRAN GPS Timing of Cell Frames for UE Positioning
	X
	X
	
	
	
	
	
	
	X

	SFN-SFN Observed Time Difference
	X
	X
	
	
	
	
	
	
	X

	[TDD – Transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission]

[FDD - Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission]
	X
	X
	X
	X
	X
	X
	X
	X
	

	HS-DSCH Required Power
	X
	X
	X
	X
	
	
	X
	X
	

	HS-DSCH Provided Bit Rate
	X
	X
	
	
	
	
	
	
	

	Received Total Wide Band Power for Cell Portion
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Carrier Power for Cell Portion
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion
	X
	X
	X
	X
	X
	X
	X
	X
	

	UpPTS interference
	X
	X
	X
	X
	X
	X
	X
	X
	

	DL Transmission Branch Load
	X
	X
	X
	X
	
	
	X
	X
	

	HS-DSCH Required Power for Cell Portion
	X
	X
	X
	X
	
	
	X
	X
	

	HS-DSCH Provided Bit Rate for Cell Portion
	X
	X
	
	
	
	
	
	
	

	E-DCH Provided Bit Rate
	X
	X
	
	
	
	
	
	
	

	E-DCH Non-serving Relative Grant Down Commands
	X
	X
	X
	X
	
	
	X
	X
	

	Received Scheduled E-DCH Power Share
	X
	X
	X
	X
	X
	X
	X
	X
	

	Received Scheduled E-DCH Power Share for Cell Portion
	X
	X
	X
	X
	X
	X
	X
	X
	

	UTRAN GANSS Timing of Cell Frames for UE Positioning
	X
	X
	
	
	
	
	
	
	X


If the SFN IE is included in the COMMON MEASUREMENT INITIATION REQUEST message and the Report Characteristics IE is other than "Periodic", "On Demand" or "On Modification", the Node B shall regard the Common Measurement Initiation procedure as failed.

8.2.9
Common Measurement Reporting
8.2.9.1
General

This procedure is used by the Node B to report the result of measurements requested by the CRNC with the Common Measurement Initiation procedure.

8.2.9.2
Successful Operation
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Figure 13: Common Measurement Reporting procedure, Successful Operation
If the requested measurement reporting criteria are met, the Node B shall initiate the Common Measurement Reporting procedure. The COMMON MEASUREMENT REPORT message shall use the Node B Control Port.

The Measurement ID IE shall be set to the Measurement ID provided by the CRNC when initiating the measurement with the Common Measurement Initiation procedure.

If the achieved measurement accuracy does not fulfil the given accuracy requirement (see ref.[22] and [23]) or the measurement is temporarily not available in case Measurement Recovery Behavior is supported, the Common Measurement Value Information IE shall indicate Measurement not Available. If the Node B was configured to perform the Measurement Recovery Behavior, the Node B shall indicate Measurement Available to the CRNC when the achieved measurement accuracy again fulfils the given accuracy requirement (see ref. [22] and [23]) and include the Measurement Recovery Report Indicator IE in the COMMON MEASUREMENT REPORT message if the requested measurement reporting criteria are not met.

For measurements included in the Successful Neighbouring Cell SFN-SFN Observed Time Difference Measurement Information IE, the Node B shall include the SFN-SFN Quality IE and the SFN-SFN Drift Rate Quality IE if available.

If the Common Measurement Type provided by RNC when initiating the measurement with the Common Measurement Initiation procedure was "UTRAN GPS Timing of Cell Frames for UE Positioning", then the Node B shall include in the TUTRAN-GPS Measurement Value Information IE the TUTRAN-GPS Quality IE and the TUTRAN-GPS Drift Rate Quality IE, if available.

If the Common Measurement Type provided by RNC when initiating the measurement with the Common Measurement Initiation procedure was "UTRAN GANSS Timing of Cell Frames for UE Positioning", then the Node B shall include in the TUTRAN-GANSS Measurement Value Information IE the TUTRAN-GANSS Quality IE and the TUTRAN-GANSS Drift Rate Quality IE, if available.

For Received Total Wide Band Power for Cell Portion, Transmitted Carrier Power for Cell Portion, Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission for Cell Portion, HS-DSCH Required Power for Cell Portion, HS-DSCH Provided Bit Rate for Cell Portion, [FDD - Received Scheduled E-DCH Power Share for Cell Portion,] measurements, all the available measurement results for each cell portion shall be included in the COMMON MEASUREMENT REPORT message.

8.2.9.3
Abnormal Conditions

-

Skip to next change
8.2.26
Information Exchange Initiation

8.2.26.1
General

This procedure is used by a CRNC to request the initiation of information provisioning from a Node B.

8.2.26.2
Successful Operation
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Figure 27L: Information Exchange Initiation procedure, Successful Operation
The procedure is initiated with the INFORMATION EXCHANGE INITIATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception, the Node B shall provide the requested information according to the Information Type Item IE. Unless specified below, the meaning of the parameters are given in other specifications.

If the Information Type IE contains a GANSS Generic Data IE, at least one of the GANSS Navigation Model, GANSS Time Model, GANSS UTC Model, GANSS Almanac, GANSS Real Time Integrity IEs shall be present in the GANSS Generic Data IE.

-
If the GANSS Generic Data IE does not contain the GANSS ID IE, the Node B shall assume that the corresponding GANSS is “Galileo”.

Information Report Characteristics
The Information Report Characteristics IE indicates how the reporting of the information shall be performed.

If the Information Report Characteristics IE is set to "On Demand", the Node B shall report the requested information immediately.

If the Information Report Characteristics IE is set to "Periodic", the Node B shall immediately report the requested information and then shall periodically initiate the Information Reporting procedure for all the requested information, with the requested reporting frequency.

If the Information Report Characteristics IE is set to "On Modification", the Node B shall immediately report the requested information if available. If the requested information is not available at the moment of receiving the INFORMATION EXCHANGE INITIATION REQUEST message, but expected to become available after some acquisition time, the Node B shall initiate the Information Reporting procedure when the requested information becomes available. The Node B shall then initiate the Information Reporting procedure in accordance to the following conditions related to the Information Type IE:

1)
If the Information Type Item IE is set to "DGPS Corrections", the Node B shall initiate the Information Reporting procedure when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has occurred in the IODE. 

2)
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Navigation Model & Time Recovery", the Node B shall initiate the Information Reporting procedure for this specific GPS Information Item when a change has occurred regarding either the IODC or the list of visible satellites, identified by the Sat ID IEs.

3)
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Ionospheric Model", the Node B shall initiate the Information Reporting procedure for this specific GPS Information Item when any change has occurred.

4)
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS UTC Model", the Node B shall initiate the Information Reporting procedure for this specific GPS Information Item when a change has occurred in the tot or WNt parameter.

5)
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Almanac", the Node B shall initiate the Information Reporting procedure for this specific GPS Information Item when a change in the toa or WNa parameter has occurred.

6)
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Real-Time Integrity", the Node B shall initiate the Information Reporting procedure for this specific GPS Information Item when any change has occurred.

7)
If the Information Type Item IE is set to "DGANSS Corrections", the Node B shall initiate the Information Reporting procedure when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has occurred in the IOD.

8)
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information Item IE includes "GANSS Navigation Model”, the Node B shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change has occurred regarding either the IOD or the list of visible satellites, identified by the Sat ID IEs.

9)
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information Item IE includes "GANSS Ionospheric Model", the Node B shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

10)
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information Item IE includes "GANSS Time Model", the Node B shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

11)
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information Item IE includes "GANSS UTC Model", the Node B shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change has occurred in the tot or WNt parameter.

12)
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information Item IE includes "GANSS Almanac", the Node B shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change in the Toa or Week Number parameter has occurred.

13)
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information Item IE includes "GANSS Real Time Integrity", the Node B shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

14)
If any of the above Information Type IEs becomes temporarily unavailable, the Node B shall initiate the Information Reporting procedure for this specific Information Item by indicating "Information Not Available" in the Requested Data Value Information IE. If the Information becomes available again, the Node B shall initiate the Information Reporting procedure for this specific Information.

Response message
If the Node B is able to initiate the information provision requested by the CRNC, it shall respond with the INFORMATION EXCHANGE INITIATION RESPONSE message sent over the Node B Control Port. The message shall include the same Information Exchange ID that was included in the INFORMATION EXCHANGE INITIATION REQUEST message. When the Report Characteristics IE is set to "On Modification" or "Periodic", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the requested data if the data are available. When the Report Characteristics IE is set to "On Demand", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE.

If the Requested DataValue IE contains the GANSS Common Data IE, at least one of the GANSS Ionosphere Model or GANSS RX Pos IEs shall be present.

Any GANSS Generic Data IE associated with a given GANSS included in the Requested DataValue IE shall contain at least one of the DGANSS Corrections, GANSS Navigation Model, GANSS Time Model, GANSS UTC Model, GANSS Almanac or GANSS Real Time Integrity IEs.

-
If the GANSS Generic Data IE does not contain the GANSS ID IE, the corresponding GANSS is “Galileo”.

-
The DGANSS Corrections IE contains one or several DGANSS Information IE(s), each of them associated with a GANSS Signal. A DGANSS Information IE for “Galileo” that does not contain the GANSS Signal ID IE is by default associated with “Galileo L1 OS” (see [39]).
- 
The GANSS Real Time Integrity IE contains one or several Satellite Information IEs, each of them associated with a satellite and a GANSS Signal. A Satellite Information IE for “Galileo”  that does not contain the Bad GANSS Signal ID IE is by default associated with all the signals of the corresponding satellite (see [39]).

8.2.26.3
Unsuccessful Operation
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Figure 27M: Information Exchange Initiation procedure, Unsuccessful Operation
If the Information Type Item received in the Information Type Item IE indicates a type of information that cannot be provided, the Node B shall regard the Information Exchange Initiation procedure as failed.

If the requested information provision cannot be initiated, the Node B shall send the INFORMATION EXCHANGE INITIATION FAILURE message over the Node B control port. The message shall include the same Information Exchange ID that was used in the INFORMATION EXCHANGE INITIATION REQUEST message and the Cause IE set to an appropriate value.

Typical cause values are as follows:
Radio Network Layer Cause
-
Information temporarily not available.

-
Information Provision not supported for the object.

8.2.26.4
Abnormal Conditions

If the Information Report Characteristics IE is set to "On Modification", and the Information Type Item IE is set to "DGPS Corrections", or “DGANSS Corrections”, but the Information Threshold IE is not received in the INFORMATION EXCHANGE INITIATION REQUEST message, the Node B shall regard the Information Exchange Initiation procedure as failed.

If the Information Type Item IE is not set to "DGPS Correction" or “DGANSS Corrections”, the Information Report Characteristics IE is set to "On Modification" and the Information Threshold IE is included in the INFORMATION EXCHANGE INITIATION REQUEST message, the Node B shall regard the Information Exchange Initiation procedure as failed.

Skip to next change
9.1.3
COMMON TRANSPORT CHANNEL SETUP REQUEST

9.1.3.1
FDD Message 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCH
	
	
	
	
	–
	

	>>Secondary CCPCH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>FDD SCCPCH Offset
	M
	
	9.2.2.15
	Corresponds to [7]: S-CCPCH,k 
	–
	

	>>>DL Scrambling Code
	C-PCH
	
	9.2.2.13
	
	–
	

	>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the DL.
	–
	

	>>>Secondary CCPCH Slot Format
	M
	
	9.2.2.43
	If Extended Secondary CCPCH Slot Format IE is present, this IE shall be ignored
	–
	

	>>>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	Refer to TS [7]
	–
	

	>>>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>>>Power Offset Information
	
	1
	
	
	–
	

	>>>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	–
	

	>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>Max FACH Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on the FACH.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>>Broadcast Reference
	O
	
	9.2.1.5C
	
	YES
	ignore

	>>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>PCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>PICH Parameters
	
	1
	
	
	–
	

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>PICH Mode 
	M
	
	9.2.2.26
	Number of PI per frame
	–
	

	>>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>MICH Power
	M
	
	PICH Power 9.2.1.49A
	
	–
	

	>>>>MICH Mode 
	M
	
	9.2.2.21D
	Number of NI per frame
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>FDD S-CCPCH Frame Offset
	O
	
	9.2.2.14B
	
	YES
	reject

	>>>Modulation Power Offset
	O
	
	9.2.2.91
	Used for MBSFN operation only
	YES
	reject

	>>>Extended Secondary CCPCH Slot Format
	O
	
	9.2.2.92
	Used for MBSFN operation only
	YES
	reject

	>PRACH
	
	
	
	
	–
	

	>>PRACH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Scrambling Code Number
	M
	
	9.2.2.42
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the UL.
	–
	

	>>>Preamble Signatures
	M
	
	9.2.2.31
	
	–
	

	>>>Allowed Slot Format Information
	
	1..<maxnoofSlotFormatsPRACH>
	
	
	–
	

	>>>>RACH Slot Format
	M
	
	9.2.2.37
	
	–
	

	>>>RACH Sub Channel Numbers
	M
	
	9.2.2.38
	
	–
	

	>>>Puncture Limit
	M
	
	9.2.1.50
	For the UL
	–
	

	>>>Preamble Threshold
	M
	
	9.2.2.32
	
	–
	

	>>>RACH Parameters
	
	1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>AICH Parameters
	
	1
	
	
	–
	

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>AICH Transmission Timing
	M
	
	9.2.2.1
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>AICH Power
	M
	
	9.2.2.D
	
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>Not Used
	
	
	NULL
	This choice shall not be used. Reject procedure if received.
	–
	


	Condition
	Explanation

	SlotFormat
	The IE shall be present if the Secondary CCPCH Slot Format IE is set to any of the values from 8 to 17.

	PCH
	The IE shall be present if the PCH Parameters IE is not present.


	Range Bound
	Explanation

	maxnoofFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxnoofLen
	Maximum number of Min UL Channelisation Code Length

	maxnoofSlotFormatsPRACH
	Maximum number of SF for a PRACH


9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCHs
	
	
	
	
	–
	

	>>SCCPCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCS
	M
	
	9.2.1.58
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH
	
	1..<maxnoofSCCPCHs>
	
	See note 2 below
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	YES
	notify

	>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH LCR
	
	1..<maxnoofSCCPCHsLCR>
	
	See note 2 below
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TDD Channelisation Code LCR 
	M
	
	9.2.3.19a
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>> SCCPCH Time Slot Format LCR
	M
	
	TDD DL DPCH Time Slot Format LCR 9.2.3.19D
	
	–
	

	>>>7.68 Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH 7.68 Mcps
	
	1..<maxnoofSCCPCHs768>
	
	
	GLOBAL
	reject

	>>>>>Common Physical Channel ID 768Mcps 
	M
	
	9.2.3.33
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps 
	M
	
	9.2.3.34
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>>TFCI Presence
	O
	
	9.2.1.57
	
	–
	

	>>FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>FACH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>Broadcast Reference
	O
	
	9.2.1.5C
	
	YES
	ignore

	>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>CHOICE HCR or LCR or 7.68Mcps
	M
	
	
	See note 1 below
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters LCR
	
	1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>>>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>>>>7.68Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID 768Mcps 
	M
	
	9.2.3.33
	
	–
	

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>PCH Power
	O
	
	DL Power 9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>Notification Indicator Length
	M
	
	9.2.3.7Aa
	
	–
	

	>>>MICH Power
	M
	
	PICH Power 9.2.1.49A
	
	–
	

	>>>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters HCR
	
	1
	
	
	YES
	reject

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters LCR
	
	1
	
	
	YES
	reject

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>>>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>>>> 7.68 Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters 7.68 Mcps
	
	1
	
	
	YES
	reject

	>>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type 7.68Mcps
	M
	
	9.2.3.35
	
	–
	

	>>Modulation
	O
	
	9.2.1.87
	Applicable to 3.84Mcps TDD and 7.68Mcps TDD in MBSFN operation only
	YES
	reject

	>PRACH
	
	
	
	
	–
	

	>>CHOICE HCR or LCR or 7.68 Mcps
	M
	
	
	See note 1 below
	–
	

	>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH
	
	1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>>>PRACH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH LCR
	
	1..<maxnoofPRACHLCRs>
	
	
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>> 7.68 Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH
	
	1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID 768Mcps 
	M
	
	9.2.3.33
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>>>PRACH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>FPACH
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD.
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Max FPACH Power
	M
	
	9.2.3.5E
	
	–
	

	>PLCCH
	
	
	
	1.28 Mcps TDD only
	YES
	reject

	>>Max PLCCH Power
	M
	
	DL Power 

9.2.1.21
	
	–
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>E-RUCCH
	
	
	
	3.84Mcps TDD only
	YES
	reject

	>>E-RUCCH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Max E-RUCCH Midamble Shifts
	M
	
	9.2.3.44
	
	–
	

	>>>E-RUCCH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>E-RUCCH 7.68Mcps
	
	
	
	7.68Mcps TDD only
	YES
	reject

	>>E-RUCCH 7.68Mcps
	
	1
	
	
	–
	

	>>>Common Physical Channel ID 7.68Mcps
	M
	
	9.2.3.33
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>>>>Max E-RUCCH Midamble Shifts
	M
	
	9.2.3.44
	
	–
	

	>>>E-RUCCH Midamble 
	M
	
	9.2.3.14
	
	–
	


Note 1: This information element is a simplified representation of the ASN.1. The choice is in reality performed through the use of a ProtocolIE-Single-Container and a ProtocolExtensionContainer within the ASN.1.

Note 2: This information element is a simplified representation of the ASN.1. Repetitions 1 to 8 and repetitions 9 to maxnoofSCCPCHs / maxnoofSCCPCHsLCR are represented by separate ASN.1 structures.

	Range Bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of Secondary CCPCHs per CCTrCH for 3.84Mcps TDD

	maxnoofSCCPCHsLCR
	Maximum number of Secondary CCPCHs per CCTrCH for 1.28Mcps TDD

	maxnoofSCCPCHs768
	Maximum number of Secondary CCPCHs per CCTrCH for 7.68 Mcps TDD

	maxnoofFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxnoofPRACHLCRs
	Maximum number of PRACHs LCR that can be defined on a RACH for 1.28Mcps TDD


Skip to next change
9.1.17
AUDIT RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	End Of Audit Sequence Indicator
	M
	
	9.2.1.29A
	
	YES
	ignore

	Cell Information
	
	0..<maxCellinNodeB>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Configuration Generation ID
	M
	
	9.2.1.16
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>Local Cell ID
	M
	
	9.2.1.38
	The local cell that the cell is configured on
	–
	

	>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>Primary CCPCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>Secondary CCPCH Individual Information 7.68 Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>RACH Information
	
	0..<maxRACHCell> 
	
	
	EACH
	ignore

	>>RACH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AICH Information
	
	0..<maxPRACHCell> 
	
	Applicable to FDD only
	EACH
	ignore

	>>AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Not Used 1
	
	
	NULL
	This item shall not be used. Ignore if received.
	–
	

	>Not Used 2
	
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 3
	
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 4
	
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	TDD Sync Channel

Applicable to 3.84Mcps TDD only
	YES
	ignore

	>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	TDD Sync Channel

Applicable to 7.68Mcps TDD only
	YES
	ignore

	>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>FPACH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>PLCCH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>HS-DSCH Resources Information
	
	0..1
	
	
	YES
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>E-DCH Resources Information
	
	0..1
	
	
	YES
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	3.84Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	7.68Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	Communication Control Port Information
	
	0..<maxCCPinNodeB>
	
	
	EACH
	ignore

	>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Local Cell Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>MIMO Capability
	O
	
	9.2.2.70
	FDD only
	YES
	ignore

	>SixtyfourQAM DL Capability
	O
	
	9.2.2.74
	FDD only
	YES
	ignore

	>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>Enhanced FACH Capability
	O
	
	9.2.2.86
	FDD only
	YES
	Ignore

	>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.2.87
	FDD only
	YES
	Ignore

	>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	


Note 1: This information element is a simplified representation of the ASN.1. [TDD – Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

	Condition
	Explanation

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to "Continuous Packet Connectivity DTX-DRX Capable".


	Range Bound
	Explanation

	maxCellinNodeB
	Maximum number of Cells that can be configured in Node B

	maxCCPinNodeB
	Maximum number of Communication Control Ports that can exist in the Node B

	maxLocalCellinNodeB
	Maximum number of Local Cells that can exist in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxSCCPCHCell768
	Maximum number of Secondary CCPCHs that can be defined in a Cell for 7.68 Mcps TDD.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs that can be defined in a Cell

	maxRACHCell
	Maximum number of RACHs that can be defined in a Cell

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of  PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell
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9.1.32
RESOURCE STATUS INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CHOICE Indication Type
	M
	
	
	
	YES
	ignore

	>No Failure
	
	
	
	
	–
	

	>>Local Cell Information
	
	1..<max LocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>Add/Delete Indicator
	M
	
	9.2.1.1
	
	–
	

	>>>DL Or Global Capacity Credit
	C-add
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	C-add
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	C-add
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	C-add
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	C-add
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	C-add
	
	9.2.1.46A
	
	–
	

	>>>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	 9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	Ignore

	>>>MIMO Capability
	O
	
	9.2.2.70
	FDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.2.74
	FDD only
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.2.86
	FDD only
	YES
	Ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.2.87
	FDD only
	YES
	Ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	>Service Impacting
	
	
	
	
	–
	

	>>Local Cell Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.2.70
	FDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.2.74
	FDD only
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.2.86
	FDD only
	YES
	Ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.2.87
	FDD only
	YES
	Ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability 
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Communication Control Port Information
	
	0..<maxCCPinNodeB>


	
	
	EACH
	ignore

	>>>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Cell Information
	
	0..<maxCellinNodeB>
	
	
	EACH
	ignore

	>>>C-ID
	M
	
	9.2.1.9
	
	–
	

	>>>Resource Operational State
	O
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	O
	
	9.2.1.2
	
	–
	

	>>>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	FDD only
	EACH
	ignore

	>>>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>Primary CCPCH Information 7.68Mcps 
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>RACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>RACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AICH Information
	
	0..<maxPRACHCell>
	
	FDD only
	EACH
	ignore

	>>>>AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Not Used 1
	
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 2
	
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 3
	
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 4
	
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>FPACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>HS-DSCH Resources Information
	
	0..1
	
	
	YES
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>E-DCH Resources Information
	
	0..1
	
	
	YES
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>PLCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	Applicable to 3.84Mcps TDD only
	EACH
	Ignore

	>>>>E-RUCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	Applicable to 7.68Mcps TDD only
	EACH
	Ignore

	>>>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	Cause
	O
	
	9.2.1.6
	
	YES
	ignore


Note 1: This information element is a simplified representation of the ASN.1. [TDD – Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

	Condition
	Explanation

	add
	The IE shall be present if the Add/Delete Indicator IE is set to "Add".

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to " Continuous Packet Connectivity DTX-DRX Capable".


	Range Bound
	Explanation

	maxLocalCellinNodeB
	Maximum number of Local Cells that can exist in the Node B

	maxCellinNodeB
	Maximum number of C-IDs that can be configured in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxCCPinNodeB
	Maximum number of Communication Control Ports that can exist in the Node B

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell


Skip to next change
9.2.1.6
Cause
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED (

unknown C-ID,

Cell not available,
Power level not supported, 

DL radio resources not available,

UL radio resources not available,

RL Already Activated/allocated,

Node B Resources Unavailable,

Measurement not supported for the object,

Combining Resources not available,

Requested configuration not supported,

Synchronization failure,

Priority transport channel established, 

SIB Origination in Node B not Supported,
Requested Tx Diversity Mode not supported,

Unspecified,

BCCH scheduling error,

Measurement Temporarily not Available,

Invalid CM Setting, Reconfiguration CFN not elapsed, 

Number of DL codes not supported, 

S-CPICH not supported,

Combining not supported,

UL SF not supported,

DL SF not supported,

Common Transport Channel Type not supported,

Dedicated Transport Channel Type not supported,

Downlink Shared Channel Type not supported,

Uplink Shared Channel Type not supported,

CM not supported,

Tx diversity no longer supported,

Unknown Local Cell ID,
…,

Number of UL codes not supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell Synchronisation not supported,

Cell Synchronisation Adjustment not supported,

DPC Mode Change not Supported,

IPDL already activated,

IPDL not supported,

IPDL parameters not available,

Frequency Acquisition not supported,

Power Balancing status not compatible,

Requested type of Bearer Re-arrangement not supported, Signalling Bearer Re-arrangement not supported,

Bearer Re-arrangement needed,

Delayed Activation not Supported,

RL Timing Adjustment not supported,

MICH not supported,

F-DPCH Not Supported, PLCCH not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED (

Transport resource unavailable,

Unspecified,

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED (

Transfer syntax error,

Abstract syntax error (reject),

Abstract syntax error (ignore and notify),

Message not compatible with receiver state,

Semantic error,

Unspecified, 

Abstract syntax error (falsely constructed message),
…)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED (

Control processing overload

Hardware failure,

O&M intervention,

Not enough user plane processing resources,

Unspecified,

…)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	BCCH scheduling error
	The Node B has detected an illegal BCCH schedule update (see subclause 8.2.16.3).

	Bearer Re-arrangement needed
	The Node B cannot perform the requested Radio Link Reconfiguration without bearer re-arrangement.

	Cell not Available
	The concerned cell or local cell is not available.

	Cell Synchronisation not supported
	The concerned cell(s) do not support Cell Synchronisation.

	Combining not supported
	The Node B does not support RL combining for the concerned cells.

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the Node B cannot perform the requested combining.

	CM not supported
	The concerned cell(s) do not support Compressed Mode.

	Common Transport Channel Type not supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type.

	Continuous Packet Connectivity  DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type.

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs.

	DL Radio Resources not Available
	The Node B does not have sufficient DL radio resources available.

	DL SF not supported
	The concerned cell(s) do not support the requested DL SF.

	DL Shared Channel Type not supported
	The concerned cell(s) do not support the Downlink Shared Channel Type.

	DPC Mode Change not Supported
	The concerned cells do not support DPC mode changes.

	Frequency Acquisition not supported
	The concerned cell(s) do not support Frequency Acquisition.

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	Information Provision not supported for the object
	The requested information provision is not supported for the concerned object types.

	Information temporarily not available
	The requested information can temporarily not be provided.

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid.

	IPDL already activated
	The concerned cell(s) have already active IPDL ongoing.

	IPDL not supported
	The concerned cell(s) do not support the IPDL.

	IPDL parameters not available
	The concerned cell(s) do not have IPDL parameters defining IPDL to be applied.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type.

	Measurement Temporarily not Available
	The Node B can temporarily not provide the requested measurement value.

	MICH not supported
	The concerned cell does not support MICH.

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	Node B resources unavailable
	The Node B does not have sufficient resources available.

	Number of DL codes not supported
	The concerned cell(s) do not support the requested number of DL codes.

	Number of UL codes not supported
	The concerned cell(s) do not support the requested number of UL codes.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support.

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the Node B.

	PLCCH not supported
	The concerned cell does not support PLCCH.

	Priority transport channel established
	The CRNC cannot perform the requested blocking since a transport channel with a high priority is present.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing.

	Reconfiguration CFN not elapsed
	The requested action cannot be performed due to that a RADIO LINK RECONFIGURATION COMMIT message was received previously, but the concerned CFN has not yet elapsed.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters.

	Requested Type of Bearer Re-arrangement not supported
	The Node B does not support the requested type of bearer re-arrangement.

	Requested Tx Diversity mode not supported
	The concerned cell(s) do not support the requested transmit diversity mode.

	RL already Activated/ allocated
	The Node B has already allocated an RL with the requested RL-id for this UE context.

	S-CPICH not supported
	The concerned cell(s) do not support S-CPICH.

	SIB Orgination in Node B not Supported
	The Node B does not support the origination of the requested SIB for the concerned cell.

	Signalling Bearer Re-arrangement not supported
	The Node B does not support the Signalling bearer re-arrangement.

	Synchronisation Failure
	Loss of UL Uu synchronisation.

	Cell Synchronisation Adjustment not supported
	The concerned cell(s) do not support Cell Synchronisation Adjustment.

	Tx diversity no longer supported
	Tx diversity can no longer be supported in the concerned cell.

	UL Radio Resources not Available
	The Node B does not have sufficient UL radio resources available.

	UL SF not supported
	The concerned cell(s) do not support the requested minimum UL SF.

	UL Shared Channel Type not supported
	The concerned cell(s) do not support the Uplink Shared Channel Type.

	Unknown C-ID
	The Node B is not aware of a cell with the provided C-ID.

	Unknown Local Cell ID
	The Node B is not aware of a local cell with the provided Local Cell ID

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Node B control processing overload.

	Hardware Failure
	Node B hardware failure.

	Not enough User Plane Processing Resources
	Node B has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to Node B equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.
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9.2.1.12
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Common Measurement Value
	M
	
	
	
	–
	

	>Transmitted Carrier Power
	
	
	
	
	–
	

	>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [22] and [23]
	–
	

	>Received Total Wide Band Power
	
	
	
	
	–
	

	>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [22] and [23]
	–
	

	>Acknowledged PRACH Preambles 
	
	
	
	FDD Only
	–
	

	>>Acknowledged PRACH Preamble Value
	M
	
	INTEGER (0..240,…) 
	According to mapping in [22]
	–
	

	>UL Timeslot ISCP
	
	
	
	TDD Only
	–
	

	>>UL Timeslot ISCP
	M
	
	INTEGER (0..127)
	According to mapping in [23]
	–
	

	>Not used 1 
	
	
	NULL
	This choice shall not be used. Ignore if received. 
	–
	

	>Not Used 2 
	
	
	NULL
	This choice shall not be used. Ignore if received. 
	–
	

	>Additional Common Measurement Values
	
	
	
	
	–
	

	>>UTRAN GPS Timing Of Cell Frames for UE Positioning
	
	
	
	
	–
	

	>>>TUTRAN-GPS Measurement Value Information
	M
	
	9.2.1.64A
	
	YES
	ignore

	>>SFN-SFN Observed Time Difference
	
	
	
	
	–
	

	>>>SFN-SFN Measurement Value Information
	M
	
	9.2.1.53E
	
	YES
	ignore

	>>Transmitted Carrier Power Of All Codes Not Used For HSTransmission
	
	
	
	
	–
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HSTransmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [22], measurement "Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICHTransmission" and mapping in [23], measurement "Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH Or HS-SCCH Transmission"
	YES
	ignore

	>>HS-DSCH Required Power
	
	
	
	
	–
	

	>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	YES
	ignore

	>>HS-DSCH Provided Bit Rate
	
	
	
	
	–
	

	>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	YES
	ignore

	>>Transmitted Carrier Power For Cell Portion
	
	
	
	FDD Only
	–
	

	>>>Transmitted Carrier Power For Cell Portion Value
	
	1..< maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Transmitted Carrier Power Value
	M
	
	INTEGER (0..100)
	According to mapping in [22] 
	–
	

	>>Received Total Wide Band Power For Cell Portion
	
	
	
	FDD Only
	–
	

	>>>Received Total Wide Band Power For Cell Portion Value
	
	1..< maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Received Total Wide Band Power Value
	M
	
	INTEGER (0..621)
	According to mapping in [22]
	–
	

	>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission For Cell Portion
	
	
	
	FDD Only
	–
	

	>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission For Cell Portion Value
	
	1..< maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>Transmitted Carrier Power Of All Codes Not Used For HS-PDSCH,  HS-SCCH, E-AGCH, E-RGCH or E-HICH Transmission Value
	M
	
	INTEGER (0..100)
	According to mapping in [22]
	–
	

	>>UpPTS interference
	
	
	
	1.28Mcps TDD Only
	–
	

	>>>UpPTS interference Value
	M
	
	INTEGER (0..127,…)
	According to mapping in [23]
	YES
	ignore

	>>DL Transmission Branch Load
	
	
	
	FDD Only
	–
	

	>>>NodeB DL Transmission Branch Load Values
	M
	
	INTEGER (0..101,…)
	According to mapping in [22]
	YES
	ignore

	>>HS-DSCH Required Power For Cell Portion
	
	
	
	FDD Only
	–
	

	>>>HS-DSCH Required Power  For Cell Portion  Information
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>HS-DSCH Required Power Value Information
	M
	
	9.2.1.31Ic
	
	–
	

	>>HS-DSCH Provided Bit Rate For Cell Portion
	
	
	
	FDD Only
	–
	

	>>>HS-DSCH Provided Bit Rate For Cell Portion Information
	
	1..<maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>HS-DSCH Provided Bit Rate Value Information
	M
	
	9.2.1.31Ib
	
	–
	

	>>E-DCH Provided Bit Rate
	
	
	
	
	–
	

	>>>E-DCH Provided Bit Rate Value Information
	M
	
	9.2.1.78
	
	YES
	ignore

	>>E-DCH Non-serving Relative Grant Down Commands
	
	
	
	FDD Only
	–
	

	>>>E-DCH Non-serving Relative Grant Down Commands Value Information
	M
	
	INTEGER (0..100,…)
	Down Commands per second
	YES
	ignore

	>>Received Scheduled E-DCH Power Share 
	
	
	
	FDD Only

According to definition in [4]
	
	

	>>>RSEPS Value 
	M
	
	INTEGER (0..151)
	According to mapping in [22]
	YES
	ignore

	>>>RTWP* Value 
	O
	
	INTEGER (0..621)
	According to mapping of RTWP in [22]
	YES
	ignore

	>>Received Scheduled E-DCH Power Share for Cell Portion 
	
	
	
	FDD only

According to definition in [4]
	
	

	>>>Received Scheduled E-DCH Power Share For Cell Portion Value
	
	1..< maxNrOfCellPortions>
	
	
	GLOBAL
	ignore

	>>>>Cell Portion ID
	M
	
	9.2.2.1Ca
	
	–
	

	>>>>RSEPS for Cell Portion Value
	M
	
	INTEGER (0..151)
	According to mapping in [22].
	–
	

	>>>>RTWP* for Cell Portion Value
	O
	
	INTEGER (0..621)
	According to mapping of RTWP in [22]
	–
	

	>>UTRAN GANSS Timing Of Cell Frames for UE Positioning
	
	
	
	
	–
	

	>>>TUTRAN-GANSS Measurement Value Information
	M
	
	9.2.1.100
	
	YES
	ignore


	Range Bound
	Explanation

	MaxNrOfCellPortions
	Maximum number of Cell Portions in a cell 


Skip to next change
9.2.1.36D
Information Type
The Information Type indicates which kind of information the Node B shall provide.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Information Type Item
	M
	
	ENUMERATED (

GPS Information,

DGPS Corrections,

GPS RX Pos, GANSS Information, DGANSS Corrections, GANSS RX Pos,

…)
	
	–
	

	GPS Information
	C-GPS
	0..<maxNoGPSItems>
	
	
	–
	

	>GPS Information Item
	
	
	ENUMERATED (

GPS Navigation Model & Time Recovery, 

GPS Ionospheric Model,

GPS UTC Model,

GPS Almanac, 

GPS Real-Time Integrity,

…)
	
	–
	

	 GANSS Information
	C-GANSS
	
	
	
	YES
	ignore

	>GANSS Common Data
	O
	
	
	
	–
	

	>>Ionospheric Model
	O
	
	BOOLEAN
	True means requested
	–
	

	>GANSS Generic Data
	O
	0..<maxNoGANSS>
	
	
	–
	

	>>GANSS ID
	O
	
	INTEGER(0..7)
	Identifies the GANSS

Coded as defined in [18].
	–
	

	>>GANSS Navigation Model
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Time Model
	O
	
	BIT STRING(9)
	Defines the time model required. 

Bit 1 is the MSB and bit 9 is the LSB (see 9.2.0).

Bit 1:GPS,
Bit 2:Galileo

Other bits are reserved.
	–
	

	>>GANSS UTC Model
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Almanac
	O
	
	BOOLEAN
	True means requested
	–
	

	>>GANSS Real Time Integrity
	O
	
	BOOLEAN
	True means requested
	–
	


	Condition
	Explanation

	GPS
	The IE shall be present if the Information Type Item IE indicates "GPS Information".

	GANSS
	The IE shall be present if the Information Type Item IE indicates "GANSS Information".


	Range Bound
	Explanation

	maxNoGPSItems
	Maximum number of GPS Information Items supported in one Information Exchange

	maxNoGANSS
	Maximum number of GANSS Systems
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9.2.1.51A
Requested Data Value
The Requested Data Value IE contains the relevant data concerning the ongoing information exchange. The Requested Data Value IE shall include at least one of the following IE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	DGPS Corrections
	O
	
	9.2.1.24B
	
	–
	

	GPS Navigation Model & Time Recovery
	O
	
	9.2.1.31B
	
	–
	

	GPS Ionospheric Model
	O
	
	9.2.1.31C
	
	–
	

	GPS UTC Model
	O
	
	9.2.1.31D
	
	–
	

	GPS Almanac
	O
	
	9.2.1.31F
	
	–
	

	GPS Real-Time Integrity
	O
	
	9.2.1.31E
	
	–
	

	GPS RX Pos
	O
	
	9.2.1.31G
	
	–
	

	GANSS Common Data
	O
	
	
	
	YES
	Ignore

	>GANSS Ionospheric Model
	O
	
	9.2.1.91
	
	–
	

	>GANSS RX Pos
	O
	
	9.2.1.95
	
	–
	

	GANSS Generic Data
	
	0..<maxNoGANSS>
	
	
	GLOBAL
	ignore

	>GANSS ID
	O
	
	INTEGER(0..7)
	Coded as defined in [18]
	–
	

	>DGANSS Corrections
	O
	
	9.2.1.88
	
	–
	

	>GANSS Navigation Model
	O
	
	9.2.1.92
	
	–
	

	>GANSS Time Model
	O
	
	9.2.1.96
	
	–
	

	>GANSS UTC Model
	O
	
	9.2.1.97
	
	–
	

	>GANSS Almanac
	O
	
	9.2.1.89
	
	–
	

	>GANSS Real Time Integrity
	O
	
	9.2.1.94
	
	–
	


	Range Bound
	Explanation

	maxNoGANSS
	Maximum number of GANSS Systems


Skip to next change
9.2.1.80
Logical channel ID

The Logical Channel ID IE is used to identify a E-DCH logical channel in Sheduling Information that is sent over Uu. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Logical Channel ID
	
	

	INTEGER (1..15)
	


Skip to next change
9.2.1.91
GANSS Ionospheric Model

The IE contains fields needed to model the propagation delays of the GANSS signals through the ionosphere.
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	ai0
	M
	
	BIT STRING(12)
	This parameter is used as defined in [39]

	ai1
	M
	
	BIT STRING(12)
	This parameter is used as defined in [39]

	ai2
	M
	
	BIT STRING(12)
	This parameter is used as defined in [39]

	GANSS Ionosphere Regional Storm Flags
	O
	
	
	

	>Storm Flag 1
	M
	
	BOOLEAN
	This parameter is used as defined in [39]

	>Storm Flag 2
	M
	
	BOOLEAN
	This parameter is used as defined in [39]

	>Storm Flag 3
	M
	
	BOOLEAN
	This parameter is used as defined in [39]

	>Storm Flag 4
	M
	
	BOOLEAN
	This parameter is used as defined in [39]

	>Storm Flag 5
	M
	
	BOOLEAN
	This parameter is used as defined in [39]
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9.2.2.13Df
E-DCH FDD Information to Modify
The E-DCH FDD Information to Modify IE is used for the modification of an E-DCH. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>TNL QoS
	O
	
	9.2.1.58A
	
	–
	

	>Maximum Number Of Retransmissions For E-DCH
	O
	
	9.2.1.81
	
	–
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.13Dk
	
	–
	

	>E-DCH MAC-d Flow Multiplexing  List
	O
	
	9.2.1.69
	
	–
	

	>CHOICE E-DCH Grant Type
	O
	
	
	
	–
	

	>>E-DCH Non-Scheduled Transmission  Grant
	
	
	
	
	–
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.13Dm
	
	–
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	
	–
	

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	
	–
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	
	–
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information

9.2.1.71
	
	–
	

	>E-DCH Logical Channel To Modify
	O
	
	9.2.1.72
	
	–
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	
	–
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	
	–
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	
	–
	

	E-DCH Maximum Bitrate
	O
	
	9.2.2.13T
	
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.79
	
	–
	

	E-DCH Reference Power Offset
	O
	
	9.2.2.13Y
	
	–
	

	MAC-e Reset Indicator
	O
	
	9.2.1.83
	
	–
	

	E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.85
	
	YES
	ignore

	SixteenQAM UL Information To Modify
	O
	
	9.2.2.90
	
	YES
	reject


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.
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9.2.3.52
E-DCH TDD Information to Modify

The E-DCH TDD Information to Modify IE is used for the modification of an E-DCH. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	

	>Maximum Number Of Retransmissions for E-DCH
	O
	
	9.2.1.81
	

	>E-DCH HARQ Power Offset TDD
	O
	
	9.2.3.61
	

	>E-DCH MAC-d Flow Multiplexing  List
	O
	
	9.2.1.69
	

	>E-DCH Grant Type
	O
	
	9.2.3.53
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information

9.2.1.71
	

	>E-DCH Logical Channel To Modify
	O
	
	9.2.1.72
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	

	>E-DCH MAC-d Flow Retransmission Timer
	O
	
	9.2.3.61a
	LCR TDD only.

	MAC-e Reset Indicator
	O
	
	9.2.1.83
	


	Range Bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows

	maxnooflogicalchannels
	Maximum number of logical channels
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