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1. introduction

In current version0.1.2 of 36.401, the chapter 8 Mobility Management is empty. This contribution propose the description to be included in this chapter.
2. The proposed text 

8.1
Signalling connection

Editor note: this sub-clause is to describe the dedicated signalling connection for a UE. 


In the transport IP layer point-to-point transmission is used to deliver the signalling PDUs.

A single SCTP association per S1-MME interface instance shall be used with one pair of stream identifiers for S1-MME common procedures. Only a few pairs of stream identifiers should be used for S1-MME dedicated procedures. The upper limit for the number of stream identifiers for dedicated procedures is FFS. 

MME communication context identifiers that are assigned by the MME for S1-MME dedicated procedures and eNB communication context identifiers that are assigned by the eNB for S1-MME dedicated procedures shall be used to distinguish UE specific S1-MME signalling transport bearers. The communication context identifiers are conveyed in the respective S1-AP messages.

8.2
Consequences for Mobility Handling

Editor note: this sub-clause is to describe for example when there exists a dedicated signalling connection and when the dedicated signalling connection does not exist.


The radio access specific procedures are handled within EUTRAN. That means all cell level mobility are handled within EUTRAN. Also the cell structure of the radio network should not necessarily be known outside the EUTRAN (FFS).
When there exists a dedicated connection to the UE, the EUTRAN shall handle the radio interface mobility of the UE. This includes the Handover procedure in the LTE_ACTIVE state.
When a dedicated connection between the EUTRAN and the UE does not exist, no UE context information is stored in EUTRAN. Therefore, the mobility is handled directly between UE and EPC outside access stratum (e.g. by means of registration procedures). When paging the UE, the EPC indicates a 'geographical area' that is translated within EUTRAN to the actual cells that shall be paged. A 'geographical area' shall be identified in a cell-structure independent way. One possibility is the use of 'Tracking Area identities'.

During the lifetime of the dedicated connection, the registrations to the EPC are suppressed by the UE. When a dedicated connection is released, the UE performs a new registration to the EPC, when needed.

Thus, the EUTRAN does not contain any permanent 'location registers' for the UE, but only temporary UE contexts information for the duration of the dedicated connection. This context may typically contain location information (e.g. current cell(s) of the UE) and information about allocated radio resources and related connection references.
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