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9.1.35
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	D-RNTI
	M
	
	9.2.1.24
	
	YES
	reject

	C-ID
	O
	
	9.2.1.6
	
	YES
	reject

	Transport Bearer Request Indicator
	M
	
	9.2.1.61
	Request a new transport bearer or to use an existing bearer for the user plane.
	YES
	reject

	Transport Bearer ID
	M
	
	9.2.1.60
	Indicates the Iur transport bearer to be used for the user plane.
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore

	Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	MBMS Bearer Service List
	
	0..<maxnoofMBMS>
	
	
	GLOBAL
	notify

	>TMGI
	M
	
	9.2.1. 80
	
	–
	

	TNL QoS 
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Enhanced FACH Support Indicator
	O
	
	9.2.2.80
	FDD only
	YES
	Ignore

	Enhanced PCH Support Indicator
	C-EnhancedFACHSupport
	
	9.2.2.81
	FDD only
	YES
	Ignore


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.


	Condition
	Explanation

	EnhancedFACHSupport
	The IE shall be present if the Enhanced FACH Support Indicator IE is present.


#Partially Omitted
9.2.2.80
Enhanced FACH Support Indicator
This IE indicates the Enhanced FACH Support.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Enhanced FACH Support Indicator
	
	
	NULL
	


9.2.2.81
Enhanced PCH Support Indicator
This IE indicates whether the Enhanced PCH is supported or not.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Enhanced PCH Support Indicator
	
	
	 ENUMERATED(Enhanced PCH Support, Enhanced PCH Not Support)
	


#Partially Omitted
9.3.3
PDU Definitions

#Partially Omitted
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES REQUEST

--
-- **************************************************************

CommonTransportChannelResourcesRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesRequest-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-C-ID




CRITICALITY reject
TYPE C-ID




PRESENCE optional
} |

{ ID id-TransportBearerRequestIndicator

CRITICALITY reject
TYPE TransportBearerRequestIndicator

PRESENCE mandatory
} |


{ ID id-TransportBearerID


CRITICALITY reject
TYPE TransportBearerID



PRESENCE mandatory
},


...

}

CommonTransportChannelResourcesRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity

CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity




PRESENCE optional
}|


{ ID id-BindingID





CRITICALITY
ignore


EXTENSION 
BindingID



PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.

{ ID id-TransportLayerAddress

CRITICALITY
ignore


EXTENSION 
TransportLayerAddress






PRESENCE optional
}|

-- Shall be ignored if bearer establishment with ALCAP.

{ ID id-MBMS-Bearer-Service-List

CRITICALITY
notify 


EXTENSION MBMS-Bearer-Service-List





PRESENCE optional}|

{ ID id-TnlQos






CRITICALITY ignore


EXTENSION
TnlQos










PRESENCE optional
}|

{ ID id-Enhanced-FACH-Support-Indicator

CRITICALITY ignore

EXTENSION Enhanced-FACH-Support-Indicator


PRESENCE optional
}|

 -- FDD only

{ ID id-Enhanced-PCH-Support-Indicator

CRITICALITY ignore

EXTENSION Enhanced-PCH-Support-Indicator



PRESENCE optional
},

 -- This IE shall be present if Enhanced FACH Support Indicator IE is present.

 -- FDD only

...}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RESPONSE FDD

--

-- **************************************************************

#Partially Omitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

#Partially Omitted
-- E

#Partially Omitted
EDPCH-Information-RLReconfRequest-FDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-DPCCH-PO ::= INTEGER (0..maxNrOfEDPCCH-PO-QUANTSTEPs)
E-Primary-Secondary-Grant-Selector ::= ENUMERATED {


primary,

secondary
}

EHICH-SignatureSequence ::= INTEGER  (0..maxNrofSigSeqERGHICH-1)
E-RGCH-Release-Indicator ::= ENUMERATED {e-RGCHreleased}
ERGCH-SignatureSequence ::= INTEGER  (0..maxNrofSigSeqERGHICH-1)

E-Serving-Grant-Value ::= INTEGER (0..38)
E-RGCH-2-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-3-IndexStepThreshold ::= INTEGER (0..37)

EDCH-Serving-RL ::= CHOICE {


e-DCH-Serving-RL-in-this-DRNS


EDCH-Serving-RL-in-this-DRNS,

e-DCH-Serving-RL-not-in-this-DRNS

NULL,


...

}
EDCH-Serving-RL-in-this-DRNS ::= SEQUENCE {


e-DCH-Serving-RL-Id



RL-ID,


iE-Extensions




ProtocolExtensionContainer { { EDCH-Serving-RL-in-this-DRNS-ExtIEs} }
OPTIONAL,


...

}

EDCH-Serving-RL-in-this-DRNS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Enhanced-FACH-Information-ResponseFDD ::= SEQUENCE {

priorityQueueInfo-Common-HS-DSCH-RNTI




PriorityQueue-InfoList-EnhancedFACH,

priorityQueueInfo-Dedicated-HS-DSCH-RNTI



PriorityQueue-InfoList-EnhancedFACH,

hSDSCH-Initial-Capacity-Allocation





HSDSCH-Initial-Capacity-Allocation,

iE-Extensions





ProtocolExtensionContainer { { Enhanced-FACH-Information-ResponseFDD-ExtIEs } }


OPTIONAL,

...

}
Enhanced-FACH-Information-ResponseFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Enhanced-FACH-Support-Indicator ::= NULL
Enhanced-PCH-Support-Indicator ::= ENUMERATED {


enhanced-PCH-support,


enhanced-PCH-not-support
}
E-RNTI ::= INTEGER (0..65535)

E-TFCI ::= INTEGER (0..127)
E-TFCI-BetaEC-Boost ::= INTEGER (0..127,...)
E-TFCI-BetaED-Switch ::= INTEGER (0..127,...)
E-TFCS-Information ::= SEQUENCE {


e-DCH-TFCI-Table-Index








E-DCH-TFCI-Table-Index,


e-DCH-Min-Set-E-TFCI






E-TFCI,


reference-E-TFCI-Information




Reference-E-TFCI-Information,

iE-Extensions








ProtocolExtensionContainer { {E-TFCS-Information-ExtIEs} }

OPTIONAL,

...
}

E-TFCS-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-Minimum-Set-E-TFCIValidityIndicator
CRITICALITY reject
EXTENSION E-DCH-Minimum-Set-E-TFCIValidityIndicator


PRESENCE optional }|

{ ID id-E-TFCI-BetaEC-Boost






CRITICALITY reject
EXTENSION E-TFCI-BetaEC-Boost






PRESENCE mandatory }|

{ ID id-E-TFCI-BetaED-Switch





CRITICALITY reject
EXTENSION E-TFCI-BetaED-Switch









PRESENCE mandatory },

...

}
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