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	Reason for change:
(

	Even if RAN2 as not yet finalised the discussion on RLF Recovery, it is proposed to trace information that the source eNB needs to provide to the target eNB to ensure the RLF Recovery in the target eNB.

	
	

	Summary of change:
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	The C-RNTI IE and the UE shared identification IE dedicated to the share secret (called MAC based on the keys of the source cell in stage 2 update R2-073863) are added to the Handover preparation.
The details of theses IEs are FFS to RAN2 conclusion.

The criticality is set to ignore to not reject a basic Handover preparation if the target eNB do not support the RLF Recovery.
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9.1.1
HANDOVER REQUEST

This message is sent by the source eNodeB to the target eNodeB to request the preparation of resources for a handover.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	Source eNB UE Context ID
	M
	
	
	allocated at the source eNodeB

Note: working IE name
	
	

	Target Cell ID
	
	
	
	
	
	

	UE Context Information
	M
	
	
	
	
	

	> MME UE Context ID
	M
	
	
	allocated at the MME

Note: working IE name
	
	

	> SAE Bearers To Be Setup List
	M
	
	
	
	
	

	>> SAE Bearer Info
	
	1 to <maxnoof SAEbearers>
	
	
	
	

	>>> SAE Bearer ID
	M
	
	
	
	
	

	>>> UL GTP Tunnel Endpoint
	M
	
	9.2.X
	SGW tunnel endpoint. For delivery of UL PDUs
	
	

	>>> RB type (QCI)
	M
	
	
	
	
	

	> RRC Context
	M
	
	
	to transfer UE RAN context, details are FFS
	
	

	UE History Information
	M
	
	9.2.Y
	
	
	

	Trace activation
	O
	
	9.2.X
	
	YES
	ignore

	UE C-RNTI
	M
	
	
	To transfer RLF Recovery information

FFS 
	YES
	Ignore

	UE shared Identification
	M
	
	
	To transfer RLF Recovery information
(MAC based on the keys of the source cell)
FFS
	YES 
	Ignore


Editors Note: The details of required IEs to transfer RRC context, security information, roaming restriction information, potentially some user plane related context, etc., are left FFS.
Editors Note: It has been identified that this message also needs to include information on how target eNB should contact MME.

Editors Note: The details of required IEs for the Radio Link Failure Recovery, security, UE identification are Left FFS.
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