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1
Introduction
At RAN#37 meeting, the new WI: Enhancements for SRNS Relocation Procedure was approved. 

The objectives of the WI is to reduce delay, signalling and processing load compared to current/Rel7 SRNS Relocation procedure. 
This contribution proposes to list the description on Rel7 SRNS Relocation in the RAN3 internal TR as a referece for analying and comparing the proposals on the enahcned SRNS Relocation procedure to the Rel7 relocation procedure.  
2
Text Proposal
6.x
Rel7 SRNS Relocation Procedure

There are three cases in which an SRNS relocation can be performed in Rel7 specifications.
-
Combined Hard Handover and SRNS relocation (UE Involved Relocation)
-
Combined Cell/URA update and SRNS relocation (UE Not Involved Relocation)
-
SRNS relocation (UE Not Involved Relocation)

Combined Hard Handover and SRNS relocation (Lossless and Iur exists between source and target RNC) 
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Figure 6.x-1 Rel7: Combined Hard Handover and SRNS relocation
Combined Cell/URA update and SRNS relocation(Lossless and Iur exists)
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Figure 6.x-2 Rel7: Combined Cell/URA update and SRNS relocation
SRNS relocation (Lossless and Iur exists)
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Figure 6.x-3 Rel7: SRNS relocation
3
Conclusion
It is proposed to add the desription in section 2 into RAN3 internal TR.
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