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1. Overall Description:

RAN3 has progressed the area of data forwarding at handover and would like to inform RAN2 about the following.
For the X2 initiated handover, RAN3 has concluded its discussion, and expect to finalize the stage 3 specification in its next meeting. Details on the agreed solution can be found in section 2 and 3 in R3-072017.

For the S1 initiated handover, RAN3 has noted that there are dependencies with RAN2 work, and would like to inform and consult RAN2 about the following:

· RAN3 assumes that the S1 initiated handover case will be rare when compared to the X2 initiated handover case, as the S1 initiated case will only be used for when the UE crosses a pool area border, or when an EPC node needs to be relocated.

· RAN3 has for the S1 initiated handover discussed a cumulative forwarding scheme that might bring advantages from an architectural point of view, in where the PDCP layer is assumed to be reset at the time of handover.

· RAN3 has not been able to conclude on the S1 initiated scheme, as there in RAN3 were uncertainty if the PDCP layer could be reset at the time of handover. Specifically, it was questioned if there would be some problems related to security with such a solution.

· RAN3 also noticed that the LS R3-071284 (R2-072326) did not explicit state whether the information covered X2 initiated, S1 initiated, or both types of handover, although the text proposal to section 10.1.2.3 (in attached document R3-072309) indicates that the RAN2 decision was related to X2 initiated handovers only. Thus, RAN3 would like to ask RAN2 if a cumulative scheme for the S1 initiated handover would cause a problem or a complexity e.g. that the UE behaves differently depending on whether network decides a X2-based HO (no PDCP reset) or an S1-based HO (PDCP reset).
2. Actions:

RAN3 requests RAN2 to:

· Take note about the current agreements on the X2  initiated handovers, which are described in R3-072017, and perform a consistency check with the current RAN2 status.

· RAN3 would like to ask if RAN2 see any issues (related to e.g. security) for assuming PDCP reset for S1 handovers.
· RAN3 would like to ask for which handover types the information in LS R3-072309 is valid, and what would be the impact  with a cumulative scheme for Downlink at S1 initiated handovers.
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