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1. Overall Description

RAN3 kindly thanks RAN1 for their liaison statement in R3-071777/R1-073885 and for initiating discussions between RAN-WGs on load balancing in the context of SON. 
According to [1], RAN3 is currently discussing about the definition of a use case for handover/cell reselection parameters optimization for load balancing purpose. The use case that is considered by RAN3 consists of a mechanism that decides to distribute the UEs camping and/or delay or advance handing the UEs over between cells depending on the load of the considered cells. Further information about the use case that is considered can be found in [1] and more details are given in [2], [3] and [4].
Hence, RAN3 is investigating about appropriate eNodeB measurements to assess the load of a cell. In that goal, RAN3 asks RAN1 and RAN2 to inform RAN3 on appropriate eNodeB measurements that reflect the load of a cell. These eNodeB measurements could then be used as inputs for load balancing mechanism.
2. Actions:


RAN1:

· to confirm that Received total power in uplink and Downlink relative transmitted power are appropriate eNodeB measurements to indicate the load of a cell for this specific use case,
· to inform RAN3 about potential additional eNodeB measurements that indicate the load status of a cell.
RAN2:

· to inform RAN3 about appropriate eNodeB measurements to indicate the load of a cell for this specific use case as far as layers 2 and 3 are concerned.
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