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1. Introduction

RAN3#56 and RAN3#57 meetings highlighted the need to clarify the mobility requirements that are envisaged by operators regarding the Home eNB. This contribution targets LTE system only, that's why we will refer to Home eNB appellation in the rest of the document. 
Additionally, in section 4.2.2.6 entitled: "Mobility" of RAN3 internal TR dedicated to Home (e) NodeB [1], the following open issues are mentioned:

"

As a minimum requirements on the following mobility scenarios needs to be discussed:

· LTE MACRO-> LTE HNB

· LTE HNB -> LTE MACRO

· LTE HNB -> LTE HNB

· LTE HNB to Other 3GPP Access

"
The high level requirements for Home eNB have already been discussed in RAN2#57bis meeting in Malta and the LTE stage 2 [2] was updated accordingly. The current document presents the requirements that were approved by RAN2 and aims at clarifying the work assumptions for RAN3 as far as mobility scenarios are concerned.
2. RAN2 Agreement
High level mobility requirements for Home eNB were discussed during RAN2#57bis meeting based on [3]. The final agreements were encompassed in [4] and LTE stage 2 [2] was updated accordingly. The updated section of LTE stage 2 [2] is as follows:
"

3.
The system shall support handover between CSG Cells and any eNodeB (E-UTRAN) or RNC (UTRAN) or BSS (GERAN) or with another CSG Cell of the same or different CSG.

"

3. Proposal
It is proposed to harmonize work assumptions between RAN2 WG and RAN3 WG by updating RAN3 internal TR [1] accordingly to the text proposal given in section 4.
4. Text proposal
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7.2
LTE HNB
Architecture:

The LTE HNB will connect to the MME by means of the S1 interface.

Mobility


Mobility requirements for HeNB are similar to those defined in [3].
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