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9.1.4.1
INITIAL CONTEXT SETUP REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID 
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID 
	M
	
	9.2.3.4
	
	YES
	reject

	
	
	
	
	
	
	

	SAE Bearer to Be Setup List
	M
	
	
	
	YES
	ignore

	> SAE Bearer to Be Setup Item IEs
	
	1 to <maxnoofSAEbearers>
	
	
	EACH
	reject

	>>SAE Bearer ID
	M
	
	9.2.1.2
	
	-
	

	>>SAE Bearer Level QoS Parameters
	M
	
	9.2.1.15
	 Includes necessary QoS parameters
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	
	-
	

	Security
	M
	
	FFS
	FFS
	YES
	reject

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Serving PLMN
	O
	
	9.2.3.8
	
	YES 
	reject

	Handover Restriction List
	O
	
	9.2.1.22


	
	YES
	ignore

	NAS-PDU
	O
	
	9.2.3.5
	FFS
	YES
	ignore


9.2.1.15
SAE Bearer Level QoS Parameters
This IE defines the QoS to be applied to a SAE bearer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SAE Bearer Level QoS Parameters
	
	
	
	

	>QCI
	M
	
	INTEGER (1..256)
	Coded as specified in TS 23.xxx, which will be defined in SA2

	>Allocation and Retention Priority
	FFS
	
	FFS
	The ARP definition is left FFS in SA2.

	>SAE Bearer Type
	M
	
	9.2.1.18
	Desc.:
Either GBR or non-GBR Bearer


9.2.1.18 
SAE Bearer Type

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice SAE Bearer Type
	
	
	
	

	> GBR bearer
	
	
	
	

	>> SAE Bearer Maximum Bit Rate Downlink
	M
	
	SAE Bearer Bit Rate

SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>> SAE Bearer Maximum Bit Rate Uplink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>> SAE Bearer Guaranteed Bit Rate Downlink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>> SAE Bearer Guaranteed Bit Rate Uplink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	> Non-GBR bearer
	
	
	
	

	>> Non GBR bearer
	
	
	ENUMERATED (Non GBR bearer,…)
	

	>> Aggregate Maximum Bit Rate
	M
	
	Aggregate Maximum Bit Rate 9.2.1.20
	


9.2.1.20 
Aggregate Maximum Bit Rate

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregate Maximum Bit Rate
	
	
	
	Desc.:

Applicable for non-GBR SAE Bearers

	>Aggregate Maximum Bit Rate Downlink
	O
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>Aggregate Maximum Bit Rate Uplink
	O
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>APN
	M
	
	FFS
	FFS


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     


-- **************************************************************

--

-- INITIAL CONTEXT SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial Context Setup Request

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|



{ ID id-SAEBearerToBeSetupListCtxtSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListCtxtSUReq
 
PRESENCE mandatory
}|


{ ID id-Security-Information

CRITICALITY ignore
TYPE SecurityInformation

PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-ServingPLMN




CRITICALITY reject
TYPE PLMNidentity
PRESENCE optional } |


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE optional},


...

}

-- **************************************************************

--

-- UE CONTEXT RELEASE REQUEST
--

-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextReleaseRequest-IEs}},


...

}

	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerItem,


maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofNRIs,


maxnoofPLMNsPerMME,


maxnoofTAIs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTAIs
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;

-- A

AllocationRetentionPriority ::= SEQUENCE {


priorityLevel


PriorityLevel, 


iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationRetentionPriority-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

AggregateMaximumBitrate ::= SEQUENCE {


aggregateMaximumBitRateDL



SAE-Bearer-BitRate OPTIONAL,


aggregateMaximumBitRateUL



SAE-Bearer-BitRate OPTIONAL,

aPN









APN,

iE-Extensions






ProtocolExtensionContainer { {Aggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

Aggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     


-- L


LAC
::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- M

MMEname ::= OCTET STRING
MME-UE-S1AP-ID



::= TBCD-STRING (SIZE (3))

-- N

NAS-PDU ::=  OCTET STRING

NRIs ::= SEQUENCE (SIZE(1..maxnoofNRIs)) OF NRI

NRI ::= OCTET STRING

-- O

-- P

PagingDRX ::= INTEGER (0..4095)
PagingCause ::= ENUMERATED { 


terminating-conversational-call, 


terminating-streaming-call, 


terminating-interactive-call, 


terminating-background-call, 


terminating-low-priority-signalling,


..., 


terminating-high-priority-signalling

}
PLMNidentity 



::= TBCD-STRING (SIZE (3))

PriorityLevel



::= INTEGER (0..15)
-- Q
QCI





::= INTEGER (1..256)

-- R

RAC




::= OCTET STRING (SIZE (1))

RNC-ID




::= INTEGER (0..4095)

-- S

SAE-Bearer-ID

::= OCTET STRING

SAEBearerList ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerItemIEs} }

SAEBearerItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerItem
 CRITICALITY reject 
TYPE SAEBearerItem 
PRESENCE mandatory },


...

}

SAEBearerItem ::= SEQUENCE {


sAE-Bearer-ID



SAE-Bearer-ID,

cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {SAEBearerItem-ExtIEs} } OPTIONAL,


...

}

SAEBearerItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-Bearer-BitRate
::= INTEGER (0..10000000) 

SAE-BearerLevelQoSParameters ::= SEQUENCE {


qCI


QCI,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


sAE-BearerType





SAE-Bearer-Type,



iE-Extensions





ProtocolExtensionContainer { {SAE-Bearer-QoSParameters-ExtIEs} } OPTIONAL,


...

}

SAE-Bearer-QoSParameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-Bearer-Type ::= CHOICE {


sAE-GBR-Bearer


SAE-GBR-Bearer,


sAE-non-GBR-Bearer

SAE-non-GBR-Bearer,


...

}

SAE-GBR-Bearer ::= SEQUENCE {


sAE-Bearer-MaximumBitrateDL


SAE-Bearer-BitRate,


sAE-Bearer-MaximumBitrateUL


SAE-Bearer-BitRate,


sAE-Bearer-GuaranteedBitrateDL

SAE-Bearer-BitRate,


sAE-Bearer-GuaranteedBitrateUL

SAE-Bearer-BitRate,


iE-Extensions





ProtocolExtensionContainer { {SAE-GBR-Bearer-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-GBR-Bearer-Parameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-non-GBR-Bearer ::= SEQUENCE {


sAE-non-GBR-Bearer-Type


ENUMERATED {non-GBR-Bearer,...},

aggregate-Maximum-Bitrate

AggregateMaximumBitrate,

iE-Extensions





ProtocolExtensionContainer { {SAE-non-GBR-Bearer-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-non-GBR-Bearer-Parameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

...

}
SecurityInformation ::= SEQUENCE {


securityPlaceHolder

ENUMERATED {whatever},


iE-Extensions


ProtocolExtensionContainer { { SecurityInformation-ExtIEs} } OPTIONAL

}

SecurityInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

SourceID ::= SEQUENCE {


sourceeNB-ID


SourceeNB-ID,

...

}

SourceeNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-ID



ENB-ID

}

SourceeNodeB-ToTargeteNodeB-TransparentContainer

::= OCTET STRING

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity
SupportedTAIs ::= SEQUENCE (SIZE(1.. maxnoofTAIs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAI




TAId,

broadcastPLMNs

BPLMNs,


...

}
S-TMSI ::= OCTET STRING
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