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function specific error messages have not been defined.
8
X2AP procedures

8.1
Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 2: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER PREPARATION FAILURE

	
	
	
	

	Handover Cancel
	HANDOVER CANCEL
	
	

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	Reset Resource
	RESET RESOURCE
	RESET RESOURCE RESPONSE
	

	X2 Setup 
	X2 SETUP REQUEST
	X2 SETUP RESPONSE
	X2 SETUP FAILURE


Table 3: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Load Indication
	LOAD INFORMATION

	Error Indication
	

	SN Status Transfer
	SN STATUS TRANSFER

	Release Resource
	RELEASE RESOURCE

	Error Indication
	ERROR INDICATION


	***************** Partially Omitted *****************


8.3.x
Reset Resource

8.3.x.1
General
The purpose of the reset procedure is to align a part of the resources in eNB1 and eNB2.

The procedure uses non UE associated signalling.
8.3.x.2
Successful Operation
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Figure 8.3.4.2-1: Reset procedure, Successful Operation
The procedure is initiated with a RESET RESOURCE REQUEST message sent from the eNB1 to the eNB2. Upon receipt of this message, eNB2 shall release locally the resources and references (e.g.. radio resources and UE-associated signalling and UE-associated logical X2-connnection) associated to the specific UE-associated logical X2-connnection identifiers indicated in the received message. Unknown connection identifiers shall be reported as released.
The eNB1shall sent at least one UE-associated logical X2-connnection identifiers to the eNB2.
The eNB2 shall respond with a RESET RESOURCE RESPONSE message. 

Interactions with other procedures:
In case of interactions with other procedures, the Reset Resource procedure shall always override all other procedures except the Reset procedure.
8.3.x.3
Unsuccessful Operation
8.3.x.4
Abnormal Conditions
	***************** Partially Omitted *****************


9.1.2.x

Reset Request
This message is sent by eNB and is used to request that the other node be reset a part of resource.
Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Cause
	M
	
	9.2.8
	
	YES
	ignore

	Old eNB Logical Connection List
	
	
	
	
	YES
	ignore

	>Logical Connection Element IEs
	
	
	
	
	YES
	reject

	  >> Old eNB UE X2AP ID
	M
	0 to <maxnoof 

LogConnection>
	
	
	
	

	New eNB Logical Connection List
	
	
	
	
	YES
	ignore

	>Logical Connection Element IEs
	
	
	
	
	YES
	reject

	  >> New eNB UE X2AP ID
	M
	0 to <maxnoof 

LogConnection>
	
	
	
	


	Range bound
	Explanation

	maxnoof LogConnection
	Maximum no. of Node Logical Connection Value is FFS


9.1.2.x
Reset Resource Response
This message is sent by both the MME and the eNB as a response to a RESET RESOURCE message.
Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject


	***************** Partially Omitted *****************


ASN.1 Missing will be completed with the first revision of the CR.
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