1

3GPP TSG-RAN WG3 Meeting #59 
R3-080413
Sorrento, Italy, 11th – 15th February 2008
Source:
Vodafone
Title: 

UE History Information 
Agenda Item:
10.2.10b
Document for:
Discussion and Decision
Introduction and Proposal

During the last RAN3 58 meeting it was agreed to introduce UE History information to the Handover Request message over X2. The aim of this information element is to provide the target eNB with some information regarding the UE behaviour in the previous cell(s) in order to allow more proper handling of the UE and avoid e.g. ping pong behaviour. Until now, the only agreement is to transmit ‘Global Cell ID’ and ‘Time UE stayed in cell’ within UE Historical information. The aim of this paper is to discuss what kind of additional information is needed to be provided within UE History information IE.
Discussion
In the mean time the agreement was reached that RAN2 will specify the UE specific information to be included into the historical IE and RAN3 will discuss what kind of cell specific information is needed in addition to the already defined one.
Normally there is a difference between intra and inter frequency HO in terms of threshold settings to be done and therefore it is helpful for the target eNB to have a knowledge if the UE performed intra or inter frequency HO in order to be able to react accordingly. Based on this assumption, it is proposed to include EARFCN into UE historical IE.
Summary:

In order to provide target eNB with sufficient information about the behaviour  of the UE in the previously visited cells, it is proposed to add the EARFCN of the last cell visited to UE History Information.
9.2.4
Last Visited Cell Information

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	9.2.16
	
	
	

	Cell type
	M
	
	ENUMERATED(macro, micro, pico, femto)
	
	
	

	Time UE stayed in cell
	O
	
	INTEGER
	In seconds
	
	

	EARFCN 
	O
	
	INTEGER 
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


Editors Note: The definition of “Cell Type” is FFS
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