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9.1.3
SAE Bearer Management Messages

9.1.3.1
SAE BEARER SETUP REQUEST

This message is sent by the MME and is used for request the eNB to assign resources on Uu and S1 for one or several SAE bearers.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer to be Setup List
	M
	
	
	
	YES
	reject

	>SAE Bearer To Be Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer to be Setup List IE
	-
	

	>> SAE Bearer Level QoS parameters 
	M
	
	9.2.1.15
	Includes necessary QoS parameters
	-
	

	>> Transport Layer Address 
	M
	
	9.2.2.1
	
	-
	

	>> GTP-TEID
	M
	
	9.2.2.2
	note: EPC TEID, UDP port
	-
	

	
	
	
	
	
	
	

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS) 


9.2.1.15
SAE Bearer Level QoS Parameters
This IE defines the QoS to be applied to a SAE bearer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SAE Bearer Level QoS Parameters
	
	
	
	

	>Label
	M
	
	INTEGER (1..256)
	Coded as specified in TS 23.xxx, which will be defined in SA2

	>Allocation and Retention Priority
	FFS
	
	FFS
	The ARP definition is left FFS in SA2.

	>SAE Bearer Type
	M
	
	9.2.1.18
	Desc.:
Either GBR or non-GBR Bearer


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AggregateMaximumBitrate,

MME-UE-S1AP-ID,


ENB-UE-S1AP-ID,


HandoverType,


Cause,


SourceID,


TargetID,


SourceeNodeB-ToTargeteNodeB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


TargeteNodeB-ToSourceeNodeB-TransparentContainer,


TargetRNC-ToSourceRNC-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



SAE-Bearer-ID,


TransportLayerAddress,


GTP-TEID,


SAE-BearerLevelQoSParameters,

SAEBearerList,

Cause,

TraceActivation,


NAS-PDU,



SecurityInformation,


S-TMSI,


PagingDRX,


PagingCause,


TAId,


CriticalityDiagnostics,

ENB-ID,


ENBname,


MMEname,


NRIs,


ServedPLMNs,


SupportedTAIs,


TimeToWait,


HandoverRestrictionList,


PLMNidentity

FROM S1AP-IEs

ASN.1 part not impacted
-- **************************************************************

--

-- SAE BEARER SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Setup Request

--

-- **************************************************************

SAEBearerSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerSetupRequestIEs} },


...

}

SAEBearerSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeSetupListBearerSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListBearerSUReq
 
PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerToBeSetupListBearerSUReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeSetupItemBearerSUReqIEs} }

SAEBearerToBeSetupItemBearerSUReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemBearerSUReq
 CRITICALITY reject 
TYPE SAEBearerToBeSetupItemBearerSUReq 
PRESENCE mandatory },


...

}

SAEBearerToBeSetupItemBearerSUReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,

sAE-BearerlevelQoSParameters




SAE-BearerLevelQoSParameters,



transportLayerAddress 


TransportLayerAddress,


gTP-TEID




GTP-TEID,



iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemBearerSUReqExtIEs} } OPTIONAL,


...

}
SAEBearerToBeSetupItemBearerSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ASN.1 part not impacted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerItem,


maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofNRIs,


maxnoofPLMNsPerMME,


maxnoofTAIs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTAIs
FROM S1AP-Constants

ASN.1 part not impacted
TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


...

}
TraceReference ::=  OCTET STRING (SIZE (3))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U



-- V
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