Page 1



3GPP TSG RAN WG3 Meeting #59-bis
R3-080610
31st March – 3rd April 2008, Shenzhen, China
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.300
	CR
	-
	(

rev
	-
	(

Current version:
	8.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Text Proposal: Clarification on the Download of UE Capability Information from the EPC

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	

	
	

	Work item code:
(

	LTE-interfaces
	
	Date: (

	2008/03/20

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The current text does not include the latest agreements on UE capability transfer and some further clarification is needed related to the S1 procedures used for the upload and download of this information.

	
	

	Summary of change:
(

	The changes capture the principles of the S1 and RRC methods used to transfer UE capability information and clarifies on the handling (storage/deletion) of this information in the MME.

	
	

	Consequences if 
(

not approved:
	  

	
	

	Clauses affected:
(

	18

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	.


18
UE capabilities

RRC signalling carries  UE radio access capability and NAS signalling carries UE NAS capability. The UE radio access capability information is needed only in the eNodeB but this information can be stored also in the MME in order to avoid the need for uploading this information from the UE at each idle to active transition. 
In RRC an inquiry procedure is supported to request the UE to upload its capabilities to the eNodeB. The eNodeB can further upload the UE radio access capability to the MME via the corresponding S1 procedure for transparent storage in the MME. When the MME establishes the UE context in the eNodeB and it has the UE radio access capabilities stored then it includes this information in the context setup sent to the eNodeB.

In order to ensure the consistency of the UE radio access capability information in the UE and in the network the following MME behaviour needs to be assumed.
· In case the context setup was triggered by an attach (instead of an idle to active transition), the MME should not include the UE radio access capability in the context setup and it should erase any UE radio capability information stored from a previous attachment of the UE.
For emergency services, a minimum MBMS UE capabilityis defined. Whether such a minimum capability should be a mandatory UE capability is FFS.
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