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9.2.8
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified,

HO desirable for radio reason,
HO not supported in target eNB or target system,

HO target not allowed,

Resource optimization HO,
Time Critical HO,
X2Trelocoverall expiry,

X2Trelocprep expiry,
Unable to establish during HO,

Reduce Load in serving cell,
No radio resource available in target cell,

Traffic load in target cell higher than in source cell,


...

)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	
	

	
	

	
	

	
	

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Not Supported In Target eNB Or Target System
	The handover failed because handover was not supported in target eNB or target system.

	Handover Target not allowed
	Handover to the indicated target cell is not allowed for the UE in question.

	Resource Optimisation Handover
	The reason for requesting handover is resource optimisation.

	Time Critical Handover
	Handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	X2TRELOCoverall Expiry
	The reason for the action is expiry of timer TRELOCoverall..

	X2TRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TRELOCprep  expires.

	Unable To Establish During Handover
	SAE Bearer failed to establish during handover because it cannot be supported in the target eNB.

	Reduce Load in Serving Cell
	Load on serving cell needs to be reduced.

	No Radio Resources Available in Target Cell
	Load on target cell is too high.

	Traffic Load In The Target Cell Higher Than In The Source Cell
	Handover to reduce load in the source cell is rejected, as the target cell’s traffic load is higher than that in the source cell.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3)

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3)

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see subclause 10.3)

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4)

	Semantic Error
	The received message included a semantic error (see subclause 10.4)

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2)

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNB control processing overload

	Hardware Failure
	eNB hardware failure

	Not enough User Plane Processing Resources
	eNB has insufficient user plane processing resources available

	O&M Intervention
	Operation and Maintenance intervention related to eNB equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.
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