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	3G Home NodeB

RAN4 WI (RANFS-HNBeNB), RAN3 Target RAN#40

kept open for one quarter for RAN3 work only, see RP-080231

	11.1
	3G Home NodeB – stage 2 work along functions and their location

goal is to have stage 2 for basic functionality ready at RAN3#60, i.e. agreed text in TR 25.820

	
	11.1a
Discussion on basic reference architecture


might need some iterations but I would like to start with that

	
	11.1b
IDLE mode access control (LAU/RAU when roaming to 3G HNB cell) and IDLE mode mobility (in case of roaming within a 3G HNB network)

	
	11.1c
ACTIVE mode access control (Service Request when camping on a 3G HNB cell) and ACTIVE mode mobility (HO between macro and home cell)

	
	11.1d
3G HNB Registration at 3G HNB GW (whether preceding HNB-GW discovery is to be standardised is to be debated)

	
	11.1e
Adressing 3G HNB and 3G HNB GW

	
	11.1f
3G HNB GW functions – handling of UE dedicated Iu messages/functions and their treatment RNL- and TNL-wise, with special attention on Iu-flex deployment

	
	11.1g
3G HNB GW functions – handling of common (non-UE dedicated) Iu messages/functions and their treatment RNL- and TNL-wise, with special attention on Iu-flex deployment

	
	11.1h
Protocol Stacks

	
	11.1i
Support of CBS, MBMS, Location Services


low priority item

	
	11.1j
paging optimisation (if needed and possible)


low priority item

	
	11.1k
QoS optimisation


low priority item

	
	11.1l
others

	11.2
	3G Home NodeB – stage 3 work

only for interfaces under RAN3 responsibility


