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8
X2AP procedures

8.1
Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 8.1-1: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER PREPARATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	X2 Setup 
	X2 SETUP REQUEST
	X2 SETUP RESPONSE
	X2 SETUP FAILURE

	Handover Cancellation
	HANDOVER CANCEL
	HANDOVER CANCEL ACKNOWLEDGE
	


Table 8.1-2: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Load Indication
	LOAD INFORMATION

	
	

	SN Status Transfer
	SN STATUS TRANSFER

	Release Resource
	RELEASE RESOURCE

	Error Indication
	ERROR INDICATION


8.2.4
Handover Cancel

8.2.4.1
General


The purpose of the Handover Cancel procedure is to enable a source eNB to cancel an ongoing handover. The Handover Cancel procedure may be initiated by the source eNB during and after the Handover Preparation procedure if either of the following conditions is fulfilled: 

· the source eNB has not yet initiated the execution of the handover via the Uu interface

· after having initiated the execution of the handover, the UE has returned to the source eNB by transmitting an RRC message which indicates that the UE considers the source eNB as its serving eNB
· the source eNB decides to perform handover of a UE to a target eNB different with the one which a Handover Preparation procedure for the same UE has already started or not finalised yet 
8.2.4.2
Successful Operation




[image: image2.emf] 
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Figure 8.2.4.2-1: Handover cancel
The source eNodeB initiates the procedure by sending the HANDOVER CANCEL message to the target eNodeB. The source eNodeB shall indicate the reason for cancelling the handover by an appropriate cause value.

At the reception of the HANDOVER CANCEL message, the target eNodeB shall remove any reference to, and release any previously reserved resources to the referred UE context.
Transmission and reception of a HANDOVER CANCEL ACKNOWLEDGE message terminate the procedure in the source and in the target eNB. After this, the source eNB does not have a prepared handover for that UE-associated logical X2-connection.
8.2.4.3
Unsuccessful Operation

8.2.4.4
Abnormal Conditions

Should the HANDOVER CANCEL message refer to a context that does not exist, the target eNodeB shall ignore the message.
********** NEXT CHANGE ***********
9.1.1.6
HANDOVER CANCEL

This message is sent by the source eNB to the target eNB to cancel an ongoing handover.

Direction: eNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	INTEGER (0..4095)
	eNB UE X2AP ID allocated at the old eNB
	YES
	reject

	New eNB UE X2AP ID
	O
	
	INTEGER (0..4095)
	eNB UE X2AP ID allocated at the new eNB
	YES
	reject

	Cause
	M
	
	9.2.8
	
	YES
	ignore


9.1.1.6
HANDOVER CANCEL ACKNOWLEDGE

This message is sent by the target eNB to the source eNB to confirm that the ongoing handover was cancelled.
Direction: eNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	INTEGER (0..4095)
	eNB UE X2AP ID allocated at the old eNB
	YES
	reject

	New eNB UE X2AP ID
	M
	
	INTEGER (0..4095)
	eNB UE X2AP ID allocated at the new eNB
	YES
	reject


ASN.1 to be finalised
9.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

X2AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM X2AP-CommonDataTypes


ErrorIndication,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverPreparationFailure,


SNStatusTransfer,


ReleaseResource,


HandoverCancel,

HandoverCancelAcknowledge,

LoadInformation,


ResetRequest,


ResetResponse,


X2SetupRequest,


X2SetupResponse,


X2SetupFailure
FROM X2AP-PDU-Contents


id-errorIndication,


id-handoverPreparation,


id-snStatusTransfer,


id-releaseResource,


id-handoverCancel,


id-loadIndication,


id-reset,


id-x2Setup

FROM X2AP-Constants;

Next change

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURES X2AP-ELEMENTARY-PROCEDURE ::= {


X2AP-ELEMENTARY-PROCEDURES-CLASS-1


|


X2AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-1 X2AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|


reset












|


x2Setup












|


handoverCancel










,

...
}

X2AP-ELEMENTARY-PROCEDURES-CLASS-2 X2AP-ELEMENTARY-PROCEDURE ::= {


snStatusTransfer





|


releaseResource






|




errorIndication






|


loadIndication






,


...
}

Next change

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

ASN.1 not affected

handoverCancel X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel

SUCCESSFUL OUTCOME

HandoverCancelAcknowledge

PROCEDURE CODE


id-handoverCancel


CRITICALITY



reject
}

ASN.1 not affected

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

ASN.1 not affected

-- **************************************************************

--

-- HANDOVER CANCEL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- HANDOVER CANCEL
--

-- **************************************************************

HandoverCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverCancel-IEs}},


...

}

HandoverCancel-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE optional} |

{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- Handover Cancel Acknowledge

--

-- **************************************************************

HandoverCancelAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverCancelAcknowledge-IEs} },


...

}

HandoverCancelAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID

 

PRESENCE mandatory
} |


{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID

 

PRESENCE mandatory
},

...

}
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