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1. Overall Description:

TSG RAN3 would like to inform TSG SA2 about the outcome of further discussions related to handover restriction list signalling.
RAN3 has discussed and compared the Handover Restriction List signalling descriptions in TS23.401 and TS36.413. The conclusion taken is that Handover restriction List in PATH SWITCH REQUEST ACKNOWLEDGE in TS23.401 is missing in TS36.413 (S1 AP) and this is agreed by RAN3 to be added into S1 AP specifications. 
After this change, Handover Restriction List is provided from the MME to the eNB in INITIAL CONTEXT SETUP REQUEST, DOWNLINK NAS TRANSPORT, S1 HANDOVER REQUEST and PATH SWITCH REQUEST ACKNOWLEDGE.
At S1 Handover SA2 assumes that the handover restriction information is updated first at TAU. The RAN3 assumption is to forward this information at HANDOVER REQUEST and RAN3 would like SA2 to align its specification to this assumption.
Enabling to send the Handover Restriction List in DOWNLINK NAS TRANSPORT might become unnecessary. The handover restriction information can always be provided before a TAU in INITIAL CONTEXT SETUP, PATH SWITCH REQUEST ACKNOWLEDGE or HANDOVER REQUEST over S1. However, it is unclear for RAN3 whether it is needed to be able to update the Handover Restriction List while a UE remains in a cell. RAN3 has kept the Handover Restriction List in DOWNLINK NAS TRANSPORT as a potential way to enable updating the information during non-mobility. An alternative could be to force the UE to idle or use some other procedure.
2. Actions:

To SA2 group.

ACTION:
RAN3 kindly asks SA2 to provide feedback on handover restriction list signalling. 
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