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9.1.5.4
HANDOVER REQUEST

This message is sent by the MME to the target eNodeB to request the preparation of resources.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	<IntraLTE, UTRANtoLTE, GERANtoLTE>
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	SAE Bearers To Be Setup List
	M
	
	
	
	YES
	ignore

	>SAE Bearers To Be Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID 
	M
	
	9.2.1.2
	
	-
	

	>> Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	To deliver UL PDUs
	-
	

	>> SAE Bearer Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters
	-
	

	Intra-LTE HO Information ListRequest
	C- ifIntraLTE
	
	
	
	YES
	reject

	> Source eNodeB to Target eNodeB Transparent Container
	M
	
	9.2.1.7
	
	
	

	UTRAN to LTE HO Information ListRequest
	C- if
UTRAN
toLTE
	
	
	
	YES
	reject

	> Source RNC to Target RNC Transparent Container
	M
	
	9.2.1.9
	FFS if this is mandatory and needed
	
	

	to GERAN to LTE HO Information ListRequest
	C- if
GERAN
toLTE
	
	
	
	YES
	reject

	> Source BSS to Target BSS Transparent Container
	M
	
	9.2.1.11
	FFS if this is mandatory and needed
	
	

	Serving PLMN
	O
	
	9.2.3.8 
	
	YES
	reject

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore


Editor’s Note: The details of required IEs to indicate security parameters in the message (e.g., encryption and integrity protection information) are FFS.
	Condition
	Explanation

	IfIntraLTE
	This IE shall be present if the Handover Type IE is set to the “Value” IntraLTE.

	ifUTRANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” UTRANtoLTE.

	ifGERANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” GERANtoLTE.

	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE Bearers for one UE. Value is 256.


9.3.3
PDU Definitions

	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     


-- **************************************************************

--

-- HANDOVER RESOURCE ALLOCATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Request

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestIEs} },


...

}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-aggregateMaximumBitrate

CRITICALITY reject
TYPE AggregateMaximumBitrate

PRESENCE mandatory
}|

{ ID id-SAEBearerToBeSetupListHOReq




CRITICALITY reject
TYPE SAEBearerToBeSetupListHOReq

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationReq


CRITICALITY reject
TYPE Intra-LTEHOInformationReq

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationReq


CRITICALITY reject
TYPE UTRANtoLTEHOInformationReq


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationReq









CRITICALITY reject
TYPE GERANtoLTEHOInformationReq PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











} |


{ ID id-ServingPLMN

CRITICALITY reject
TYPE PLMNidentity
PRESENCE optional } |


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
},


...
}
SAEBearerToBeSetupListHOReq 




::= SAEB-IE-ContainerList { {SAEBearerToBeSetupItemHOReqIEs} }

SAEBearerToBeSetupItemHOReqIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemHOReq


CRITICALITY ignore
TYPE SAEBearerToBeSetupItemHOReq


PRESENCE mandatory
},


...

}

SAEBearerToBeSetupItemHOReq ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,

sAE-BearerlevelQosParameters



SAE-BearerLevelQoSParameters,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemHOReq-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSetupItemHOReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationReq ::= SEQUENCE {


sourceRNC-ToTargetRNC-TransparentContainer




SourceRNC-ToTargetRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationReq ::= SEQUENCE {


sourceBSS-ToTargetBSS-TransparentContainer




SourceBSS-ToTargetBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
	LOTS OF UNAFFECTED ASN.1 DESCRIPTION NOT SHOWN     
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