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9.1.3.2
SAE BEARER SETUP RESPONSE

This message is sent by the eNB and is used to report the outcome of the request from the SAE BEARER SETUP REQUEST message.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Setup List
	O
	
	
	
	YES
	reject

	>SAE Bearer Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID
	M
	
	
	a value for SAE bearer identity shall only be present once in SAE Bearer Setup List IE
	-
	

	>> Transport Layer Address 
	M
	
	9.2.2.1
	
	-
	

	>> GTP-TEID
	M
	
	9.2.2.2
	note: eNB TEID, UDP port
	-
	

	SAE Bearer Failed to Setup List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Failed To Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE Bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Failed to Setup List IE
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	

	NAS-PDU 
	M
	
	9.2.3.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS) 


----------------------------------
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9.1.3.4
SAE BEARER MODIFY RESPONSE

This message is sent by the eNB and is used to report the outcome of the request from the SAE BEARER MODIFY REQUEST message.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Modify List
	O
	
	
	
	YES
	reject

	>SAE Bearer Modify Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE BearerID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Modifiy List IE + SAE Bearer Failed to Modify List 
	-
	

	SAE Bearer Failed to Modify List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Failed To Modify Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE Bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Modifiy List IE + SAE Bearer Failed to Modify List
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS)


----------------------------------
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9.1.3.6
SAE BEARER RELEASE COMPLETE

This message is sent by the eNB and is used to report the outcome of the request from the SAE BEARER RELEASE COMMAND message.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Release List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Release Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Release List IE + SAE Bearer Failed to Release List IE
	-
	

	SAE Bearer Failed to Release List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Failed To Release Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Release List IE + SAE Bearer Failed to Release List IE
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS) 


----------------------------------
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9.1.4
Context Management Messages

----------------------------------
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9.1.4.2
INITIAL CONTEXT SETUP RESPONSE

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID 
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID 
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Setup List
	O
	
	
	
	YES
	ignore

	> SAE Bearer Setup Item IEs
	
	1 to <maxnoofSAEbearers>
	
	
	EACH
	reject

	>>SAE Bearer Identity
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>GTP TEID
	M
	
	9.2.2.2
	
	-
	

	SAE Bearer Failed to Setup List
	O
	
	
	
	YES
	ignore

	> SAE Bearer Failed to Setup Item IEs
	
	1 to <maxnoofSAEbearers>
	
	
	EACH
	ignore

	>>SAE Bearer ID
	M
	
	9.2.1.2
	
	-
	

	>>Cause
	M
	
	9.2.1.3
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS)


9.1.4.4
INITIAL CONTEXT SETUP FAILURE

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID 
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID 
	M
	
	9.2.3.4
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


----------------------------------
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9.1.4.10
UE CONTEXT MODIFICATION FAILURE

This message is sent by the eNB in case the performed UE context update is not successful. 
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Cause
	M
	
	9.1.2.3
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.1.5
Handover Signalling Messages

----------------------------------
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9.1.5.3
HANDOVER PREPARATION FAILURE

This message is sent by the MME to inform the source eNodeB that the Handover Preparation has failed.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


----------------------------------
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9.1.5.5
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target eNodeB to inform the MME about the prepared resources at the target.

Direction: eNodeB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	allocated at the target eNodeB
	YES
	reject

	Handover Type
	M
	<IntraLTE, UTRANtoLTE, GERANtoLTE>
	9.2.1.13
	
	YES
	reject

	SAE Bearers Admitted List
	O
	
	
	
	YES
	ignore

	>SAE Bearers Admitted Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID 
	M
	
	9.2.1.2
	
	-
	

	>> Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	To deliver DL PDUs
	-
	

	>> DL Transport Layer Address
	O
	
	9.2.2.1
	
	-
	

	>> DL GTP TEID
	O
	
	9.2.2.2
	To deliver forwarded DL PDCP SDUs. 
	-
	

	SAE Bearers Failed to Setup List
	O
	
	
	
	YES
	ignore

	>SAE Bearers Failed to Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>>SAE Bearer ID
	M
	
	9.2.1.2
	
	-
	

	>>Cause
	M
	
	9.2.1.3
	
	-
	

	Intra-LTE HO Information ListResponse
	C- ifIntraLTE
	
	
	
	YES
	reject

	> Target eNodeB to Source eNodeB Transparent Container
	M
	
	9.2.1.8
	It includes HO Command info for the UE
	
	

	UTRAN to LTE HO Information ListResponse
	C- if
UTRANtoLTE
	
	
	
	YES
	reject

	> Target RNC to Source RNC Transparent Container
	M
	
	9.2.1.10
	FFS if this is mandatory and needed
	
	

	GERAN to LTE HO Information ListResponse
	C- if
GERANtoLTE
	
	
	
	YES
	reject

	> Target BSS to Source BSS Transparent Container
	M
	
	9.2.1.12
	FFS if this is mandatory and needed
	
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Condition
	Explanation

	ifIntraLTE
	This IE shall be present if the Handover Type IE is set to the “Value” IntraLTE.

	ifUTRANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” UTRANtoLTE.

	ifGERANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” GERANtoLTE.

	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE Bearers for one UE. Value is 256.


9.1.5.6
HANDOVER FAILURE

This message is sent by the target eNodeB to inform the MME that the preparation of resources has failed.

Direction: eNodeB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


----------------------------------
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9.1.5.10
PATH SWITCH REQUEST FAILURE

This message is sent by the MME to inform the eNodeB that a failure has occurred in the EPC during the Path switch request procedure.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


----------------------------------
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9.1.8.6
S1 SETUP FAILURE

This message is sent by the MME to indicate S1 Setup failure.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause 
	M
	
	9.2.1.3
	
	YES
	ignore

	Time to wait
	O
	
	OCTET STRING
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


----------------------------------
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9.3.3
PDU Definitions

----------------------------------
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-- **************************************************************

--

-- Handover Preparation Failure

--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverPreparationFailureIEs} },


...

}

HandoverPreparationFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},

...

}

----------------------------------
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-- **************************************************************

--

-- Handover Request Acknowledge

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestAcknowledgeIEs} },


...

}

HandoverRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-SAEBearerAdmittedList




CRITICALITY reject
TYPE SAEBearerAdmittedList

 


PRESENCE mandatory
} |


{ ID id-SAEBearerFailedToSetupListHOReqAck




CRITICALITY ignore
TYPE SAEBearerFailedtoSetupListHOReqAck

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationRes


CRITICALITY reject
TYPE Intra-LTEHOInformationRes

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationRes


CRITICALITY reject
TYPE UTRANtoLTEHOInformationRes


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationRes









CRITICALITY reject
TYPE GERANtoLTEHOInformationRes PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}
SAEBearerAdmittedList 




::= SAEB-IE-ContainerList { {SAEBearerAdmittedItemIEs} }

SAEBearerAdmittedItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerAdmittedItem


CRITICALITY ignore
TYPE SAEBearerAdmittedItem


PRESENCE mandatory
},


...

}

SAEBearerAdmittedItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,

dL-transportLayerAddress



TransportLayerAddress
OPTIONAL,


dL-gTP-TEID







GTP-TEID
OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {SAEBearerAdmittedItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerAdmittedItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearerFailedtoSetupListHOReqAck 




::= SAEB-IE-ContainerList { {SAEBearerFailedtoSetupItemHOReqAckIEs} }

SAEBearerFailedtoSetupItemHOReqAckIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerFailedtoSetupItemHOReqAck


CRITICALITY ignore
TYPE SAEBearerFailedToSetupItemHOReqAck


PRESENCE mandatory
},


...

}

SAEBearerFailedToSetupItemHOReqAck ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


cause



Cause,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerFailedToSetupItemHOReqAckExtIEs} }


OPTIONAL,


...

}

SAEBearerFailedToSetupItemHOReqAckExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationRes ::= SEQUENCE {


targetRNC-ToSourceRNC-TransparentContainer




TargetRNC-ToSourceRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationRes ::= SEQUENCE {


targetBSS-ToSourceBSS-TransparentContainer




TargetBSS-ToSourceBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- Handover Failure

--

-- **************************************************************

HandoverFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverFailureIEs} },


...

}

HandoverFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}
----------------------------------
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-- **************************************************************

--

-- Path Switch Request Failure

--

-- **************************************************************

PathSwitchRequestFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestFailureIEs} },


...

}

PathSwitchRequestFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY reject
TYPE Cause

 


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

----------------------------------

Skip unchanged text

----------------------------------

-- **************************************************************

--

-- SAE Bearer Setup Response
--

-- **************************************************************

SAEBearerSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerSetupResponseIEs} },


...

}

SAEBearerSetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerSetupListBearerSURes



CRITICALITY reject
TYPE SAEBearerSetupListBearerSURes


PRESENCE optional
}|


{ ID id-SAEBearerFailedToSetupListBearerSURes

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

SAEBearerSetupListBearerSURes ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerSetupItemBearerSUResIEs} }

SAEBearerSetupItemBearerSUResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerSetupItemBearerSURes
 CRITICALITY reject 
TYPE SAEBearerSetupItemBearerSURes 
PRESENCE mandatory },


...

}

SAEBearerSetupItemBearerSURes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,

transportLayerAddress 


TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerSetupItemBearerSUResExtIEs} } OPTIONAL,


...

}
SAEBearerSetupItemBearerSUResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

----------------------------------
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-- **************************************************************

--

-- SAE Bearer Modify Response
--

-- **************************************************************

SAEBearerModifyResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerModifyResponseIEs} },


...

}

SAEBearerModifyResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerModifyListBearerModRes



CRITICALITY ignore
TYPE SAEBearerModifyListBearerModRes

PRESENCE optional
}|


{ ID id-SAEBearerFailedToModifyList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

SAEBearerModifyListBearerModRes ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerModifyItemBearerModResIEs} }

SAEBearerModifyItemBearerModResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerModifyItemBearerModRes
 CRITICALITY reject 
TYPE SAEBearerModifyItemBearerModRes 
PRESENCE mandatory },


...

}

SAEBearerModifyItemBearerModRes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerModifyItemBearerModResExtIEs} } OPTIONAL,


...

}
SAEBearerModifyItemBearerModResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

----------------------------------
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-- **************************************************************

--

-- SAE Bearer Release Complete

--

-- **************************************************************

SAEBearerReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { SAEBearerReleaseCompleteIEs } },


...

}

SAEBearerReleaseCompleteIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerReleaseListBearerRelComp



CRITICALITY ignore
TYPE SAEBearerReleaseListBearerRelComp

PRESENCE optional
}|


{ ID id-SAEBearerFailedToReleaseList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

SAEBearerReleaseListBearerRelComp ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerReleaseItemBearerRelCompIEs} }

SAEBearerReleaseItemBearerRelCompIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerReleaseItemBearerRelComp
 CRITICALITY reject 
TYPE SAEBearerReleaseItemBearerRelComp 
PRESENCE mandatory },


...

}

SAEBearerReleaseItemBearerRelComp ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerReleaseItemBearerRelCompExtIEs} } OPTIONAL,


...

}
SAEBearerReleaseItemBearerRelCompExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

----------------------------------

Skip unchanged text

----------------------------------

-- **************************************************************

--

-- Initial Context Setup Response
--

-- **************************************************************

InitialContextSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupResponseIEs} },


...

}

InitialContextSetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerSetupListCtxtSURes



CRITICALITY reject
TYPE SAEBearerSetupListCtxtSURes


PRESENCE optional
}|


{ ID id-SAEBearerFailedToSetupListCtxtSURes

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

SAEBearerSetupListCtxtSURes ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerSetupItemCtxtSUResIEs} }

SAEBearerSetupItemCtxtSUResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerSetupItemCtxtSURes
 CRITICALITY reject 
TYPE SAEBearerSetupItemCtxtSURes 
PRESENCE mandatory },


...

}

SAEBearerSetupItemCtxtSURes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,

transportLayerAddress 


TransportLayerAddress,


gTP-TEID


GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerSetupItemCtxtSUResExtIEs} } OPTIONAL,


...

}
SAEBearerSetupItemCtxtSUResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Initial Context Setup Failure
--

-- **************************************************************

InitialContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupFailureIEs} },


...

}

InitialContextSetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

----------------------------------

Skip unchanged text

----------------------------------

-- **************************************************************

--

-- UE Context Modification Failure
--

-- **************************************************************

UEContextModificationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationFailureIEs} },


...

}

UEContextModificationFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory
} |


{ ID id-Cause



CRITICALITY ignore
TYPE Cause



PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}
----------------------------------

Skip unchanged text

----------------------------------

-- **************************************************************

--

-- S1 Setup Failure
--

-- **************************************************************

S1SetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupFailureIEs} },


...

}

S1SetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,

...

}

----------------------------------

Skip unchanged text

----------------------------------
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