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9.1.3.2
SAE BEARER SETUP RESPONSE

This message is sent by the eNB and is used to report the outcome of the request from the SAE BEARER SETUP REQUEST message.

Direction: eNB ( MME

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Setup List
	O
	
	
	
	YES
	reject

	>SAE Bearer Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID
	M
	
	
	a value for SAE bearer identity shall only be present once in SAE Bearer Setup List IE
	-
	

	>> Transport Layer Address 
	M
	
	9.2.2.1
	
	-
	

	>> GTP-TEID
	M
	
	9.2.2.2
	note: eNB TEID, UDP port
	-
	

	SAE Bearer Failed to Setup List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Failed To Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE Bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Failed to Setup List IE
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	

	
	
	
	
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS) 


*** End of the next change ***
*** Start of the next change ***
9.1.3.4
SAE BEARER MODIFY RESPONSE

This message is sent by the eNB and is used to report the outcome of the request from the SAE BEARER MODIFY REQUEST message.

Direction: eNB ( MME

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Modify List
	O
	
	
	
	YES
	reject

	>SAE Bearer Modify Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE BearerID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Modifiy List IE + SAE Bearer Failed to Modify List 
	-
	

	SAE Bearer Failed to Modify List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Failed To Modify Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE Bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Modifiy List IE + SAE Bearer Failed to Modify List
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	

	
	
	
	
	
	
	

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS)


*** End of the next change ***
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