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*******  the 1st  Change ******
9.1.4.1
INITIAL CONTEXT SETUP REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID 
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID 
	M
	
	9.2.3.4
	
	YES
	reject

	Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	FFS: AMBR for several APNs
	YES
	reject

	SAE Bearer to Be Setup List
	M
	
	
	
	YES
	ignore

	> SAE Bearer to Be Setup Item IEs
	
	1 to <maxnoofSAEbearers>
	
	
	EACH
	reject

	>>SAE Bearer ID
	M
	
	9.2.1.2
	
	-
	

	>>SAE Bearer Level QoS Parameters
	M
	
	9.2.1.15
	 Includes necessary QoS parameters
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	
	-
	

	Security
	M
	
	FFS
	FFS
	YES
	reject

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.1.22


	
	YES
	ignore

	NAS-PDU
	O
	
	9.2.3.5
	FFS
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	CS Fallback Indicator
	O
	
	9.2.3.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS) 


******* next  Change ******
9.2.3.x
CS Fallback Indicator
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CS Fallback Indicator
	M
	
	ENUMERATED(GERAN/UTRAN, 1xRTT…)
	


******* next Change ******
9.3.3 PDU Definitions
IMPORTS


AggregateMaximumBitrate,

Cause,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXMEID,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,


Cdma2000SectorID,


CriticalityDiagnostics,

CSFallbackIndicator,

Direct-Forwarding-Path-Availability,


ENB-Global-ID,

EUTRAN-CGI-ID,
ENBname,


ENB-StatusTransfer-TransparentContainer,

ENB-UE-S1AP-ID,


GTP-TEID,


GUMMEI,


HandoverRestrictionList,


HandoverType,


MMEname,


MME-UE-S1AP-ID,


NAS-PDU,
PagingCause,


PagingDRX,


PLMNidentity,


RelativeMMECapacity,
RequestType,


SAE-Bearer-ID,


SAE-BearerLevelQoSParameters,


SAEBearerList,


SecurityInfo,


SecurityInformation,


ServedPLMNs,


SourceBSS-ToTargetBSS-TransparentContainer,


SourceeNodeB-ToTargeteNodeB-TransparentContainer,


SourceID,


SourceRNC-ToTargetRNC-TransparentContainer,


SupportedTAs,


TAI,


TargetBSS-ToSourceBSS-TransparentContainer,



TargeteNodeB-ToSourceeNodeB-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TimeToWait,


TraceActivation,


TraceReference,


TransportLayerAddress,


UEIdentityIndexValue,


UEPagingID,


UERadioCapability,


UE-S1AP-IDs,


UE-associatedLogicalS1-ConnectionItem,


S-TMSI
FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-aggregateMaximumBitrate,

id-Cause,


id-cdma2000HORequiredIndication,

id-cdma2000HOStatus,


id-cdma2000OneXMEID,


id-cdma2000OneXRAND,

id-cdma2000PDU,


id-cdma2000RATType,


id-cdma2000SectorID,


id-CriticalityDiagnostics,

id-CSFallbackIndicator,

id-Direct-Forwarding-Path-Availability,


id-ENB-Global-ID,


id-EUTRAN-CGI-ID,


id-eNBname,

id-eNB-StatusTransfer-TransparentContainer,
id-eNB-UE-S1AP-ID, 

id-GERANtoLTEHOInformationReq,


id-GERANtoLTEHOInformationRes,


id-GUMMEI-ID,

id-HandoverRestrictionList,

id-HandoverType,


id-InitialContextSetup,


id-Intra-LTEHOInformationReq,


id-Intra-LTEHOInformationRes,


id-LTEtoGERANHOInformationReq,

id-LTEtoGERANHOInformationRes,


id-LTEtoUTRANHOInformationReq,


id-LTEtoUTRANHOInformationRes,


id-MMEname,


id-MME-UE-S1AP-ID,


id-NAS-PDU,


id-pagingCause,


id-pagingDRX,


id-RelativeMMECapacity,


id-RequestType,


id-SAEBearerAdmittedItem,


id-SAEBearerAdmittedList,


id-SAEBearerDataForwardingItem,


id-SAEBearerFailedToModifyList,


id-SAEBearerFailedToReleaseList,


id-SAEBearerFailedtoSetupItemHOReqAck,


id-SAEBearerFailedToSetupListBearerSURes,


id-SAEBearerFailedToSetupListCtxtSURes,


id-SAEBearerFailedToSetupListHOReqAck,


id-SAEBearerModify,


id-SAEBearerModifyItemBearerModRes,


id-SAEBearerModifyListBearerModRes,


id-SAEBearerRelease,


id-SAEBearerReleaseItemBearerRelComp,


id-SAEBearerReleaseItemHOCmd,


id-SAEBearerReleaseListBearerRelComp,


id-SAEBearerReleaseRequest,


id-SAEBearerSetup,


id-SAEBearerSetupItemBearerSURes,


id-SAEBearerSetupItemCtxtSURes,

id-SAEBearerSetupListBearerSURes,

id-SAEBearerSetupListCtxtSURes,


id-SAEBearerSubjecttoDataForwardingList,


id-SAEBearerToBeModifiedItemBearerModReq,


id-SAEBearerToBeModifiedListBearerModReq,


id-SAEBearerToBeReleasedList,


id-SAEBearerToBeSetupItemBearerSUReq,


id-SAEBearerToBeSetupItemCtxtSUReq,

id-SAEBearerToBeSetupItemHOReq,

id-SAEBearerToBeSetupListBearerSUReq,


id-SAEBearerToBeSetupListCtxtSUReq,


id-SAEBearerToBeSetupListHOReq,


id-SAEBearerToBeSwitchedDLItem,


id-SAEBearerToBeSwitchedDLList,


id-SAEBearerToBeSwitchedULList,


id-SAEBearerToBeSwitchedULItem,

id-SAEBearertoReleaseListHOCmd,


id-SecurityInfo,

id-Security-Information,


id-ServedPLMNs,

id-SourceID,

id-SourceMME-UE-S1AP-ID,


id-SupportedTAs,


id-S-TMSI,

id-TAI,


id-TAIItem,


id-TAIList,


id-TargetID,


id-TimeToWait,


id-TraceActivation,

id-TraceReference,


id-UEIdentityIndexValue,

id-UEPagingID,


id-UERadioCapability,

id-UTRANtoLTEHOInformationReq,


id-UTRANtoLTEHOInformationRes,

id-UE-associatedLogicalS1-ConnectionListResAck,

id-UE-associatedLogicalS1-ConnectionItem,


id-UE-S1AP-IDs,

id-ResetType,

maxnoofTAI,

maxNrOfErrors,


maxNrOfSAEBs,


  maxNrOfIndividualS1ConnectionsToReset
InitialContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-aggregateMaximumBitrate

CRITICALITY reject
TYPE AggregateMaximumBitrate

PRESENCE mandatory
}|

{ ID id-SAEBearerToBeSetupListCtxtSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListCtxtSUReq
 
PRESENCE mandatory
}|


{ ID id-Security-Information

CRITICALITY ignore
TYPE SecurityInformation

PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE optional}|


{ ID id-UERadioCapability


CRITICALITY ignore
TYPE UERadioCapability



PRESENCE optional
}|

{ ID id-CSFallbackIndicator CRITICALITY ignore TYPE CSFallbackIndicator PRESENCE optional},

...

}
9.3.4 Information Element Definitions
-- C

CSFallbackIndicator ::= ENUMERATED {


GERAN/UTRAN,


1X RTT,


...

}
******* next Change ******
9.3.6


Constant Definitions
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








ProtocolIE-ID ::= 0

id-HandoverType








ProtocolIE-ID ::= 1

id-Cause









ProtocolIE-ID ::= 2

id-SourceID









ProtocolIE-ID ::= 3

id-TargetID









ProtocolIE-ID ::= 4

id-Intra-LTEHOInformationReq




ProtocolIE-ID ::= 5

id-LTEtoUTRANHOInformationReq




ProtocolIE-ID ::= 6

id-LTEtoGERANHOInformationReq




ProtocolIE-ID ::= 7

id-eNB-UE-S1AP-ID







ProtocolIE-ID ::= 8

id-Intra-LTEHOInformationRes




ProtocolIE-ID ::= 9

id-LTEtoUTRANHOInformationRes




ProtocolIE-ID ::= 10

id-LTEtoGERANHOInformationRes




ProtocolIE-ID ::= 11

id-SAEBearerSubjecttoDataForwardingList


ProtocolIE-ID ::= 12

id-SAEBearertoReleaseListHOCmd




ProtocolIE-ID ::= 13

id-SAEBearerDataForwardingItem




ProtocolIE-ID ::= 14

id-SAEBearerReleaseItemBearerRelComp


ProtocolIE-ID ::= 15

id-SAEBearerToBeSetupListBearerSUReq


ProtocolIE-ID ::= 16

id-SAEBearerToBeSetupItemBearerSUReq


ProtocolIE-ID ::= 17

id-SAEBearerAdmittedList





ProtocolIE-ID ::= 18

id-SAEBearerFailedToSetupListHOReqAck


ProtocolIE-ID ::= 19

id-SAEBearerAdmittedItem





ProtocolIE-ID ::= 20

id-SAEBearerFailedtoSetupItemHOReqAck


ProtocolIE-ID ::= 21

id-SAEBearerToBeSwitchedDLList




ProtocolIE-ID ::= 22

id-SAEBearerToBeSwitchedDLItem




ProtocolIE-ID ::= 23

id-SAEBearerToBeSetupListCtxtSUReq



ProtocolIE-ID ::= 24

id-TraceActivation







ProtocolIE-ID ::= 25

id-NAS-PDU









ProtocolIE-ID ::= 26

id-SAEBearerToBeSetupItemHOReq




ProtocolIE-ID ::= 27

id-SAEBearerSetupListBearerSURes



ProtocolIE-ID ::= 28

id-SAEBearerFailedToSetupListBearerSURes

ProtocolIE-ID ::= 29

id-SAEBearerToBeModifiedListBearerModReq

ProtocolIE-ID ::= 30
id-SAEBearerModifyListBearerModRes



ProtocolIE-ID ::= 31
id-SAEBearerFailedToModifyList




ProtocolIE-ID ::= 32
id-SAEBearerToBeReleasedList




ProtocolIE-ID ::= 33
id-SAEBearerFailedToReleaseList




ProtocolIE-ID ::= 34

id-SAEBearerItem







ProtocolIE-ID ::= 35

id-SAEBearerToBeModifiedItemBearerModReq

ProtocolIE-ID ::= 36

id-SAEBearerModifyItemBearerModRes



ProtocolIE-ID ::= 37

id-SAEBearerReleaseItem






ProtocolIE-ID ::= 38

id-SAEBearerSetupItemBearerSURes



ProtocolIE-ID ::= 39
id-Security-Information






ProtocolIE-ID ::= 40
id-HandoverRestrictionList





ProtocolIE-ID ::= 41

id-UEPagingID 








ProtocolIE-ID ::= 43

id-pagingDRX 








ProtocolIE-ID ::= 44

id-pagingCause








ProtocolIE-ID ::= 45

id-TAIList









ProtocolIE-ID ::= 46

id-TAIItem









ProtocolIE-ID ::= 47

id-SAEBearerFailedToSetupListCtxtSURes


ProtocolIE-ID ::= 48

id-SAEBearerReleaseItemHOCmd




ProtocolIE-ID ::= 49

id-SAEBearerSetupItemCtxtSURes




ProtocolIE-ID ::= 50

id-SAEBearerSetupListCtxtSURes




ProtocolIE-ID ::= 51

id-SAEBearerToBeSetupItemCtxtSUReq



ProtocolIE-ID ::= 52

id-SAEBearerToBeSetupListHOReq




ProtocolIE-ID ::= 53

id-GERANtoLTEHOInformationReq




ProtocolIE-ID ::= 54

id-GERANtoLTEHOInformationRes




ProtocolIE-ID ::= 55

id-UTRANtoLTEHOInformationReq




ProtocolIE-ID ::= 56

id-UTRANtoLTEHOInformationRes




ProtocolIE-ID ::= 57

id-CriticalityDiagnostics 





ProtocolIE-ID ::= 58

id-ENB-Global-ID







ProtocolIE-ID ::= 59

id-eNBname









ProtocolIE-ID ::= 60

id-MMEname









ProtocolIE-ID ::= 61

id-ServedPLMNs








ProtocolIE-ID ::= 63
id-SupportedTAs








ProtocolIE-ID ::= 64

id-TimeToWait








ProtocolIE-ID ::= 65

id-aggregateMaximumBitrate





ProtocolIE-ID ::= 66

id-TAI










ProtocolIE-ID ::= 67

id-SAEBearerReleaseListBearerRelComp


ProtocolIE-ID ::= 69

id-cdma2000PDU








ProtocolIE-ID ::= 70

id-cdma2000RATType







ProtocolIE-ID ::= 71

id-cdma2000SectorID







ProtocolIE-ID ::= 72

id-SecurityInfo








ProtocolIE-ID ::= 73

id-UERadioCapability






ProtocolIE-ID ::= 74

id-GUMMEI-ID








ProtocolIE-ID ::= 75

id-SAEBearerInformationListItem




ProtocolIE-ID ::= 78

id-Direct-Forwarding-Path-Availability


ProtocolIE-ID ::= 79

id-UEIdentityIndexValue






ProtocolIE-ID ::= 80
id-cdma2000HOStatus







ProtocolIE-ID ::= 83
id-cdma2000HORequiredIndication




ProtocolIE-ID ::= 84
id-cdma2000OneXMEID







ProtocolIE-ID ::= 85
id-TraceReference







ProtocolIE-ID ::= 86

id-RelativeMMECapacity






ProtocolIE-ID ::= 87
id-SourceMME-UE-S1AP-ID






ProtocolIE-ID ::= 88

id-Bearers-SubjectToStatusTransfer-Item


ProtocolIE-ID ::= 89

id-eNB-StatusTransfer-TransparentContainer

ProtocolIE-ID ::= 90
id-UE-associatedLogicalS1-ConnectionItem

ProtocolIE-ID ::= 91

id-ResetType








ProtocolIE-ID ::= 92

id-UE-associatedLogicalS1-ConnectionListResAck
ProtocolIE-ID ::= 93
id-SAEBearerToBeSwitchedULItem




ProtocolIE-ID ::= 94
id-SAEBearerToBeSwitchedULList




ProtocolIE-ID ::= 95

id-S-TMSI









ProtocolIE-ID ::= 96

id-cdma2000OneXRAND







ProtocolIE-ID ::= 97

id-RequestType








ProtocolIE-ID ::= 98

id-UE-S1AP-IDs








ProtocolIE-ID ::= 99

id-EUTRAN-CGI-ID







ProtocolIE-ID ::= 100
id-CSFallbackIndicator






ProtocolIE-ID ::= 101
END
******* End of Change ******
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