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9.1.2.10
ENB CONFIGURATION UPDATE FAILURE

This message is sent by an eNB to a peer eNB to indicate eNB Configuration Update Failure.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Cause
	M
	
	9.2.8
	
	YES
	ignore

	Time to wait
	O
	
	OCTET STRING
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.9
	
	YES
	ignore


----------------------------------

Skip unchanged text

----------------------------------

9.2.4
Last Visited Cell Information

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	9.2.16
	
	
	

	Cell type
	M
	
	ENUMERATED(macro, micro, pico, femto, …)
	
	
	

	Time UE stayed in cell
	O
	
	INTEGER
	In seconds
	
	


9.3.4
PDU Definitions

----------------------------------

Skip unchanged text

----------------------------------

-- **************************************************************

--

-- HANDOVER REQUEST
--

-- **************************************************************

HandoverRequest ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{HandoverRequest-IEs}},


...

}

HandoverRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID 



PRESENCE mandatory } |

{ ID id-Cause






CRITICALITY ignore
TYPE Cause 





PRESENCE mandatory } |

{ ID id-TargetCell-ID




CRITICALITY reject
TYPE CGI 





PRESENCE mandatory } |

{ ID id-GUMMEI-ID





CRITICALITY reject
TYPE GUMMEI  




PRESENCE mandatory } |


{ ID id-UE-ContextInformation


CRITICALITY reject
TYPE UE-ContextInformation 

PRESENCE mandatory } |


{ ID id-UE-HistoryInformation


CRITICALITY ignore
TYPE UE-HistoryInformation 

PRESENCE optional } |


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation 


PRESENCE optional } ,

...

}

UE-ContextInformation ::= SEQUENCE {


mME-UE-S1AP-ID





UE-S1AP-ID,

aggregateMaximumBitRate



AggregateMaximumBitRate 

OPTIONAL,


bearers-ToBeSetup-List



Bearers-ToBeSetup-List,

rRC-Context






RRC-Context, 


handoverRestrictionList



HandoverRestrictionList

OPTIONAL,

locationReportingInformation

LocationReportingInformation
OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {UE-ContextInformation-ExtIEs} } OPTIONAL,


...

}

UE-ContextInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

Bearers-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-ToBeSetup-ItemIEs} }

Bearers-ToBeSetup-ItemIEs 
X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-ToBeSetup-Item
 CRITICALITY ignore 
TYPE Bearers-ToBeSetup-Item 
PRESENCE mandatory },


...

}

Bearers-ToBeSetup-Item ::= SEQUENCE {


sAE-Bearer-ID




Bearer-ID,


sAE-BearerLevel-QoS-Parameters

SAE-BearerLevel-QoS-Parameters,

dL-Forwarding




DL-Forwarding












OPTIONAL,

uL-GTPtunnelEndpoint


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {Bearers-ToBeSetup-ItemExtIEs} } OPTIONAL,


...

}
Bearers-ToBeSetup-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

----------------------------------

Skip unchanged text

----------------------------------

9.3.5
Information Element definitions

----------------------------------

Skip unchanged text

----------------------------------

-- I

InterfacesToTrace ::= SEQUENCE (SIZE(1..maxInterfaces)) OF ProtocolIE-Single-Container {{InterfacesToTrace-ItemIEs} }

InterfacesToTrace-ItemIEs X2AP-PROTOCOL-IES ::= {

{ ID id-InterfacesToTrace-Item
CRITICALITY ignore
TYPE InterfacesToTrace-Item 
PRESENCE mandatory
}
}

InterfacesToTrace-Item ::= SEQUENCE {


traceInterface




TraceInterface,


traceDepth





TraceDepth,


iE-Extensions




ProtocolExtensionContainer { {InterfacesToTrace-Item-ExtIEs} } OPTIONAL,


...

}

InterfacesToTrace-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

----------------------------------

Skip unchanged text

----------------------------------

-- S

SAE-Bearer-BitRate ::= INTEGER (0..10000000000)
SAE-BearerLevel-QoS-Parameters ::= SEQUENCE {


qCI



QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,  --FFS


sAE-BearerType


SAE-BearerType,


...

}

SAE-BearerType ::= CHOICE {


sAE-GBR-bearer

SAE-GBR-Bearer,


sAE-non-GBR-bearer

SAE-Non-GBR-Bearer,


...

}
----------------------------------

Skip unchanged text

----------------------------------

-- U

UE-HistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCells)) OF LastVisitedCell-Item
UE-S1AP-ID




::= INTEGER (0.. 4294967295)

UE-X2AP-ID




::= INTEGER (0..4095) -- Value FFS
----------------------------------

Skip unchanged text

----------------------------------

9.3.7
Constant definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease








ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusUpdateInitiation







ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxInterfaces







INTEGER ::= 16

-- FFS Value to be checked

maxCellineNB







INTEGER ::= 256

-- FFS Value to be checked

maxnoofCells







INTEGER ::= 16

-- FFS Value to be checked

maxnoofBearers







INTEGER ::= 256
-- FFS Value to be checked
maxNrOfErrors







INTEGER ::= 256

-- FFS Value to be checked

maxnoofPDCP-SN







INTEGER ::= 16

-- FFS Value to be checked
maxnoofEPLMNs







INTEGER ::= 15



maxnoofEPLMNsPlusOne





INTEGER ::= 16



maxnoofForbLACs







INTEGER ::= 256

-- FFS Value to be checked

maxnoofForbTACs






INTEGER ::= 256
-- FFS Value to be checked

maxnoofBPLMNs







INTEGER ::= 6
maxnoofPRBs








INTEGER ::= 110

-- FFS Value to be checked

maxPools








INTEGER ::= 16

-- FFS Value to be checked
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