3GPP TSG-RAN WG3 Meeting #61
R3-082186
Jeju Island, Korea, 18th – 22nd August 2008

Agenda item:
11
Source:
Nokia Siemens Networks, Nokia, Airvana, Kineto
Title:
Stage 2 Specification for 3G HNB
Document for:
Discussions & Approval

1
Introduction
This document proposes to consider a separate specification to document stage 2 agreements for 3G HNB.

2
Discussion
Substantial material has been prepared for RAN3#61, containing message flows which documents the communication between identified logical nodes.

As for UTRAN access, there is no comprehensive UTRAN stage 2 specification available as it is the case for LTE (36.300), there is either the possibility to incorporate the necessary specification into 25.401 or to create a new TS.

When looking where message flow could be captured, it can be seen that 25.401 is not the traditional place to do so, and the only specification under RAN3 responsibility that did this in the past is just a TR (25.931), containing only example call flows (hence no normative character).

So, it is proposed to consider the creation of a 3G HNB stage 2 specification that deals with 

-
descriptions of functions necessary to operate 3G HNB from UTRAN point of view

-
description of functional split among core, radio and gateway

-
further decomposition of the gateway into management, security and other functions and finally specification of a logical architecture

-
definition of 3G HNB specific protocol stacks

-
specifying the communication between the identified logical nodes

-
identification of specifications where stage 3 aspects are treated

3
Proposal
It is proposed to create a 3G HNB specific stage 2 specification containing roughly topics as pointed out in chapter 2.
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