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1. Overall Description
RAN3 would like to draw the attention of SA2 on one change RAN3 agreed on its specifications.
The current RAN3 specification S1 currently establishes an “SAE Bearer” through an “SAE Bearer Setup” procedure over S1.
It was felt that this naming was unfortunate since this procedure sets up an S1 bearer and a radio data bearer which have nothing to do with “SAE” terminology referring to CN (EPC).

Therefore RAN3 agreed on a better renaming and changed “SAE Bearer” into “E-RAB”. An E-RAB corresponds to an S1 bearer plus a radio bearer (with an obvious analogy to UMTS).

This E-RAB concept will help a lot RAN3 to have clear specifications,  

RAN3 would therefore like:
· to inform SA2 about this change,

· to let SA2 decide if they see the need to introduce the similar terminology (concept) of E-RAB in their specifications in order to better link with RAN3 specifications or for their own need,
· to eliminate probably any “SAE Bearer” from their specification (if any remaining) since the 2 concepts of EPS Bearer and E-RAB should be sufficient and unambiguous system-wide.
2. Actions 
To SA2: 
RAN3 kindly asks SA2 to take note of the new E-RAB terminology (concept) used by RAN3 for LTE specifications and decide on any potential alignment they might see necessary for them.
To RAN2/CT1/CT4: 
Same as above.
3. Date of Next RAN3 Meetings:
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30 September – 03 October, 2008
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