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9.2.1.7
Source eNB to Target eNB Transparent Container

The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. This IE is used for the intra SAE/LTE handover case. 

This IE is transparent to the EPC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	To transfer UE RAN context, see subclause 10.2.3 in [xx].
	-
	-

	Target Cell ID
	M
	
	E-UTRAN CGI

 9.2.1.38
	
	-
	-

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.35
	
	-
	-

	SAE Bearers Information List
	O
	
	
	
	
	

	>  SAE Bearers Information Item
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	  >> SAE Bearer ID
	M
	
	9.2.1.2
	
	-
	-

	  >> DL Forwarding
	O
	
	9.2.3.14
	
	-
	-


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE Bearers for one UE. Value is 256.


9.2.1.8
Target eNB to Source eNB Transparent Container

The Target eNB to Source eNB Transparent Container IE is an information element that is produced by the target eNB and is transmitted to the source eNB. This IE is used for the intra SAE/LTE handover case.

This IE is transparent to EPC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	It includes HO info for the UE, see subclause 10.2.2 in [xx].
	-
	-


9.2.1.16
Paging DRX 
This IE indicates the Paging DRX as defined in [xx].


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Paging DRX
	M
	
	INTEGER (0..4095)
	This represents the UE specific DRX.
	
	


9.2.1.27
UE Radio Capability
This IE contains UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE Radio Capability 
	M
	
	OCTET STRING
	To transfer UE radio capabilities, includes the UECapabilityInformation message as defined in 6.2.2 of  [xx].]
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