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First section affected
5.1
X2AP procedure modules

The X2 interface X2AP procedures are divided into two modules as follows:

1.
X2AP Basic Mobility Procedures;

2.
X2AP Global Procedures;

The X2AP Basic Mobility Procedures module contains procedures used to handle the UE mobility within E-UTRAN.

The Global Procedures module contains procedures that are not related to a specific UE. The procedures in this module are in contrast to the above module involving two peer eNBs.

Unchanged sections omitted

8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an eNB for an incoming handover.
The procedure uses UE-associated signalling.
Unchanged sections omitted

8.2.2

SN Status Transfer

8.2.2.1
General

The purpose of the SN Status Transfer procedure is to transfer the uplink PDCP-SN and HFN receiver status and the downlink PDCP-SN and HFN transmitter status from the source to the target eNB during an X2 handover for each respective SAE bearer for which PDCP SN and HFN status preservation applies.

The procedure uses UE-associated signalling.
Unchanged sections omitted

8.2.3
UE Context Release

8.2.3.1
General

The UE Context Release procedure is initiated by the target eNB to signal to the source eNB that control plane resources for the handed over UE context can be released.
The procedure uses UE-associated signalling.
Unchanged sections omitted

8.2.4
Handover Cancel

8.2.4.1
General

The Handover Cancel procedure is used to cancel an already prepared handover.

The procedure uses UE-associated signalling.
Unchanged sections omitted

8.3.1

Load Indication

8.3.1.1
General

The purpose of the Load Indication procedure is to transfer load and interference co-ordination information between intra-frequency neighboring eNBs.

The procedure uses non UE-associated signalling.
Unchanged sections omitted

8.3.2
Error Indication

Editor Note: Used by peer node to report detected errors in a received message.
8.3.2.1
General

The Error Indication procedure is initiated by an eNB to report detected errors in one incoming message, provided they cannot be reported by an appropriate failure message.

If the error situation arises due to reception of a message utilising UE-associated signalling, then the Error Indication procedure uses UE-associated signalling. Otherwise the procedure uses non UE-associated signalling.

Unchanged sections omitted

8.3.3
X2 Setup 

8.3.3.1
General

The purpose of the X2 Setup procedure is to exchange application level data needed for two eNBs to interoperate correctly over the X2 interface.

The procedure uses non UE-associated signalling.
Unchanged sections omitted

8.3.4
Reset

8.3.4.1
General
The purpose of the Reset procedure is to align the resources in eNB1 and eNB2 in the event of an abnormal failure. The procedure resets the whole X2 interface.

The procedure uses non UE-associated signalling.
Unchanged sections omitted

8.3.5
eNB Configuration Update 

8.3.5.1
General

The purpose of the eNB Configuration Update procedure is to update application level data needed for two eNBs to interoperate correctly over the X2 interface.

The procedure uses non UE-associated signalling.
Unchanged sections omitted

8.3.6

Resource Status Reporting Initiation
8.3.6.1
General

This procedure is used by an eNB to request the reporting of load measurements to another eNB.
The procedure uses non UE-associated signalling.
Unchanged sections omitted

8.3.7
Resource Status Reporting
8.3.7.1
General

This procedure is initiated by eNB2 to report the result of measurements requested by eNB1 using the Resource Status Reporting Initiation.
The procedure uses non UE-associated signalling.
end
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