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8.3.28
Enhanced Relocation
8.3.28.1
General

This procedure is used for relocation of SRNS in case the SRNC and DRNC connect to same CN node.
The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure in case the relevant UE Context does not exist for the UE. 

This procedure shall use the signalling bearer connection for the relevant UE Context in the UE Context exists. The Enhanced Relocation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.28.2
Successful Operation
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Figure 26M: Enhanced Relocation procedure: Successful Operation

The SRNC initiates the procedure by sending an ENHANCED RELOCATION REQUEST message. When the SRNC sends the ENHANCED RELOCATION REQUEST message, it shall start the timer TRELOCprep.

If the ENHANCED RELOCATION REQUEST message includes SRNC-ID, the DRNC shall create a UE Context for this UE, allocate a D-RNTI for the UE Context and include the D‑RNTI IE in the ENHANCED RELOCATION RESPONSE message.
If the ENHANCED RELOCATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request
If the ENHANCED RELOCATION REQUEST message includes the UE History Information IE and the DRNC is configured to collect the information, the DRNC shall collect the same type of information as that included in the UE History Information IE.
8.3.28.3
Unsuccessful Operation
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Figure 26N: Enhanced Relocation procedure: Unsuccessful Operation

If the DRNC is not able to accept any of the RABs or a failure occurs during the procedure, the DRNC shall send the ENHANCED RELOCATION FAILURE message to the SRNC. The message shall contain the Cause IE with an appropriate value.
Interactions with Enhanced Relocation Cancel procedure:

If there is no response from the DRNC to the ENHANCED RELOCATION REQUEST message before timer TRELOCprep expires in the DRNC, the SRNC should cancel the Enhanced Relocation procedure towards the DRNC by initiating the Enhanced Relocation Cancel procedure with the appropriate value for the Cause IE, e.g.  "TRELOCprep expiry".
8.3.28.4
Abnormal Conditions

-

#PartiallyOmitted

9.1.70
ENHANCED RELOCATION REQUEST
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	Reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Cause 
	M
	
	9.2.1.5
	
	YES
	Reject

	Permanent NAS UE Identity
	M
	
	9.2.1.73
	
	YES
	Reject

	SRNC-ID
	O
	
	RNC-ID

9.2.1.50
	If the Extended SRNC-ID IE is included in the message, the SRNC-ID IE shall be ignored.
	YES
	Reject

	Extended SRNC-ID
	O
	
	Extended RNC-ID

9.2.1.50a
	The Extended SRNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	Reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	Reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	Reject

	RANAP Enhanced Relocation Information
	M
	
	9.2.1.124
	
	YES
	Reject

	UE History Information
	O
	
	9.2.2.xx1
	
	YES
	Ignore


#PartiallyOmitted

9.2.1.x
UE History Information

The UE History Information IE contains information about cells that a UE has been served by in active state prior to the target cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Last Visited Cell List
	
	1 to maxnoofhistoricalCells
	
	Most recent information is added to the top of this list

	
>Last Visited Cell Information

	M
	
	9.2.1.y
	


	Range bound
	Explanation

	maxnoofhistoricalCells
	Maximum number of last visited cell information records that can be reported in the IE. Value is 16 (FFS).


9.2.1.y
Last Visited Cell Information

The Last Visited Cell Information contains information about a cell that is to be used for RRM purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UTRAN Cell Identifier
	M
	
	9.2.1.71
	

	Cell Type
	M
	
	ENUMERATED(macro, micro, pico, femto, …)
	

	Time UE Stayed In Cell
	O
	
	INTEGER
	In seconds


#PartiallyOmitted

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


Active-MBMS-Bearer-Service-ListFDD,

Active-MBMS-Bearer-Service-ListFDD-PFL,


Active-MBMS-Bearer-Service-ListTDD,


Active-MBMS-Bearer-Service-ListTDD-PFL,

AllocationRetentionPriority,


AllowedQueuingTime,


Allowed-Rate-Information,

AlphaValue,

AlternativeFormatReportingIndicator,

AntennaColocationIndicator,

BLER,


SCTD-Indicator,

BindingID,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


CGI,


ClosedLoopMode1-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CNDomainType,

Cause,


CellCapabilityContainer-FDD,


CellCapabilityContainer-TDD,


CellCapabilityContainer-TDD-LCR,


CellCapabilityContainer-TDD768,


CellParameterID,


CellPortionID,

ChipOffset,


CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,

CommonTransportChannelResourcesInitialisationNotRequired,

Common-EDCH-MAC-d-Flow-Specific-InformationFDD,

Common-EDCH-Support-Indicator,

CongestionCause,

Continuous-Packet-Connectivity-DTX-DRX-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

CPC-Information,

CoverageIndicator,

CriticalityDiagnostics,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-FDD-Information,

DCH-ID,


DCH-Indicator-For-E-DCH-HSDPA-Operation,


DPCH-ID768,

DCH-InformationResponse,


DCH-TDD-Information,

DL-DPCH-SlotFormat,


DL-TimeslotISCP,

DL-Power,

DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,


DL-PowerBalancing-UpdatedIndicator,


DL-ReferencePowerInformation,


DL-ScramblingCode,


DL-Timeslot-Information,


DL-Timeslot-Information768,


DL-TimeslotLCR-Information,

DL-TimeSlot-ISCP-Info,

DL-TimeSlot-ISCP-LCR-Information,

DPC-Mode,

DPC-Mode-Change-SupportIndicator,

DPCH-ID,


DL-DPCH-TimingAdjustment,

DRXCycleLengthCoefficient,


DedicatedMeasurementType,

DedicatedMeasurementValue,


DedicatedMeasurementValueInformation,

DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,


DSCH-FlowControlInformation,


DSCH-FlowControlItem,


DSCH-TDD-Information,

DSCH-ID,

DSCH-RNTI,


EDCH-FDD-Information,


EDCH-FDD-InformationResponse,


EDCH-FDD-Information-To-Modify,

EDCH-FDD-DL-ControlChannelInformation,

EDCH-DDI-Value,

EDCH-MACdFlow-ID,

EDCH-MACdFlow-Specific-InfoList,

EDCH-MACdFlows-To-Delete,


EDCH-MACdFlows-Information,

EDCH-RL-Indication,

EDCH-Serving-RL,

E-DCH-Serving-cell-change-informationResponse,


EDPCH-Information-FDD,


EDPCH-Information-RLReconfPrepare-FDD,

EDPCH-Information-RLReconfRequest-FDD,


E-DCH-FDD-Update-Information,


E-DPCCH-PO,


E-RGCH-2-IndexStepThreshold,


E-RGCH-3-IndexStepThreshold,

E-RNTI,


E-TFCS-Information,


E-TTI,

Enhanced-FACH-Support-Indicator,

Enhanced-FACH-Information-ResponseFDD,


Enhanced-PCH-Capability,


ExtendedPropagationDelay,

Extended-RNC-ID,


SchedulingPriorityIndicator,

Enhanced-PrimaryCPICH-EcNo,

F-DPCH-SlotFormat,


F-DPCH-SlotFormatSupportRequest,


FACH-FlowControlInformation,


Fast-Reconfiguration-Mode,


Fast-Reconfiguration-Permission,


FDD-DCHs-to-Modify,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,

FDD-TPC-DownlinkStepSize,

FirstRLS-Indicator,

FNReportingIndicator,

FrameHandlingPriority,


FrameOffset,


GA-AccessPointPosition,


GA-Cell,

GA-CellAdditionalShapes,


HARQ-Info-for-E-DCH,

HCS-Prio,


HSDSCH-Configured-Indicator,

HSDSCH-FDD-Information,


HSDSCH-FDD-Information-Response,

HSDSCH-FDD-Update-Information,

HSDSCH-TDD-Update-Information,

HSDSCH-Information-to-Modify,


HSDSCH-Information-to-Modify-Unsynchronised,


HSDSCH-MACdFlow-ID,


HSDSCH-MACdFlows-Information,


HSDSCH-MACdFlows-to-Delete,

HSDSCH-RNTI,


HS-DSCH-serving-cell-change-information,


HS-DSCH-serving-cell-change-informationResponse,

HSDSCH-TDD-Information,


HSDSCH-TDD-Information-Response,


HS-SICH-ID,

IMSI,


InformationExchangeID,


InformationReportCharacteristics,


InformationType,

Initial-DL-DPCH-TimingAdjustment-Allowed,


InnerLoopDLPCStatus,

Inter-Frequency-Cell-List,

L3-Information,


LimitedPowerIncrease,


MaximumAllowedULTxPower,


MaxNrDLPhysicalchannels,


MaxNrDLPhysicalchannelsTS,

MaxNrDLPhysicalchannels768,


MaxNrDLPhysicalchannelsTS768,


MaxNrOfUL-DPCHs,


MaxNrTimeslots,

MaxNrULPhysicalchannels,


MACes-Guaranteed-Bitrate,

MaxNr-Retransmissions-EDCH,

Max-Set-E-DPDCHs,


Max-UE-DTX-Cycle,


MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,


MBMS-Bearer-Service-List,


MidambleAllocationMode,

MidambleShiftAndBurstType,


MidambleShiftAndBurstType768,


MidambleShiftLCR,

MinimumSpreadingFactor,


MinimumSpreadingFactor768,

MinUL-ChannelisationCodeLength,


Multiple-PLMN-List,


MultiplexingPosition,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NeighbouringTDDCellMeasurementInformation768,

Neighbouring-GSM-CellInformation,

Neighbouring-UMTS-CellInformation,

NeighbouringTDDCellMeasurementInformationLCR,


NrOfDLchannelisationcodes,

PagingCause,


PagingRecordType,

PartialReportingIndicator,

PayloadCRC-PresenceIndicator,

PCCPCH-Power,

PC-Preamble,

Permanent-NAS-UE-Identity,


Phase-Reference-Update-Indicator,


PowerAdjustmentType,

PowerOffset,


PrimaryCCPCH-RSCP,

PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


Primary-CPICH-Usage-For-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,

ProvidedInformation,

PunctureLimit,


QE-Selector,

RANAP-EnhancedRelocationInformation,

RANAP-EnhancedRelocationInformationResponse,


RANAP-RelocationInformation,


RB-Info,


RL-ID,


RL-Set-ID,

RL-Specific-EDCH-Information,

RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


Received-total-wide-band-power,

RequestedDataValue,


RequestedDataValueInformation,

RL-Specific-DCH-Info,

RxTimingDeviationForTA,

RxTimingDeviationForTA768,

S-RNTI,


S-RNTI-Group,


SCH-TimeSlot,

SAI,


SFN,

Secondary-CCPCH-Info-TDD,

Secondary-CCPCH-Info-TDD768,


Secondary-CPICH-Information,

Secondary-CPICH-Information-Change,


Secondary-LCR-CCPCH-Info-TDD,

SNA-Information,

SpecialBurstScheduling,

SSDT-SupportIndicator,


STTD-SupportIndicator,


AdjustmentPeriod,

ScaledAdjustmentRatio,

MaxAdjustmentStep,


SRB-Delay,


Support-8PSK,


SyncCase,


SynchronisationConfiguration,


SixtyfourQAM-DL-SupportIndicator,

TDD-ChannelisationCode,


TDD-ChannelisationCode768,


TDD-DCHs-to-Modify,


TDD-DL-Code-Information,

TDD-DPCHOffset,

TDD-PhysicalChannelOffset,


TDD-TPC-DownlinkStepSize,

TDD-ChannelisationCodeLCR,


TDD-DL-Code-LCR-Information,


TDD-DL-Code-Information768,

TDD-UL-Code-Information,


TDD-UL-Code-LCR-Information,


TDD-UL-Code-Information768,


TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


TimeSlotLCR,

TimingAdvanceApplied,


TMGI,


TnlQos,

ToAWE,


ToAWS,


TraceDepth,


TraceRecordingSessionReference,


TraceReference,


TrafficClass,

TransmitDiversityIndicator,


TransportBearerID,


TransportBearerRequestIndicator,


TFCS,


Transmission-Gap-Pattern-Sequence-Information,

TransportFormatManagement,


TransportFormatSet,


TransportLayerAddress,


TrCH-SrcStatisticsDescr,


TSTD-Indicator,


TSTD-Support-Indicator,

UARFCN,


UC-ID,


UEIdentity,


UEMeasurementType,

UEMeasurementTimeslotInfoHCR,

UEMeasurementTimeslotInfoLCR,


UEMeasurementTimeslotInfo768,

UEMeasurementReportCharacteristics,

UEMeasurementParameterModAllow,


UEMeasurementValueInformation,

UE-State,


UL-DPCCH-SlotFormat,

UL-DPDCHIndicatorEDCH,

UL-SIR,


UL-FP-Mode,


UL-PhysCH-SF-Variation,

UL-ScramblingCode,


UL-Timeslot-Information,


UL-Timeslot-Information768,

UL-TimeslotLCR-Information,

UL-TimeSlot-ISCP-Info,


UL-TimeSlot-ISCP-LCR-Info,

URA-ID,


URA-Information,


USCH-ID,


USCH-Information,


UL-Synchronisation-Parameters-LCR,


TDD-DL-DPCH-TimeSlotFormat-LCR,


TDD-UL-DPCH-TimeSlotFormat-LCR,


MAChs-ResetIndicator,


UL-TimingAdvanceCtrl-LCR,


TDD-TPC-UplinkStepSize-LCR,


PrimaryCCPCH-RSCP-Delta,


SynchronisationIndicator,


Support-PLCCH,


PLCCHinformation,


RxTimingDeviationForTAext,


E-DCH-Information,


E-DCH-Information-Reconfig,

E-DCH-Information-Response,


E-DCH-768-Information,


E-DCH-768-Information-Reconfig,

E-DCH-768-Information-Response,


E-DCH-LCR-Information,


E-DCH-LCR-Information-Reconfig,

E-DCH-LCR-Information-Response,


ControlGAP,

HS-SICH-ID-Extension,

TSN-Length,


UPPCHPositionLCR,

UE-History-Information
FROM RNSAP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},

RNSAP-PRIVATE-IES,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfTS,

maxNrOfDPCHs,


maxNrOfDPCHs768,

maxNrOfDPCHsPerRL-1,

maxNrOfDPCHs768PerRL-1,


maxNrOfInterfaces,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLSets-1,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfULTs,

maxNrOfDLTs,

maxResetContext,


maxResetContextGroup,

maxNoOfDSCHsLCR,


maxNoOfUSCHsLCR,


maxNrOfCCTrCHsLCR,


maxNrOfTsLCR,


maxNrOfDLTsLCR,


maxNrOfULTsLCR,


maxNrOfDPCHsLCR,

maxNrOfDPCHsLCRPerRL-1,

maxNrOfLCRTDDNeighboursPerRNC,

maxNrOfMeasNCell,

maxNrOfMACdFlows,


maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfHSSICHs,

maxNrOfHSSICHs-1,

maxNrOfActiveMBMSServices,


maxNrOfMBMSServices,

maxNrofSigSeqERGHICH-1,


id-Active-MBMS-Bearer-ServiceFDD,

id-Active-MBMS-Bearer-ServiceFDD-PFL,

id-Active-MBMS-Bearer-ServiceTDD,

id-Active-MBMS-Bearer-ServiceTDD-PFL,

id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,


id-AllowedQueuingTime,


id-AlternativeFormatReportingIndicator,

id-AntennaColocationIndicator,

id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,

    id-CFNReportingIndicator,

id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CCTrCH-InformationItem-RL-FailureInd,


id-CCTrCH-InformationItem-RL-RestoreInd,

id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-CellPortionID,

id-ChipOffset,

id-ClosedLoopMode1-SupportIndicator,

id-CNOriginatedPage-PagingRqst,

id-CommonMeasurementAccuracy,


id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,

id-CommonTransportChannelResourcesInitialisationNotRequired,

id-Common-EDCH-MAC-d-Flow-Specific-InformationFDD,

id-Common-EDCH-Support-Indicator,

id-CongestionCause,

id-Continuous-Packet-Connectivity-DTX-DRX-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CPC-Information,

id-CoverageIndicator,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCHs-to-Add-FDD,


id-DCHs-to-Add-TDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-FDD-Information,


id-DCH-TDD-Information,

id-DCH-Indicator-For-E-DCH-HSDPA-Operation,

id-FDD-DCHs-to-Modify,


id-TDD-DCHs-to-Modify,


id-DCH-InformationResponse,


id-DCH-Rate-InformationItem-RL-CongestInd,

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-FDD-DL-CodeInformation,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-DL-DPCH-TimingAdjustment,

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD,


id-DL-Physical-Channel-Information-RL-SetupRqstTDD,

id-DL-PowerBalancing-Information,


id-DL-PowerBalancing-ActivationIndicator,


id-DL-PowerBalancing-UpdatedIndicator,


id-DL-ReferencePowerInformation,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRXCycleLengthCoefficient,


id-DedicatedMeasurementObjectType-DM-Fail,


id-DedicatedMeasurementObjectType-DM-Fail-Ind,

id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,


id-DelayedActivation,


id-DelayedActivationList-RL-ActivationCmdFDD,


id-DelayedActivationList-RL-ActivationCmdTDD,


id-DelayedActivationInformation-RL-ActivationCmdFDD,

id-DelayedActivationInformation-RL-ActivationCmdTDD,

id-DPC-Mode,

id-DPC-Mode-Change-SupportIndicator,

id-DSCHs-to-Add-TDD,


id-DSCH-DeleteList-RL-ReconfPrepTDD,


id-DSCH-InformationListIE-RL-AdditionRspTDD,


id-DSCH-InformationListIEs-RL-SetupRspTDD,


id-DSCH-TDD-Information,


id-DSCH-ModifyList-RL-ReconfPrepTDD,


id-DSCH-RNTI,

id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-EDPCH-Information,


id-EDCH-RL-Indication,


id-EDCH-FDD-Information,


id-Serving-EDCHRL-Id,


id-EDCH-FDD-DL-ControlChannelInformation,

id-EDCH-FDD-InformationResponse,


id-E-DCH-FDD-Update-Information,


id-EDCH-MACdFlows-To-Add,


id-EDCH-FDD-Information-To-Modify,


id-EDCH-MACdFlows-To-Delete,


id-EDPCH-Information-RLReconfRequest-FDD,


id-EDPCH-Information-RLAdditionReq-FDD,

id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-EDCH-MacdFlowSpecificInformationList-RL-CongestInd,


id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd,

id-Enhanced-FACH-Support-Indicator,

id-Enhanced-FACH-Information-ResponseFDD,


id-Enhanced-PCH-Capability,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-Serving-cell-change-CFN,


id-E-DCH-Serving-cell-change-informationResponse,

id-Enhanced-PrimaryCPICH-EcNo,


id-E-RNTI,

id-F-DPCH-SlotFormat,


id-F-DPCH-SlotFormatSupportRequest,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD,


id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD,

id-Fast-Reconfiguration-Mode,


id-Fast-Reconfiguration-Permission,

id-FrameOffset,


id-F-DPCH-Information-RL-ReconfPrepFDD,


id-F-DPCH-Information-RL-SetupRqstFDD,


id-GA-Cell,

id-GA-CellAdditionalShapes,

id-GSM-Cell-InfEx-Rqst,

id-HCS-Prio,


id-HSDSCH-Configured-Indicator,

id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,

id-HSDSCHMacdFlowSpecificInformationList-RL-PreemptRequiredInd,


id-HSDSCHMacdFlowSpecificInformationItem-RL-PreemptRequiredInd,


id-HSDSCH-RNTI,


id-HS-DSCH-serving-cell-change-information,


id-HS-DSCH-serving-cell-change-informationResponse,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,

id-HSPDSCH-RL-ID,


id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD,


id-HSPDSCH-Timeslot-InformationListLCR-PhyChReconfRqstTDD,

id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,

id-HSSICH-Info-DM,

id-IMSI,


id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationReportCharacteristics,


id-InformationType,

id-Initial-DL-DPCH-TimingAdjustment,


id-Initial-DL-DPCH-TimingAdjustment-Allowed,


id-InnerLoopDLPCStatus,

id-InterfacesToTraceItem,

id-Inter-Frequency-Cell-List,

id-L3-Information,

id-AdjustmentPeriod,

id-ListOfInterfacesToTrace,


id-MaxAdjustmentStep,


id-Max-UE-DTX-Cycle,

id-MBMS-Bearer-Service-List,

id-MBMS-Bearer-Service-List-InfEx-Rsp,

id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MeasurementRecoveryBehavior,


id-MeasurementRecoveryReportingIndicator,


id-MeasurementRecoverySupportIndicator,


id-Multiple-PLMN-List,

id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD,

id-NACC-Related-Data,

id-Old-URA-ID,

id-PagingArea-PagingRqst,

id-PartialReportingIndicator,

id-PDSCH-RL-ID,

id-Permanent-NAS-UE-Identity,


id-Phase-Reference-Update-Indicator,

id-FACH-FlowControlInformation,


id-PLCCH-Information-PhyChReconfRqstTDD,

id-PowerAdjustmentType,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,


id-Primary-CPICH-Usage-For-Channel-Estimation,


id-PropagationDelay,

id-ProvidedInformation,

id-RANAP-EnhancedRelocationInformation,

id-RANAP-EnhancedRelocationInformationResponse,

id-RANAP-RelocationInformation,

id-ResetIndicator,

id-Released-CN-Domain,


id-EDCH-RLSet-Id,

id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-ReconfPrepTDD,

id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupRqstFDD,


id-RL-Information-RL-SetupRqstTDD,


id-RL-InformationItem-RL-CongestInd,

id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rsp,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-CongestInd,

id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-PreemptRequiredInd,

id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-ReconfRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRspFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRspFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ParameterUpdateIndicationFDD-RL-Information-Item,


id-RL-ParameterUpdateIndicationFDD-RL-InformationList,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationRequestFDD-RL-InformationList,
    id-RL-ReconfigurationRequestFDD-RL-Information-IEs,


id-RL-ReconfigurationRequestTDD-RL-Information,


id-RL-ReconfigurationResponseTDD-RL-Information,

id-RL-Specific-DCH-Info,


id-RL-Specific-EDCH-Information,

id-RL-Set-InformationItem-DM-Rprt,


id-RL-Set-InformationItem-DM-Rqst,


id-RL-Set-InformationItem-DM-Rsp,


id-RL-Set-Information-RL-FailureInd,


id-RL-Set-Information-RL-RestoreInd,


id-RL-Set-Successful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail,


id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind,


id-RL-Successful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail,


id-RL-Unsuccessful-InformationItem-DM-Fail-Ind,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,

id-Reporing-Object-RL-RestoreInd,

id-RNC-ID,

id-RxTimingDeviationForTA,

id-S-RNTI,


id-SAI,


id-Secondary-CPICH-Information,

id-Secondary-CPICH-Information-Change,


id-SixtyfourQAM-DL-SupportIndicator,

id-SFN,


id-SFNReportingIndicator,


id-SNA-Information,


id-SRNC-ID,

id-STTD-SupportIndicator,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-TDD-maxNrDLPhysicalchannels,


id-TDD-Support-8PSK,


id-TDD-Support-PLCCH,


id-timeSlot-ISCP,

id-TimeSlot-RL-SetupRspTDD,

id-TnlQos,

id-TraceDepth,


id-TraceRecordingSessionReference,


id-TraceReference,

id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-ContextInfoItem-Reset,


id-ContextGroupInfoItem-Reset,

id-Transmission-Gap-Pattern-Sequence-Information,


id-UEIdentity,


id-UEMeasurementType,

id-UEMeasurementTimeslotInfoHCR,

id-UEMeasurementTimeslotInfoLCR,

id-UEMeasurementReportCharacteristics,

id-UEMeasurementParameterModAllow,


id-UEMeasurementValueInformation,

id-UE-State,

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD,

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,

id-UL-DPCH-Information-RL-SetupRqstFDD,

id-UL-DPDCHIndicatorEDCH,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,

id-UL-Physical-Channel-Information-RL-SetupRqstTDD,

id-UL-SIRTarget,

id-URA-ID,

id-URA-Information,

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD,

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-USCHs-to-Add,


id-USCH-DeleteList-RL-ReconfPrepTDD,


id-USCH-InformationListIE-RL-AdditionRspTDD,


id-USCH-InformationListIEs-RL-SetupRspTDD,


id-USCH-Information,


id-USCH-ModifyList-RL-ReconfPrepTDD,


id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD,


id-RL-LCR-InformationResponse-RL-SetupRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD,


id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-USCH-LCR-InformationListIEs-RL-SetupRspTDD,


id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD,


id-RL-LCR-InformationResponse-RL-AdditionRspTDD,


id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD,


id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD,


id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD,


id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD,


id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD,


id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD,


id-TSTD-Support-Indicator-RL-SetupRqstTDD,


id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD,

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD,

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD,


id-neighbouringTDDCellMeasurementInformationLCR,


id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD,


id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD,


id-TrafficClass,


id-UL-Synchronisation-Parameters-LCR,
id-TDD-DL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD,


id-MAChs-ResetIndicator,


id-UL-TimingAdvanceCtrl-LCR,

id-CCTrCH-Maximum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRspTDD,


id-CCTrCH-Maximum-DL-Power-RL-ReconfReadyTDD,


id-CCTrCH-Minimum-DL-Power-RL-ReconfReadyTDD,


id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-Minimum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRspTDD,


id-DL-DPCH-InformationModifyItem-LCR-RL-ReconfRspTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,

id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationItem-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationItem-RL-AdditionRqstTDD,

id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-PrimaryCCPCH-RSCP-Delta,


id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp,


id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp,


id-SynchronisationIndicator,


id-secondary-LCR-CCPCH-Info-TDD,


id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp,

id-CellCapabilityContainer-TDD768,

id-neighbouringTDDCellMeasurementInformation768,

id-RL-InformationResponse-RL-SetupRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768,


id-UL-DPCH-InformationItem-RL-SetupRspTDD768,


id-DL-DPCH-InformationItem-RL-SetupRspTDD768,


id-TDD768-minimumSpreadingFactor-UL,


id-TDD768-minimumSpreadingFactor-DL,


id-TDD768-maxNrDLPhysicalchannels,


id-TDD768-maxNrDLPhysicalchannelsTS,

id-RL-InformationResponse-RL-AdditionRspTDD768,


id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768,


id-UL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-DL-DPCH-InformationItem-RL-AdditionRspTDD768,


id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,


id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768,

id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768,


id-secondary-CCPCH-Info-RL-ReconfReadyTDD768,

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768,


id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp,

id-UEMeasurementTimeslotInfo768,


id-DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD,

id-DPCH-ID768-DM-Rsp,


id-DPCH-ID768-DM-Rqst,


id-DPCH-ID768-DM-Rprt,


id-RxTimingDeviationForTAext,


id-RxTimingDeviationForTA768,


id-E-DCH-Information,


id-E-DCH-Information-Reconfig,


id-E-DCH-Serving-RL-ID,


id-E-DCH-Information-Response,


id-E-DCH-768-Information,


id-E-DCH-768-Information-Reconfig,


id-E-DCH-768-Information-Response,


id-E-DCH-LCR-Information,


id-E-DCH-LCR-Information-Reconfig,


id-E-DCH-LCR-Information-Response,


id-PowerControlGAP,


id-UARFCNforNt,

id-HS-SICH-ID-Extension,


id-HSSICH-Info-DM-Rqst-Extension,

id-UPPCHPositionLCR,

id-UE-History-Information
FROM RNSAP-Constants;

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

#PartiallyOmitted
-- **************************************************************

--

-- ENHANCED RELOCATION REQUEST
--

-- **************************************************************

EnhancedRelocationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{EnhancedRelocationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{EnhancedRelocationRequest-Extensions}}                   OPTIONAL,


...

}

EnhancedRelocationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-cause



CRITICALITY reject
TYPE Cause




PRESENCE mandatory
} |

{ ID id-Permanent-NAS-UE-Identity
CRITICALITY reject
TYPE Permanent-NAS-UE-Identity
 PRESENCE mandatory } |

{ ID id-SRNC-ID

CRITICALITY reject
TYPE RNC-ID
PRESENCE optional
}|

-- This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS" --

{ ID id-Extended-SRNC-ID
CRITICALITY reject
TYPE Extended-RNC-ID
 PRESENCE optional }|

{ ID id-S-RNTI

CRITICALITY reject
TYPE S-RNTI
PRESENCE mandatory
}|

{ ID id-RANAP-EnhancedRelocationInformation

CRITICALITY reject
TYPE RANAP-EnhancedRelocationInformation

PRESENCE mandatory
}|

{ ID id-UE-History-Information

CRITICALITY reject
TYPE UE-History-Information

PRESENCE mandatory
},

...

}
EnhancedRelocationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

#PartiallyOmitted
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,

maxNrOfFACHs,

maxIBSEG,

maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHs768,


maxNrOfDPCHsLCR,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxNrOfSCCPCHs768,


maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUSize,

maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,

maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,

maxNoOfLogicalChannels,

maxNrOfRefBetas,


maxNrOfEAGCHCodes,

maxNrOfHS-DSCHTBSs,

maxNrOfHS-DSCHTBSs-HS-SCCHless,

maxHS-PDSCHCodeNrComp-1,


maxNrOfEHICHCodes,


maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxNrOfBroadcastPLMNs,

maxHSDPAFrequency,


maxHSDPAFrequency-1,

maxFrequencyinCell,


maxFrequencyinCell-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,

maxNrOfEDCHRLs,

maxnoofHistoricalCells,

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,

id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,

id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-Extended-SRNC-ID,

id-Extended-RNC-ID,

id-GERAN-Cell-Capability,


id-GERAN-Classmark,

id-Guaranteed-Rate-Information,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-HCS-Prio,


id-Inter-Frequency-Cell-Information,

id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,

id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,

id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,

id-OnModification,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,

id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

id-MessageStructure,

id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,

id-MBMS-Bearer-Service-Full-Address,

id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,

id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-User-Plane-Congestion-Fields-Inclusion,


id-FrequencyBandIndicator,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-CellCapabilityContainer-TDD768,

id-hSSCCH-TDD-Specific-InfoList-Response768,


id-hSPDSCH-TDD-Specific-InfoList-Response768,


id-Rx-Timing-Deviation-Value-768,


id-UEMeasurementValueTransmittedPowerList768,


id-UEMeasurementValueTimeslotISCPList768,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Rx-Timing-Deviation-Value-ext,


id-TrCH-SrcStatisticsDescr,


id-eDCH-MACdFlow-Retransmission-Timer-LCR,


id-MIMO-ActivationIndicator,


id-MIMO-InformationResponse,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-SixteenQAM-UL-Operation-Indicator,

id-E-AGCH-Table-Choice,

id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,


id-HSDSCH-MACdPDUSizeFormat,

id-MaximumMACdPDU-SizeExtended,

id-GANSS-Common-Data,


id-GANSS-Information,


id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,

id-TUTRANGANSSMeasurementValueInformation,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-Multiple-PLMN-List,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,


id-UARFCNforNt,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-number-Of-Supported-Carriers,


id-HSSICH-SIRTarget,


id-HSSICH-TPC-StepSize,


id-tSN-Length,

id-HS-SICH-ID-Extension,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-multicarrier-number,


id-UpPCH-InformationList-LCRTDD,


id-UpPCH-InformationItem-LCRTDD,


id-Max-UE-DTX-Cycle,

id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-UE-Capabilities-Info,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Deactivate-Indicator,


id-E-DCH-MACdPDUSizeFormat,

id-E-PUCH-PowerControlGAP,

id-MaximumNumber-Of-Retransmission-For-SchedulingInfo-LCRTDD,


id-E-DCH-RetransmissionTimer-For-SchedulingInfo-LCRTDD,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-without-HS-SCCH-constraint-indicator

#PartiallyOmitted
-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


combining-resources-not-available,


combining-not-supported,

reconfiguration-not-allowed,


requested-configuration-not-supported,

synchronisation-failure,


requested-tx-diversity-mode-not-supported,

measurement-temporaily-not-available,

unspecified,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

dedicated-transport-channel-type-not-supported,


dl-shared-channel-type-not-supported,


ul-shared-channel-type-not-supported,


common-transport-channel-type-not-supported,


ul-spreading-factor-not-supported,

dl-spreading-factor-not-supported,


cm-not-supported,

transaction-not-supported-by-destination-node-b,

rl-already-activated-or-alocated,

...,

    number-of-UL-codes-not-supported,


cell-reserved-for-operator-use,


dpc-mode-change-not-supported,

information-temporarily-not-available,


information-provision-not-supported-for-the-object,

power-balancing-status-not-compatible,

delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


unknown-RNTI,


measurement-repetition-rate-not-compatible,


ue-not-capable-of-support,


f-dpch-not-supported,


e-dch-not-supported,


continuous-packet-connectivity-dtx-drx-operation-not-supported,


continuous-packet-connectivity-hs-scch-less-operation-not-supported,


mimo-not-supported,

e-dch-tti2ms-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mimo-not-available,


sixteenQAM-UL-not-Supported,


hSDSCH-MACdPDU-SizeFormatNotSupported,


f-dpch-slot-format-operation-not-supported,

e-DCH-MACdPDU-SizeFormat-not-available
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}

CellCapabilityContainer-FDD ::= BIT STRING (SIZE (32))
-- First bit: Flexible Hard Split Support Indicator
-- Second bit: Delayed Activation Support Indicator
-- Third bit: HS-DSCH Support Indicator
-- Fourth bit: DSCH Support Indicator
-- Fifth bit: F-DPCH Support Indicator
-- sixth bit: E-DCH Support Indicator

-- Seventh bit: E-DCH TTI2ms Support Indicator
-- Eighth bit: E-DCH 2sf2and2sf4 and all inferior SFs Support Indicator

-- Ninth bit: E-DCH 2sf2 and all inferior SFs Support Indicator

-- Tenth bit: E-DCH 2sf4 and all inferior SFs Support Indicator

-- Eleventh bit: E-DCH sf4 and all inferior SFs Support Indicator

-- Twelveth bit: E-DCH sf8 and all inferior SFs Support Indicator
-- Thirteenth bit: E-DCH HARQ IR Combining Support Indicator

-- Fourteenth bit: E-DCH HARQ Chase Combining Support Indicator

-- Fifteenth bit: Continuous Packet Connectivity DTX-DRX Support Indicator

-- Sixteenth bit: Continuous Packet Connectivity HS-SCCH less Support Indicator

-- Seventeenth bit: MIMO Support Indicator

-- Eighteenth bit: SixteenQAM UL Support Indicator
-- Nineteenth bit: Flexible MAC-d PDU Size Support Indicator
-- Twentieth bit: F-DPCH Slot Format Support Indicator

-- Twentyfirst bit: SixtyfourQAM DL Support Indicator
-- Twentysecond bit: Flexible E-DCH MAC-d PDU Size Support Indicator
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
CellCapabilityContainer-TDD ::= BIT STRING (SIZE (32))
-- First bit: Delayed Activation Support Indicator
-- Second bit: HS-DSCH Support Indicator
-- Third bit: DSCH Support Indicator
-- The fourth bit: Flexible MAC-d PDU Size Support Indicator
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
CellCapabilityContainer-TDD-LCR ::= BIT STRING (SIZE (32))
-- First bit: Delayed Activation Support Indicator
-- Second bit: HS-DSCH Support Indicator
-- Third bit: DSCH Support Indicator
-- The fourth bit: Flexible MAC-d PDU Size Support Indicator
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
CellCapabilityContainer-TDD768 ::= BIT STRING (SIZE (32))
-- First bit: Delayed Activation Support Indicator
-- Second bit: HS-DSCH Support Indicator
-- Third bit: DSCH Support Indicator
-- The fourth bit: Flexible MAC-d PDU Size Support Indicator
-- Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver.
C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

Cell-Capacity-Class-Value ::= SEQUENCE {



uplinkCellCapacityClassValue

INTEGER(1..100,...),



downlinkCellCapacityClassValue

INTEGER(1..100,...)

}
CellIndividualOffset
::= INTEGER (-20..20)

CellParameterID



::= INTEGER (0..127,...)

CellPortionID
::= INTEGER (0..63,...)

CellType ::= ENUMERATED{ 


macro, 


micro, 


pico, 


femto,


...

}
CFN




::= INTEGER (0..255)

CGI ::= SEQUENCE {


lAI


SEQUENCE {



pLMN-Identity
PLMN-Identity,



lAC



LAC,



iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,



...


},


cI



CI,


iE-Extensions


ProtocolExtensionContainer { {CGI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CGI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
ChannelCodingType ::= ENUMERATED {


no-codingTDD,


convolutional-coding,


turbo-coding,


...
}

ChipOffset



::= INTEGER (0..38399)

CI




::= OCTET STRING (SIZE (2))
ClosedLoopMode1-SupportIndicator
::= ENUMERATED {


closedLoop-Mode1-Supported,


closedLoop-Mode1-not-Supported

}

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...

}
CodingRate ::= ENUMERATED {


half,


third,


...

}

CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...,


tUTRANGANSSMeasurementAccuracyClass

TUTRANGANSSAccuracyClass

}
CommonMeasurementType ::= ENUMERATED {


uTRAN-GPS-timing-of-cell-frames-for-UE-Positioning,


sFN-SFN-observerd-time-difference,


load,


transmitted-carrier-power, 


received-total-wide-band-power,


uplink-timeslot-iscp,


...,


rT-load,


nRT-load-Information,

upPTSInterference,


uTRAN-GANSS-timing-of-cell-frames-for-UE-Positioning
}

-- For measurements on the Iur-g interface, only load, RT Load and NRT Load information are requested.

CommonMeasurementValue ::= CHOICE {


tUTRANGPSMeasurementValueInformation
TUTRANGPSMeasurementValueInformation,


sFNSFNMeasurementValueInformation

SFNSFNMeasurementValueInformation,


loadValue







LoadValue,


transmittedCarrierPowerValue


INTEGER(0..100),


receivedTotalWideBandPowerValue


INTEGER(0..621),


uplinkTimeslotISCPValue




UL-TimeslotISCP,


...,

extension-CommonMeasurementValue

Extension-CommonMeasurementValue
}

Extension-CommonMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-CommonMeasurementValueIE }}
Extension-CommonMeasurementValueIE RNSAP-PROTOCOL-IES ::= {

{ ID id-RTLoadValue








CRITICALITY ignore
TYPE RTLoadValue









PRESENCE mandatory }|

{ ID id-NRTLoadInformationValue





CRITICALITY ignore
TYPE NRTLoadInformationValue





PRESENCE mandatory }|


{ ID id-UpPTSInterferenceValue





CRITICALITY reject
TYPE UpPTSInterferenceValue






PRESENCE mandatory }|


{ ID id-TUTRANGANSSMeasurementValueInformation

CRITICALITY reject
TYPE TUTRANGANSSMeasurementValueInformation
PRESENCE mandatory }
}
-- For measurements on the Iur-g interface, only load, RT Load and NRT Load values are reported. 

CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

NULL
}

CommonMeasurementAvailable::= SEQUENCE {


commonMeasurementValue

CommonMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
CongestionCause ::= ENUMERATED {


uTRAN-dynamic-resources,


uTRAN-semistatic-resources,


...

}
CommonTransportChannelResourcesInitialisationNotRequired ::= ENUMERATED {

not-Required

}
Common-EDCH-MAC-d-Flow-Specific-InformationFDD ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF Common-EDCH-MAC-d-Flow-Specific-InformationFDDItem

Common-EDCH-MAC-d-Flow-Specific-InformationFDDItem ::= SEQUENCE {


common-EDCH-MACdFlow-ID






EDCH-MACdFlow-ID,


maximum-Number-of-Retransmissions-For-E-DCH

MaxNr-Retransmissions-EDCH,

eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List






OPTIONAL,

common-E-DCHLogicalChannelInformation


Common-E-DCH-LogicalChannelInformation,

iE-Extensions








ProtocolExtensionContainer { { Common-EDCH-MAC-d-Flow-Specific-InformationFDDItem-ExtIEs} }



OPTIONAL,

...

}

Common-EDCH-MAC-d-Flow-Specific-InformationFDDItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}
Common-E-DCH-LogicalChannelInformation ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF Common-E-DCH-LogicalChannelInformationItem

Common-E-DCH-LogicalChannelInformationItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


maximumMACdPDU-SizeExtended

MAC-PDU-SizeExtended, 

iE-Extensions




ProtocolExtensionContainer { { Common-E-DCH-LogicalChannelInformationItem-ExtIEs } }


OPTIONAL,

...

}
Common-E-DCH-LogicalChannelInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}
#PartiallyOmitted
-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LimitedPowerIncrease ::= ENUMERATED {


used,


not-used

}

LastVisitedCell-Item ::= SEQUENCE {


uC-ID






UC-ID,

cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {LastVisitedCell-Item-ExtIEs} } OPTIONAL,


...

}

LastVisitedCell-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
List-Of-PLMNs ::= SEQUENCE (SIZE (1..maxNrOfBroadcastPLMNs)) OF
PLMN-Identity
L3-Information



::= BIT STRING

Load-Value-IncrDecrThres ::= INTEGER(0..100)

Load-Value ::= INTEGER(0..100)

LoadValue ::= SEQUENCE {



uplinkLoadValue

INTEGER(0..100),



downlinkLoadValue
INTEGER(0..100)

}
LCRTDD-Uplink-Physical-Channel-Capability ::= SEQUENCE {


maxTimeslotsPerSubFrame



INTEGER(1..6),

maxPhysChPerTimeslot



ENUMERATED{ts1, ts2, ts3, ts4,...},

iE-Extensions





ProtocolExtensionContainer { { LCRTDD-Uplink-Physical-Channel-Capability-ExtIEs} } OPTIONAL,


...

}

LCRTDD-Uplink-Physical-Channel-Capability-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- M

#PartiallyOmitted
-- T

T1 ::= ENUMERATED {v10,v20,v30,v40,v50,v60,v70,v80,v90,v100,v120,v140,v160,v200,v300,v400,...}

TDD-AckNack-Power-Offset ::= INTEGER (-7..8,...)

-- Unit dB, Range –7dB .. +8dB, Step 1dB
TDD-ChannelisationCode 


::= ENUMERATED {


chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,


...

}
TDD-ChannelisationCode768 


::= ENUMERATED {


chCode1div1,


chCode2div1,


chCode2div2,


chCode4div1,


chCode4div2,


chCode4div3,


chCode4div4,


chCode8div1,


chCode8div2,


chCode8div3,


chCode8div4,


chCode8div5,


chCode8div6,


chCode8div7,


chCode8div8,


chCode16div1,


chCode16div2,


chCode16div3,


chCode16div4,


chCode16div5,


chCode16div6,


chCode16div7,


chCode16div8,


chCode16div9,


chCode16div10,


chCode16div11,


chCode16div12,


chCode16div13,


chCode16div14,


chCode16div15,


chCode16div16,


chCode32div1,


chCode32div2,


chCode32div3,


chCode32div4,


chCode32div5,


chCode32div6,


chCode32div7,


chCode32div8,


chCode32div9,


chCode32div10,


chCode32div11,


chCode32div12,


chCode32div13,


chCode32div14,


chCode32div15,


chCode32div16,


chCode32div17,


chCode32div18,


chCode32div19,


chCode32div20,


chCode32div21,


chCode32div22,


chCode32div23,


chCode32div24,


chCode32div25,


chCode32div26,


chCode32div27,


chCode32div28,


chCode32div29,


chCode32div30,


chCode32div31,


chCode32div32,


...

}
TDD-ChannelisationCodeLCR ::= SEQUENCE {


tDD-ChannelisationCode


TDD-ChannelisationCode,

modulation





Modulation, -- Modulation options for 1.28Mcps TDD in contrast to 3.84Mcps TDD or 7.68Mcps TDD

...

}
TDD-DCHs-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF TDD-DCHs-to-ModifyItem

TDD-DCHs-to-ModifyItem ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode
OPTIONAL,


toAWS







ToAWS

OPTIONAL,


toAWE







ToAWE

OPTIONAL,

transportBearerRequestIndicator

TransportBearerRequestIndicator,

dCH-SpecificInformationList


TDD-DCHs-to-ModifySpecificInformationList,


iE-Extensions





ProtocolExtensionContainer { {TDD-DCHs-to-ModifyItem-ExtIEs} } OPTIONAL,

...

}

TDD-DCHs-to-ModifyItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TnlQos





CRITICALITY 
ignore

EXTENSION 
TnlQos
PRESENCE 
optional
},

...

}
TDD-DCHs-to-ModifySpecificInformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF TDD-DCHs-to-ModifySpecificItem

TDD-DCHs-to-ModifySpecificItem ::=
SEQUENCE {

dCH-ID






DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet


TransportFormatSet
OPTIONAL,


dl-TransportformatSet


TransportFormatSet
OPTIONAL,


allocationRetentionPriority

AllocationRetentionPriority OPTIONAL,


frameHandlingPriority


FrameHandlingPriority
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {TDD-DCHs-to-ModifySpecificItem-ExtIEs} } OPTIONAL,


...

}

TDD-DCHs-to-ModifySpecificItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional
}|


{ ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE optional},


...
}

TDD-DL-Code-Information ::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF TDD-DL-Code-InformationItem
TDD-DL-Code-InformationItem ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {TDD-DL-Code-InformationItem-ExtIEs} } OPTIONAL,


...

}

TDD-DL-Code-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DL-Code-LCR-Information ::= SEQUENCE (SIZE (1..maxNrOfDPCHsLCR)) OF TDD-DL-Code-LCR-InformationItem

TDD-DL-Code-LCR-InformationItem ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


tdd-DL-DPCH-TimeSlotFormat-LCR  

TDD-DL-DPCH-TimeSlotFormat-LCR,

iE-Extensions






ProtocolExtensionContainer { { TDD-DL-Code-LCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

TDD-DL-Code-LCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DL-Code-Information768 ::= SEQUENCE ( SIZE (1..maxNrOfDPCHs768)) OF TDD-DL-Code-InformationItem768
TDD-DL-Code-InformationItem768 ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode768

TDD-ChannelisationCode768,


iE-Extensions




ProtocolExtensionContainer { {TDD-DL-Code-InformationItem768-ExtIEs} } OPTIONAL,


...

}

TDD-DL-Code-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-DL-DPCH-TimeSlotFormat-LCR ::= CHOICE {


qPSK





QPSK-DL-DPCH-TimeSlotFormatTDD-LCR,


eightPSK




EightPSK-DL-DPCH-TimeSlotFormatTDD-LCR,


...

}

QPSK-DL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER(0..24,...)

EightPSK-DL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER(0..24,...)
TDD-DPCHOffset ::= CHOICE {


initialOffset

INTEGER (0..255),


noinitialOffset

INTEGER (0..63)

}
TDD-PhysicalChannelOffset

::= INTEGER (0..63)

TDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...

}
TDD-TPC-UplinkStepSize-LCR ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...

}
TDD-UL-Code-Information ::= SEQUENCE ( SIZE (1..maxNrOfDPCHs)) OF TDD-UL-Code-InformationItem
TDD-UL-Code-InformationItem ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode


TDD-ChannelisationCode,


iE-Extensions




ProtocolExtensionContainer { {TDD-UL-Code-InformationItem-ExtIEs} } OPTIONAL,


...

}

TDD-UL-Code-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-UL-Code-LCR-Information ::= SEQUENCE (SIZE (1..maxNrOfDPCHsLCR)) OF TDD-UL-Code-LCR-InformationItem

TDD-UL-Code-LCR-InformationItem ::= SEQUENCE {


dPCH-ID








DPCH-ID,


tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


tdd-UL-DPCH-TimeSlotFormat-LCR  

TDD-UL-DPCH-TimeSlotFormat-LCR,

iE-Extensions






ProtocolExtensionContainer { { TDD-UL-Code-LCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

TDD-UL-Code-LCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TDD-UL-Code-Information768 ::= SEQUENCE ( SIZE (1..maxNrOfDPCHs768)) OF TDD-UL-Code-InformationItem768
TDD-UL-Code-InformationItem768 ::= SEQUENCE {


dPCH-ID






DPCH-ID,


tDD-ChannelisationCode768

TDD-ChannelisationCode768,


iE-Extensions




ProtocolExtensionContainer { {TDD-UL-Code-InformationItem768-ExtIEs} } OPTIONAL,


...

}

TDD-UL-Code-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TDD-UL-DPCH-TimeSlotFormat-LCR ::= CHOICE {


qPSK





QPSK-UL-DPCH-TimeSlotFormatTDD-LCR,


eightPSK




EightPSK-UL-DPCH-TimeSlotFormatTDD-LCR,


...

}

QPSK-UL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER(0..69,...)

EightPSK-UL-DPCH-TimeSlotFormatTDD-LCR ::= INTEGER(0..24,...)
TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32,


...

}

TFCI-Presence ::= ENUMERATED {


present,


not-present

}

TFCI-SignallingMode ::= ENUMERATED {


normal,


not-Used-split

}

-- The value "Not Used" shall not be used by the SRNC. The procedure shall be rejected by the DRNC if the value "Not Used" is received.
TGD




::= INTEGER (0|15..269)

-- 0 = Undefined, only one transmission gap in the transmission gap pattern sequence 

TGPRC 



::= INTEGER (0..511)

-- 0 = infinity

TGPSID



::= INTEGER (1.. maxTGPS)

TGSN



::= INTEGER (0..14)
TimeSlot



::= INTEGER (0..14)

TimeSlotLCR ::= INTEGER (0..6)
Time-UE-StayedInCell ::= INTEGER
TimingAdvanceApplied ::= ENUMERATED {


yes,


no

}
SynchronisationIndicator ::= ENUMERATED {


timingMaintainedSynchronisation,


...

}

TMGI
::=
SEQUENCE
{


plmn-id

PLMN-Identity,


service-id
Service-ID,


iE-Extensions




ProtocolExtensionContainer { { TMGI-ExtIEs} }

OPTIONAL,


...

}

TMGI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TnlQos ::= CHOICE {


dsField





DsField,


genericTrafficCategory

GenericTrafficCategory,


...

}

ToAWE




::= INTEGER (0..2559)

ToAWS




::= INTEGER (0..1279)

TraceDepth





::= ENUMERATED { 


minimum,


medium,


maximum,


...

}
TraceRecordingSessionReference
::= INTEGER (0..65535)

TraceReference




::= OCTET STRING (SIZE (2..3))

TrafficClass ::= ENUMERATED { 


conversational, 


streaming, 


interactive, 


background,


...

}
Transmission-Gap-Pattern-Sequence-Information ::= SEQUENCE (SIZE (1..maxTGPS)) OF


SEQUENCE {



tGPSID


TGPSID,



tGSN


TGSN,


tGL1


GapLength,


tGL2


GapLength
OPTIONAL,


tGD



TGD,


tGPL1


GapDuration,


not-to-be-used-1


GapDuration
OPTIONAL,



-- This IE shall never be included in the SEQUENCE. If received it shall be ignored


uL-DL-mode

UL-DL-mode,


downlink-Compressed-Mode-Method

Downlink-Compressed-Mode-Method

OPTIONAL,




-- This IE shall be present if the value of the UL/DL mode IE is "DL only" or "UL/DL"


uplink-Compressed-Mode-Method

Uplink-Compressed-Mode-Method

OPTIONAL,




-- This IE shall be present if the value of the UL/DL mode IE is "UL only" or "UL/DL"


dL-FrameType

DL-FrameType,



delta-SIR1

DeltaSIR,


delta-SIR-after1
DeltaSIR,



delta-SIR2

DeltaSIR
OPTIONAL,


delta-SIR-after2
DeltaSIR
OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {Transmission-Gap-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,



...


}

Transmission-Gap-Pattern-Sequence-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmission-Gap-Pattern-Sequence-ScramblingCode-Information 
::= ENUMERATED{

code-change,
nocode-change

}
Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSID


TGPSID,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TransmissionMode
::=ENUMERATED {


p-t-p, 

p-t-m, 

not-provided,


...
}

TransmissionTimeIntervalDynamic ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80,


...

}
TransmissionTimeIntervalSemiStatic ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80,


dynamic,


...

}

TransmitDiversityIndicator ::= ENUMERATED {


active,


inactive

}

Transmitted-Carrier-Power-Value ::= INTEGER(0..100)

-- according to mapping in [23] and [24]

Transmitted-Carrier-Power-Value-IncrDecrThres ::= INTEGER(0..100)

-- according to mapping in [23] and [24]
Transport-Block-Size-Index ::= INTEGER(1..maxNrOfHS-DSCHTBSs)
TUTRANGANSS ::= SEQUENCE {


mS



INTEGER(0..16383),


lS



INTEGER(0..4294967295)

}

TUTRANGANSSAccuracyClass ::= ENUMERATED {


ganssAccuracy-class-A,


ganssAccuracy-class-B,


ganssAccuracy-class-C,


...

}
TUTRANGANSSMeasurementThresholdInformation ::= SEQUENCE {


tUTRANGANSSChangeLimit




INTEGER(1..256)
















OPTIONAL,


predictedTUTRANGANSSDeviationLimit

INTEGER(1..256)
















OPTIONAL,


ie-Extensions


ProtocolExtensionContainer { { TUTRANGANSSMeasurementThresholdInformation-ExtIEs } }
OPTIONAL,

...

}

TUTRANGANSSMeasurementThresholdInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TUTRANGANSSMeasurementValueInformation ::= SEQUENCE {


tUTRANGANSS





TUTRANGANSS,


tUTRANGANSSQuality



INTEGER(0..255)



















OPTIONAL,


tUTRANGANSSDriftRate


INTEGER(-50..50),


tUTRANGANSSDriftRateQuality

INTEGER(0..50)



















OPTIONAL,


ie-Extensions




ProtocolExtensionContainer { { TUTRANGANSSMeasurementValueInformation-ExtIEs } }
OPTIONAL,

...

}
TUTRANGANSSMeasurementValueInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TUTRANGPS ::= SEQUENCE {


ms-part 
INTEGER (0..16383),

ls-part

INTEGER (0..4294967295)
}
TUTRANGPSChangeLimit ::= INTEGER (1..256)
-- Unit chip, Step 1/16 chip, Range 1/16..16 chip
TUTRANGPSDriftRate ::= INTEGER (-50..50)

-- Unit chip/s, Step 1/256 chip/s, Range -50/256..+50/256 chip/s
TUTRANGPSDriftRateQuality ::= INTEGER (0..50)

-- Unit chip/s, Step 1/256 chip/s, Range 0..50/256 chip/s
TUTRANGPSAccuracyClass ::= ENUMERATED {


accuracy-class-A,


accuracy-class-B,


accuracy-class-C,


...

}

TUTRANGPSMeasurementThresholdInformation ::= SEQUENCE {


tUTRANGPSChangeLimit




TUTRANGPSChangeLimit




OPTIONAL,


predictedTUTRANGPSDeviationLimit

PredictedTUTRANGPSDeviationLimit

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { TUTRANGPSMeasurementThresholdInformation-ExtIEs} }

OPTIONAL,


...

}

TUTRANGPSMeasurementThresholdInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TUTRANGPSMeasurementValueInformation ::= SEQUENCE {



tUTRANGPS





TUTRANGPS,



tUTRANGPSQuality



TUTRANGPSQuality



OPTIONAL,



tUTRANGPSDriftRate



TUTRANGPSDriftRate,



tUTRANGPSDriftRateQuality

TUTRANGPSDriftRateQuality

OPTIONAL,



iEe-Extensions




ProtocolExtensionContainer { { TUTRANGPSMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,



...

}

TUTRANGPSMeasurementValueInformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TUTRANGPSQuality ::= INTEGER (0..255)
-- Unit chip, Step 1/16 chip, Range 0.. 255/16 chip

TransportBearerID

::= INTEGER (0..4095)

TransportBearerRequestIndicator

::= ENUMERATED {


bearer-requested,


bearer-not-requested,


...
}

TransportBearerNotRequestedIndicator

::= ENUMERATED {


transport-bearer-shall-not-be-established,


transport-bearer-may-not-be-established

}

TransportBearerNotSetupIndicator

::= ENUMERATED {

transport-bearer-not-setup

}
TransportBlockSize


::= INTEGER (0..5000)

-- Unit is bits

TransportFormatCombination-Beta ::= CHOICE {


signalledGainFactors 
SEQUENCE {



betaC




BetaCD,



betaD




BetaCD,


    refTFCNumber


RefTFCNumber
OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { { SignalledGainFactors-ExtIEs} } OPTIONAL,


...


},


refTFCNumber


RefTFCNumber,


...

}
SignalledGainFactors-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TFCS ::= SEQUENCE {


tFCSvalues


CHOICE {



no-Split-in-TFCI


TFCS-TFCSList,



not-Used-split-in-TFCI

NULL,



-- This choice shall never be made by the SRNC and the DRNC shall consider the procedure as failed if it is received.



...


},


iE-Extensions

ProtocolExtensionContainer  { { TFCS-ExtIEs} }

OPTIONAL,


...

}

TFCS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-TFCSList ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



TFCS-CTFC,



tFC-Beta

TransportFormatCombination-Beta 
OPTIONAL,

        -- The IE shall be present if the TFCS concerns a UL DPCH [FDD – or PRACH channel in FDD]


iE-Extensions

ProtocolExtensionContainer  { { TFCS-TFCSList-ExtIEs} }

OPTIONAL,


...

}

TFCS-TFCSList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TFCS-CTFC ::= CHOICE {


ctfc2bit






INTEGER (0..3),


ctfc4bit






INTEGER (0..15),


ctfc6bit






INTEGER (0..63),


ctfc8bit






INTEGER (0..255),


ctfc12bit






INTEGER (0..4095),


ctfc16bit






INTEGER (0..65535),


ctfcmaxbit






INTEGER (0..maxCTFC)

}
TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks

NrOfTransportBlocks,



transportBlockSize

TransportBlockSize

OPTIONAL



-- This IE shall be present if nrOfTransportBlocks is greater than 0 --,



mode



TransportFormatSet-ModeDP,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-DynamicPartList-ExtIEs} } OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TDD-TransportFormatSet-ModeDP,


notApplicable

NULL,


...

}

TDD-TransportFormatSet-ModeDP ::= SEQUENCE {


transmissionTimeIntervalInformation

TransmissionTimeIntervalInformation

OPTIONAL,


-- This IE shall be present if the “Transmission Time Interval” of the “Semi-static Transport Format Information” is “dynamic”. Otherwise it is absent.

iE-Extensions






ProtocolExtensionContainer { {TDD-TransportFormatSet-ModeDP-ExtIEs} } OPTIONAL,


...


}

TDD-TransportFormatSet-ModeDP-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
TransmissionTimeIntervalInformation ::= SEQUENCE (SIZE (1..maxTTI-Count)) OF


SEQUENCE {



transmissionTimeInterval
TransmissionTimeIntervalDynamic,



iE-Extensions


ProtocolExtensionContainer { {TransmissionTimeIntervalInformation-ExtIEs} } OPTIONAL,



...


}

TransmissionTimeIntervalInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Transmitted-Code-Power-Value ::= INTEGER (0..127)

-- According to mapping in [11]/[14]
Transmitted-Code-Power-Value-IncrDecrThres ::= INTEGER (0..112,...)
TransportFormatManagement ::= ENUMERATED {


cell-based,


ue-based,


...

}
TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTime 

TransmissionTimeIntervalSemiStatic,


channelCoding


ChannelCodingType,


codingRate


CodingRate



OPTIONAL


-- This IE shall be present if channelCoding is 'convolutional' or 'turbo' --,


rateMatcingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode



TransportFormatSet-ModeSSP,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-Semi-staticPart-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



SecondInterleavingMode,


notApplicable


NULL,


...

}

TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))

TrCH-SrcStatisticsDescr

::= ENUMERATED {


speech,


rRC,


unknown,


...

}

TSN-Length ::= ENUMERATED {


tsn-6bits,


tsn-9bits
}
TSTD-Indicator ::= ENUMERATED {


active,


inactive

}

TSTD-Support-Indicator ::= ENUMERATED {


tSTD-supported,


tSTD-not-supported

}
TxDiversityIndicator
::= ENUMERATED {


true,


false

}

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
-- U

UARFCN




::= INTEGER (0..16383,...)

-- Corresponds to: 0.0Hz..3276.6Mhz. See [7], [43]

UDRE ::= ENUMERATED {


lessThan1,


between1-and-4,


between4-and-8,


over8,


...
}
UE-Capabilities-Info ::= SEQUENCE {


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),


iE-Extensions





ProtocolExtensionContainer { { UE-Capabilities-Info-ExtIEs } }


OPTIONAL,

...

}
UE-Capabilities-Info-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ID id-LCRTDD-uplink-Physical-Channel-Capability

CRITICALITY ignore

EXTENSION LCRTDD-Uplink-Physical-Channel-Capability



PRESENCE optional}|

{ID id-number-Of-Supported-Carriers





CRITICALITY reject

EXTENSION Number-Of-Supported-Carriers







PRESENCE optional},

...

}
UE-DPCCH-burst1 ::= ENUMERATED {v1, v2, v5}

-- Unit subframe
UE-DPCCH-burst2 ::= ENUMERATED {v1, v2, v5}

-- Unit subframe
UE-DRX-Cycle ::= ENUMERATED {v4, v5, v8, v10, v16, v20}

-- Unit subframe
UE-DRX-Grant-Monitoring ::= BOOLEAN

-- true: applied, false: not applied
UE-DTX-Cycle1-2ms ::= ENUMERATED {v1, v4, v5, v8, v10, v16, v20}

-- Unit subframe
UE-DTX-Cycle1-10ms ::= ENUMERATED {v1, v5, v10, v20}

-- Unit subframe
UE-DTX-Cycle2-2ms ::= ENUMERATED {v4, v5, v8, v10, v16, v20, v32, v40, v64, v80, v128, v160}

-- Unit subframe
UE-DTX-Cycle2-10ms ::= ENUMERATED {v5, v10, v20, v40, v80, v160}

-- Unit subframe
UE-DTX-DRX-Offset ::= INTEGER (0..159)

-- Unit subframe

UE-DTX-Long-Preamble ::= ENUMERATED {v2, v4, v15}

-- Units of slots
UE-History-Information ::= SEQUENCE (SIZE(1..maxnoofHistoricalCells)) OF LastVisitedCell-Item
UEIdentity




::= CHOICE {


imsi

IMSI,


imei

IMEI,


imeisv

IMEISV,

...

}

UEMeasurementHysteresisTime
::= INTEGER (0..15)


-- Unit dB


-- Range 0..7.5 dB


-- Step 0.5 dB

UEMeasurementParameterModAllow ::= ENUMERATED {


parameterModificationAllowed,


...

}

UEMeasurementReportCharacteristics ::= CHOICE {


periodic


UEMeasurementReportCharacteristicsPeriodic,


event1h



UEMeasurementReportCharacteristicsEvent1h,


event1i



UEMeasurementReportCharacteristicsEvent1i,


event6a



UEMeasurementReportCharacteristicsEvent6a,


event6b



UEMeasurementReportCharacteristicsEvent6b,


event6c



UEMeasurementReportCharacteristicsEvent6c,


event6d



UEMeasurementReportCharacteristicsEvent6d,


...,


extension-ReportCharacteristics

UEMeasurementReportCharacteristics-Extension
}

UEMeasurementReportCharacteristicsEvent1h ::= SEQUENCE {


uEMeasurementTreshold

UEMeasurementThreshold,


uEMeasurementTimeToTrigger
UEMeasurementTimeToTrigger,


uEMeasurementHysteresisTime
UEMeasurementHysteresisTime,


iE-Extensions



ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent1h-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsEvent1h-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristicsEvent1i ::= SEQUENCE {


uEMeasurementTreshold

UEMeasurementThreshold,


uEMeasurementTimeToTrigger
UEMeasurementTimeToTrigger,


uEMeasurementHysteresisTime
UEMeasurementHysteresisTime,


iE-Extensions



ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent1i-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsEvent1i-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristicsEvent6a ::= SEQUENCE {


uEMeasurementTreshold

UEMeasurementThreshold,


uEMeasurementTimeToTrigger
UEMeasurementTimeToTrigger,


iE-Extensions



ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent6a-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsEvent6a-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristicsEvent6b ::= SEQUENCE {


uEMeasurementTreshold

UEMeasurementThreshold,


uEMeasurementTimeToTrigger
UEMeasurementTimeToTrigger,


iE-Extensions



ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent6b-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsEvent6b-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristicsEvent6c ::= SEQUENCE {


uEMeasurementTimeToTrigger
UEMeasurementTimeToTrigger,


iE-Extensions



ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent6c-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsEvent6c-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristicsEvent6d ::= SEQUENCE {


uEMeasurementTimeToTrigger
UEMeasurementTimeToTrigger,


iE-Extensions



ProtocolExtensionContainer { { UEMeasurementReportCharacteristicsEvent6d-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsEvent6d-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristicsPeriodic ::= SEQUENCE {


amountofReporting

UEMeasurementReportCharacteristicsPeriodicAmountofReporting,


reportingInterval

UEMeasurementReportCharacteristicsPeriodicReportingInterval,


iE-Extensions


ProtocolExtensionContainer { {UEMeasurementReportCharacteristicsPeriodic-ExtIEs} } OPTIONAL,


...

}

UEMeasurementReportCharacteristicsPeriodicAmountofReporting::= ENUMERATED {


r1,


r2,


r4,


r8,


r16,


r32,


r64,


rInfinity

}

UEMeasurementReportCharacteristicsPeriodicReportingInterval::= ENUMERATED {


r250,


r500,


r1000,


r2000,


r3000,


r4000,


r6000,


r8000,


r12000,


r16000,


r20000,


r24000,


r28000,


r32000,


r64000

}

UEMeasurementReportCharacteristicsPeriodic-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementReportCharacteristics-Extension
::= ProtocolIE-Single-Container {{ UEMeasurementReportCharacteristics-ExtensionIE }}
UEMeasurementReportCharacteristics-ExtensionIE RNSAP-PROTOCOL-IES ::= {

...

}
UEMeasurementThreshold 


::= CHOICE {


timeslotISCP




UEMeasurementThresholdDLTimeslotISCP,


uETransmitPower




UEMeasurementThresholdUETransmitPower,


...,


extension-UEMeasurementThreshold
UEMeasurementThreshold-Extension
}
UEMeasurementThresholdDLTimeslotISCP ::=
INTEGER(-115..-25)
UEMeasurementThresholdUETransmitPower ::=
INTEGER(-50..33)
UEMeasurementThreshold-Extension
::= ProtocolIE-Single-Container {{ UEMeasurementThreshold-ExtensionIE }}
UEMeasurementThreshold-ExtensionIE RNSAP-PROTOCOL-IES ::= {

...

}

UEMeasurementTimeslotInfoHCR::= SEQUENCE (SIZE (1..maxNrOfTS)) OF UEMeasurementTimeslotInfoHCR-IEs

UEMeasurementTimeslotInfoHCR-IEs ::= SEQUENCE {


timeSlot





TimeSlot,


burstType





UEMeasurementTimeslotInfoHCRBurstType,

iE-Extensions




ProtocolExtensionContainer { { UEMeasurementTimeslotInfoHCR-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementTimeslotInfoHCRBurstType ::= ENUMERATED {


type1,


type2,


type3,


...

}

UEMeasurementTimeslotInfoHCR-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementTimeslotInfoLCR::= SEQUENCE (SIZE (1..maxNrOfTsLCR)) OF UEMeasurementTimeslotInfoLCR-IEs

UEMeasurementTimeslotInfoLCR-IEs ::= SEQUENCE {


timeSlot





TimeSlotLCR,


iE-Extensions




ProtocolExtensionContainer { { UEMeasurementTimeslotInfoLCR-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementTimeslotInfoLCR-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementTimeslotInfo768::= SEQUENCE (SIZE (1..maxNrOfTS)) OF UEMeasurementTimeslotInfo768-IEs

UEMeasurementTimeslotInfo768-IEs ::= SEQUENCE {


timeSlot





TimeSlot,


burstType





UEMeasurementTimeslotInfo768BurstType,

iE-Extensions




ProtocolExtensionContainer { { UEMeasurementTimeslotInfo768-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementTimeslotInfo768BurstType ::= ENUMERATED {


type1,


type2,


type3,


...

}

UEMeasurementTimeslotInfo768-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementTimeToTrigger ::= ENUMERATED { 


r0,


r10,


r20,


r40,


r60,


r80,


r100,


r120,


r160,


r200,


r240,


r320,


r640,


r1280,


r2560,


r5000

}

UEMeasurementType ::= ENUMERATED { 


primary-CCPCH-RSCP, 


dL-Timeslot-ISCP,


uE-Transmitted-power, 


...

}

UEMeasurementValue ::= CHOICE {


uE-Transmitted-Power

UE-MeasurementValue-UE-Transmitted-Power, 


primary-CCPCH-RSCP


UE-MeasurementValue-Primary-CCPCH-RSCP,


dL-Timeslot-ISCP


UE-MeasurementValue-DL-Timeslot-ISCP,


...,


extension-UEMeasurementValue

UEMeasurementValue-Extension
}

UE-MeasurementValue-UE-Transmitted-Power ::= SEQUENCE {


uEMeasurementTransmittedPowerListHCR

UEMeasurementValueTransmittedPowerListHCR
OPTIONAL,

-- Mandatory for 3.84Mcps TDD, Not applicable for 1.28Mcps TDD or 7.68Mcps TDD

uEMeasurementTransmittedPowerListLCR

UEMeasurementValueTransmittedPowerListLCR
OPTIONAL,

-- Mandatory for 1.28Mcps TDD, Not applicable for 3.84Mcps TDD or 7.68Mcps TDD

iE-Extensions







ProtocolExtensionContainer { { UE-MeasurementValue-UE-Transmitted-Power-ExtIEs} }

OPTIONAL,


...

}

UE-MeasurementValue-UE-Transmitted-Power-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UEMeasurementValueTransmittedPowerList768


CRITICALITY ignore
EXTENSION UEMeasurementValueTransmittedPowerList768


PRESENCE optional },

...

}
UEMeasurementValueTransmittedPowerListHCR
::= SEQUENCE (SIZE (1..maxNrOfTS)) OF UEMeasurementValueTransmittedPowerListHCR-IEs

UEMeasurementValueTransmittedPowerListHCR-IEs ::= SEQUENCE {


timeSlot





TimeSlot,


uETransmitPower




INTEGER(0..104),


-- mapping according to [24],values 0..20 not used


iE-Extensions







ProtocolExtensionContainer { { UEMeasurementValueTransmittedPowerListHCR-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueTransmittedPowerListHCR-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UEMeasurementValueTransmittedPowerListLCR
::= SEQUENCE (SIZE (1..maxNrOfTsLCR)) OF UEMeasurementValueTransmittedPowerListLCR-IEs

UEMeasurementValueTransmittedPowerListLCR-IEs ::= SEQUENCE {


timeSlotLCR





TimeSlotLCR,


uETransmitPower




INTEGER(0..104),


-- mapping according to [24],values 0..20 not used


iE-Extensions







ProtocolExtensionContainer { { UEMeasurementValueTransmittedPowerListLCR-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueTransmittedPowerListLCR-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementValueTransmittedPowerList768
::= SEQUENCE (SIZE (1..maxNrOfTS)) OF UEMeasurementValueTransmittedPowerList768-IEs

UEMeasurementValueTransmittedPowerList768-IEs ::= SEQUENCE {


timeSlot





TimeSlot,


uETransmitPower




INTEGER(0..104),


-- mapping according to [24],values 0..20 not used


iE-Extensions







ProtocolExtensionContainer { { UEMeasurementValueTransmittedPowerList768-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueTransmittedPowerList768-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UE-MeasurementValue-Primary-CCPCH-RSCP::= SEQUENCE {


primaryCCPCH-RSCP




PrimaryCCPCH-RSCP



OPTIONAL,


primaryCCPCH-RSCP-Delta



PrimaryCCPCH-RSCP-Delta


OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { UE-MeasurementValue-Primary-CCPCH-RSCP-ExtIEs} }

OPTIONAL,


...

}

UE-MeasurementValue-Primary-CCPCH-RSCP-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UE-MeasurementValue-DL-Timeslot-ISCP ::= SEQUENCE {


uEMeasurementTimeslotISCPListHCR

UEMeasurementValueTimeslotISCPListHCR
OPTIONAL,

-- Mandatory for 3.84Mcps TDD, Not applicable for 1.28Mcps TDD or 7.68Mcps TDD

uEMeasurementTimeslotISCPListLCR

UEMeasurementValueTimeslotISCPListLCR
OPTIONAL,

-- Mandatory for 1.28Mcps TDD, Not applicable for 3.84Mcps TDD or 7.68Mcps TDD

iE-Extensions







ProtocolExtensionContainer { { UE-MeasurementValue-DL-Timeslot-ISCP-ExtIEs} }

OPTIONAL,


...

}

UE-MeasurementValue-DL-Timeslot-ISCP-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-UEMeasurementValueTimeslotISCPList768


CRITICALITY ignore
EXTENSION UEMeasurementValueTimeslotISCPList768


PRESENCE optional },

...

}
UEMeasurementValueTimeslotISCPListHCR
::= SEQUENCE (SIZE (1..maxNrOfTS)) OF UEMeasurementValueTimeslotISCPListHCR-IEs

UEMeasurementValueTimeslotISCPListHCR-IEs ::= SEQUENCE {


timeSlot





TimeSlot,


dL-TimeslotISCP




DL-TimeslotISCP,

iE-Extensions




ProtocolExtensionContainer { { UEMeasurementValueTimeslotISCPListHCR-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueTimeslotISCPListHCR-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UEMeasurementValueTimeslotISCPListLCR
::= SEQUENCE (SIZE (1..maxNrOfTsLCR)) OF UEMeasurementValueTimeslotISCPListLCR-IEs

UEMeasurementValueTimeslotISCPListLCR-IEs ::= SEQUENCE {


timeSlotLCR





TimeSlotLCR,


dL-TimeslotISCP




DL-TimeslotISCP,

iE-Extensions




ProtocolExtensionContainer { { UEMeasurementValueTimeslotISCPListLCR-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueTimeslotISCPListLCR-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementValueTimeslotISCPList768
::= SEQUENCE (SIZE (1..maxNrOfTS)) OF UEMeasurementValueTimeslotISCPList768-IEs

UEMeasurementValueTimeslotISCPList768-IEs ::= SEQUENCE {


timeSlot





TimeSlot,


dL-TimeslotISCP




DL-TimeslotISCP,

iE-Extensions




ProtocolExtensionContainer { { UEMeasurementValueTimeslotISCPList768-IEs-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueTimeslotISCPList768-IEs-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UEMeasurementValue-Extension
::= ProtocolIE-Single-Container {{ UEMeasurementValue-ExtensionIE }}
UEMeasurementValue-ExtensionIE RNSAP-PROTOCOL-IES ::= {

...

}

UEMeasurementValueInformation ::= CHOICE {


measurementAvailable

UEMeasurementValueInformationAvailable,


measurementnotAvailable

UEMeasurementValueInformationnotAvailable
}

UEMeasurementValueInformationAvailable::= SEQUENCE {


uEmeasurementValue


UEMeasurementValue,


ie-Extensions



ProtocolExtensionContainer { { UEMeasurementValueInformationAvailableItem-ExtIEs} }

OPTIONAL,


...

}

UEMeasurementValueInformationAvailableItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UEMeasurementValueInformationnotAvailable ::= NULL
UE-State ::= CHOICE {


cell-fach-pch











Cell-Fach-Pch-State,

ura-pch













Ura-Pch-State,


...
}

Cell-Fach-Pch-State ::= SEQUENCE {


d-RNTI






D-RNTI, 

iE-Extensions




ProtocolExtensionContainer  { { Cell-Fach-Pch-State-ExtIEs} }

OPTIONAL,


...
}

Cell-Fach-Pch-State-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
Ura-Pch-State ::= SEQUENCE {


srnc-id






RNC-ID, 

ura-id






URA-ID,


iE-Extensions




ProtocolExtensionContainer  { { Ura-Pch-State-ExtIEs} }

OPTIONAL,


...
}

Ura-Pch-State-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-SRNC-ID




CRITICALITY reject
EXTENSION Extended-RNC-ID




PRESENCE optional
},

...

}
UL-Delta-T2TP ::= INTEGER (0..6,...)
UL-DL-mode ::= ENUMERATED {


ul-only,


dl-only,


both-ul-and-dl

}

UL-DPDCHIndicatorEDCH ::= ENUMERATED {


uL-DPDCH-present,

uL-DPDCH-not-present}
UL-Timeslot-Information::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem
UL-Timeslot-InformationItem ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType

MidambleShiftAndBurstType,


tFCI-Presence




TFCI-Presence,


uL-Code-Information



TDD-UL-Code-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-TimeslotLCR-Information ::= SEQUENCE (SIZE (1..maxNrOfULTsLCR)) OF UL-TimeslotLCR-InformationItem

UL-TimeslotLCR-InformationItem ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


uL-Code-LCR-InformationList


TDD-UL-Code-LCR-Information,


iE-Extensions






ProtocolExtensionContainer { { UL-TimeslotLCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

UL-TimeslotLCR-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-PLCCH-Information-UL-TimeslotLCR-Info   CRITICALITY ignore

EXTENSION  PLCCHinformation

PRESENCE optional },


...

}
PLCCHinformation ::= SEQUENCE {


tDD-ChannelisationCode




TDD-ChannelisationCode,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


sequenceNumber






PLCCHsequenceNumber,


iE-Extensions






ProtocolExtensionContainer { { PLCCHinformation-ExtIEs} }

OPTIONAL,


...

}

PLCCHinformation-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Timeslot-Information768::= SEQUENCE ( SIZE (1..maxNrOfTS)) OF UL-Timeslot-InformationItem768
UL-Timeslot-InformationItem768 ::= SEQUENCE {


timeSlot





TimeSlot,


midambleShiftAndBurstType768

MidambleShiftAndBurstType768,


tFCI-Presence




TFCI-Presence,


uL-Code-Information768



TDD-UL-Code-Information768,


iE-Extensions




ProtocolExtensionContainer { {UL-Timeslot-InformationItem768-ExtIEs} } OPTIONAL,


...

}

UL-Timeslot-InformationItem768-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-TimeSlot-ISCP-Info ::= SEQUENCE (SIZE (1..maxNrOfULTs)) OF UL-TimeSlot-ISCP-InfoItem

UL-TimeSlot-ISCP-InfoItem ::= SEQUENCE {


timeSlot




TimeSlot,


uL-TimeslotISCP



UL-TimeslotISCP,

iE-Extensions



ProtocolExtensionContainer { { UL-TimeSlot-ISCP-InfoItem-ExtIEs} } OPTIONAL,


...

}
UL-TimeSlot-ISCP-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-TimeSlot-ISCP-LCR-Info ::= SEQUENCE (SIZE (1..maxNrOfULTsLCR)) OF
UL-TimeSlot-ISCP-LCR-InfoItem
UL-TimeSlot-ISCP-LCR-InfoItem ::= SEQUENCE {

 
timeSlotLCR





TimeSlotLCR,


iSCP






UL-Timeslot-ISCP-Value,


iE-Extensions




ProtocolExtensionContainer { { UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs} }

OPTIONAL,


...

 }

UL-TimeSlot-ISCP-LCR-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Timeslot-ISCP-Value ::= UL-TimeslotISCP

UL-Timeslot-ISCP-Value-IncrDecrThres ::= INTEGER(0..126)

-- Unit dB. Step 0.5dB

-- e.g. Value 100 means 50dB
UL-TimingAdvanceCtrl-LCR ::= SEQUENCE {


sync-UL-codes-bitmap





BIT STRING (SIZE(8)),


fPACH-info








FPACH-Information,


prxUpPCHdes








INTEGER (-120 .. -58, ...),


syncUL-procParameter





SYNC-UL-ProcParameters,


mMax









INTEGER (1..32),


...


}

Uplink-Compressed-Mode-Method 
::= ENUMERATED {


sFdiv2,


higher-layer-scheduling,


...

}
UL-SIR




::= INTEGER (-82..173)

-- The UL-SIR gives the UL-SIR in number of 0.1 dB steps.

-- E.g. Value 173 means 17.3 dB

-- Unit dB. Step 0.1 dB.
UC-ID ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-ID-ExtIEs} } OPTIONAL,


...

}

UC-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-RNC-ID

CRITICALITY reject

EXTENSION
Extended-RNC-ID
PRESENCE optional},

...

}

UL-DPCCH-SlotFormat


::= INTEGER (0..5,...)

UL-FP-Mode ::= ENUMERATED {


normal,


silent,


...

}

UL-PhysCH-SF-Variation ::= ENUMERATED {


sf-variation-supported,


sf-variation-not-supported

}
UL-ScramblingCode ::= SEQUENCE {


ul-ScramblingCodeNumber

UL-ScramblingCodeNumber,


ul-ScramblingCodeLength

UL-ScramblingCodeLength,


iE-Extensions


ProtocolExtensionContainer { {UL-ScramblingCode-ExtIEs} } OPTIONAL

}

UL-ScramblingCode-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-ScramblingCodeLength ::= ENUMERATED {


short,


long

}

UL-ScramblingCodeNumber


::= INTEGER (0..16777215)

UL-Synchronisation-Parameters-LCR ::= SEQUENCE {


uL-Synchronisation-StepSize


UL-Synchronisation-StepSize,


uL-Synchronisation-Frequency


UL-Synchronisation-Frequency,


iE-Extensions




ProtocolExtensionContainer { { UL-Synchronisation-Parameters-LCR-ExtIEs } }

OPTIONAL,


...
}

UL-Synchronisation-Parameters-LCR-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UL-Synchronisation-StepSize ::= INTEGER (1..8)

UL-Synchronisation-Frequency ::= INTEGER (1..8)

UL-TimeslotISCP


::= INTEGER (0..127)

-- According to mapping in [14]
UPPCHPositionLCR ::= INTEGER (0..127)
UpPTSInterferenceValue
::=
INTEGER (0..127,...)

Unidirectional-DCH-Indicator
::= ENUMERATED {


downlink-DCH-only,


uplink-DCH-only

}
URA-ID




::= INTEGER (0..65535)

URA-Information ::= SEQUENCE {


uRA-ID







URA-ID,


multipleURAsIndicator



MultipleURAsIndicator,


rNCsWithCellsInTheAccessedURA-List
RNCsWithCellsInTheAccessedURA-List
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {URA-Information-ExtIEs} } OPTIONAL,


...

}

URA-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-RNC-ID





CRITICALITY reject
EXTENSION Extended-RNC-ID



PRESENCE optional },

...

}

RNCsWithCellsInTheAccessedURA-List ::= SEQUENCE (SIZE (1..maxRNCinURA-1)) OF RNCsWithCellsInTheAccessedURA-Item
RNCsWithCellsInTheAccessedURA-Item ::= SEQUENCE {


rNC-ID






RNC-ID,


iE-Extensions




ProtocolExtensionContainer { {RNCsWithCellsInTheAccessedURA-Item-ExtIEs} } OPTIONAL,


...

}

RNCsWithCellsInTheAccessedURA-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
USCH-ID




::= INTEGER (0..255)
USCH-Information ::=  SEQUENCE (SIZE (1..maxNoOfUSCHs)) OF USCH-InformationItem
USCH-InformationItem ::= SEQUENCE {


uSCH-ID







USCH-ID,


ul-CCTrCH-ID





CCTrCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


rb-Info







RB-Info,


iE-Extensions





ProtocolExtensionContainer { {USCH-InformationItem-ExtIEs} } OPTIONAL,


...

}

USCH-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass

PRESENCE mandatory
}|

{ ID id-BindingID





CRITICALITY
ignore

EXTENSION 
BindingID
PRESENCE 
optional
}|


-- Shall be ignored if bearer establishment with ALCAP.

{ ID id-TransportLayerAddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress

PRESENCE 
optional
}|

-- Shall be ignored if bearer establishment with ALCAP.


{ ID id-TnlQos






CRITICALITY ignore

EXTENSION
TnlQos






PRESENCE optional
},

...

}
User-Plane-Congestion-Fields-Inclusion

::= ENUMERATED { shall-be-included }

-- V

-- W

-- X

-- Y

-- Z

#PartiallyOmitted
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4
id-downlinkSignallingTransfer







ProcedureCode ::= 5

id-errorIndication










ProcedureCode ::= 6

id-dedicatedMeasurementFailure







ProcedureCode ::= 7

id-dedicatedMeasurementInitiation






ProcedureCode ::= 8

id-dedicatedMeasurementReporting






ProcedureCode ::= 9

id-dedicatedMeasurementTermination






ProcedureCode ::= 10

id-paging












ProcedureCode ::= 11

id-physicalChannelReconfiguration






ProcedureCode ::= 12

id-privateMessage










ProcedureCode ::= 13

id-radioLinkAddition









ProcedureCode ::= 14

id-radioLinkCongestion









ProcedureCode ::= 34
id-radioLinkDeletion









ProcedureCode ::= 15

id-radioLinkFailure










ProcedureCode ::= 16

id-radioLinkPreemption









ProcedureCode ::= 17
id-radioLinkRestoration









ProcedureCode ::= 18

id-radioLinkSetup










ProcedureCode ::= 19

id-relocationCommit










ProcedureCode ::= 20

id-synchronisedRadioLinkReconfigurationCancellation


ProcedureCode ::= 21

id-synchronisedRadioLinkReconfigurationCommit



ProcedureCode ::= 22

id-synchronisedRadioLinkReconfigurationPreparation


ProcedureCode ::= 23

id-unSynchronisedRadioLinkReconfiguration




ProcedureCode ::= 24

id-uplinkSignallingTransfer








ProcedureCode ::= 25

id-commonMeasurementFailure








ProcedureCode ::= 26

id-commonMeasurementInitiation







ProcedureCode ::= 27

id-commonMeasurementReporting







ProcedureCode ::= 28

id-commonMeasurementTermination







ProcedureCode ::= 29
id-informationExchangeFailure







ProcedureCode ::= 30

id-informationExchangeInitiation






ProcedureCode ::= 31

id-informationReporting









ProcedureCode ::= 32

id-informationExchangeTermination






ProcedureCode ::= 33
id-reset












ProcedureCode ::= 35
id-radioLinkActivation 









ProcedureCode ::= 36

id-gERANuplinkSignallingTransfer






ProcedureCode ::= 37
id-radioLinkParameterUpdate








ProcedureCode ::= 38
id-uEMeasurementFailure









ProcedureCode ::= 39

id-uEMeasurementInitiation








ProcedureCode ::= 40
id-uEMeasurementReporting








ProcedureCode ::= 41
id-uEMeasurementTermination








ProcedureCode ::= 42
id-iurDeactivateTrace









ProcedureCode ::= 43
id-iurInvokeTrace










ProcedureCode ::= 44
id-mBMSAttach











ProcedureCode ::= 45

id-mBMSDetach











ProcedureCode ::= 46

id-directInformationTransfer







ProcedureCode ::= 48
id-enhancedRelocation









ProcedureCode ::= 49

id-enhancedRelocationCancel








ProcedureCode ::= 50
id-enhancedRelocationSignallingTransfer





ProcedureCode ::= 51
id-enhancedRelocationRelease







ProcedureCode ::= 52
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCellSIB11OrSIB12





INTEGER ::= 32

maxCellsMeas






INTEGER ::= 8

maxRateMatching






INTEGER ::= 256

maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10
maxNoOfRB







INTEGER ::= 32

maxNoOfUSCHs






INTEGER ::= 10

maxNoOfUSCHsLCR






INTEGER ::= 10
maxNrOfTFCs







INTEGER ::= 1024

maxNrOfTFs







INTEGER ::= 32

maxNrOfCCTrCHs






INTEGER ::= 16

maxNrOfCCTrCHsLCR





INTEGER ::= 16

maxNrOfDCHs







INTEGER ::= 128

maxNrOfDL-Codes






INTEGER ::= 8

maxNrOfDPCHs






INTEGER ::= 240
maxNrOfDPCHsPerRL-1





INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTs-1
maxNrOfDPCHsLCR






INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1




INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTsLCR-1
maxNrOfDPCHs768






INTEGER ::= 480
maxNrOfDPCHs768PerRL-1




INTEGER ::= 479
maxNrOfErrors






INTEGER ::= 256

maxNrOfMACcshSDU-Length




INTEGER ::= 16
maxNrOfMBMSServices





INTEGER ::= 128
maxNrOfActiveMBMSServices



INTEGER ::= 256
maxNrOfPoints






INTEGER ::= 15
maxNrOfRLs







INTEGER ::= 16

maxNrOfRLSets






INTEGER ::= maxNrOfRLs
maxNrOfRLSets-1





INTEGER ::= 15
-- maxNrOfRLSets - 1

maxNrOfRLs-1






INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2






INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfUEs







INTEGER ::= 4096
maxNrOfULTs







INTEGER ::= 15
maxNrOfULTsLCR






INTEGER ::= 6
maxNrOfDLTs







INTEGER ::= 15
maxNrOfDLTsLCR






INTEGER ::= 6
maxRNCinURA-1






INTEGER ::= 15

maxTTI-Count






INTEGER ::= 4

maxCTFC








INTEGER ::= 16777215
maxNrOfNeighbouringRNCs




INTEGER ::= 10

maxNrOfFDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfGSMNeighboursPerRNC



INTEGER ::= 256

maxNrOfTDDNeighboursPerRNC



INTEGER ::= 256

maxNrOfFACHs






INTEGER
::=
8
maxNrOfLCRTDDNeighboursPerRNC


INTEGER ::= 256

maxIBSEG







INTEGER ::= 16

maxNrOfSCCPCHs






INTEGER
::=
8

maxNrOfSCCPCHs768





INTEGER
::=
16
maxTGPS








INTEGER ::= 6
maxNrOfTS







INTEGER ::= 15
maxNrOfLevels






INTEGER ::= 256
maxNrOfTsLCR






INTEGER ::= 6
maxNoSat







INTEGER ::= 16

maxNoGPSTypes






INTEGER ::= 8
maxNrOfMeasNCell





INTEGER ::= 96

maxNrOfMeasNCell-1





INTEGER ::= 95
-- maxNrOfMeasNCell – 1

maxResetContext






INTEGER ::= 250

maxResetContextGroup




INTEGER ::= 32
maxNrOfHARQProc






INTEGER ::= 8

maxNrOfHSSCCHCodes





INTEGER ::= 4
maxNrOfHSSICHs






INTEGER ::= 4
maxNrOfHSSICHs-1





INTEGER ::= 3
maxNrOfMACdFlows





INTEGER ::= 8

maxNrOfMACdFlows-1





INTEGER ::= 7
-- maxNrOfMACdFlows – 1

maxNrOfMACdPDUSize





INTEGER ::= 32

maxNrOfPDUIndexes





INTEGER ::= 8

maxNrOfPDUIndexes-1





INTEGER ::= 7
-- maxNrOfPDUIndexes - 1

maxNrOfPrioQueues





INTEGER ::= 8

maxNrOfPrioQueues-1





INTEGER ::= 7
-- maxNrOfPrioQueues - 1

maxNrOfSNAs







INTEGER ::= 65536

maxNrOfSatAlmanac-maxNoSat



INTEGER ::= 16
maxNrOfGERANSI 






INTEGER ::= 8
maxNrOfInterfaces





INTEGER ::= 16
maxNrofSigSeqERGHICH-1




INTEGER ::= 39
maxNrOfCells






INTEGER ::= 65536
maxNrOfAddFreq






INTEGER ::= 8
maxNrOfCellsPerFreq





INTEGER ::= 65536
maxNrOfEDCHMACdFlows-1




INTEGER ::= 7
maxNrOfEDCH-HARQ-PO-QUANTSTEPs


INTEGER ::= 6
maxNrOfEDPCCH-PO-QUANTSTEPs



INTEGER ::= 8
maxNrOfEDCHHARQProcesses2msEDCH


INTEGER ::= 8
maxNrOfBits-MACe-PDU-non-scheduled

INTEGER ::= 19982
maxNrOfRefETFCIs





INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs


INTEGER ::= 29
maxNrOfEDCHMACdFlows




INTEGER ::= 8

maxNoOfLogicalChannels




INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfRefBetas






INTEGER ::= 8

maxNrOfEAGCHCodes





INTEGER ::= 4
maxNrOfHS-DSCHTBSs





INTEGER ::= 90

maxNrOfHS-DSCHTBSs-HS-SCCHless


INTEGER ::= 4
maxHS-PDSCHCodeNrComp-1




INTEGER ::= 15
maxNrOfEHICHCodes





INTEGER ::= 4
maxGANSSSat







INTEGER ::= 64

maxNoGANSS







INTEGER ::= 8
maxSgnType







INTEGER ::= 8
maxNrOfBroadcastPLMNs




INTEGER ::= 5
maxHSDPAFrequency





INTEGER ::= 8

maxHSDPAFrequency-1





INTEGER ::= 7

maxFrequencyinCell





INTEGER ::= 12

maxFrequencyinCell-1




INTEGER ::= 11
maxGANSSSatAlmanac





INTEGER ::= 36

maxGANSSClockMod





INTEGER ::= 4
maxNrOfEDCHRLs






INTEGER ::= 4
maxnoofHistoricalCells




INTEGER ::= 16

-- FFS Value to be checked
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-Allowed-Rate-Information












ProtocolIE-ID ::= 42
id-AntennaColocationIndicator











ProtocolIE-ID ::= 309
id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-Cell-Capacity-Class-Value











ProtocolIE-ID ::= 303
id-CFN

















ProtocolIE-ID ::= 8

id-CN-CS-DomainIdentifier












ProtocolIE-ID ::= 9

id-CN-PS-DomainIdentifier












ProtocolIE-ID ::= 10

id-Cause
















ProtocolIE-ID ::= 11

id-CoverageIndicator













ProtocolIE-ID ::= 310
id-CriticalityDiagnostics












ProtocolIE-ID ::= 20

id-ContextInfoItem-Reset












ProtocolIE-ID ::= 211
id-ContextGroupInfoItem-Reset











ProtocolIE-ID ::= 515
id-D-RNTI
















ProtocolIE-ID ::= 21

id-D-RNTI-ReleaseIndication












ProtocolIE-ID ::= 22

id-DCHs-to-Add-FDD














ProtocolIE-ID ::= 26

id-DCHs-to-Add-TDD














ProtocolIE-ID ::= 27

id-DCH-DeleteList-RL-ReconfPrepFDD










ProtocolIE-ID ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










ProtocolIE-ID ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










ProtocolIE-ID ::= 33

id-DCH-FDD-Information













ProtocolIE-ID ::= 34

id-DCH-TDD-Information













ProtocolIE-ID ::= 35

id-FDD-DCHs-to-Modify













ProtocolIE-ID ::= 39

id-TDD-DCHs-to-Modify













ProtocolIE-ID ::= 40

id-DCH-InformationResponse












ProtocolIE-ID ::= 43

id-DCH-Rate-InformationItem-RL-CongestInd








ProtocolIE-ID ::= 38
id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 53

id-FDD-DL-CodeInformation












ProtocolIE-ID ::= 54

id-DL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 64

id-DL-DPCH-TimingAdjustment












ProtocolIE-ID ::= 278
id-DLReferencePower














ProtocolIE-ID ::= 67

id-DLReferencePowerList-DL-PC-Rqst










ProtocolIE-ID ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








ProtocolIE-ID ::= 69

id-DPC-Mode
















ProtocolIE-ID ::= 12
id-DRXCycleLengthCoefficient











ProtocolIE-ID ::= 70

id-DedicatedMeasurementObjectType-DM-Fail-Ind







ProtocolIE-ID ::= 470

id-DedicatedMeasurementObjectType-DM-Fail








ProtocolIE-ID ::= 471
id-DedicatedMeasurementObjectType-DM-Rprt








ProtocolIE-ID ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








ProtocolIE-ID ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








ProtocolIE-ID ::= 73

id-DedicatedMeasurementType












ProtocolIE-ID ::= 74

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





ProtocolIE-ID ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





ProtocolIE-ID ::= 83

id-Guaranteed-Rate-Information











ProtocolIE-ID ::= 41
id-IMSI

















ProtocolIE-ID ::= 84

id-HCS-Prio
















ProtocolIE-ID ::= 311
id-L3-Information














ProtocolIE-ID ::= 85

id-AdjustmentPeriod














ProtocolIE-ID ::= 90

id-MaxAdjustmentStep













ProtocolIE-ID ::= 91

id-MeasurementFilterCoefficient











ProtocolIE-ID ::= 92

id-MessageStructure














ProtocolIE-ID ::= 57
id-MeasurementID














ProtocolIE-ID ::= 93

id-Neighbouring-GSM-CellInformation










ProtocolIE-ID ::= 13
id-Neighbouring-UMTS-CellInformationItem








ProtocolIE-ID ::= 95
id-NRT-Load-Information-Value











ProtocolIE-ID ::= 305

id-NRT-Load-Information-Value-IncrDecrThres








ProtocolIE-ID ::= 306
id-PagingArea-PagingRqst












ProtocolIE-ID ::= 102

id-FACH-FlowControlInformation











ProtocolIE-ID ::= 103

id-PartialReportingIndicator











ProtocolIE-ID ::= 472
id-Permanent-NAS-UE-Identity











ProtocolIE-ID ::= 17
id-PowerAdjustmentType













ProtocolIE-ID ::= 107

id-RANAP-RelocationInformation











ProtocolIE-ID ::= 109

id-RL-Information-PhyChReconfRqstFDD









ProtocolIE-ID ::= 110

id-RL-Information-PhyChReconfRqstTDD









ProtocolIE-ID ::= 111

id-RL-Information-RL-AdditionRqstFDD









ProtocolIE-ID ::= 112

id-RL-Information-RL-AdditionRqstTDD









ProtocolIE-ID ::= 113

id-RL-Information-RL-DeletionRqst










ProtocolIE-ID ::= 114

id-RL-Information-RL-FailureInd











ProtocolIE-ID ::= 115

id-RL-Information-RL-ReconfPrepFDD










ProtocolIE-ID ::= 116

id-RL-Information-RL-RestoreInd











ProtocolIE-ID ::= 117

id-RL-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 118

id-RL-Information-RL-SetupRqstTDD










ProtocolIE-ID ::= 119

id-RL-InformationItem-RL-CongestInd










ProtocolIE-ID ::= 55
id-RL-InformationItem-DM-Rprt











ProtocolIE-ID ::= 120

id-RL-InformationItem-DM-Rqst











ProtocolIE-ID ::= 121

id-RL-InformationItem-DM-Rsp











ProtocolIE-ID ::= 122

id-RL-InformationItem-RL-PreemptRequiredInd








ProtocolIE-ID ::= 2
id-RL-InformationItem-RL-SetupRqstFDD









ProtocolIE-ID ::= 123

id-RL-InformationList-RL-CongestInd










ProtocolIE-ID ::= 56
id-RL-InformationList-RL-AdditionRqstFDD








ProtocolIE-ID ::= 124

id-RL-InformationList-RL-DeletionRqst









ProtocolIE-ID ::= 125

id-RL-InformationList-RL-PreemptRequiredInd








ProtocolIE-ID ::= 1
id-RL-InformationList-RL-ReconfPrepFDD









ProtocolIE-ID ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








ProtocolIE-ID ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








ProtocolIE-ID ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








ProtocolIE-ID ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







ProtocolIE-ID ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







ProtocolIE-ID ::= 131

id-RL-InformationResponseItem-RL-ReconfRspFDD







ProtocolIE-ID ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







ProtocolIE-ID ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







ProtocolIE-ID ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







ProtocolIE-ID ::= 135

id-RL-InformationResponseList-RL-ReconfRspFDD







ProtocolIE-ID ::= 136

id-RL-InformationResponse-RL-ReconfRspTDD








ProtocolIE-ID ::= 28
id-RL-InformationResponseList-RL-SetupRspFDD







ProtocolIE-ID ::= 137

id-RL-ReconfigurationFailure-RL-ReconfFail








ProtocolIE-ID ::= 141

id-RL-Set-InformationItem-DM-Rprt










ProtocolIE-ID ::= 143

id-RL-Set-InformationItem-DM-Rqst










ProtocolIE-ID ::= 144

id-RL-Set-InformationItem-DM-Rsp










ProtocolIE-ID ::= 145

id-RL-Set-Information-RL-FailureInd










ProtocolIE-ID ::= 146

id-RL-Set-Information-RL-RestoreInd










ProtocolIE-ID ::= 147

id-RL-Set-Successful-InformationItem-DM-Fail







ProtocolIE-ID ::= 473

id-RL-Set-Unsuccessful-InformationItem-DM-Fail







ProtocolIE-ID ::= 474

id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind






ProtocolIE-ID ::= 475

id-RL-Successful-InformationItem-DM-Fail








ProtocolIE-ID ::= 476

id-RL-Unsuccessful-InformationItem-DM-Fail








ProtocolIE-ID ::= 477

id-RL-Unsuccessful-InformationItem-DM-Fail-Ind







ProtocolIE-ID ::= 478
id-ReportCharacteristics












ProtocolIE-ID ::= 152

id-Reporting-Object-RL-FailureInd










ProtocolIE-ID ::= 153

id-Reporing-Object-RL-RestoreInd










ProtocolIE-ID ::= 154

id-RT-Load-Value














ProtocolIE-ID ::= 307

id-RT-Load-Value-IncrDecrThres











ProtocolIE-ID ::= 308
id-S-RNTI
















ProtocolIE-ID ::= 155

id-ResetIndicator














ProtocolIE-ID ::= 244
id-RNC-ID
















ProtocolIE-ID ::= 245
id-SAI

















ProtocolIE-ID ::= 156

id-SRNC-ID
















ProtocolIE-ID ::= 157

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





ProtocolIE-ID ::= 160

id-TransportBearerID













ProtocolIE-ID ::= 163

id-TransportBearerRequestIndicator










ProtocolIE-ID ::= 164

id-TransportLayerAddress












ProtocolIE-ID ::= 165

id-TypeOfError















ProtocolIE-ID ::= 140
id-UC-ID
















ProtocolIE-ID ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 167

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 169

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 183

id-UL-SIRTarget















ProtocolIE-ID ::= 184

id-URA-Information














ProtocolIE-ID ::= 185

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




ProtocolIE-ID ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




ProtocolIE-ID ::= 190

id-Active-Pattern-Sequence-Information









ProtocolIE-ID ::= 193

id-AdjustmentRatio














ProtocolIE-ID ::= 194
id-CauseLevel-RL-AdditionFailureFDD










ProtocolIE-ID ::= 197

id-CauseLevel-RL-AdditionFailureTDD










ProtocolIE-ID ::= 198

id-CauseLevel-RL-ReconfFailure











ProtocolIE-ID ::= 199

id-CauseLevel-RL-SetupFailureFDD










ProtocolIE-ID ::= 200
id-CauseLevel-RL-SetupFailureTDD










ProtocolIE-ID ::= 201
id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 205
id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 206
id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 207
id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 208
id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 209
id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 210
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 212
id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 213
id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 214
id-DSCHs-to-Add-TDD














ProtocolIE-ID ::= 215
id-Unused-ProtocolIE-ID-216












ProtocolIE-ID ::= 216
id-DSCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 217
id-Unused-ProtocolIE-ID-218












ProtocolIE-ID ::= 218
id-Unused-ProtocolIE-ID-219












ProtocolIE-ID ::= 219
id-DSCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 220
id-DSCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 221
id-DSCH-TDD-Information













ProtocolIE-ID ::= 222
id-Unused-ProtocolIE-ID-223












ProtocolIE-ID ::= 223
id-Unused-ProtocolIE-ID-226












ProtocolIE-ID ::= 226
id-DSCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 227
id-Unused-ProtocolIE-ID-228












ProtocolIE-ID ::= 228
id-Unused-ProtocolIE-ID-324












ProtocolIE-ID ::= 324
id-Unused-ProtocolIE-ID-229












ProtocolIE-ID ::= 229
id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 230
id-Unused-ProtocolIE-ID-29












ProtocolIE-ID ::= 29

id-Unused-ProtocolIE-ID-225












ProtocolIE-ID ::= 225

id-GA-Cell
















ProtocolIE-ID ::= 232
id-GA-CellAdditionalShapes












ProtocolIE-ID ::= 3
id-Unused-ProtocolIE-ID-246












ProtocolIE-ID ::= 246

id-Transmission-Gap-Pattern-Sequence-Information






ProtocolIE-ID ::= 255
id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 256
id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 257
id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 258
id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 259
id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 260
id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 261
id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 262
id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 263
id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 264
id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 265
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




ProtocolIE-ID ::= 266
id-USCHs-to-Add















ProtocolIE-ID ::= 267
id-USCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 268
id-USCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 269
id-USCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 270
id-USCH-Information














ProtocolIE-ID ::= 271
id-USCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 272
id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 273
id-DL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 274

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 275

id-ClosedLoopMode1-SupportIndicator










ProtocolIE-ID ::= 276
id-Unused-ProtocolIE-ID-277












ProtocolIE-ID ::= 277
id-STTD-SupportIndicator












ProtocolIE-ID ::= 279
id-CFNReportingIndicator             









ProtocolIE-ID ::= 14

id-CNOriginatedPage-PagingRqst











ProtocolIE-ID ::= 23
id-InnerLoopDLPCStatus













ProtocolIE-ID ::= 24
id-PropagationDelay














ProtocolIE-ID ::= 25
id-RxTimingDeviationForTA












ProtocolIE-ID ::= 36
id-timeSlot-ISCP














ProtocolIE-ID ::= 37
id-CCTrCH-InformationItem-RL-FailureInd









ProtocolIE-ID ::= 15

id-CCTrCH-InformationItem-RL-RestoreInd









ProtocolIE-ID ::= 16
id-CommonMeasurementAccuracy











ProtocolIE-ID ::= 280
id-CommonMeasurementObjectType-CM-Rprt









ProtocolIE-ID ::= 281

id-CommonMeasurementObjectType-CM-Rqst









ProtocolIE-ID ::= 282

id-CommonMeasurementObjectType-CM-Rsp









ProtocolIE-ID ::= 283

id-CommonMeasurementType












ProtocolIE-ID ::= 284

id-CongestionCause 














ProtocolIE-ID ::= 18

id-SFN

















ProtocolIE-ID ::= 285

id-SFNReportingIndicator












ProtocolIE-ID ::= 286
id-InformationExchangeID












ProtocolIE-ID ::= 287

id-InformationExchangeObjectType-InfEx-Rprt








ProtocolIE-ID ::= 288

id-InformationExchangeObjectType-InfEx-Rqst








ProtocolIE-ID ::= 289

id-InformationExchangeObjectType-InfEx-Rsp








ProtocolIE-ID ::= 290

id-InformationReportCharacteristics










ProtocolIE-ID ::= 291

id-InformationType














ProtocolIE-ID ::= 292
id-neighbouring-LCR-TDD-CellInformation









ProtocolIE-ID ::= 58

id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 65

id-RL-LCR-InformationResponse-RL-SetupRspTDD







ProtocolIE-ID ::= 66
id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 75

id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 76

id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 77

id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 78

id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 79

id-USCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 80

id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD





ProtocolIE-ID ::= 81

id-RL-LCR-InformationResponse-RL-AdditionRspTDD







ProtocolIE-ID ::= 86

id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 87

id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 88

id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 89

id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 94

id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 96

id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 97

id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 98

id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 100

id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 101

id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 104

id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 105

id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 106

id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD








ProtocolIE-ID ::= 138
id-TSTD-Support-Indicator-RL-SetupRqstTDD








ProtocolIE-ID ::= 139

id-RestrictionStateIndicator











ProtocolIE-ID ::= 142
id-Load-Value















ProtocolIE-ID ::= 233
id-Load-Value-IncrDecrThres












ProtocolIE-ID ::= 234
id-OnModification














ProtocolIE-ID ::= 235
id-Received-Total-Wideband-Power-Value









ProtocolIE-ID ::= 236
id-Received-Total-Wideband-Power-Value-IncrDecrThres





ProtocolIE-ID ::= 237
id-SFNSFNMeasurementThresholdInformation








ProtocolIE-ID ::= 238
id-Transmitted-Carrier-Power-Value










ProtocolIE-ID ::= 239
id-Transmitted-Carrier-Power-Value-IncrDecrThres






ProtocolIE-ID ::= 240
id-TUTRANGPSMeasurementThresholdInformation








ProtocolIE-ID ::= 241
id-UL-Timeslot-ISCP-Value












ProtocolIE-ID ::= 242
id-UL-Timeslot-ISCP-Value-IncrDecrThres









ProtocolIE-ID ::= 243
id-Rx-Timing-Deviation-Value-LCR










ProtocolIE-ID ::= 293
id-DPC-Mode-Change-SupportIndicator










ProtocolIE-ID ::= 19
id-Unused-ProtocolIE-ID-247












ProtocolIE-ID ::= 247
id-Unused-ProtocolIE-ID-295












ProtocolIE-ID ::= 295
id-PrimaryCCPCH-RSCP-RL-ReconfPrepTDD









ProtocolIE-ID ::= 202

id-DL-TimeSlot-ISCP-Info-RL-ReconfPrepTDD








ProtocolIE-ID ::= 203

id-DL-Timeslot-ISCP-LCR-Information-RL-ReconfPrepTDD





ProtocolIE-ID ::= 204
id-DSCH-RNTI















ProtocolIE-ID ::= 249
id-DL-PowerBalancing-Information










ProtocolIE-ID ::= 296
id-DL-PowerBalancing-ActivationIndicator








ProtocolIE-ID ::= 297
id-DL-PowerBalancing-UpdatedIndicator









ProtocolIE-ID ::= 298
id-DL-ReferencePowerInformation











ProtocolIE-ID ::= 299
id-Enhanced-PrimaryCPICH-EcNo











ProtocolIE-ID ::= 224
id-IPDL-TDD-ParametersLCR












ProtocolIE-ID ::= 252
id-CellCapabilityContainer-FDD











ProtocolIE-ID ::= 300
id-CellCapabilityContainer-TDD











ProtocolIE-ID ::= 301
id-CellCapabilityContainer-TDD-LCR










ProtocolIE-ID ::= 302
id-RL-Specific-DCH-Info













ProtocolIE-ID ::= 317

id-RL-ReconfigurationRequestFDD-RL-InformationList 






ProtocolIE-ID ::= 318

id-RL-ReconfigurationRequestFDD-RL-Information-IEs






ProtocolIE-ID ::= 319

id-RL-ReconfigurationRequestTDD-RL-Information







ProtocolIE-ID ::= 321
id-CommonTransportChannelResourcesInitialisationNotRequired




ProtocolIE-ID ::= 250
id-DelayedActivation 













ProtocolIE-ID ::= 312

id-DelayedActivationList-RL-ActivationCmdFDD







ProtocolIE-ID ::= 313
id-DelayedActivationInformation-RL-ActivationCmdFDD






ProtocolIE-ID ::= 314
id-DelayedActivationList-RL-ActivationCmdTDD







ProtocolIE-ID ::= 315
id-DelayedActivationInformation-RL-ActivationCmdTDD






ProtocolIE-ID ::= 316
id-neighbouringTDDCellMeasurementInformationLCR







ProtocolIE-ID ::= 251
id-UL-SIR-Target-CCTrCH-InformationItem-RL-SetupRspTDD





ProtocolIE-ID ::= 150
id-UL-SIR-Target-CCTrCH-LCR-InformationItem-RL-SetupRspTDD




ProtocolIE-ID ::= 151
id-PrimCCPCH-RSCP-DL-PC-RqstTDD











ProtocolIE-ID ::= 451
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id-HSDSCH-RNTI
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id-HSDSCH-TDD-Information
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ProtocolIE-ID ::= 459
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ProtocolIE-ID ::= 463
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id-TrafficClass















ProtocolIE-ID ::= 158
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id-TimeSlot-RL-SetupRspTDD












ProtocolIE-ID ::= 325
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ProtocolIE-ID ::= 468
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ProtocolIE-ID ::= 469
id-DSCH-InitialWindowSize












ProtocolIE-ID ::= 480
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id-SNA-Information














ProtocolIE-ID ::= 479
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ProtocolIE-ID ::= 465
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ProtocolIE-ID ::= 481
id-TDD-UL-DPCH-TimeSlotFormatModifyItem-LCR-RL-ReconfReadyTDD



ProtocolIE-ID ::= 482
id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD







ProtocolIE-ID ::= 483
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ProtocolIE-ID ::= 490
id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD
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id-UL-TimingAdvanceCtrl-LCR
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ProtocolIE-ID ::= 504
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ProtocolIE-ID ::= 505

id-Maximum-DL-Power-TimeslotLCR-InformationModifyItem-RL-ReconfReadyTDD

ProtocolIE-ID ::= 506
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ProtocolIE-ID ::= 507

id-DL-CCTrCH-InformationList-RL-ReconfRspTDD







ProtocolIE-ID ::= 508

id-DL-DPCH-InformationModifyItem-LCR-RL-ReconfRspTDD





ProtocolIE-ID ::= 509

id-Maximum-DL-Power-TimeslotLCR-InformationItem







ProtocolIE-ID ::= 510
id-Minimum-DL-Power-TimeslotLCR-InformationItem







ProtocolIE-ID ::= 511
id-TDD-Support-8PSK














ProtocolIE-ID ::= 512
id-TDD-maxNrDLPhysicalchannels











ProtocolIE-ID ::= 513

id-ExtendedGSMCellIndividualOffset










ProtocolIE-ID ::= 514

id-RL-ParameterUpdateIndicationFDD-RL-InformationList 





ProtocolIE-ID ::= 518

id-Primary-CPICH-Usage-For-Channel-Estimation







ProtocolIE-ID ::= 519

id-Secondary-CPICH-Information











ProtocolIE-ID ::= 520
id-Secondary-CPICH-Information-Change









ProtocolIE-ID ::= 521

id-Unused-ProtocolIE-ID-522












ProtocolIE-ID ::= 522

id-Unused-ProtocolIE-ID-523












ProtocolIE-ID ::= 523

id-RL-ParameterUpdateIndicationFDD-RL-Information-Item





ProtocolIE-ID ::= 524

id-Phase-Reference-Update-Indicator










ProtocolIE-ID ::= 525

id-Unidirectional-DCH-Indicator











ProtocolIE-ID ::= 526

id-RL-Information-RL-ReconfPrepTDD










ProtocolIE-ID ::= 527
id-Multiple-RL-InformationResponse-RL-ReconfReadyTDD





ProtocolIE-ID ::= 528
id-RL-ReconfigurationResponseTDD-RL-Information







ProtocolIE-ID ::= 529

id-Satellite-Almanac-Information-ExtItem








ProtocolIE-ID ::= 530
id-HSDSCH-Information-to-Modify-Unsynchronised







ProtocolIE-ID ::= 533
id-TnlQos
















ProtocolIE-ID ::= 534
id-RTLoadValue















ProtocolIE-ID ::= 535
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ProtocolIE-ID ::= 536
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ProtocolIE-ID ::= 537
id-UpPTSInterferenceValue












ProtocolIE-ID ::= 538
id-PrimaryCCPCH-RSCP-Delta












ProtocolIE-ID ::= 539
id-UEMeasurementType













ProtocolIE-ID ::= 540
id-UEMeasurementTimeslotInfoHCR











ProtocolIE-ID ::= 541
id-UEMeasurementTimeslotInfoLCR











ProtocolIE-ID ::= 542
id-UEMeasurementReportCharacteristics









ProtocolIE-ID ::= 543
id-UEMeasurementParameterModAllow










ProtocolIE-ID ::= 544
id-UEMeasurementValueInformation










ProtocolIE-ID ::= 545
id-InterfacesToTraceItem












ProtocolIE-ID ::= 546
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ProtocolIE-ID ::= 547
id-TraceDepth















ProtocolIE-ID ::= 548
id-TraceRecordingSessionReference










ProtocolIE-ID ::= 549
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ProtocolIE-ID ::= 550
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ProtocolIE-ID ::= 551
id-NACC-Related-Data













ProtocolIE-ID ::= 552

id-GSM-Cell-InfEx-Rqst













ProtocolIE-ID ::= 553
id-MeasurementRecoveryBehavior











ProtocolIE-ID ::= 554

id-MeasurementRecoveryReportingIndicator








ProtocolIE-ID ::= 555

id-MeasurementRecoverySupportIndicator









ProtocolIE-ID ::= 556

id-DL-DPCH-Power-Information-RL-ReconfPrepFDD







ProtocolIE-ID ::= 557

id-F-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 558

id-F-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 559

id-MBMS-Bearer-Service-List












ProtocolIE-ID ::= 560

id-MBMS-Bearer-Service-List-InfEx-Rsp









ProtocolIE-ID ::= 561
id-Active-MBMS-Bearer-ServiceFDD










ProtocolIE-ID ::= 562
id-Active-MBMS-Bearer-ServiceTDD










ProtocolIE-ID ::= 563
id-Old-URA-ID















ProtocolIE-ID ::= 564
id-UE-State
















ProtocolIE-ID ::= 568
id-URA-ID
















ProtocolIE-ID ::= 569
id-HARQ-Preamble-Mode













ProtocolIE-ID ::= 571

id-SynchronisationIndicator












ProtocolIE-ID ::= 572

id-UL-DPDCHIndicatorEDCH












ProtocolIE-ID ::= 573
id-EDPCH-Information













ProtocolIE-ID ::= 574
id-RL-Specific-EDCH-Information











ProtocolIE-ID ::= 575
id-EDCH-RL-Indication













ProtocolIE-ID ::= 576
id-EDCH-FDD-Information













ProtocolIE-ID ::= 577

id-EDCH-RLSet-Id














ProtocolIE-ID ::= 578
id-Serving-EDCHRL-Id













ProtocolIE-ID ::= 579
id-EDCH-FDD-DL-ControlChannelInformation








ProtocolIE-ID ::= 580
id-EDCH-FDD-InformationResponse











ProtocolIE-ID ::= 581
id-EDCH-MACdFlows-To-Add












ProtocolIE-ID ::= 582
id-EDCH-FDD-Information-To-Modify










ProtocolIE-ID ::= 583
id-EDCH-MACdFlows-To-Delete












ProtocolIE-ID ::= 584
id-EDPCH-Information-RLReconfRequest-FDD








ProtocolIE-ID ::= 585
id-EDCH-MacdFlowSpecificInformationList-RL-PreemptRequiredInd



ProtocolIE-ID ::= 586
id-EDCH-MacdFlowSpecificInformationItem-RL-PreemptRequiredInd



ProtocolIE-ID ::= 587
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ProtocolIE-ID ::= 588
id-EDCH-MacdFlowSpecificInformationItem-RL-CongestInd





ProtocolIE-ID ::= 589
id-MBMS-Bearer-Service-Full-Address










ProtocolIE-ID ::= 590
id-Initial-DL-DPCH-TimingAdjustment










ProtocolIE-ID ::= 591

id-Initial-DL-DPCH-TimingAdjustment-Allowed








ProtocolIE-ID ::= 592
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ProtocolIE-ID ::= 593

id-HARQ-Preamble-Mode-Activation-Indicator








ProtocolIE-ID ::= 594
id-multiple-DedicatedMeasurementValueList-TDD-DM-Rsp





ProtocolIE-ID ::= 595

id-multiple-DedicatedMeasurementValueList-LCR-TDD-DM-Rsp




ProtocolIE-ID ::= 596
id-ProvidedInformation













ProtocolIE-ID ::= 597

id-Active-MBMS-Bearer-ServiceFDD-PFL









ProtocolIE-ID ::= 598
id-Active-MBMS-Bearer-ServiceTDD-PFL









ProtocolIE-ID ::= 599
id-FrequencyBandIndicator












ProtocolIE-ID ::= 600
id-Serving-cell-change-CFN












ProtocolIE-ID ::= 601
id-HS-DSCH-serving-cell-change-information








ProtocolIE-ID ::= 602
id-HS-DSCH-serving-cell-change-informationResponse






ProtocolIE-ID ::= 603

id-E-DCH-Serving-cell-change-informationResponse






ProtocolIE-ID ::= 604

id-secondary-LCR-CCPCH-Info-TDD











ProtocolIE-ID ::= 605

id-E-DCH-FDD-Update-Information











ProtocolIE-ID ::= 606
id-Inter-Frequency-Cell-List











ProtocolIE-ID ::= 607
id-Inter-Frequency-Cell-Information










ProtocolIE-ID ::= 608
id-multiple-HSSICHMeasurementValueList-TDD-DM-Rsp






ProtocolIE-ID ::= 609
id-TDD-Support-PLCCH













ProtocolIE-ID ::= 610
id-PLCCH-Information-UL-TimeslotLCR-Info








ProtocolIE-ID ::= 611
id-PLCCH-Information-PhyChReconfRqstTDD 








ProtocolIE-ID ::= 612
id-TDD768-maxNrDLPhysicalchannelsTS










ProtocolIE-ID ::= 613
id-RL-InformationResponse-RL-AdditionRspTDD768







ProtocolIE-ID ::= 614
id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD768






ProtocolIE-ID ::= 615
id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD768






ProtocolIE-ID ::= 616
id-UL-DPCH-InformationItem-RL-AdditionRspTDD768







ProtocolIE-ID ::= 617
id-DL-DPCH-InformationItem-RL-AdditionRspTDD768







ProtocolIE-ID ::= 618
id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768





ProtocolIE-ID ::= 619
id-UL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768




ProtocolIE-ID ::= 620
id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD768





ProtocolIE-ID ::= 621
id-DL-Timeslot-InformationModifyList-RL-ReconfReadyTDD768




ProtocolIE-ID ::= 622
id-secondary-CCPCH-Info-RL-ReconfReadyTDD768







ProtocolIE-ID ::= 623

id-hSSCCH-TDD-Specific-InfoList-Response768 







ProtocolIE-ID ::= 624

id-hSPDSCH-TDD-Specific-InfoList-Response768 







ProtocolIE-ID ::= 625

id-HSPDSCH-Timeslot-InformationList-PhyChReconfRqstTDD768




ProtocolIE-ID ::= 626

id-UL-Timeslot-InformationList-PhyChReconfRqstTDD768





ProtocolIE-ID ::= 627

id-DL-Timeslot-InformationList-PhyChReconfRqstTDD768





ProtocolIE-ID ::= 628

id-CellCapabilityContainer-TDD768










ProtocolIE-ID ::= 629
id-multiple-DedicatedMeasurementValueList-TDD768-DM-Rsp





ProtocolIE-ID ::= 630
id-neighbouringTDDCellMeasurementInformation768







ProtocolIE-ID ::= 631
id-UEMeasurementTimeslotInfo768











ProtocolIE-ID ::= 632

id-Rx-Timing-Deviation-Value-768










ProtocolIE-ID ::= 633
id-UEMeasurementValueTransmittedPowerList768







ProtocolIE-ID ::= 634
id-UEMeasurementValueTimeslotISCPList768








ProtocolIE-ID ::= 635
id-RL-InformationResponse-RL-SetupRspTDD768








ProtocolIE-ID ::= 636
id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD768






ProtocolIE-ID ::= 637
id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD768






ProtocolIE-ID ::= 638
id-UL-DPCH-InformationItem-RL-SetupRspTDD768







ProtocolIE-ID ::= 639
id-DL-DPCH-InformationItem-RL-SetupRspTDD768







ProtocolIE-ID ::= 640
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ProtocolIE-ID ::= 641
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ProtocolIE-ID ::= 642
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ProtocolIE-ID ::= 643

id-DL-DPCH-InformationDeleteList768-RL-ReconfReadyTDD





ProtocolIE-ID ::= 644

id-DPCH-ID768-DM-Rsp













ProtocolIE-ID ::= 645
id-DPCH-ID768-DM-Rqst













ProtocolIE-ID ::= 646
id-DPCH-ID768-DM-Rprt













ProtocolIE-ID ::= 647
id-EDPCH-Information-RLAdditionReq-FDD









ProtocolIE-ID ::= 648

id-HSDSCH-Configured-Indicator











ProtocolIE-ID ::= 649

id-RxTimingDeviationForTAext











ProtocolIE-ID ::= 650
id-RxTimingDeviationForTA768











ProtocolIE-ID ::= 651
id-Rx-Timing-Deviation-Value-ext










ProtocolIE-ID ::= 652

id-E-DCH-PowerOffset-for-SchedulingInfo









ProtocolIE-ID ::= 653

id-TrCH-SrcStatisticsDescr












ProtocolIE-ID ::= 654

id-E-DCH-Information













ProtocolIE-ID ::= 655

id-E-DCH-Serving-RL-ID













ProtocolIE-ID ::= 656

id-E-DCH-Information-Reconfig











ProtocolIE-ID ::= 657

id-E-DCH-Information-Response











ProtocolIE-ID ::= 658
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ProtocolIE-ID ::= 659

id-E-DCH-768-Information-Reconfig










ProtocolIE-ID ::= 660

id-E-DCH-768-Information-Response










ProtocolIE-ID ::= 661

id-ExtendedPropagationDelay












ProtocolIE-ID ::= 662
id-Extended-Round-Trip-Time-Value










ProtocolIE-ID ::= 663
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ProtocolIE-ID ::= 664
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ProtocolIE-ID ::= 665
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ProtocolIE-ID ::= 666
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ProtocolIE-ID ::= 667
id-Fast-Reconfiguration-Mode











ProtocolIE-ID ::= 668
id-Fast-Reconfiguration-Permission










ProtocolIE-ID ::= 669
id-Continuous-Packet-Connectivity-DTX-DRX-Information





ProtocolIE-ID ::= 670

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information




ProtocolIE-ID ::= 671

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response


ProtocolIE-ID ::= 672

id-CPC-Information














ProtocolIE-ID ::= 673
id-MIMO-InformationResponse












ProtocolIE-ID ::= 675

id-E-DCH-LCR-Information












ProtocolIE-ID ::= 677
id-E-DCH-LCR-Information-Reconfig










ProtocolIE-ID ::= 678
id-E-DCH-LCR-Information-Response










ProtocolIE-ID ::= 679
id-HS-PDSCH-Code-Change-Grant











ProtocolIE-ID ::= 680

id-HS-PDSCH-Code-Change-Indicator










ProtocolIE-ID ::= 681
id-Extended-SRNC-ID














ProtocolIE-ID ::= 682

id-Extended-RNC-ID














ProtocolIE-ID ::= 683
id-SixtyfourQAM-DL-SupportIndicator










ProtocolIE-ID ::= 684
id-Enhanced-FACH-Support-Indicator










ProtocolIE-ID ::= 685
id-Enhanced-FACH-Information-ResponseFDD








ProtocolIE-ID ::= 686
id-HSDSCH-MACdPDUSizeFormat












ProtocolIE-ID ::= 690

id-MaximumMACdPDU-SizeExtended











ProtocolIE-ID ::= 691
id-F-DPCH-SlotFormat













ProtocolIE-ID ::= 692
id-F-DPCH-SlotFormatSupportRequest










ProtocolIE-ID ::= 693
id-eDCH-MACdFlow-Retransmission-Timer-LCR








ProtocolIE-ID ::= 694

id-Max-UE-DTX-Cycle














ProtocolIE-ID ::= 695

id-GANSS-Common-Data













ProtocolIE-ID ::= 699

id-GANSS-Information













ProtocolIE-ID ::= 700
id-GANSS-Generic-Data













ProtocolIE-ID ::= 701

id-TUTRANGANSSMeasurementThresholdInformation







ProtocolIE-ID ::= 702
id-TUTRANGANSSMeasurementValueInformation








ProtocolIE-ID ::= 703
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ProtocolIE-ID ::= 705
id-Ext-Max-Bits-MACe-PDU-non-scheduled









ProtocolIE-ID ::= 706
id-HARQ-MemoryPartitioningInfoExtForMIMO








ProtocolIE-ID ::= 707
id-MIMO-ActivationIndicator












ProtocolIE-ID ::= 708
id-MIMO-Mode-Indicator













ProtocolIE-ID ::= 709
id-MIMO-N-M-Ratio














ProtocolIE-ID ::= 710
id-TransportBearerNotSetupIndicator










ProtocolIE-ID ::= 711
id-TransportBearerNotRequestedIndicator









ProtocolIE-ID ::= 712

id-PowerControlGAP















ProtocolIE-ID ::= 713

id-UARFCNforNt















ProtocolIE-ID ::= 714

id-LCRTDD-uplink-Physical-Channel-Capability







ProtocolIE-ID ::= 715
id-number-Of-Supported-Carriers











ProtocolIE-ID ::= 716
id-HSSICH-SIRTarget















ProtocolIE-ID ::= 717
id-HSSICH-TPC-StepSize













ProtocolIE-ID ::= 718
id-tSN-Length















ProtocolIE-ID ::= 719
id-HS-SICH-ID-Extension













ProtocolIE-ID ::= 720

id-HSSICH-Info-DM-Rqst-Extension










ProtocolIE-ID ::= 721

id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR





ProtocolIE-ID ::= 722
id-multicarrier-number













ProtocolIE-ID ::= 723
id-UPPCHPositionLCR














ProtocolIE-ID ::= 724

id-UpPCH-InformationList-LCRTDD











ProtocolIE-ID ::= 725

id-UpPCH-InformationItem-LCRTDD











ProtocolIE-ID ::= 726
id-Multiple-PLMN-List













ProtocolIE-ID ::= 727
id-UE-Capabilities-Info













ProtocolIE-ID ::= 728
id-FrameOffset















ProtocolIE-ID ::= 729
id-ChipOffset















ProtocolIE-ID ::= 730
id-Enhanced-PCH-Capability












ProtocolIE-ID ::= 731
id-SixteenQAM-UL-Operation-Indicator









ProtocolIE-ID ::= 732
id-E-TFCI-Boost-Information












ProtocolIE-ID ::= 733
id-SixtyfourQAM-UsageAllowedIndicator









ProtocolIE-ID ::= 734
id-SixtyfourQAM-DL-UsageIndicator










ProtocolIE-ID ::= 735
id-Default-Serving-Grant-in-DTX-Cycle2









ProtocolIE-ID ::= 736
id-E-DPDCH-PowerInterpolation











ProtocolIE-ID ::= 737
id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory







ProtocolIE-ID ::= 738
id-E-DCH-MACdPDUSizeFormat












ProtocolIE-ID ::= 739
id-Continuous-Packet-Connectivity-HS-SCCH-Less-Deactivate-Indicator


ProtocolIE-ID ::= 740

id-E-DCH-DL-Control-Channel-Change-Information







ProtocolIE-ID ::= 741
id-E-DCH-DL-Control-Channel-Grant-Information







ProtocolIE-ID ::= 742
id-MaximumNumber-Of-Retransmission-For-SchedulingInfo-LCRTDD



ProtocolIE-ID ::= 743
id-E-DCH-RetransmissionTimer-For-SchedulingInfo-LCRTDD





ProtocolIE-ID ::= 744
id-E-PUCH-PowerControlGAP












ProtocolIE-ID ::= 745

id-HSDSCH-TBSizeTableIndicator











ProtocolIE-ID ::= 746
id-UE-without-HS-SCCH-constraint-indicator








ProtocolIE-ID ::= 747

id-DGANSS-Corrections-Req












ProtocolIE-ID ::= 748
id-E-AGCH-Table-Choice




 








ProtocolIE-ID ::= 749
id-RANAP-EnhancedRelocationInformation









ProtocolIE-ID ::= 750
id-RANAP-EnhancedRelocationInformationResponse







ProtocolIE-ID ::= 751
id-Common-EDCH-MAC-d-Flow-Specific-InformationFDD






ProtocolIE-ID ::= 752
id-Common-EDCH-Support-Indicator










ProtocolIE-ID ::= 753
id-E-RNTI
















ProtocolIE-ID ::= 754
id-Released-CN-Domain













ProtocolIE-ID ::= 755
id-UE-History-Information












ProtocolIE-ID ::= xxx
END



�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1270811662.doc






SRNC



Layer







ENHANCED RELOCATION RESPONSE











































DRNC



Layer











ENHANCED RELOCATION REQUEST
























_1270825825.doc






SRNC



Layer







ENHANCED RELOCATION FAILURE











































DRNC



Layer











ENHANCED RELOCATION REQUEST
























