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8.2.4
Handover Cancel

8.2.4.1
General

The Handover Cancel procedure is used to cancel an already prepared handover.

8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: Handover Cancel, successful operation
The source eNB initiates the procedure by sending the HANDOVER CANCEL message to the target eNB. The source eNB shall indicate the reason for cancelling the handover by means of an appropriate cause value.
The New eNB UE X2AP ID IE shall be included in the HANDOVER CANCEL message if it has been obtained from the target eNB. Otherwise, e.g. when there is no response from the target eNB to the HANDOVER REQUEST message, the New eNB UE X2AP ID IE need not to be included.
At the reception of the HANDOVER CANCEL message, the target eNB shall respond the HANDOVER CANCEL ACKNOWLEDGE message to the source eNB and shall remove any reference to, and release any resources previously reserved to the concerned UE context.
Upon reception of the HANDOVER CANCEL ACKNOWLEDGE message, the source eNB shall remove any reference to the targer eNB from the concern UE Context.
8.2.4.3
Unsuccessful Operation

Not applicable.
8.2.4.4
Abnormal Conditions

Should the HANDOVER CANCEL message refer to a context that does not exist, the target eNB shall ignore the message.
********** NEXT CHANGE ***********
9.1.1.6
HANDOVER CANCEL

This message is sent by the source eNB to the target eNB to cancel an ongoing handover.

Direction: source eNB ( target eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.26
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID
	O
	
	eNB UE X2AP ID
9.2.26
	Allocated at the target eNB
	YES
	reject

	Cause
	M
	
	9.2.8
	
	YES
	ignore


********** NEXT CHANGE ***********
9.1.1.6
HANDOVER CANCEL ACKNOWLEDGE

This message is sent by the target eNB to the source eNB to acknowledge the cancel of an ongoing handover.

Direction: target eNB ( source eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.26
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.26
	Allocated at the target eNB
	YES
	reject


Skip ASN.1 not affected places
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

Skip ASN.1 not affected places
-- **************************************************************

--

-- HANDOVER CANCEL
--

-- **************************************************************

HandoverCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverCancel-IEs}},


...

}

HandoverCancel-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE optional} |

{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- HANDOVER CANCEL ACKNOWLEDGE
--

-- **************************************************************

HandoverCancelAcknowledge ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverCancelAcknowledge-IEs}},


...

}

HandoverCancelAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-New-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory},

...

}
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