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======================START OF FIRST CHANGE =========================================

9.2.3.17
Relative MME Capacity

This IE indicates the relative processing capacity of an MME with respect to the other MMEs in the pool in order to load-balance MMEs within a pool [defined 11]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Relative MME Capacity
	M
	
	INTEGER (0..65535)
	


======================= END OF CHANGE =======================================

======================START OF NEXT CHANGE =========================================

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerInformationListItem,


id-SAEBearerItem,


id-Bearers-SubjectToStatusTransfer-Item,

maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofTACs,


maxnoofGUMMEIs
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;


-- A

AllocationRetentionPriority ::= INTEGER (0..15)
-- B

Bearers-SubjectToStatusTransferList ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { { Bearers-SubjectToStatusTransfer-ItemIEs } }

Bearers-SubjectToStatusTransfer-ItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Bearers-SubjectToStatusTransfer-Item
CRITICALITY ignore
TYPE Bearers-SubjectToStatusTransfer-Item 
PRESENCE mandatory
},

...

}

Bearers-SubjectToStatusTransfer-Item ::= SEQUENCE {


sAE-Bearer-ID







SAE-Bearer-ID,


uL-COUNTvalue







COUNTvalue,

dL-COUNTvalue







COUNTvalue,


iE-Extensions






ProtocolExtensionContainer { {Bearers-SubjectToStatusTransfer-ItemExtIEs} } OPTIONAL,


...

}

Bearers-SubjectToStatusTransfer-ItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

BitRate
::= INTEGER (0..10000000000) 

BPLMNs ::= SEQUENCE (SIZE(1.. maxnoofBPLMNs)) OF PLMNidentity

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


nas




CauseNas,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,


unspecified,


unknown-PLMN,
...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,

abstract-syntax-error-falsely-constructed-message,


unspecified,

...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,


handover-triggered,


tx2relocoverall-expiry,

successful-handover,


release-due-to-eutran-generated-reason,


handover-cancelled,



partial-handover,



ho-failure-in-target-EPC-eNB-or-target-system,


ho-target-not-allowed,


tS1relocoverall-expiry,

tS1relocprep-expiry,


cell-not-available,


unknown-targetID,


no-radio-resources-available-in-target-cell,


unknown-mme-ue-s1ap-id,


unknown-enb-ue-s1ap-id,


unknown-pair-ue-s1ap-id,


handover-desirable-for-radio-reason,


time-critical-handover,


resource-optimisation-handover,


reduce-load-in-serving-cell,


user-inactivity,


radio-connection-with-ue-lost,


load-balancing-tau-required,


...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}

CauseNas ::= ENUMERATED {


normal-release,


authentication-failure,


detach,


unspecified,


...

}

CellIdentity


::= BIT STRING (SIZE (28))

Cdma2000PDU
::= OCTET STRING

Cdma2000RATType ::= ENUMERATED {


hRPD,

onexRTT,


...

}

Cdma2000SectorID ::= OCTET STRING

Cdma2000HOStatus ::= ENUMERATED {


hOSuccess,

hOFailure,


...

}

Cdma2000HORequiredIndication ::= ENUMERATED {


true,


...

}

Cdma2000OneXSRVCCInfo ::= SEQUENCE {


cdma2000OneXMEID


Cdma2000OneXMEID,


cdma2000OneXMSI



Cdma2000OneXMSI,


cdma2000OneXPilot


Cdma2000OneXPilot,


iE-Extensions



ProtocolExtensionContainer { {Cdma2000OneXSRVCCInfo-ExtIEs} } OPTIONAL,


...

}

Cdma2000OneXSRVCCInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Cdma2000OneXMEID ::= OCTET STRING

Cdma2000OneXMSI ::= OCTET STRING

Cdma2000OneXPilot ::= OCTET STRING

Cdma2000OneXRAND ::= OCTET STRING

CGI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


cI



CI,


rAC



RAC





OPTIONAL

}

CI




::= OCTET STRING (SIZE (2))

COUNTvalue ::= SEQUENCE {


pDCP-SN


PDCP-SN,


hFN



HFN,


...

}
CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}} OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= 
SEQUENCE {


iECriticality


Criticality,


iE-ID




ProtocolIE-ID,


typeOfError 


TypeOfError,


iE-Extensions


ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}} OPTIONAL,


...

}

CriticalityDiagnostics-IE-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- D

DL-Forwarding ::= ENUMERATED {


dL-Forwarding-proposed,


...

}

Direct-Forwarding-Path-Availability ::= ENUMERATED {


directPathAvailable,


...

}

-- E

ENB-ID ::= CHOICE {


macroENB-ID


BIT STRING (SIZE(20)),


homeENB-ID


BIT STRING (SIZE(28)),


...

}

Global-ENB-ID ::= SEQUENCE {


pLMNidentity


PLMNidentity,


eNB-ID




ENB-ID,


iE-Extensions


ProtocolExtensionContainer { {GlobalENB-ID-ExtIEs} } OPTIONAL,


...

}

GlobalENB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-StatusTransfer-TransparentContainer

::= SEQUENCE {


bearers-SubjectToStatusTransferList

Bearers-SubjectToStatusTransferList

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {ENB-StatusTransfer-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

ENB-StatusTransfer-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ENB-UE-S1AP-ID



::= INTEGER (0..16777215)
ENBname ::= OCTET STRING

EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNidentity

EventType
::= ENUMERATED {


direct,

change-of-serve-cell,


stop-change-of-serve-cell,


...

}
EUTRAN-CGI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


cell-ID




CellIdentity,


iE-Extensions


ProtocolExtensionContainer { {EUTRAN-CGI-ExtIEs} } OPTIONAL,


...

}

EUTRAN-CGI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ExtendedRNC-ID




::= INTEGER (4096..65535)

-- F

ForbiddenInterRATs ::= ENUMERATED {


all,

geran,


utran,


...

}

ForbiddenTAs ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenTAs-Item

ForbiddenTAs-Item ::= SEQUENCE {


pLMN-Identity

PLMNidentity,


forbiddenTACs

ForbiddenTACs

}

ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC
ForbiddenLAs ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF ForbiddenLAs-Item

ForbiddenLAs-Item ::= SEQUENCE {


pLMN-Identity

PLMNidentity,


forbiddenLACs

ForbiddenLACs

}

ForbiddenLACs ::= SEQUENCE (SIZE(1..maxnoofForbLACs)) OF LAC
-- G

GBR-QosInformation ::= SEQUENCE {


sAE-Bearer-MaximumBitrateDL


BitRate,


sAE-Bearer-MaximumBitrateUL


BitRate,


sAE-Bearer-GuaranteedBitrateDL

BitRate,


sAE-Bearer-GuaranteedBitrateUL

BitRate,


iE-Extensions





ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GTP-TEID




::= OCTET STRING (SIZE (4))

GUMMEI


::= SEQUENCE {


pLMN-Identity

PLMNidentity,

mME-Group-ID

MME-Group-ID,

mME-Code


MME-Code,

iE-Extensions




ProtocolExtensionContainer { {GUMMEI-ExtIEs} } OPTIONAL,


...

}

GUMMEI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- H

HandoverRestrictionList ::= SEQUENCE {


servingPLMN




PLMNidentity,


equivalentPLMNs



EPLMNs




OPTIONAL,


forbiddenTAs



ForbiddenTAs


OPTIONAL,


forbiddenLAs



ForbiddenLAs


OPTIONAL,


forbiddenInterRATs



ForbiddenInterRATs


OPTIONAL, 

iE-Extensions



ProtocolExtensionContainer { {HandoverRestrictionList-ExtIEs} } OPTIONAL,

...

}

HandoverRestrictionList-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HandoverType ::= ENUMERATED {


intralte,


ltetoutran,


ltetogeran,


utrantolte,


gerantolte,


...

}

HFN ::= INTEGER (0..1048575)

-- I

IMSI
::=
OCTET STRING (SIZE (3..8))

InterfacesToTraceList ::= SEQUENCE (SIZE (1..maxNrOfInterfaces)) OF InterfacesToTraceItem

InterfacesToTraceItem ::= SEQUENCE {


interfaceType


InterfaceType,


traceDepth



TraceDepth,


iE-Extensions


ProtocolExtensionContainer { {InterfacesToTraceItem-ExtIEs} }
OPTIONAL,


...

}

InterfacesToTraceItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

InterfaceType ::= ENUMERATED {


s1,


x2,


uu,

...

}

-- J

-- K

-- L

LAC
::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- M

MMEname ::= OCTET STRING

MME-Group-ID
::= OCTET STRING (SIZE (2))
MME-Code

::= OCTET STRING (SIZE (1))

MME-UE-S1AP-ID



::= INTEGER (0..4294967295)
M-TMSI


::= OCTET STRING (SIZE (4))

-- N

NAS-PDU ::=  OCTET STRING

-- O

OverloadAction ::= ENUMERATED {

reject-non-emergency-mo-dt,

reject-all-rrc-cr-signalling,

permit-emergency-sessions-only,


...

}

OverloadResponse ::= CHOICE {


overloadAction




OverloadAction,


...

}

-- P

PagingDRX ::= INTEGER (0..4095)
PagingCause ::= ENUMERATED { 


terminating-conversational-call, 


terminating-streaming-call, 


terminating-interactive-call, 


terminating-background-call, 


terminating-low-priority-signalling,


..., 


terminating-high-priority-signalling

}

PDCP-SN ::= INTEGER (0..4095) 

PLMNidentity 



::= TBCD-STRING 

-- Q

QCI





::= INTEGER (1..256)

-- R

RelativeMMECapacity



::= INTEGER (0..655353)

RAC




::= OCTET STRING (SIZE (1))

RequestType
::= SEQUENCE {


eventType 



EventType,

reportArea 



ReportArea,

iE-Extensions


ProtocolExtensionContainer { { RequestType-ExtIEs} }
OPTIONAL,

...

}

RequestType-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ReportArea
::= OCTET STRING
RNC-ID




::= INTEGER (0..4095)

RRC-Container
::= OCTET STRING

-- S

SAE-Bearer-ID

::= INTEGER (0..15, ...)
SAEBearerInformationList
::= SEQUENCE (SIZE (1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { { SAEBearerInformationListIEs } }

SAEBearerInformationListIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerInformationListItem


CRITICALITY ignore
TYPE SAEBearerInformationListItem


PRESENCE mandatory
},


...

}

SAEBearerInformationListItem ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


dL-Forwarding




DL-Forwarding

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerInformationListItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerInformationListItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearerList ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerItemIEs} }

SAEBearerItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerItem
 CRITICALITY ignore 
TYPE SAEBearerItem 
PRESENCE mandatory },


...

}

SAEBearerItem ::= SEQUENCE {


sAE-Bearer-ID



SAE-Bearer-ID,


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {SAEBearerItem-ExtIEs} } OPTIONAL,


...

}

SAEBearerItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-BearerLevelQoSParameters ::= SEQUENCE {


qCI


QCI,


allocationRetentionPriority


AllocationRetentionPriority,


gbrQosInformation




GBR-QosInformation


OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {SAE-Bearer-QoSParameters-ExtIEs} } OPTIONAL,


...

}

SAE-Bearer-QoSParameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SecurityInfo ::= SEQUENCE {


securityKey

SecurityKey,


iE-Extensions


ProtocolExtensionContainer { { SecurityInfo-ExtIEs} } OPTIONAL,


...
}

SecurityKey
::= BIT STRING (SIZE(128))
SecurityInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SecurityInformation ::= SEQUENCE {


securityPlaceHolder

SecurityPlaceHolder,


iE-Extensions


ProtocolExtensionContainer { { SecurityInformation-ExtIEs} } OPTIONAL,


...
}

SecurityPlaceHolder
::= ENUMERATED {


whatever,


...

}

SecurityInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

SourceeNodeB-ToTargeteNodeB-TransparentContainer

::= SEQUENCE {


rRC-Container




RRC-Container,


sAEBearerInformationList

SAEBearerInformationList

OPTIONAL,


targetCell-ID




EUTRAN-CGI,


subscriberProfileIDforRFP



SubscriberProfileIDforRFP

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {SourceeNodeB-ToTargeteNodeB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceeNodeB-ToTargeteNodeB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

ServedGUMMEIs ::= SEQUENCE (SIZE(1.. maxnoofGUMMEIs)) OF GUMMEI
ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SubscriberProfileIDforRFP ::= INTEGER (1..256) 

SupportedTAs ::= SEQUENCE (SIZE(1.. maxnoofTACs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAC




TAC,


broadcastPLMNs

BPLMNs,


...

}

S-TMSI ::= SEQUENCE {


mMEC
MME-Code,


m-TMSI
M-TMSI,


...

}

-- T

TAC ::= OCTET STRING

TAI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC





TAC,


iE-Extensions


ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL

}

TAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
TBCD-STRING ::= OCTET STRING (SIZE (3))

TargetID ::= CHOICE {


targeteNB-ID


Global-ENB-ID,


targetRNC-ID


TargetRNC-ID,


cGI



CGI,


...

}

TargetRNC-ID ::= SEQUENCE {


lAI




LAI,


rAC




RAC 

OPTIONAL,


rNC-ID



RNC-ID,


extendedRNC-ID

ExtendedRNC-ID

OPTIONAL


}

TargeteNodeB-ToSourceeNodeB-TransparentContainer

::= SEQUENCE {


rRC-Container




RRC-Container,


iE-Extensions


ProtocolExtensionContainer { {TargeteNodeB-ToSourceeNodeB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargeteNodeB-ToSourceeNodeB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

TimeToWait ::= OCTET STRING

TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))
TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTraceList


InterfacesToTraceList,


iE-Extensions




ProtocolExtensionContainer { { TraceActivation-ExtIEs} }

OPTIONAL

}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


vendorMinimum,


vendorMedium,


vendorMaximum,

...

}
TraceReference ::=  OCTET STRING (SIZE (8))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U

UEAggregateMaximumBitrate ::= SEQUENCE {


uEaggregateMaximumBitRateDL



BitRate,


uEaggregateMaximumBitRateUL



BitRate,


iE-Extensions






ProtocolExtensionContainer { {UEAggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

UEAggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UE-S1AP-IDs ::= CHOICE{


uE-S1AP-ID-pair

UE-S1AP-ID-pair,


mME-UE-S1AP-ID

MME-UE-S1AP-ID,


...

}

UE-S1AP-ID-pair ::= SEQUENCE{


mME-UE-S1AP-ID

MME-UE-S1AP-ID,


eNB-UE-S1AP-ID

ENB-UE-S1AP-ID

}
UE-associatedLogicalS1-ConnectionItem ::= SEQUENCE {


mME-UE-S1AP-ID




MME-UE-S1AP-ID OPTIONAL,


eNB-UE-S1AP-ID




ENB-UE-S1AP-ID OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { UE-associatedLogicalS1-ConnectionItemExtIEs} } OPTIONAL,


...

}

UE-associatedLogicalS1-ConnectionItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UEIdentityIndexValue
::=
OCTET STRING

UEPagingID ::= CHOICE {


s-TMSI

S-TMSI,


iMSI

IMSI,


...


}

UERadioCapability ::= OCTET STRING

-- V

-- W

-- X

-- Y
-- Z

END

======================= END OF CHANGE =======================================

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





