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	Reason for change:
(

	In RAN3#61 meeting, it was discussed that the current paging cause values are not applicable for LTE, but whether the paging cause in PAGING message should be removed needed to wait for CS fallback outcome. 
In RAN2#63 meeting, RAN2 group drew the conclusion in R2-084886 to not add CS domain in the paging cause, but to add a mandatory IE CN Domain which has two code points, “CS” and “PS”. 
However, the paging cause may still not be removed. From RRC 36.331 v8.3.0 (2008-09):
–
PagingCause
The IE PagingCause is used %%

PagingCause information element
-- ASN1START

PagingCause ::=

ENUMERATED {







-- Enter paging cause values here.


   FFS







causeValue, ...}

-- ASN1STOP

PagingCause field descriptions
pagingCause

Field description is FFS.
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*******  the 1st  Change ******
9.2.1.17
Paging Cause 
This element indicates the cause for paging a UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Paging Cause
	M
	
	ENUMERATED(

...
)
	
	
	


Editor’s Note: The definition is FFS and should be aligned to RRC 36.331 referenced as [xx].

******* next  Change ******
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

******* non-changed parts omitted ******
-- O

OverloadAction ::= ENUMERATED {

reject-non-emergency-mo-dt,

reject-all-rrc-cr-signalling,

permit-emergency-sessions-only,


...

}

OverloadResponse ::= CHOICE {


overloadAction




OverloadAction,


...

}

-- P

PagingDRX ::= INTEGER (0..4095)
PagingCause ::= ENUMERATED { 








... 



}
PDCP-SN ::= INTEGER (0..4095) 
PLMNidentity 



::= TBCD-STRING 

-- Q

QCI





::= INTEGER (1..256)

-- R

RelativeMMECapacity



::= INTEGER (0..255)

RAC




::= OCTET STRING (SIZE (1))

RequestType
::= SEQUENCE {


eventType 



EventType,

reportArea 



ReportArea,

iE-Extensions


ProtocolExtensionContainer { { RequestType-ExtIEs} }
OPTIONAL,

...

}
RequestType-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

ReportArea
::= OCTET STRING
RNC-ID




::= INTEGER (0..4095)

RRC-Container
::= OCTET STRING

******* End of Change ******
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