TSG-RAN WG3 Meeting #61bis
R3-082792
Prague, Czech Republic, 30th September – 03th October 2008

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.413
	CR
	0
	(

rev
	1
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	x


	

	Title:
(

	Rapporteur’s Cut

	
	

	Source to WG:
(

	Nokia Siemens Networks, Nokia

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	LTE-interfaces
	
	Date: (

	22/09/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	FFSes removed for transparent containers.
Reference has been added to RRC specification for UE radio capabilities IE and for direct path availability IE
Editorial corrections

NAS PDU clarification regarding the nature.

Rev1

UE radio capabilites IE and transparent container IEs has been removed, because these IEs are capture in another CR

	
	

	Summary of change:
(

	

	
	

	Consequences if 
(

not approved:
	

	
	

	Clauses affected:
(

	9.1.5.4, 9.2.3.5, 9.2.3.15

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.1.5.4
HANDOVER REQUEST

This message is sent by the MME to the target eNodeB to request the preparation of resources.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	<IntraLTE, UTRANtoLTE, GERANtoLTE>
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	SAE Bearers To Be Setup List
	M
	
	
	
	YES
	reject

	>SAE Bearers To Be Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID 
	M
	
	9.2.1.2
	
	-
	

	>> Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	To deliver UL PDUs
	-
	

	>> SAE Bearer Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters
	-
	

	Source eNodeB to Target eNodeB Transparent Container
	M
	
	9.2.1.7
	
	
	

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore

	Request Type
	O
	
	9.2.1.34
	
	YES
	ignore


9.2.3.5
NAS-PDU
This information element contains an EPC – UE  or UE – EPC message that is transferred without interpretation in the eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NAS-PDU
	M
	
	OCTET STRING
	


9.2.3.15
Direct Forwarding Path Availability
The availability of a direct forwarding path shall be determined by the source eNB. EPC behaviour on receipt of this IE is specified in [11].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Direct Forwarding Path Availability
	M
	
	ENUMERATED (Direct Path Available, …) 
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