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9.2.2.103
Common E-DCH System Information

The Common E-DCH System Information IE provides information for E-DCH configured for UE in Cell_FACH and Idle state.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common E-DCH UL DPCH Information
	
	0..1
	
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.57
	

	>UL SIR Target
	M
	
	UL SIR

9.2.1.67A
	

	>DPC Mode
	O
	
	9.2.2.13C
	

	Common E-DCH E-DPCH Information
	
	0..1
	
	

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	

	>Puncture Limit
	M
	
	9.2.1.50
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	

	>E-TTI
	M
	
	9.2.2.13Di
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	

	>E-RGCH 2-Index-Step Threshold
	O
	
	9.2.2.13Ig
	

	>E-RGCH 3-Index-Step Threshold
	O
	
	9.2.2.13Ih
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	

	Common E-DCH Information
	
	0..1
	
	

	>E-DCH Reference Power Offset
	O
	
	9.2.2.13Y
	

	>E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.85
	

	>Maximum E-DCH resource allocation for CCCH
	M
	
	ENUMERATED (8, 12, 16, 24, 32, 40, 80, 120,...)
	Interms of TTIs

	>Maximum period for collision resolution phase
	M
	
	INTEGER(8..24,...)
	Interms of TTIs

	>Maximum TB Sizes
	O
	
	9.2.2.106
	

	>Additional E-DCH Transmission Backoff
	M
	
	INTEGER(0..7,…)
	Interms of TTIs

	>E-DCH Transmission Continuation Backoff
	M
	
	ENUMERATED (0, 8, 16, 24, 40, 80, 120, infinity,…)
	In terms of TTIs. If set to "infinity", implicit common E-DCH resource release is disabled.

	Common E-DCH HS-DSCH Information
	
	0..1
	
	

	>CQI Feedback Cycle k
	M
	
	9.2.2.21B
	· 

	>CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.4Cb
	· 

	>ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	· 

	>CQI Power Offset 
	M
	
	9.2.2.4Ca
	· 

	>ACK Power Offset
	M
	
	9.2.2.b
	

	>NACK Power Offset
	M
	
	9.2.2.23a
	

	>Measurement Power Offset
	M
	
	9.2.2.21C
	

	Common E-DCH Preamble Control Information
	
	0..1
	
	

	>Common E-DCH Preamble Signature
	M
	
	Preamble Signatures 9.2.2.31
	

	>E-AICH Indicator
	O
	
	BOOLEAN
	TRUE means E-AICH is in use. FALSE means E-AICH is not in use

	>Common E-DCH AICH Information
	
	0..1
	
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	

	>>AICH Transmission Timing
	M
	
	9.2.2.1
	

	>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	

	>>AICH Power
	M
	
	9.2.2.D
	

	>>STTD Indicator
	M
	
	9.2.2.48
	

	Common E-DCH F-DPCH Information
	
	0..1
	
	

	>F-DPCH slot format
	M
	
	9.2.2.93
	

	>FDD TPC DL Step Size
	M
	
	9.2.2.16
	

	Common E-DCH Resource Combination Information
	
	0..<maxnoofCommonEDCHs>
	
	

	>Soffset
	M
	
	INTEGER (0..9,...)
	

	>F-DPCH DL Code Number

	M
	
	FDD DL Channelisation Code Number
9.2.2.14
	

	>UL DPCH Scrambling Code
	M
	
	UL Scrambling Code
9.2.2.59
	

	>E-RGCH/E-HICH Channelisation Code
	M
	
	FDD DL Channelisation Code Number

9.2.2.14
	

	>E-RGCH Signature Sequence
	O
	
	INTEGER (0..maxnoofSigSeqE-RGHICH - 1)
	

	>E-HICH Signature Sequence
	M
	
	INTEGER (0..maxnoofSigSeqE-RGHICH - 1)
	

	UL Common MAC Flow

Specific Information
	
	0..<maxnoofCommonMACFlows>
	
	

	>UL Common MAC Flow ID
	M
	
	Common MAC Flow ID

9.2.2.79
	

	>Transport Bearer Request Indicator
	M
	
	9.2.162A
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.

	> Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.

	>Payload CRC Presence Indicator
	M
	
	9.2.1.49
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	

	>Common E-DCH MAC-d Flow Specific Information
	M
	
	9.2.2.105
	


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback Cycle k IE is set to a value greater than 0.


	Range bound
	Explanation

	maxnoofCommonMACFlows
	Maximum number of Common MAC Flows

	maxnoofCommonEDCHs
	Maximum number of Common E-DCH Resource Combination for a cell


#PartiallyOmitted
9.3.4
Information Elements Definitions
--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,

maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,

maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,

maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,

maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,

maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,

maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,

maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,

maxNrOfEDCHMACdFlows-1,

maxNrOfE-RGCHs-E-HICHs,

maxNrofSigSeqRGHI-1,

maxNoOfLogicalChannels,

maxNrOfEAGCHs,


maxNrOfRefBetas,

maxNrOfEAGCHCodes,

maxNrOfHS-DSCH-TBSs,


maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,

maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,

maxNrOfpagingMACQueues,

maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,

maxNrOfEDCHRLs,

maxCellinNodeB,

maxERNTItoRelease,

maxNrOfCommonEDCH,

maxFrequencyinCell-1,

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

id-Angle-Of-Arrival-Value-LCR,

id-SyncDLCodeIdThreInfoLCR,


id-neighbouringTDDCellMeasurementInformationLCR,


id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,


id-Initial-DL-Power-TimeslotLCR-InformationItem,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,


id-Received-total-wide-band-power-For-CellPortion,


id-Received-total-wide-band-power-For-CellPortion-Value,


id-Transmitted-Carrier-Power-For-CellPortion,


id-Transmitted-Carrier-Power-For-CellPortion-Value,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortion,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue,


id-HS-DSCHRequiredPowerValueInformation,


id-HS-DSCHProvidedBitRateValueInformation,


id-HS-DSCHRequiredPowerValue,


id-HS-DSCHRequiredPowerValue-For-Cell-Portion,


id-HS-DSCHRequiredPowerValueInformation-For-CellPortion,


id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion,


id-HSDSCH-MACdPDUSizeFormat,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,

id-Best-Cell-Portions-Value,


id-Unidirectional-DCH-Indicator,


id-SAT-Info-Almanac-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-HARQ-Preamble-Mode,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-DLTransmissionBranchLoadValue,


id-E-DCHProvidedBitRateValueInformation,


id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue,


id-HSSICH-SIRTarget,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-neighbouringTDDCellMeasurementInformation768,


id-Rx-Timing-Deviation-Value-768,


id-hsSCCH-Specific-Information-ResponseTDD768,


id-Rx-Timing-Deviation-Value-384-ext,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-HSSICH-TPC-StepSize,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-ContinuousPacketConnectivityHS-SCCH-less-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


id-MIMO-ActivationIndicator,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-Additional-failed-HS-SICH,

id-Additional-missed-HS-SICH,

id-Additional-total-HS-SICH,

id-Additional-HS-SICH-Reception-Quality-Measurement-Value,


id-LCRTDD-uplink-Physical-Channel-Capability,

id-SixteenQAM-UL-Operation-Indicator,


id-E-AGCH-Table-Choice,

id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,

id-MaximumMACdPDU-SizeExtended,


id-GANSS-Common-Data,

id-GANSS-Information,

id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,


id-TUTRANGANSSMeasurementValueInformation,


id-Extended-RNC-ID,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,

id-UARFCNforNt,


id-number-Of-Supported-Carriers,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-tSN-Length,


id-multicarrier-number,


id-Extended-HS-SICH-ID,


id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,

id-IPMulticastDataBearerIndication,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator,

id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDUSizeFormat,


id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD,

id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD,


id-E-PUCH-PowerControlGAP,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-without-HS-SCCH-constraint-indicator,

id-TransportBearerRequestIndicator
FROM NBAP-Constants

Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},

NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

-- ==========================================

--
A

-- ==========================================

AckNack-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

Ack-Power-Offset ::= INTEGER (0..8,...)
-- According to mapping in ref. [9] subclause 4.2.1
Acknowledged-PRACH-preambles-Value ::= INTEGER(0..240,...)
-- According to mapping in [22].

AdditionalMeasurementValueList::= SEQUENCE (SIZE (1..maxFrequencyinCell-1)) OF AdditionalMeasurementValue
AdditionalMeasurementValue ::= SEQUENCE {


uARFCN








UARFCN, 


timeSlotMeasurementValueListLCR


TimeSlotMeasurementValueListLCR,

iE-Extensions






ProtocolExtensionContainer { {AdditionalMeasurementValueList-ExtIEs} } OPTIONAL,


...

}

AdditionalMeasurementValueList-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AdditionalTimeSlotListLCR::= SEQUENCE (SIZE (0..maxFrequencyinCell-1)) OF AdditionalTimeSlotLCR

AdditionalTimeSlotLCR ::= SEQUENCE {


uARFCN







UARFCN,

timeslot-InitiatedListLCR




TimeSlot-InitiatedListLCR
 OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { {AdditionalTimeSlotLCR-ExtIEs} } OPTIONAL,


...

}
AdditionalTimeSlotLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Additional-E-DCH-Transmission-Backoff ::= INTEGER  (0..7,...)
AddorDeleteIndicator ::= ENUMERATED {


add,


delete
}

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN







CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}
Active-Pattern-Sequence-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSID


TGPSID,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
AICH-Power ::= INTEGER (-22..5)

-- Offset in dB.
AICH-TransmissionTiming ::= ENUMERATED {


v0,


v1

}

AllocationRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationRetentionPriority-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
AlternativeFormatReportingIndicator ::= ENUMERATED {

alternativeFormatAllowed,...
}

Angle-Of-Arrival-Value-LCR ::= SEQUENCE {


aOA-LCR





AOA-LCR,


aOA-LCR-Accuracy-Class

AOA-LCR-Accuracy-Class,


iE-Extensions



ProtocolExtensionContainer { {Angle-Of-Arrival-Value-LCR-ExtIEs} } OPTIONAL,

...

}

Angle-Of-Arrival-Value-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AOA-LCR ::= INTEGER (0..719)

-- Angle Of Arrival for 1.28Mcps TDD

AOA-LCR-Accuracy-Class
::= ENUMERATED {a,b,c,d,e,f,g,h,...}
AvailabilityStatus ::= ENUMERATED {

empty,


in-test,


failed,


power-off,


off-line,


off-duty,


dependency,


degraded,


not-installed,


log-full,


...

}

-- ==========================================

--
B

-- ==========================================

BCCH-Specific-HSDSCH-RNTI-Information::= SEQUENCE {


bCCH-Specific-HSDSCH-RNTI





HSDSCH-RNTI,


hSSCCH-Power








DL-Power,


hSPDSCH-Power








DL-Power,


iE-Extensions








ProtocolExtensionContainer { { BCCH-Specific-HSDSCH-RNTI-Information-ExtIEs } }

OPTIONAL,


...

}
BCCH-Specific-HSDSCH-RNTI-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BCCH-ModificationTime ::= INTEGER  (0..511)

-- Time = BCCH-ModificationTime * 8

-- Range 0 to 4088, step 8

-- All SFN values in which MIB may be mapped are allowed

Best-Cell-Portions-Value::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCell)) OF Best-Cell-Portions-Item

Best-Cell-Portions-Item ::= SEQUENCE {


cellPortionID



CellPortionID,


sIRValue




SIR-Value,


iE-Extensions



ProtocolExtensionContainer { { Best-Cell-Portions-Item-ExtIEs} }
OPTIONAL,


...

}

Best-Cell-Portions-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BindingID ::= OCTET STRING (SIZE (1..4, ...))

-- If the Binding ID includes a UDP port, the UDP port is included in octet 1 and 2.The first octet of

-- the UDP port field is included in the first octet of the Binding ID.

BetaCD ::= INTEGER (0..15)
BlockingPriorityIndicator ::= ENUMERATED {


high,


normal,


low,


...

}

-- High priority: Block resource immediately.

-- Normal priority: Block resource when idle or upon timer expiry.

-- Low priority: Block resource when idle.

SCTD-Indicator ::= ENUMERATED {


active,


inactive

}

BundlingModeIndicator ::= ENUMERATED {


bundling,

no-bundling
}

BroadcastCommonTransportBearerIndication ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,

cid








C-ID,


iE-Extensions





ProtocolExtensionContainer  { { BroadcastCommonTransportBearerIndication-ExtIEs} }

OPTIONAL,


...

}

BroadcastCommonTransportBearerIndication-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BroadcastReference ::= BIT STRING (SIZE (24))

-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,

requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,

requested-tx-diversity-mode-not-supported,

unspecified,


bCCH-scheduling-error,

measurement-temporarily-not-available,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cpich-not-supported,


combining-not-supported,


ul-sf-not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,

...,

    number-of-UL-codes-not-supported,

    information-temporarily-not-available,

    information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,

iPDL-parameters-not-available,


frequency-acquisition-not-supported,


power-balancing-status-not-compatible,


requested-typeofbearer-re-arrangement-not-supported,

signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,


delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


mich-not-supported,


f-DPCH-not-supported,

modification-period-not-available,

pLCCH-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mIMO-not-available,

e-DCH-MACdPDU-SizeFormat-not-available
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CCTrCH-ID ::= INTEGER (0..15)

Cell-ERNTI-Status-Information

::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF Cell-ERNTI-Status-Information-Item
Cell-ERNTI-Status-Information-Item  ::= SEQUENCE {

c-ID










C-ID,


vacant-ERNTI








Vacant-ERNTI,

...
}
Vacant-ERNTI 

::= SEQUENCE (SIZE (1..maxERNTItoRelease)) OF E-RNTI

CellParameterID ::= INTEGER (0..127,...)

CellPortionID
::= INTEGER (0..maxNrOfCellPortionsPerCell-1,...)

CellSyncBurstCode ::= INTEGER(0..7, ...)

CellSyncBurstCodeShift ::= INTEGER(0..7)

CellSyncBurstRepetitionPeriod ::= INTEGER (0..4095)

CellSyncBurstSIR ::= INTEGER (0..31)

CellSyncBurstTiming ::= CHOICE {


initialPhase


INTEGER (0..1048575,...),


steadyStatePhase

INTEGER (0..255,...)

}
CellSyncBurstTimingLCR ::= CHOICE {


initialPhase


INTEGER (0..524287,...),


steadyStatePhase

INTEGER (0..127,...)

}

CellSyncBurstTimingThreshold ::= INTEGER(0..254)
CFN ::= INTEGER (0..255)

ChipOffset ::= INTEGER (0..38399)

-- Unit Chip

C-ID ::= INTEGER (0..65535)

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...
}
CodeRate ::= INTEGER (0..63)
CodeRate-short ::= INTEGER (0..10)
CommonChannelsCapacityConsumptionLaw ::= SEQUENCE (SIZE(1..maxNrOfSF)) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { CommonChannelsCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,



...
}

CommonChannelsCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-EDCH-Capability ::= ENUMERATED {

common-EDCH-capable,


common-EDCH-non-capable
}
Common-EDCH-System-InformationFDD  ::= SEQUENCE {

common-E-DCH-UL-DPCH-Information



Common-E-DCH-UL-DPCH-InfoItem







OPTIONAL,


common-E-DCH-EDPCH-Information




Common-E-DCH-EDPCH-InfoItem








OPTIONAL,

common-E-DCH-Information





Common-E-DCH-InfoItem









OPTIONAL,

common-E-DCH-HSDSCH-Information




Common-E-DCH-HSDSCH-InfoItem







OPTIONAL,


common-E-DCH-Preamble-Control-Information

Common-E-DCH-Preamble-Control-InfoItem





OPTIONAL,

common-E-DCH-FDPCH-Information




Common-E-DCH-FDPCH-InfoItem








OPTIONAL,

common-E-DCH-Resource-Combination-Information
Common-E-DCH-Resource-Combination-InfoList




OPTIONAL, 


ul-common-E-DCH-MACflow-Specific-Information
Ul-common-E-DCH-MACflow-Specific-InfoList




OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { Common-EDCH-System-InformationFDD-ExtIEs } }

OPTIONAL,

...

}
Common-EDCH-System-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-UL-DPCH-InfoItem ::= SEQUENCE {


uL-DPCCH-SlotFormat




UL-DPCCH-SlotFormat,

uL-SIR







UL-SIR,

dPC-Mode






DPC-Mode,

iE-Extensions





ProtocolExtensionContainer { { Common-E-DCH-UL-DPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-UL-DPCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-EDPCH-InfoItem
 ::= SEQUENCE {


maxSet-E-DPDCHs







Max-Set-E-DPDCHs,

ul-PunctureLimit






PunctureLimit,


e-TFCS-Information






E-TFCS-Information,


e-TTI









E-TTI,


e-DPCCH-PO








E-DPCCH-PO,

e-RGCH-2-IndexStepThreshold




E-RGCH-2-IndexStepThreshold





OPTIONAL,


e-RGCH-3-IndexStepThreshold




E-RGCH-3-IndexStepThreshold





OPTIONAL,

hARQ-Info-for-E-DCH






HARQ-Info-for-E-DCH,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-EDPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-EDPCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-InfoItem
 ::= SEQUENCE {

e-DCH-Reference-Power-Offset



E-DCH-Reference-Power-Offset




OPTIONAL,

e-DCH-PowerOffset-for-SchedulingInfo

E-DCH-PowerOffset-for-SchedulingInfo


OPTIONAL,

max-EDCH-Resource-Allocation-for-CCCH

Max-EDCH-Resource-Allocation-for-CCCH,

max-Period-for-Collistion-Resolution

Max-Period-for-Collistion-Resolution, 


max-TB-Size








Max-TB-Size









OPTIONAL,

additional-E-DCH-Transmission-Backoff

Additional-E-DCH-Transmission-Backoff, 


e-DCH-Transmission-Continuation-Backoff

E-DCH-Transmission-Continuation-Backoff, 

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-HSDSCH-InfoItem
 ::= SEQUENCE {

cqiFeedback-CycleK






CQI-Feedback-Cycle,


cqiRepetitionFactor






CQI-RepetitionFactor





OPTIONAL,


-- This IE shall be present if the CQI Feedback Cycle k is greater than 0


ackNackRepetitionFactor





AckNack-RepetitionFactor,


cqiPowerOffset







CQI-Power-Offset,

ackPowerOffset







Ack-Power-Offset,


nackPowerOffset







Nack-Power-Offset,

measurement-Power-Offset




Measurement-Power-Offset,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-HSDSCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-HSDSCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-Preamble-Control-InfoItem
 ::= SEQUENCE {

common-E-DCH-PreambleSignatures



PreambleSignatures,


e-AICH-Indicator






E-AICH-Indicator





OPTIONAL,

common-E-DCH-AICH-Information



Common-E-DCH-AICH-Information





OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-Preamble-Control-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-Preamble-Control-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-AICH-Information
 ::= SEQUENCE {

commonPhysicalChannelID





CommonPhysicalChannelID,


aICH-TransmissionTiming





AICH-TransmissionTiming,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


aICH-Power








AICH-Power,


sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer  { { Common-E-DCH-AICH-Information-ExtIEs} }

OPTIONAL,


...
}

Common-E-DCH-AICH-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-FDPCH-InfoItem

 ::= SEQUENCE {

f-DPCH-SlotFormat






F-DPCH-SlotFormat,


fdd-TPC-DownlinkStepSize




FDD-TPC-DownlinkStepSize,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-FDPCH-InfoItem-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-FDPCH-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-Resource-Combination-InfoList::= SEQUENCE (SIZE (1.. maxNrOfCommonEDCH)) OF Common-E-DCH-Resource-Combination-InfoList-Item
Common-E-DCH-Resource-Combination-InfoList-Item

 ::= SEQUENCE {

soffset









Soffset,

f-DPCH-DL-Code-Number





FDD-DL-ChannelisationCodeNumber,

ul-DPCH-ScramblingCode





UL-ScramblingCode,

e-RGCH-E-HICH-Channelisation-Code


FDD-DL-ChannelisationCodeNumber,


e-RGCH-Signature-Sequence




E-RGCH-Signature-Sequence












OPTIONAL,


e-HICH-Signature-Sequence




E-HICH-Signature-Sequence,

iE-Extensions







ProtocolExtensionContainer { { Common-E-DCH-Resource-Combination-InfoList-Item-ExtIEs} }




OPTIONAL,


...

}

Common-E-DCH-Resource-Combination-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Ul-common-E-DCH-MACflow-Specific-InfoList

::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoList-Item
Ul-common-E-DCH-MACflow-Specific-InfoList-Item

 ::= SEQUENCE {

ul-Common-MACFlowID








Common-MACFlow-ID,

transportBearerRequestIndicator





TransportBearerRequestIndicator,

bindingID










BindingID









OPTIONAL,

transportLayerAddress







TransportLayerAddress






OPTIONAL, 


tnlQos











TnlQos










OPTIONAL,

payloadCRC-PresenceIndicator





PayloadCRC-PresenceIndicator,

bundlingModeIndicator







BundlingModeIndicator






OPTIONAL, 


common-E-DCH-MACdFlow-Specific-Information


Common-E-DCH-MACdFlow-Specific-InfoList,

iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoList-Item-ExtIEs} }




OPTIONAL,


...
}

Ul-common-E-DCH-MACflow-Specific-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-MACdFlow-Specific-InfoList::= SEQUENCE (SIZE (1.. maxNrOfEDCHMACdFlows)) OF Common-E-DCH-MACdFlow-Specific-InfoList-Item
Common-E-DCH-MACdFlow-Specific-InfoList-Item

 ::= SEQUENCE {

common-e-DCH-MACdFlow-ID





E-DCH-MACdFlow-ID,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH,


eDCH-HARQ-PO-FDD







E-DCH-HARQ-PO-FDD,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List
















OPTIONAL,


common-E-DCHLogicalChannelInformation


Common-E-DCH-LogicalChannel-InfoList,

iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-MACdFlow-Specific-InfoList-Item-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-MACdFlow-Specific-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-E-DCH-LogicalChannel-InfoList::= SEQUENCE (SIZE (1.. maxNoOfLogicalChannels)) OF Common-E-DCH-LogicalChannel-InfoList-Item
Common-E-DCH-LogicalChannel-InfoList-Item
::= SEQUENCE {

logicalChannelId



LogicalChannelID,


maximumMACcPDU-SizeExtended

MAC-PDU-SizeExtended,


iE-Extensions








ProtocolExtensionContainer { { Common-E-DCH-LogicalChannel-InfoList-Item-ExtIEs} }



OPTIONAL,


...

}

Common-E-DCH-LogicalChannel-InfoList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-EDCH-System-Information-ResponseFDD

 ::= SEQUENCE {

ul-common-E-DCH-MACflow-Specific-InfoResponse


Ul-common-E-DCH-MACflow-Specific-InfoResponseList,

serving-Grant-Value









E-Serving-Grant-Value,

iE-Extensions










ProtocolExtensionContainer { { Common-EDCH-System-Information-ResponseFDD-ExtIEs} }




OPTIONAL,


...
}
Common-EDCH-System-Information-ResponseFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Ul-common-E-DCH-MACflow-Specific-InfoResponseList

::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item
Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item

 ::= SEQUENCE {

ul-Common-MACFlowID








Common-MACFlow-ID,

bindingID










BindingID









OPTIONAL,

transportLayerAddress







TransportLayerAddress






OPTIONAL, 


iE-Extensions









ProtocolExtensionContainer { { Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item-ExtIEs} }




OPTIONAL,


...
}

Ul-common-E-DCH-MACflow-Specific-InfoResponseList-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...
}
Common-MACFlows-to-DeleteFDD ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlows)) OF Common-MACFlows-to-DeleteFDD-Item

Common-MACFlows-to-DeleteFDD-Item ::= SEQUENCE {


common-MACFlow-ID







Common-MACFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { Common-MACFlows-to-DeleteFDD-Item-ExtIEs} }




OPTIONAL,


...

}

Common-MACFlows-to-DeleteFDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-MACFlow-ID ::= INTEGER (0..maxNrOfCommonMACFlows-1)
CommonMACFlow-Specific-InfoList ::= SEQUENCE (SIZE (1.. maxNrOfCommonMACFlows)) OF CommonMACFlow-Specific-InfoItem
CommonMACFlow-Specific-InfoItem ::= SEQUENCE {


common-MACFlow-Id







Common-MACFlow-ID, 

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

tnl-qos










TnlQos









OPTIONAL,


common-MACFlow-PriorityQueue-Information

Common-MACFlow-PriorityQueue-Information
OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItem-ExtIEs } }

OPTIONAL,


...

}
CommonMACFlow-Specific-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerRequestIndicator 
CRITICALITY ignore
 EXTENSION TransportBearerRequestIndicator 
PRESENCE optional},

-- This IE should not be contained if the MAC flow is setup in procedure, and it should be contained if the MAC flow is modified in procedure.

...

}
CommonMACFlow-Specific-InfoList-Response ::= SEQUENCE (SIZE (1..maxNrOfCommonMACFlows)) OF CommonMACFlow-Specific-InfoItem-Response
CommonMACFlow-Specific-InfoItem-Response ::= SEQUENCE {


commonMACFlow-ID







Common-MACFlow-ID, 

bindingID









BindingID








OPTIONAL,


transportLayerAddress






TransportLayerAddress





OPTIONAL,

hSDSCH-Initial-Capacity-Allocation



HSDSCH-Initial-Capacity-Allocation


OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { CommonMACFlow-Specific-InfoItem-Response-ExtIEs} }


OPTIONAL,


...

}

CommonMACFlow-Specific-InfoItem-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-MACFlow-PriorityQueue-Information  ::= SEQUENCE (SIZE (1..maxNrOfcommonMACQueues)) OF Common-MACFlow-PriorityQueue-Item  
Common-MACFlow-PriorityQueue-Item  ::= SEQUENCE {

priority-Queue-Information-for-Enhanced-FACH

Priority-Queue-Information-for-Enhanced-FACH-PCH,



iE-Extensions








ProtocolExtensionContainer { { Common-MACFlow-PriorityQueue-Item-ExtIEs } }

OPTIONAL,


...

}
Common-MACFlow-PriorityQueue-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...,


tUTRANGANSSMeasurementAccuracyClass

TUTRANGANSSAccuracyClass

}
CommonMeasurementType ::= ENUMERATED  {


received-total-wide-band-power,


transmitted-carrier-power,


acknowledged-prach-preambles,


ul-timeslot-iscp,

notUsed-1-acknowledged-PCPCH-access-preambles,


notUsed-2-detected-PCPCH-access-preambles,

...,


uTRAN-GPS-Timing-of-Cell-Frames-for-UE-Positioning, 


sFN-SFN-Observed-Time-Difference,


transmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


hS-DSCH-Required-Power,


hS-DSCH-Provided-Bit-Rate,


received-total-wide-band-power-for-cellPortion,


transmitted-carrier-power-for-cellPortion,


transmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmission-for-cellPortion,


upPTS-Interference,

dLTransmissionBranchLoad,


hS-DSCH-Required-Power-for-cell-portion,


hS-DSCH-Provided-Bit-Rate-for-cell-portion,


e-DCH-Provided-Bit-Rate,


e-DCH-Non-serving-Relative-Grant-Down-Commands,


received-Scheduled-EDCH-Power-Share,


received-Scheduled-EDCH-Power-Share-for-cellPortion,


uTRAN-GANSS-timing-of-cell-frames-for-UE-Positioning
}

CommonMeasurementValue ::= CHOICE {


transmitted-carrier-power






Transmitted-Carrier-Power-Value,


received-total-wide-band-power





Received-total-wide-band-power-Value,


acknowledged-prach-preambles





Acknowledged-PRACH-preambles-Value,


uL-TimeslotISCP









UL-TimeslotISCP-Value,

notUsed-1-acknowledged-PCPCH-access-preambles

NULL,


notUsed-2-detected-PCPCH-access-preambles


NULL,

...,


extension-CommonMeasurementValue

Extension-CommonMeasurementValue
}

Extension-CommonMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-CommonMeasurementValueIE }}
Extension-CommonMeasurementValueIE NBAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementValueInformation


CRITICALITY ignore
TYPE TUTRANGPSMeasurementValueInformation

PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementValueInformation



CRITICALITY ignore
TYPE SFNSFNMeasurementValueInformation


PRESENCE mandatory }|


{ ID id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission
CRITICALITY ignore
TYPE TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmissionValue

PRESENCE mandatory }|


{ ID id-HS-DSCHRequiredPowerValueInformation


CRITICALITY ignore
TYPE HS-DSCHRequiredPower






PRESENCE mandatory }|


{ ID id-HS-DSCHProvidedBitRateValueInformation


CRITICALITY ignore
TYPE HS-DSCHProvidedBitRate





PRESENCE mandatory }|


{ ID id-Transmitted-Carrier-Power-For-CellPortion-Value
CRITICALITY ignore
TYPE Transmitted-Carrier-Power-For-CellPortion-Value
PRESENCE mandatory }|


{ ID id-Received-total-wide-band-power-For-CellPortion-Value
CRITICALITY ignore
TYPE Received-total-wide-band-power-For-CellPortion-Value
PRESENCE mandatory }|


{ ID id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue
CRITICALITY ignore
TYPE TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue

PRESENCE mandatory }|

{ ID id-UpPTSInterferenceValue








CRITICALITY ignore
TYPE UpPTSInterferenceValue








PRESENCE mandatory }|

{ ID id-DLTransmissionBranchLoadValue






CRITICALITY ignore
TYPE DLTransmissionBranchLoadValue






PRESENCE mandatory }|


{ ID id-HS-DSCHRequiredPowerValueInformation-For-CellPortion
CRITICALITY ignore
TYPE HS-DSCHRequiredPowerValueInformation-For-CellPortion
PRESENCE mandatory }|

{ ID id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion
CRITICALITY ignore
TYPE HS-DSCHProvidedBitRateValueInformation-For-CellPortion
PRESENCE mandatory }|


{ ID id-E-DCHProvidedBitRateValueInformation




CRITICALITY ignore
TYPE E-DCHProvidedBitRate









PRESENCE mandatory }|


{ ID id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue

CRITICALITY ignore
TYPE E-DCH-Non-serving-Relative-Grant-Down-Commands


PRESENCE mandatory }|


{ ID id-Received-Scheduled-EDCH-Power-Share-Value
CRITICALITY ignore
TYPE Received-Scheduled-EDCH-Power-Share-Value
PRESENCE mandatory }|


{ ID id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value 
CRITICALITY ignore
TYPE Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value
PRESENCE mandatory }|


{ ID id-TUTRANGANSSMeasurementValueInformation 

CRITICALITY ignore
TYPE TUTRANGANSSMeasurementValueInformation
PRESENCE mandatory }
}
CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

CommonMeasurementnotAvailable
}

CommonMeasurementAvailable::= SEQUENCE {


commonmeasurementValue

CommonMeasurementValue,


ie-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementnotAvailable ::= NULL
CommonPhysicalChannelID ::= INTEGER (0..255)

CommonPhysicalChannelID768 ::= INTEGER (0..511)

Common-PhysicalChannel-Status-Information ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-PhysicalChannel-Status-Information-ExtIEs} }

OPTIONAL,


...

}

Common-PhysicalChannel-Status-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-PhysicalChannel-Status-Information768 ::= SEQUENCE {


commonPhysicalChannelID768


CommonPhysicalChannelID768,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-PhysicalChannel-Status-Information768-ExtIEs} }

OPTIONAL,


...

}

Common-PhysicalChannel-Status-Information768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonTransportChannelID ::= INTEGER (0..255)

CommonTransportChannel-InformationResponse ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID



OPTIONAL,


transportLayerAddress



TransportLayerAddress
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { CommonTransportChannel-InformationResponse-ExtIEs} }

OPTIONAL,


...

}

CommonTransportChannel-InformationResponse-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-BroadcastCommonTransportBearerIndication
CRITICALITY ignore EXTENSION BroadcastCommonTransportBearerIndication
 PRESENCE optional }|

{ ID
id-IPMulticastDataBearerIndication


CRITICALITY ignore EXTENSION IPMulticastDataBearerIndication



 PRESENCE optional },

...

}
Common-TransportChannel-Status-Information ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-TransportChannel-Status-Information-ExtIEs} }

OPTIONAL,


...

}

Common-TransportChannel-Status-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommunicationControlPortID ::= INTEGER (0..65535)

Compressed-Mode-Deactivation-Flag::= ENUMERATED {


deactivate,


maintain-Active

}

ConfigurationGenerationID ::= INTEGER (0..255)

-- Value '0' means "No configuration" 

ConstantValue ::= INTEGER (-10..10,...)

-- -10 dB - +10 dB

-- unit dB

-- step 1 dB
ContinuousPacketConnectivityDTX-DRX-Capability ::= ENUMERATED {

continuous-Packet-Connectivity-DTX-DRX-capable,


continuous-Packet-Connectivity-DTX-DRX-non-capable
}
ContinuousPacketConnectivityDTX-DRX-Information ::= SEQUENCE {

uE-DTX-DRX-Offset






UE-DTX-DRX-Offset,

enabling-Delay







Enabling-Delay,


dTX-Information







DTX-Information
,


dRX-Information







DRX-Information






OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { ContinuousPacketConnectivityDTX-DRX-Information-ExtIEs } }


OPTIONAL,

...
}
ContinuousPacketConnectivityDTX-DRX-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ContinuousPacketConnectivityDTX-DRX-Information-to-Modify ::= SEQUENCE {

uE-DTX-DRX-Offset






UE-DTX-DRX-Offset





OPTIONAL,

enabling-Delay







Enabling-Delay






OPTIONAL,


dTX-Information-to-Modify




DTX-Information-to-Modify



OPTIONAL,


dRX-Information-to-Modify




DRX-Information-to-Modify



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { ContinuousPacketConnectivityDTX-DRX-Information-to-Modify-ExtIEs } }


OPTIONAL,

...

}
ContinuousPacketConnectivityDTX-DRX-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ContinuousPacketConnectivityHS-SCCH-less-Capability ::= ENUMERATED {

continuous-Packet-Connectivity-HS-SCCH-less-capable,


continuous-Packet-Connectivity-HS-SCCH-less-capable-non-capable
}

ContinuousPacketConnectivityHS-SCCH-less-Information ::= SEQUENCE (SIZE (1..maxNrOfHS-DSCH-TBSs-HS-SCCHless)) OF ContinuousPacketConnectivityHS-SCCH-less-InformationItem
ContinuousPacketConnectivityHS-SCCH-less-InformationItem ::= SEQUENCE {


transport-Block-Size-Index



Transport-Block-Size-Index,


hSPDSCH-Second-Code-Support



HSPDSCH-Second-Code-Support, 


iE-Extensions






ProtocolExtensionContainer { { ContinuousPacketConnectivityHS-SCCH-less-Information-ExtIEs } }


OPTIONAL,

...

}
ContinuousPacketConnectivityHS-SCCH-less-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ContinuousPacketConnectivityHS-SCCH-less-Information-Response ::= SEQUENCE {


hSPDSCH-First-Code-Index



HSPDSCH-First-Code-Index,


hSPDSCH-Second-Code-Index



HSPDSCH-Second-Code-Index



OPTIONAL, 


iE-Extensions






ProtocolExtensionContainer { { ContinuousPacketConnectivityHS-SCCH-less-Information-Response-ExtIEs } }


OPTIONAL,

...

}
ContinuousPacketConnectivityHS-SCCH-less-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ControlGAP ::= INTEGER (1..255)
CPC-Information ::= SEQUENCE {

continuousPacketConnectivityDTX-DRX-Information




ContinuousPacketConnectivityDTX-DRX-Information





OPTIONAL,

continuousPacketConnectivityDTX-DRX-Information-to-Modify

ContinuousPacketConnectivityDTX-DRX-Information-to-Modify

OPTIONAL,


continuousPacketConnectivityHS-SCCH-less-Information


ContinuousPacketConnectivityHS-SCCH-less-Information



OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { CPC-Information-ExtIEs} }













OPTIONAL,


...
}

CPC-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator 
CRITICALITY reject
 EXTENSION ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator 
PRESENCE optional},

...

}

ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator ::= NULL

CQI-DTX-Timer ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256, v512, infinity}

-- Unit subframe
CQI-Feedback-Cycle ::= ENUMERATED {v0, v2, v4, v8, v10, v20, v40, v80, v160,..., v16, v32, v64}

CQI-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [9] subclause 4.2.1
CQI-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID



OPTIONAL,


triggeringMessage


TriggeringMessage


OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID



OPTIONAL,


iEsCriticalityDiagnostics
CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality

Criticality,



iE-ID



ProtocolIE-ID,



repetitionNumber
RepetitionNumber0

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }

OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|

{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)

CSBMeasurementID ::= INTEGER (0..65535)

CSBTransmissionID ::= INTEGER (0..65535)
-- ==========================================

--
D

-- ==========================================

DATA-ID ::= INTEGER (0..3)
DCH-ID ::= INTEGER (0..255)
DCH-FDD-Information ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-FDD-InformationItem

DCH-FDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-Specific-FDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { { DCH-FDD-InformationItem-ExtIEs} }
OPTIONAL,


...

}

DCH-FDD-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TnlQos





CRITICALITY ignore

EXTENSION TnlQos

PRESENCE optional
},


...

}
DCH-Specific-FDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-FDD-Item

DCH-Specific-FDD-Item ::=
SEQUENCE {

dCH-ID







DCH-ID,


ul-TransportFormatSet



TransportFormatSet,


dl-TransportFormatSet



TransportFormatSet,


allocationRetentionPriority


AllocationRetentionPriority,

frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,

iE-Extensions





ProtocolExtensionContainer { { DCH-Specific-FDD-Item-ExtIEs} }
OPTIONAL,


...

}

DCH-Specific-FDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Unidirectional-DCH-Indicator
CRITICALITY reject
EXTENSION Unidirectional-DCH-Indicator
PRESENCE optional
},

...

}

DCH-Indicator-For-E-DCH-HSDPA-Operation ::= ENUMERATED {


dch-not-present
}

DCH-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem

DCH-InformationResponseItem ::= SEQUENCE {


dCH-ID










DCH-ID,


bindingID









BindingID



OPTIONAL,


transportLayerAddress






TransportLayerAddress
OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-InformationResponseItem-ExtIEs} }

OPTIONAL,


...

}

DCH-InformationResponseItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerNotSetupIndicator
CRITICALITY ignore
EXTENSION TransportBearerNotSetupIndicator

PRESENCE optional
}, -- FDD only

...

}
DCH-TDD-Information ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-TDD-InformationItem

DCH-TDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,


dCH-SpecificInformationList


DCH-Specific-TDD-InformationList,


iE-Extensions






ProtocolExtensionContainer { { DCH-TDD-InformationItem-ExtIEs} }

OPTIONAL,

...

}

DCH-TDD-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-TnlQos





CRITICALITY ignore

EXTENSION TnlQos

PRESENCE optional},


...

}
DCH-Specific-TDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-TDD-Item

DCH-Specific-TDD-Item ::=
SEQUENCE {

dCH-ID








DCH-ID,


ul-CCTrCH-ID






CCTrCH-ID,


dl-CCTrCH-ID






CCTrCH-ID,


ul-TransportFormatSet




TransportFormatSet,


dl-TransportFormatSet




TransportFormatSet,


allocationRetentionPriority



AllocationRetentionPriority,

frameHandlingPriority




FrameHandlingPriority,


qE-Selector







QE-Selector





OPTIONAL,


-- This IE shall be present if DCH is part of set of Coordinated DCHs


iE-Extensions






ProtocolExtensionContainer { { DCH-Specific-TDD-Item-ExtIEs} }

OPTIONAL,


...

}

DCH-Specific-TDD-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Unidirectional-DCH-Indicator
CRITICALITY reject
EXTENSION Unidirectional-DCH-Indicator
PRESENCE optional
},

...

}
FDD-DCHs-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF FDD-DCHs-to-ModifyItem
FDD-DCHs-to-ModifyItem
 ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

dCH-SpecificInformationList


DCH-ModifySpecificInformation-FDD,


iE-Extensions





ProtocolExtensionContainer { { FDD-DCHs-to-ModifyItem-ExtIEs} }

OPTIONAL,

...

}

FDD-DCHs-to-ModifyItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-TnlQos





CRITICALITY ignore

EXTENSION TnlQos

PRESENCE optional},


...

}
DCH-ModifySpecificInformation-FDD::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-FDD

DCH-ModifySpecificItem-FDD::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


allocationRetentionPriority





AllocationRetentionPriority
OPTIONAL,

frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifySpecificItem-FDD-ExtIEs} }

OPTIONAL,


...

}

DCH-ModifySpecificItem-FDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-Unidirectional-DCH-Indicator




CRITICALITY reject

EXTENSION Unidirectional-DCH-Indicator

PRESENCE optional},

...

}

TDD-DCHs-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-TDD

DCH-ModifyItem-TDD ::= SEQUENCE {


ul-FP-Mode






UL-FP-Mode

OPTIONAL,


toAWS







ToAWS


OPTIONAL,


toAWE







ToAWE


OPTIONAL,


transportBearerRequestIndicator

TransportBearerRequestIndicator,

dCH-SpecificInformationList


DCH-ModifySpecificInformation-TDD,


iE-Extensions





ProtocolExtensionContainer { { TDD-DCHs-to-ModifyItem-ExtIEs} }


OPTIONAL,

...

}

TDD-DCHs-to-ModifyItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ID id-TnlQos





CRITICALITY ignore

EXTENSION TnlQos

PRESENCE optional},


...

}
DCH-ModifySpecificInformation-TDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifySpecificItem-TDD

DCH-ModifySpecificItem-TDD ::=
SEQUENCE {

dCH-ID










DCH-ID,


ul-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


dl-CCTrCH-ID








CCTrCH-ID




OPTIONAL,


ul-TransportFormatSet






TransportFormatSet


OPTIONAL,


dl-TransportFormatSet






TransportFormatSet


OPTIONAL,


allocationRetentionPriority





AllocationRetentionPriority
OPTIONAL,

frameHandlingPriority






FrameHandlingPriority

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DCH-ModifySpecificItem-TDD-ExtIEs} }


OPTIONAL,


...

}

DCH-ModifySpecificItem-TDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DedicatedChannelsCapacityConsumptionLaw ::= SEQUENCE ( SIZE(1..maxNrOfSF) ) OF

SEQUENCE {



dl-Cost-1

INTEGER (0..65535),



dl-Cost-2

INTEGER (0..65535),



ul-Cost-1

INTEGER (0..65535),



ul-Cost-2

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { DedicatedChannelsCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...
}

DedicatedChannelsCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,


rx-timing-deviation,

round-trip-time,

...,


rx-timing-deviation-LCR,

angle-Of-Arrival-LCR,


hs-sich-quality,


best-Cell-Portions,


rx-timing-deviation-768,

rx-timing-deviation-384-extended
}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue


Transmitted-Code-Power-Value,

rSCP







RSCP-Value,

rxTimingDeviationValue



Rx-Timing-Deviation-Value,

roundTripTime





Round-Trip-Time-Value,

...,


extension-DedicatedMeasurementValue

Extension-DedicatedMeasurementValue
}

Extension-DedicatedMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-DedicatedMeasurementValueIE }}
Extension-DedicatedMeasurementValueIE NBAP-PROTOCOL-IES ::= {

{ ID id-Rx-Timing-Deviation-Value-LCR
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-LCR



PRESENCE mandatory }|

{ ID id-Angle-Of-Arrival-Value-LCR


CRITICALITY reject
TYPE Angle-Of-Arrival-Value-LCR



PRESENCE mandatory }|


{ ID id-HS-SICH-Reception-Quality


CRITICALITY reject
TYPE HS-SICH-Reception-Quality-Value

PRESENCE mandatory }|

{ ID id-Best-Cell-Portions-Value


CRITICALITY reject
TYPE Best-Cell-Portions-Value




PRESENCE mandatory }|


{ ID id-Rx-Timing-Deviation-Value-768

CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-768


PRESENCE mandatory }|

{ ID id-Rx-Timing-Deviation-Value-384-ext
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-384-ext

PRESENCE mandatory }|

{ ID id-Extended-Round-Trip-Time-Value

CRITICALITY reject
TYPE Extended-Round-Trip-Time-Value


PRESENCE mandatory },

...
}

DedicatedMeasurementValueInformation ::= CHOICE {


measurementAvailable

DedicatedMeasurementAvailable,


measurementnotAvailable

DedicatedMeasurementnotAvailable
}

DedicatedMeasurementAvailable::= SEQUENCE {


dedicatedmeasurementValue

DedicatedMeasurementValue,

    cFN                             CFN






OPTIONAL,

ie-Extensions




ProtocolExtensionContainer { { DedicatedMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

DedicatedMeasurementAvailableItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementnotAvailable ::= NULL
DelayedActivation ::= CHOICE {


cfn





CFN,


separate-indication

NULL

}
DelayedActivationUpdate ::= CHOICE {


activate

Activate-Info,


deactivate

Deactivate-Info

}

Activate-Info ::= SEQUENCE {


activation-type  

Execution-Type,


initial-dl-tx-power 
DL-Power,


firstRLS-Indicator

FirstRLS-Indicator










OPTIONAL, --FDD Only


propagation-delay

PropagationDelay 










OPTIONAL, --FDD Only


iE-Extensions


ProtocolExtensionContainer { { Activate-Info-ExtIEs} }

OPTIONAL,

...

}

Activate-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-ExtendedPropagationDelay
CRITICALITY reject
EXTENSION ExtendedPropagationDelay

PRESENCE mandatory }, --FDD Only

...

}

Deactivate-Info ::= SEQUENCE {


deactivation-type  

Execution-Type,


iE-Extensions


ProtocolExtensionContainer { { Deactivate-Info-ExtIEs} }

OPTIONAL,

...

}

Deactivate-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Execution-Type ::= CHOICE {


synchronised 
CFN,


unsynchronised
NULL

}
DeltaSIR



::= INTEGER (0..30)

-- Unit dB, Step 0.1 dB, Range 0..3 dB.
DGANSSCorrections ::= SEQUENCE {


dGANSS-ReferenceTime



INTEGER(0..119),


dGANSS-Information




DGANSS-Information,


ie-Extensions





ProtocolExtensionContainer { { DGANSSCorrections-ExtIEs } }
OPTIONAL,


...

}

DGANSSCorrections-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DGANSS-Corrections-Req ::= SEQUENCE {


dGANSS-Signal-ID




BIT STRING (SIZE (8)),


ie-Extensions

 



ProtocolExtensionContainer { { DGANSS-Corrections-Req-ExtIEs } }
OPTIONAL,


...

}

DGANSS-Corrections-Req-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DGANSS-Information ::= SEQUENCE (SIZE (1..maxSgnType)) OF DGANSS-InformationItem

DGANSS-InformationItem ::= SEQUENCE {


gANSS-SignalId





GANSS-Signal-ID











OPTIONAL,


gANSS-StatusHealth




GANSS-StatusHealth,

-- The following IE shall be present if the Status Health IE value is not equal to “no data” or “invalid data”


dGANSS-SignalInformation


DGANSS-SignalInformation








OPTIONAL,


ie-Extensions

 



ProtocolExtensionContainer { { DGANSS-InformationItem-ExtIEs } }
OPTIONAL,


...

}

DGANSS-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DGANSS-SignalInformation ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF DGANSS-SignalInformationItem

DGANSS-SignalInformationItem ::= SEQUENCE {


satId







INTEGER(0..63),


gANSS-iod






BIT STRING (SIZE (10)),


udre







UDRE,


ganss-prc






INTEGER(-2047..2047),


ganss-rrc






INTEGER(-127..127),


ie-Extensions





ProtocolExtensionContainer { { DGANSS-SignalInformationItem-ExtIEs } }
OPTIONAL,


...

}

DGANSS-SignalInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DGANSSThreshold ::= SEQUENCE {


pRCDeviation





PRCDeviation,


ie-Extensions





ProtocolExtensionContainer { { DGANSSThreshold-ExtIEs } }
OPTIONAL,


...

}

DGANSSThreshold-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DGPSCorrections ::= SEQUENCE {

   gpstow                GPSTOW,

   status-health         GPS-Status-Health,

   satelliteinfo         SAT-Info-DGPSCorrections,

   ie-Extensions

 ProtocolExtensionContainer { { DGPSCorrections-ExtIEs} }

OPTIONAL,

   ...

}

DGPSCorrections-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DGPSThresholds ::= SEQUENCE {

   prcdeviation         PRCDeviation,

   ie-Extensions

ProtocolExtensionContainer { { DGPSThresholds-ExtIEs} }

OPTIONAL,
   ...

}

DGPSThresholds-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DiscardTimer ::= ENUMERATED {v20,v40,v60,v80,v100,v120,v140,v160,v180,v200,v250,v300,v400,v500,v750,v1000,v1250,v1500,v1750,v2000,v2500,v3000,v3500,v4000,v4500,v5000,v7500,

 ...

}
DiversityControlField ::= ENUMERATED {


may,


must,


must-not,


...

}

DiversityMode ::= ENUMERATED {


none, 


sTTD,


closed-loop-mode1,


not-used-closed-loop-mode2,


...

}

DL-DPCH-SlotFormat ::= INTEGER (0..16,...)

DL-DPCH-TimingAdjustment ::= ENUMERATED {


timing-advance,


timing-delay

}
DL-Timeslot-Information ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot-InformationItem

DL-Timeslot-InformationItem
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType



MidambleShiftAndBurstType,


tFCI-Presence






TFCI-Presence,


dL-Code-Information





TDD-DL-Code-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot-InformationItem-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-TimeslotLCR-Information ::= SEQUENCE (SIZE (1.. maxNrOfDLTSLCRs)) OF DL-TimeslotLCR-InformationItem

DL-TimeslotLCR-InformationItem
 ::= SEQUENCE {


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,


tFCI-Presence






TFCI-Presence,


dL-Code-LCR-Information




TDD-DL-Code-LCR-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-TimeslotLCR-InformationItem-ExtIEs} }

OPTIONAL,


...

}

DL-TimeslotLCR-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Initial-DL-Power-TimeslotLCR-InformationItem
CRITICALITY ignore   EXTENSION DL-Power

PRESENCE optional
}|


-- Applicable to 1.28Mcps TDD only

{ ID id-Maximum-DL-Power-TimeslotLCR-InformationItem
CRITICALITY ignore   EXTENSION DL-Power

PRESENCE optional
}|


-- Applicable to 1.28Mcps TDD only

{ ID id-Minimum-DL-Power-TimeslotLCR-InformationItem
CRITICALITY ignore 
EXTENSION DL-Power

PRESENCE optional
},


-- Applicable to 1.28Mcps TDD only


...

}
DL-Timeslot768-Information ::= SEQUENCE (SIZE (1.. maxNrOfDLTSs)) OF DL-Timeslot768-InformationItem

DL-Timeslot768-InformationItem
 ::= SEQUENCE {


timeSlot







TimeSlot,


midambleShiftAndBurstType768


MidambleShiftAndBurstType768,


tFCI-Presence






TFCI-Presence,


dL-Code-768-Information




TDD-DL-Code-768-Information,


iE-Extensions






ProtocolExtensionContainer { { DL-Timeslot768-InformationItem-ExtIEs} }

OPTIONAL,


...

}

DL-Timeslot768-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

DL-or-Global-CapacityCredit ::= INTEGER (0..65535)

DL-Power ::= INTEGER (-350..150)

-- Value = DL-Power/10

-- Unit dB, Range -35dB .. +15dB, Step +0.1dB

DLPowerAveragingWindowSize ::= INTEGER (1..60)
DL-PowerBalancing-Information ::= SEQUENCE {


powerAdjustmentType




PowerAdjustmentType,
    dLReferencePower




DL-Power

OPTIONAL,


-- This IE shall be present if Power Adjustment Type IE equals to 'Common'

dLReferencePowerList-DL-PC-Rqst

DL-ReferencePowerInformationList

OPTIONAL,


-- This IE shall be present if Power Adjustment Type IE equals to 'Individual'

maxAdjustmentStep




MaxAdjustmentStep

OPTIONAL,


-- This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual'

adjustmentPeriod




AdjustmentPeriod

OPTIONAL,


-- This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual'

adjustmentRatio





ScaledAdjustmentRatio
OPTIONAL,

-- This IE shall be present if Power Adjustment Type IE equals to 'Common' or 'Individual'

iE-Extensions





ProtocolExtensionContainer { { DL-PowerBalancing-Information-ExtIEs } } OPTIONAL,


...

}

DL-PowerBalancing-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-ReferencePowerInformationList 

::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF DL-ReferencePowerInformationItem
DL-ReferencePowerInformationItem ::= SEQUENCE {


rL-ID





RL-ID,


dl-Reference-Power


DL-Power,


iE-Extensions



ProtocolExtensionContainer { {DL-ReferencePowerInformationItem-ExtIEs} } OPTIONAL,


...

}

DL-ReferencePowerInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-PowerBalancing-ActivationIndicator
::= ENUMERATED {


dL-PowerBalancing-Activated

}
DL-PowerBalancing-UpdatedIndicator
::= ENUMERATED {


dL-PowerBalancing-Updated

}
DL-ScramblingCode ::= INTEGER (0..15)

-- 0= Primary scrambling code of the cell, 1..15= Secondary scrambling code --

DL-TimeslotISCP ::= INTEGER (0..91)
DL-TimeslotISCPInfo ::= SEQUENCE (SIZE (1..maxNrOfDLTSs)) OF DL-TimeslotISCPInfoItem

DL-TimeslotISCPInfoItem ::= SEQUENCE {


timeSlot




TimeSlot,


dL-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions



ProtocolExtensionContainer { {DL-TimeslotISCPInfoItem-ExtIEs} }


OPTIONAL,


...


}

DL-TimeslotISCPInfoItem-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-TimeslotISCPInfoLCR ::= SEQUENCE (SIZE (1..maxNrOfDLTSLCRs)) OF DL-TimeslotISCPInfoItemLCR

DL-TimeslotISCPInfoItemLCR ::= SEQUENCE {


timeSlotLCR




TimeSlotLCR,


dL-TimeslotISCP



DL-TimeslotISCP,


iE-Extensions



ProtocolExtensionContainer { {DL-TimeslotISCPInfoItemLCR-ExtIEs} }


OPTIONAL,


...


}

DL-TimeslotISCPInfoItemLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
DL-TPC-Pattern01Count ::= INTEGER (0..30,...)
DLTransmissionBranchLoadValue ::= INTEGER (0..101,...)
Downlink-Compressed-Mode-Method 
::= ENUMERATED {


not-Used-puncturing,


sFdiv2,


higher-layer-scheduling,


...
}
DPC-Mode ::= ENUMERATED {


mode0,


mode1,


...

}
DPCH-ID ::= INTEGER (0..239)

DPCH-ID768 ::= INTEGER (0..479)

DRX-Information ::= SEQUENCE {


uE-DRX-Cycle






UE-DRX-Cycle,

inactivity-Threshold-for-UE-DRX-Cycle






Inactivity-Threshold-for-UE-DRX-Cycle,

inactivity-Threshold-for-UE-Grant-Monitoring




Inactivity-Threshold-for-UE-Grant-Monitoring,


uE-DRX-Grant-Monitoring 



UE-DRX-Grant-Monitoring,


iE-Extensions






ProtocolExtensionContainer { {DRX-Information-ExtIEs} } OPTIONAL,


...

}

DRX-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DRX-Information-to-Modify ::= CHOICE {


modify


DRX-Information-to-Modify-Items,


deactivate

NULL,


...

}

DRX-Information-to-Modify-Items ::= SEQUENCE {


uE-DRX-Cycle












UE-DRX-Cycle










OPTIONAL, 


inactivity-Threshold-for-UE-DRX-Cycle






Inactivity-Threshold-for-UE-DRX-Cycle



OPTIONAL, 


inactivity-Threshold-for-UE-Grant-Monitoring




Inactivity-Threshold-for-UE-Grant-Monitoring

OPTIONAL,


uE-DRX-Grant-Monitoring 









UE-DRX-Grant-Monitoring








OPTIONAL,


iE-Extensions







 ProtocolExtensionContainer { {DRX-Information-to-Modify-Items-ExtIEs} } OPTIONAL,


...

}

DRX-Information-to-Modify-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DRX-Interruption-by-HS-DSCH ::= ENUMERATED {


drx-Interruption-Configured,


drx-Interruption-Not-Configured,


...

}
DSCH-ID ::= INTEGER (0..255)
DSCH-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-InformationResponseItem

DSCH-InformationResponseItem ::= SEQUENCE {


dSCH-ID










DSCH-ID,


bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { DSCH-InformationResponseItem-ExtIEs } }

OPTIONAL,


...

}

DSCH-InformationResponseItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-TDD-Information ::= SEQUENCE (SIZE (1..maxNrOfDSCHs)) OF DSCH-TDD-InformationItem

DSCH-TDD-InformationItem ::= SEQUENCE {


dSCH-ID








DSCH-ID,


cCTrCH-ID







CCTrCH-ID,


transportFormatSet





TransportFormatSet,


allocationRetentionPriority



AllocationRetentionPriority,

frameHandlingPriority




FrameHandlingPriority,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer { { DSCH-TDD-InformationItem-ExtIEs} }

OPTIONAL,


...

}

DSCH-TDD-InformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-bindingID




CRITICALITY
ignore

EXTENSION 
BindingID



PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.

{ ID id-transportlayeraddress

CRITICALITY
ignore

EXTENSION 
TransportLayerAddress
PRESENCE optional
}|


-- Shall be ignored if bearer establishment with ALCAP.

{ ID id-TnlQos





CRITICALITY ignore

EXTENSION TnlQos




PRESENCE optional},

...

}
DsField ::= BIT STRING (SIZE (8))

DTX-Cycle-2ms-Items ::= SEQUENCE {


uE-DTX-Cycle1-2ms



UE-DTX-Cycle1-2ms,


uE-DTX-Cycle2-2ms



UE-DTX-Cycle2-2ms,


mAC-DTX-Cycle-2ms



MAC-DTX-Cycle-2ms,

iE-Extensions







ProtocolExtensionContainer { { DTX-Cycle-2ms-Items-ExtIEs} }


OPTIONAL,


...

}

DTX-Cycle-2ms-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DTX-Cycle-2ms-to-Modify-Items ::= SEQUENCE {


uE-DTX-Cycle1-2ms



UE-DTX-Cycle1-2ms,


uE-DTX-Cycle2-2ms



UE-DTX-Cycle2-2ms,


mAC-DTX-Cycle-2ms



MAC-DTX-Cycle-2ms,

iE-Extensions







ProtocolExtensionContainer { { DTX-Cycle-2ms-to-Modify-Items-ExtIEs} }


OPTIONAL,


...

}

DTX-Cycle-2ms-to-Modify-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DTX-Cycle-10ms-Items ::= SEQUENCE {


uE-DTX-Cycle1-10ms



UE-DTX-Cycle1-10ms,


uE-DTX-Cycle2-10ms



UE-DTX-Cycle2-10ms,


mAC-DTX-Cycle-10ms



MAC-DTX-Cycle-10ms,

iE-Extensions







ProtocolExtensionContainer { { DTX-Cycle-10ms-Items-ExtIEs} }


OPTIONAL,


...

}

DTX-Cycle-10ms-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DTX-Cycle-10ms-to-Modify-Items ::= SEQUENCE {


uE-DTX-Cycle1-10ms



UE-DTX-Cycle1-10ms,


uE-DTX-Cycle2-10ms



UE-DTX-Cycle2-10ms,


mAC-DTX-Cycle-10ms



MAC-DTX-Cycle-10ms,

iE-Extensions







ProtocolExtensionContainer { { DTX-Cycle-10ms-to-Modify-Items-ExtIEs} }


OPTIONAL,


...

}

DTX-Cycle-10ms-to-Modify-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DTX-Information ::= SEQUENCE {


e-DCH-TTI-Length




E-DCH-TTI-Length, 


inactivity-Threshold-for-UE-DTX-Cycle2




Inactivity-Threshold-for-UE-DTX-Cycle2,


uE-DTX-Long-Preamble 



UE-DTX-Long-Preamble,


mAC-Inactivity-Threshold



MAC-Inactivity-Threshold
,


cQI-DTX-Timer 



CQI-DTX-Timer,


uE-DPCCH-burst1



UE-DPCCH-burst1,


uE-DPCCH-burst2



UE-DPCCH-burst2, 


iE-Extensions



ProtocolExtensionContainer { {DTX-Information-ExtIEs} } OPTIONAL,


...

}

DTX-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DTX-Information-to-Modify ::= CHOICE {


modify


DTX-Information-to-Modify-Items,


deactivate

NULL,


...

}

DTX-Information-to-Modify-Items ::= SEQUENCE {


e-DCH-TTI-Length-to-Modify

E-DCH-TTI-Length-to-Modify


OPTIONAL, 


inactivity-Threshold-for-UE-DTX-Cycle2




Inactivity-Threshold-for-UE-DTX-Cycle2




OPTIONAL,


uE-DTX-Long-Preamble 


UE-DTX-Long-Preamble



OPTIONAL,


mAC-Inactivity-Threshold


MAC-Inactivity-Threshold



OPTIONAL,


cQI-DTX-Timer 




CQI-DTX-Timer





OPTIONAL,


uE-DPCCH-burst1




UE-DPCCH-burst1




OPTIONAL,


uE-DPCCH-burst2




UE-DPCCH-burst2





OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {DTX-Information-to-Modify-Items-ExtIEs} } OPTIONAL,


...

}

DTX-Information-to-Modify-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
DwPCH-Power ::= INTEGER (-150..400,...)

-- DwPCH-power = power * 10

-- If power <= -15 DwPCH shall be set to -150

-- If power >= 40 DwPCH shall be set to 400

-- Unit dBm, Range -15dBm .. +40 dBm, Step +0.1dB

-- ==========================================

--
E

-- ==========================================

E-AGCH-Table-Choice ::= ENUMERATED{table16B, table16B-12, ...}
E-AGCH-FDD-Code-Information ::= CHOICE {


replace




E-AGCH-FDD-Code-List,


remove




NULL,


...

}
E-AGCH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-AGCHs)) OF FDD-DL-ChannelisationCodeNumber
E-AICH-Capability ::= ENUMERATED {

e-AICH-capable,


e-AICH-non-capable
}
E-AICH-Indicator ::= BOOLEAN
E-DCH-Capability ::= ENUMERATED {

e-DCH-capable,


e-DCH-non-capable
}
E-DCHCapacityConsumptionLaw ::= SEQUENCE {



e-DCH-SF-allocation 
E-DCH-SF-allocation, 



dl-Cost-1



INTEGER (0..65535)













OPTIONAL,



dl-Cost-2



INTEGER (0..65535)













OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { E-DCHCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...
}

E-DCHCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-TDD-CapacityConsumptionLaw ::= SEQUENCE {



ul-Cost



INTEGER (0..65535),



dl-Cost



INTEGER (0..65535)













OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { E-DCH-TDD-CapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...
}

E-DCH-TDD-CapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-SF-allocation ::= SEQUENCE ( SIZE(1..maxNrOfCombEDPDCH) ) OF

SEQUENCE {



ul-Cost-1

INTEGER (0..65535),



ul-Cost-2

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { E-DCH-SF-allocation-ExtIEs } }

OPTIONAL,


...
}

E-DCH-SF-allocation-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-TTI2ms-Capability ::= BOOLEAN 
-- True = TTI 10ms and 2ms supported for E-DCH False = only TTI 10ms supported for E-DCH

E-DCH-SF-Capability ::= ENUMERATED {

sf64, 

sf32, 

sf16, 

sf8, 

sf4, 

sf4x2, 

sf2x2, 

sf4x2-and-sf2x2,

...

}
E-DCH-HARQ-Combining-Capability ::= ENUMERATED {

iR-Combining-capable,


chase-Combining-capable,


iR-and-Chase-Combining-capable

}
E-DCH-DDI-Value ::= INTEGER (0..62)

E-DCH-FDD-DL-Control-Channel-Information ::= SEQUENCE {


e-AGCH-And-E-RGCH-E-HICH-FDD-Scrambling-Code
DL-ScramblingCode














OPTIONAL,


e-AGCH-Channelisation-Code





FDD-DL-ChannelisationCodeNumber











OPTIONAL,


primary-e-RNTI








E-RNTI

















OPTIONAL,


secondary-e-RNTI







E-RNTI

















OPTIONAL,


e-RGCH-E-HICH-Channelisation-Code



FDD-DL-ChannelisationCodeNumber











OPTIONAL,


e-RGCH-Signature-Sequence





E-RGCH-Signature-Sequence












OPTIONAL,


e-HICH-Signature-Sequence





E-HICH-Signature-Sequence












OPTIONAL,

serving-Grant-Value







E-Serving-Grant-Value













OPTIONAL,

primary-Secondary-Grant-Selector



E-Primary-Secondary-Grant-Selector










OPTIONAL,

e-RGCH-Release-Indicator





E-RGCH-Release-Indicator













OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-DL-Control-Channel-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-FDD-DL-Control-Channel-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Default-Serving-Grant-in-DTX-Cycle2

CRITICALITY ignore

EXTENSION E-Serving-Grant-Value


PRESENCE optional },

...

}
E-DCH-FDD-Information ::= SEQUENCE {


e-DCH-MACdFlows-Information





E-DCH-MACdFlows-Information,

hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH










OPTIONAL,

e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate













OPTIONAL,

e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level











OPTIONAL,

e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset











OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-ExtIEs} }







OPTIONAL,


...

}

E-DCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-PowerOffset-for-SchedulingInfo

CRITICALITY ignore
EXTENSION
E-DCH-PowerOffset-for-SchedulingInfo

PRESENCE optional}|

{ ID id-SixteenQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION
SixteenQAM-UL-Operation-Indicator


PRESENCE optional}|

{ ID id-E-AGCH-Table-Choice






CRITICALITY ignore
EXTENSION
E-AGCH-Table-Choice



PRESENCE conditional},

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”--

...

}
E-DCH-FDD-Information-Response ::= SEQUENCE {


e-DCH-MACdFlow-Specific-InformationResp


E-DCH-MACdFlow-Specific-InformationResp









OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-Response-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-FDD-Information-to-Modify ::= SEQUENCE {


e-DCH-MACdFlow-Specific-Info-to-Modify


E-DCH-MACdFlow-Specific-InfoList-to-Modify














OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate



















OPTIONAL,

e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level

















OPTIONAL,

e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset











OPTIONAL,

mACeReset-Indicator







MACeReset-Indicator














OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-to-Modify-ExtIEs} }




OPTIONAL,


...

}

E-DCH-FDD-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-PowerOffset-for-SchedulingInfo

CRITICALITY ignore
EXTENSION
E-DCH-PowerOffset-for-SchedulingInfo






PRESENCE optional}|

{ ID id-SixteenQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION
SixteenQAM-UL-Operation-Indicator







PRESENCE optional}|


{ ID id-E-DCH-MACdPDUSizeFormat 




CRITICALITY reject
EXTENSION
E-DCH-MACdPDUSizeFormat 









PRESENCE optional}|

{ ID id-E-DCH-DL-Control-Channel-Grant-Information
CRITICALITY ignore
EXTENSION
E-DCH-DL-Control-Channel-Grant-Information





PRESENCE optional}|

{ ID id-E-AGCH-Table-Choice






CRITICALITY ignore
EXTENSION
E-AGCH-Table-Choice









PRESENCE conditional},

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”--

...

}
E-DCH-FDD-Update-Information ::= SEQUENCE {


e-DCH-MACdFlow-Specific-UpdateInformation

E-DCH-MACdFlow-Specific-UpdateInformation








OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Update-Information-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Update-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-DL-Control-Channel-Change-Information


CRITICALITY ignore
EXTENSION
E-DCH-DL-Control-Channel-Change-Information


PRESENCE optional},

...

}
E-DCH-MACdFlow-Specific-UpdateInformation ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-UpdateInformation-Item

E-DCH-MACdFlow-Specific-UpdateInformation-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


hARQ-Process-Allocation-NonSched-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-UpdateInformation-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-UpdateInformation-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-DL-Control-Channel-Change-Information ::= SEQUENCE (SIZE (1..maxNrOfEDCHRLs)) OF E-DCH-DL-Control-Channel-Change-Information-Item

E-DCH-DL-Control-Channel-Change-Information-Item ::= SEQUENCE {


e-DCH-RL-ID







RL-ID,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-DL-Control-Channel-Change-Information-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-DL-Control-Channel-Change-Information-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-DL-Control-Channel-Grant-Information ::= SEQUENCE (SIZE (1..maxNrOfEDCHRLs)) OF E-DCH-DL-Control-Channel-Grant-Information-Item
E-DCH-DL-Control-Channel-Grant-Information-Item ::= SEQUENCE {


e-DCH-RL-ID







RL-ID,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-DL-Control-Channel-Grant-Information-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-DL-Control-Channel-Grant-Information-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Grant-Type-Information ::= CHOICE {


e-DCH-Non-Scheduled-Transmission-Grant

E-DCH-Non-Scheduled-Transmission-Grant-Items,


e-DCH-Scheduled-Transmission-Grant


NULL,


...

}

E-DCH-LogicalChannelInformation ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelInformationItem

E-DCH-LogicalChannelInformationItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator,


schedulingInformation


SchedulingInformation,


mACesGuaranteedBitRate


MACesGuaranteedBitRate

OPTIONAL,


e-DCH-DDI-Value




E-DCH-DDI-Value,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeList,

iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelInformationItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended 
PRESENCE optional},

...

}
E-DCH-Maximum-Bitrate ::= INTEGER (0..5742,...,5743..11498)

E-DCH-PowerOffset-for-SchedulingInfo ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-Processing-Overload-Level ::= INTEGER (0..10,...)
E-DCH-Reference-Power-Offset ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-MACdPDU-SizeList ::= SEQUENCE (SIZE (1.. maxNrOfMACdPDUSize)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-MACdPDU-SizeListItem ::= SEQUENCE {


mACdPDU-Size




MACdPDU-Size,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-MACdPDU-SizeListItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-MACdPDU-SizeListItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdPDU-SizeCapability ::= ENUMERATED {


fixedSizeCapable,


flexibleSizeCapable
}

E-DCH-MACdPDUSizeFormat ::= ENUMERATED {


fixedMACdPDU-Size,


flexibleMACdPDU-Size
}

E-DCH-LogicalChannelToModify ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToModifyItem

E-DCH-LogicalChannelToModifyItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator

OPTIONAL,


schedulingInformation


SchedulingInformation

OPTIONAL,


mACesGuaranteedBitRate


MACesGuaranteedBitRate

OPTIONAL,


e-DCH-DDI-Value




E-DCH-DDI-Value




OPTIONAL,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeToModifyList, 


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToModifyItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelToModifyItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended 
PRESENCE optional},

...

}
E-DCH-MACdPDU-SizeToModifyList ::= SEQUENCE (SIZE (0.. maxNrOfMACdPDUSize)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-LogicalChannelToDelete ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToDeleteItem
E-DCH-LogicalChannelToDeleteItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToDeleteItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelToDeleteItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
LogicalChannelID ::= INTEGER (1..15)

E-DCH-HARQ-PO-FDD ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-MACdFlow-ID ::= INTEGER (0..maxNrOfEDCHMACdFlows-1)

E-DCH-MACdFlows-Information ::= SEQUENCE {


e-DCH-MACdFlow-Specific-Info




E-DCH-MACdFlow-Specific-InfoList,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlows-Information-ExtIEs} }





OPTIONAL,


...

}

E-DCH-MACdFlows-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdFlow-Multiplexing-List ::= BIT STRING ( SIZE(maxNrOfEDCHMACdFlows) )
E-DCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-InfoItem

E-DCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority,


tnlQos










TnlQos

















OPTIONAL,

payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH,

eDCH-HARQ-PO-FDD







E-DCH-HARQ-PO-FDD,

eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List
















OPTIONAL,


eDCH-Grant-Type-Information





E-DCH-Grant-Type-Information,

bundlingModeIndicator






BundlingModeIndicator













OPTIONAL,


eDCHLogicalChannelInformation




E-DCH-LogicalChannelInformation,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-InfoItem-ExtIEs} }



OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerNotRequestedIndicator
CRITICALITY ignore
EXTENSION TransportBearerNotRequestedIndicator

PRESENCE optional
},

...

}
E-DCH-MACdFlow-Specific-InformationResp ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-InformationResp-Item

E-DCH-MACdFlow-Specific-InformationResp-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


bindingID









BindingID
















OPTIONAL,


transportLayerAddress






TransportLayerAddress













OPTIONAL,

hARQ-Process-Allocation-NonSched-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-InformationResp-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-InformationResp-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerNotSetupIndicator
CRITICALITY ignore
EXTENSION TransportBearerNotSetupIndicator

PRESENCE optional
}, -- FDD only

...

}
E-DCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-InfoItem-to-Modify
E-DCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority












OPTIONAL,


transportBearerRequestIndicator




TransportBearerRequestIndicator,

tnlQos










TnlQos

















OPTIONAL,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH








OPTIONAL,


eDCH-HARQ-PO-FDD







E-DCH-HARQ-PO-FDD




















OPTIONAL,

eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List
















OPTIONAL,


eDCH-Grant-Type-Information





E-DCH-Grant-Type-Information

















OPTIONAL,


bundlingModeIndicator






BundlingModeIndicator



















OPTIONAL,

eDCH-LogicalChannelToAdd





E-DCH-LogicalChannelInformation

















OPTIONAL,


eDCH-LogicalChannelToModify





E-DCH-LogicalChannelToModify

















OPTIONAL,


eDCH-LogicalChannelToDelete





E-DCH-LogicalChannelToDelete

















OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs} }

OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdFlows-to-Delete ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-to-Delete-Item

E-DCH-MACdFlow-to-Delete-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-to-Delete-Item-ExtIEs} }




OPTIONAL,


...

}

E-DCH-MACdFlow-to-Delete-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-Non-Scheduled-Transmission-Grant-Items ::= SEQUENCE {


-- The following IE shall be ignored if id-Ext-Max-Bits-MACe-PDU-non-scheduled is present in E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs

maxBits-MACe-PDU-non-scheduled



Max-Bits-MACe-PDU-non-scheduled,


hARQ-Process-Allocation-NonSched-2ms

HARQ-Process-Allocation-2ms-EDCH











OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs} }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

-- The following IE shall be present if the maximum number of bits to be signalled exceeds maxNrOfBits-MACe-PDU-non-scheduled

{ ID id-Ext-Max-Bits-MACe-PDU-non-scheduled

CRITICALITY reject

EXTENSION
Ext-Max-Bits-MACe-PDU-non-scheduled

PRESENCE optional},

...

}
E-DCH-Non-serving-Relative-Grant-Down-Commands ::= INTEGER (0..100,...)
E-DCHProvidedBitRateValue ::= INTEGER(0..16777215,...,16777216..256000000)

-- Unit bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1 bit

Maximum-Target-ReceivedTotalWideBandPower ::= INTEGER (0..621)

-- mapping as for RTWP measurement value, as specified in [22]
Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio ::= INTEGER (0..100)

-- Unit %, Range 0..100%, Step 1%
E-DCH-RL-Indication ::= ENUMERATED {

e-DCH,


non-e-DCH
}
E-DCH-Serving-Cell-Change-Info-Response ::= SEQUENCE {


e-DCH-serving-cell-choice

E-DCH-serving-cell-choice,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-serving-cell-informationResponse-ExtIEs} } OPTIONAL,


...

}

E-DCH-serving-cell-informationResponse-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-serving-cell-choice ::= CHOICE {


e-DCH-serving-cell-change-successful

E-DCH-serving-cell-change-successful,


e-DCH-serving-cell-change-unsuccessful

E-DCH-serving-cell-change-unsuccessful,


...

}

E-DCH-serving-cell-change-successful ::= SEQUENCE {


e-DCH-RL-InformationList-Rsp


E-DCH-RL-InformationList-Rsp,


iE-Extensions





ProtocolExtensionContainer { { E-DCH-serving-cell-change-successful-ExtIEs} } OPTIONAL,


...

}

E-DCH-Transmission-Continuation-Backoff ::= ENUMERATED {


V0, v8, v16, V24, v40, v80, V120, infinity, ...

}

E-DCH-RL-InformationList-Rsp ::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF E-DCH-RL-InformationList-Rsp-Item 

E-DCH-RL-InformationList-Rsp-Item ::= SEQUENCE {


rl-ID







RL-ID,


e-DCH-FDD-DL-Control-Channel-Info
E-DCH-FDD-DL-Control-Channel-Information,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-RL-InformationList-Rsp-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-serving-cell-change-successful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-RL-InformationList-Rsp-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-serving-cell-change-unsuccessful ::= SEQUENCE {


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-serving-cell-change-unsuccessful-ExtIEs} } OPTIONAL,


...

}

E-DCH-serving-cell-change-unsuccessful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-TFCI-Table-Index ::= INTEGER (0..1,...,2..7)

E-DCH-TTI-Length ::= CHOICE {


two-ms

DTX-Cycle-2ms-Items,


ten-ms

DTX-Cycle-10ms-Items,


...
}
E-DCH-TTI-Length-to-Modify ::= CHOICE {


two-ms

DTX-Cycle-2ms-to-Modify-Items,


ten-ms

DTX-Cycle-10ms-to-Modify-Items,


...
}
E-DPCCH-PO ::= INTEGER (0..maxNrOfEDPCCH-PO-QUANTSTEPs)
E-DPDCH-PowerInterpolation ::= BOOLEAN

E-Primary-Secondary-Grant-Selector ::= ENUMERATED {


primary,

secondary
}
E-HICH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)
End-Of-Audit-Sequence-Indicator ::= ENUMERATED {

end-of-audit-sequence,


not-end-of-audit-sequence
}
E-Serving-Grant-Value ::= INTEGER (0..38)
E-RGCH-2-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-3-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-E-HICH-FDD-Code-Information ::= CHOICE {


replace




E-RGCH-E-HICH-FDD-Code-List,


remove




NULL,


...
}
E-RGCH-E-HICH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-RGCHs-E-HICHs)) OF FDD-DL-ChannelisationCodeNumber
E-RGCH-Release-Indicator ::= ENUMERATED {e-RGCHreleased}
E-RGCH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)

E-RNTI ::= INTEGER (0..65535)
E-TFCI ::= INTEGER (0..127)
E-TFCI-BetaEC-Boost ::= INTEGER (0..127,...)

E-TFCI-Boost-Information ::= SEQUENCE {


e-TFCI-BetaEC-Boost







E-TFCI-BetaEC-Boost,

uL-Delta-T2TP








UL-Delta-T2TP


OPTIONAL,

-- This IE shall be present if the E-TFCI BetaEC Boost IE value is not set to 127.

iE-Extensions








ProtocolExtensionContainer { { E-TFCI-Boost-Information-ExtIEs} }

OPTIONAL,


...

}
E-TFCI-Boost-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-TFCS-Information ::= SEQUENCE {


e-DCH-TFCI-Table-Index







E-DCH-TFCI-Table-Index,


e-DCH-Min-Set-E-TFCI






E-TFCI


OPTIONAL,


reference-E-TFCI-Information




Reference-E-TFCI-Information,

iE-Extensions








ProtocolExtensionContainer { {E-TFCS-Information-ExtIEs} }

OPTIONAL,


...

}

E-TFCS-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-TFCI-Boost-Information

CRITICALITY reject

EXTENSION
E-TFCI-Boost-Information

PRESENCE optional}|

{ ID id-E-DPDCH-PowerInterpolation
CRITICALITY reject

EXTENSION
E-DPDCH-PowerInterpolation 
PRESENCE optional},

...

}
E-TTI ::= ENUMERATED {


e-TTI-2ms,

e-TTI-10ms
}
E-DCHProvidedBitRate ::= SEQUENCE (SIZE (1..maxNrOfPriorityClasses)) OF E-DCHProvidedBitRate-Item

E-DCHProvidedBitRate-Item ::= SEQUENCE {


schedulingPriorityIndicator


SchedulingPriorityIndicator,


e-DCHProvidedBitRateValue


E-DCHProvidedBitRateValue,


iE-Extensions





ProtocolExtensionContainer { { E-DCHProvidedBitRate-Item-ExtIEs} }

OPTIONAL,


...

}

E-DCHProvidedBitRate-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-PowerOffset ::= INTEGER (0..255,...)

-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB

E-RGCH-PowerOffset ::= INTEGER (0..255,...)
-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB

E-HICH-PowerOffset ::= INTEGER (0..255,...) 
-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB
E-HICH-TimeOffset ::= INTEGER (4..44)
E-HICH-TimeOffsetLCR ::= INTEGER (4..15)
E-DCH-Information ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD,


e-DCH-MACdFlows-Information-TDD



E-DCH-MACdFlows-Information-TDD,


e-DCH-Non-Scheduled-Grant-Info 



E-DCH-Non-Scheduled-Grant-Info
OPTIONAL,

e-DCH-TDD-Information





E-DCH-TDD-Information,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information  ::= SEQUENCE {


minCR









CodeRate,


maxCR









CodeRate,


harqInfo








HARQ-Info-for-E-DCH,


n-E-UCCH








N-E-UCCH,


iE-Extensions







ProtocolExtensionContainer { { E-PUCH-Information-ExtIEs } }

OPTIONAL,


...

}

E-PUCH-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-TFCS-Information-TDD  ::= SEQUENCE {


e-DCH-QPSK-RefBetaInfo 





E-DCH-QPSK-RefBetaInfo,


e-DCH-sixteenQAM-RefBetaInfo



E-DCH-sixteenQAM-RefBetaInfo,


iE-Extensions







ProtocolExtensionContainer { { E-TFCS-Information-TDD-ExtIEs } }

OPTIONAL,


...

}

E-TFCS-Information-TDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-QPSK-RefBetaInfo ::= SEQUENCE (SIZE (1..maxNrOfRefBetas)) OF E-DCH-RefBeta-Item

E-DCH-sixteenQAM-RefBetaInfo ::= SEQUENCE (SIZE (1..maxNrOfRefBetas)) OF E-DCH-RefBeta-Item

E-DCH-RefBeta-Item  ::= SEQUENCE {


refCodeRate



CodeRate-short,


refBeta




RefBeta

}

E-DCH-MACdFlows-Information-TDD  ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-InfoTDDItem

E-DCH-MACdFlow-InfoTDDItem ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority,


tnlQos










TnlQos





OPTIONAL,

bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH,

eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD,

eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List






OPTIONAL,


eDCH-Grant-TypeTDD







E-DCH-Grant-TypeTDD,

eDCHLogicalChannelInformation




E-DCH-LogicalChannelInformation,

eDCH-MACdFlow-Retransmission-Timer



E-DCH-MACdFlow-Retransmission-Timer

OPTIONAL,

-- Mandatory for LCR TDD,Not applicable for 3.84Mcps TDD and 7.68Mcps TDD

iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-InfoTDDItem-ExtIEs} }



OPTIONAL,


...

}

E-DCH-MACdFlow-InfoTDDItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
E-DCH-MACdFlow-Retransmission-Timer ::= ENUMERATED {


ms10, ms15, ms20, ms25, ms30, ms35, ms40, ms45, ms50, ms55, ms60, ms65,


ms70, ms75, ms80, ms85, ms90, ms95, ms100, ms110, ms120, ms140, ms160,

ms200, ms240, ms280, ms320, ms400, ms480, ms560,...
}
E-DCH-HARQ-PO-TDD ::= INTEGER (0..6)

E-DCH-Grant-TypeTDD ::= ENUMERATED {


scheduled,


non-scheduled

}
E-DCH-Non-Scheduled-Grant-Info  ::= SEQUENCE {


timeslotResource






E-DCH-TimeslotResource,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode





TDD-ChannelisationCode,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-Info-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TimeslotResource ::= BIT STRING (SIZE (13))
E-DCH-TimeslotResourceLCR ::= BIT STRING (SIZE (5))
E-DCH-PowerResource ::= INTEGER(1..32)

TddE-PUCH-Offset ::= INTEGER(0..255)

E-DCH-TDD-Information  ::= SEQUENCE {


e-DCH-TDD-Maximum-Bitrate





E-DCH-TDD-Maximum-Bitrate






OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level





OPTIONAL,


e-DCH-PowerOffset-for-SchedulingInfo


E-DCH-PowerOffset-for-SchedulingInfo



OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-TDD-Information-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Maximum-Bitrate ::= INTEGER (0..9201,...)

E-DCH-Information-Response ::= SEQUENCE {


e-DCH-TDD-MACdFlow-Specific-InformationResp

E-DCH-TDD-MACdFlow-Specific-InformationResp
OPTIONAL,


e-AGCH-Specific-Information-ResponseTDD


E-AGCH-Specific-InformationRespListTDD
OPTIONAL, 


e-RNTI










E-RNTI,

scheduled-E-HICH-Specific-InformationResp

Scheduled-E-HICH-Specific-Information-ResponseLCRTDD
OPTIONAL,
-- 1.28Mcps TDD only

iE-Extensions








ProtocolExtensionContainer { { E-DCH-Information-Response-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

Scheduled-E-HICH-Specific-Information-ResponseLCRTDD ::= SEQUENCE (SIZE (1.. maxNrOfEHICHCodes)) OF Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD

Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD ::= SEQUENCE {


eI







EI,


e-HICH-ID-TDD




E-HICH-ID-TDD,


iE-Extensions







ProtocolExtensionContainer  {{ Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD-ExtIEs}}

OPTIONAL,


...
}

Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD
CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}
EI ::= INTEGER (0..3)
E-HICH-ID-TDD ::= INTEGER (0..31)
E-HICH-Type ::= ENUMERATED {scheduled,non-scheduled}

E-DCH-TDD-MACdFlow-Specific-InformationResp ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-TDD-MACdFlow-Specific-InformationResp-Item

E-DCH-TDD-MACdFlow-Specific-InformationResp-Item ::= SEQUENCE {


e-DCH-MacdFlow-Id







E-DCH-MACdFlow-ID,


bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-TDD-MACdFlow-Specific-InformationRespItem-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-MACdFlow-Specific-InformationRespItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-AGCH-Specific-InformationRespListTDD ::= SEQUENCE (SIZE (1..maxNrOfEAGCHCodes)) OF E-AGCH-Specific-InformationResp-ItemTDD

E-AGCH-Specific-InformationResp-ItemTDD ::= SEQUENCE {


e-AGCH-Id









E-AGCH-Id,


iE-Extensions








ProtocolExtensionContainer { { E-AGCH-Specific-InformationResp-ItemTDD-ExtIEs } }

OPTIONAL,


...

}

E-AGCH-Specific-InformationResp-ItemTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-AGCH-Id ::= INTEGER (0..31,...,32..255)

E-DCH-Information-Reconfig ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information








OPTIONAL,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD







OPTIONAL,


e-DCH-MACdFlows-to-Add





E-DCH-MACdFlows-Information-TDD





OPTIONAL,


e-DCH-MACdFlows-to-Delete




E-DCH-MACdFlows-to-Delete






OPTIONAL,

e-DCH-Non-Scheduled-Grant-Info 



E-DCH-Non-Scheduled-Grant-Info





OPTIONAL,

e-DCH-TDD-Information





E-DCH-TDD-Information







OPTIONAL,


e-DCH-TDD-Information-to-Modify



E-DCH-TDD-Information-to-Modify





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Information-Reconfig-ExtIEs} }
OPTIONAL,


...

}

E-DCH-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Information-to-Modify ::= SEQUENCE {


e-DCH-TDD-Information-to-Modify-List
E-DCH-TDD-Information-to-Modify-List
OPTIONAL,


mACeReset-Indicator





MACeReset-Indicator





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-TDD-Information-to-Modify-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-MACdPDUSizeFormat 




CRITICALITY reject
EXTENSION
E-DCH-MACdPDUSizeFormat 




PRESENCE optional},

...

}

E-DCH-TDD-Information-to-Modify-List ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-ModifyTDDItem

E-DCH-MACdFlow-ModifyTDDItem ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority

OPTIONAL,

transportBearerRequestIndicator




TransportBearerRequestIndicator,

bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


tnlQos










TnlQos





OPTIONAL,

maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH

OPTIONAL,

eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD









OPTIONAL,

eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List





OPTIONAL,


eDCH-Grant-TypeTDD







E-DCH-Grant-TypeTDD









OPTIONAL,

e-DCH-LogicalChannelToAdd





E-DCH-LogicalChannelInformation




OPTIONAL,

e-DCH-LogicalChannelToModify




E-DCH-LogicalChannelToModify




OPTIONAL,


e-DCH-LogicalChannelToDelete




E-DCH-LogicalChannelToDelete




OPTIONAL,

eDCH-MACdFlow-Retransmission-Timer



E-DCH-MACdFlow-Retransmission-Timer



OPTIONAL,

-- LCR TDD only

iE-Extensions








ProtocolExtensionContainer { {E-DCH-MACdFlow-ModifyTDDItem-ExtIEs } }
OPTIONAL,


...

}

E-DCH-MACdFlow-ModifyTDDItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells ::= INTEGER (0..621)

-- mapping as for RTWP measurement value, as specified in [23]
E-DCH-768-Information ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD,


e-DCH-MACdFlows-Information-TDD



E-DCH-MACdFlows-Information-TDD,


e-DCH-Non-Scheduled-Grant-Info768


E-DCH-Non-Scheduled-Grant-Info768
OPTIONAL,

e-DCH-TDD-Information768




E-DCH-TDD-Information768,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-768-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-768-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Non-Scheduled-Grant-Info768  ::= SEQUENCE {


timeslotResource






E-DCH-TimeslotResource,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode768




TDD-ChannelisationCode768,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-Info768-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-Info768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Information768  ::= SEQUENCE {


e-DCH-TDD-Maximum-Bitrate768




E-DCH-TDD-Maximum-Bitrate768





OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level





OPTIONAL,


e-DCH-PowerOffset-for-SchedulingInfo


E-DCH-PowerOffset-for-SchedulingInfo



OPTIONAL,

iE-Extensions








ProtocolExtensionContainer { { E-DCH-TDD-Information768-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-Information768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Maximum-Bitrate768 ::= INTEGER (0..17713,...)

E-DCH-768-Information-Reconfig ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information








OPTIONAL,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD







OPTIONAL,


e-DCH-MACdFlows-to-Add





E-DCH-MACdFlows-Information-TDD





OPTIONAL,


e-DCH-MACdFlows-to-Delete




E-DCH-MACdFlows-to-Delete






OPTIONAL,

e-DCH-Non-Scheduled-Grant-Info768


E-DCH-Non-Scheduled-Grant-Info768





OPTIONAL,

e-DCH-TDD-Information768




E-DCH-TDD-Information768







OPTIONAL,


e-DCH-TDD-Information-to-Modify



E-DCH-TDD-Information-to-Modify





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-768-Information-Reconfig-ExtIEs} }
OPTIONAL,


...

}

E-DCH-768-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-LCR-Information ::= SEQUENCE {


e-PUCH-LCR-Information 





E-PUCH-LCR-Information,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD,


e-DCH-MACdFlows-Information-TDD



E-DCH-MACdFlows-Information-TDD,


e-DCH-Non-Scheduled-Grant-LCR-Info


E-DCH-Non-Scheduled-Grant-LCR-Info
OPTIONAL,

e-DCH-LCRTDD-Information




E-DCH-LCRTDD-Information,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-LCR-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-LCR-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-LCR-Information ::= SEQUENCE {


minCR









CodeRate,


maxCR









CodeRate,


harqInfo








HARQ-Info-for-E-DCH,


pRXdes-base








PRXdes-base,

e-PUCH-TPC-StepSize






TDD-TPC-UplinkStepSize-LCR,


e-AGCH-TPC-StepSize






TDD-TPC-DownlinkStepSize,


iE-Extensions







ProtocolExtensionContainer { { E-PUCH-LCR-Information-ExtIEs } }

OPTIONAL,


...

}

E-PUCH-LCR-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-PUCH-PowerControlGAP

CRITICALITY ignore

EXTENSION ControlGAP

PRESENCE optional
},

...

}

E-DCH-Non-Scheduled-Grant-LCR-Info ::= SEQUENCE {


timeslotResourceLCR






E-DCH-TimeslotResourceLCR,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,

subframeNumber







ENUMERATED {v0, v1},

tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode





TDD-ChannelisationCode,

n-E-UCCHLCR








N-E-UCCHLCR,


e-HICH-LCR-Information





E-HICH-LCR-Information,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-LCR-Info-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-LCR-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-LCR-Information
 ::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

signatureSequenceGroupIndex




SignatureSequenceGroupIndex,


iE-Extensions







ProtocolExtensionContainer { { E-HICH-LCR-Information-ExtIEs} }

OPTIONAL,


...

}

E-HICH-LCR-Information-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD

CRITICALITY ignore
EXTENSION Extended-E-HICH-ID-TDD
PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}
E-DCH-LCRTDD-Information ::= SEQUENCE {


e-DCH-LCRTDD-PhysicalLayerCategory


E-DCH-LCRTDD-PhysicalLayerCategory




OPTIONAL,

e-DCH-Processing-Overload-Level



E-DCH-Processing-Overload-Level





OPTIONAL,

e-DCH-PowerOffset-for-SchedulingInfo

E-DCH-PowerOffset-for-SchedulingInfo



OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { E-DCH-LCRTDD-Information-ExtIEs } }

OPTIONAL,


...

}

E-DCH-LCRTDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory





CRITICALITY reject

EXTENSION Extended-E-DCH-LCRTDD-PhysicalLayerCategory


PRESENCE optional }|

-- This IE shall be used if the E-DCH Physical Layer Category has a value larger than 5.

{ ID id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD

CRITICALITY ignore

EXTENSION Maximum-Number-of-Retransmissions-For-E-DCH

PRESENCE optional }|


{ ID id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD



CRITICALITY ignore

EXTENSION E-DCH-MACdFlow-Retransmission-Timer


PRESENCE optional },

...

}

E-DCH-LCRTDD-PhysicalLayerCategory ::= INTEGER(1..5)
E-DCH-LCR-Information-Reconfig ::= SEQUENCE {


e-PUCH-LCR-Information 





E-PUCH-LCR-Information







OPTIONAL,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD







OPTIONAL,


e-DCH-MACdFlows-to-Add





E-DCH-MACdFlows-Information-TDD





OPTIONAL,


e-DCH-MACdFlows-to-Delete




E-DCH-MACdFlows-to-Delete






OPTIONAL,

e-DCH-Non-Scheduled-Grant-LCR-Info


E-DCH-Non-Scheduled-Grant-LCR-Info




OPTIONAL,

e-DCH-LCRTDD-Information




E-DCH-LCRTDD-Information






OPTIONAL,


e-DCH-TDD-Information-to-Modify



E-DCH-TDD-Information-to-Modify





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-LCR-Information-Reconfig-ExtIEs} }
OPTIONAL,


...

}

E-DCH-LCR-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Enabling-Delay ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128}

-- Unit of radio frames
Enhanced-FACH-Capability ::= ENUMERATED {

enhanced-FACH-capable,


enhanced-FACH-non-capable
}
Enhanced-PCH-Capability ::= ENUMERATED {

enhanced-PCH-capable,


enhanced-PCH-non-capable
}
Enhanced-UE-DRX-Capability ::= NULL
Enhanced-UE-DRX-InformationFDD  ::= SEQUENCE {

t321









T321,


hS-DSCH-DRX-Cycle-FACH





HS-DSCH-DRX-Cycle-FACH,

hS-DSCH-RX-Burst-FACH





HS-DSCH-RX-Burst-FACH,

dRX-Interruption-by-HS-DSCH




DRX-Interruption-by-HS-DSCH,

iE-Extensions








ProtocolExtensionContainer { { Enhanced-UE-DRX-InformationFDD-ExtIEs } }

OPTIONAL,

...

}
Enhanced-UE-DRX-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Extended-E-DCH-LCRTDD-PhysicalLayerCategory ::= INTEGER(6,...)
Ext-Max-Bits-MACe-PDU-non-scheduled ::= INTEGER(19983..22978,...)

Ext-Reference-E-TFCI-PO ::= INTEGER(30..31,...)

ExtendedPropagationDelay ::= INTEGER(255..1023)

Extended-RNC-ID




::= INTEGER (4096..65535)
Extended-Round-Trip-Time-Value ::= INTEGER(32767..103041)

-- See also mapping in [22]
Extended-HS-SCCH-ID




::= INTEGER (32..255)
Extended-HS-SICH-ID




::= INTEGER (32..255)
Extended-E-HICH-ID-TDD



::= INTEGER (32..255)
-- ==========================================

--
F

-- ==========================================
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