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-----------------------------Start First Change------------------------
9.2.3
NAS Related IEs

9.2.3.1
LAI

This element is used to uniquely identify a Location Area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LAI
	
	
	
	

	>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1

- bits 8 to 5 of octet n encoding digit 2n

-The PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed.


9.2.3.2
RAC

This element is used to identify a Routing Area within a Location Area. It is used for PS services.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RAC
	M
	
	OCTET STRING (1)
	


9.2.3.3
MME UE S1AP ID

The MME UE S1AP ID uniquely identify the UE association over the S1 interface within the MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MME UE S1AP ID
	M
	
	INTEGER (0 .. 232 -1)
	


9.2.3.4
eNB UE S1AP ID

The eNB UE S1AP ID uniquely identify the UE association over the S1 interface within the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	eNB UE S1AP ID
	M
	
	INTEGER (0 .. 224 -1)
	


9.2.3.5
NAS-PDU
This information element contains an EPC – UE  or UE – EPC message that is transferred without interpretation in the eNB. Typically it contains call control, session management, supplementary services, short message service and mobility management messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NAS-PDU
	M
	
	OCTET STRING
	


9.2.3.6
S-TMSI
Temporary Mobile Subscriber Identity, used for security reasons to hide the identity of a subscriber.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MMEC
	M
	
	9.2.3.12
	
	
	

	M-TMSI
	M
	
	OCTET STRING (SIZE (4))
	M-TMSI is unique within MME that allocated it.
	
	


9.2.3.7
TAC
This element is used to uniquely identify a Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAC
	M
	
	OCTET STRING
	


9.2.3.8
PLMN Identity

This information element indicates the PLMN Identity.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1

- bits 8 to 5 of octet n encoding digit 2n

-The Selected PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).


9.2.3.9
GUMMEI
This information element indicates the globally unique MME identity.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GUMMEI
	
	
	
	

	>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1

- bits 8 to 5 of octet n encoding digit 2n

-The Selected PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>MME Group ID
	M
	
	OCTET STRING (2)
	FFS

	>MME code
	M
	
	9.2.3.12
	


9.2.3.10
UE Identity Index value

The UE Identity Index value IE is used at paging.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE identity Index Value
	M
	
	OCTET STRING
	IMSI mod L as defined in FFS.


9.2.3.11
IMSI

This information element contains an International Mobile Subscriber Identity, which is commonly used to identify the UE in the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IMSI
	M
	
	OCTET STRING (SIZE (3..8))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-Number of decimal digits shall be from 6 to 15 starting with the digits from the PLMN identity.

When the IMSI is made of an odd number of digits, the filler digit shall be added at the end to make an even number of digits of length 2N. The filler digit shall then be consequently encoded as bit 8 to 5 of octet N.


9.2.3.12
MMEC
This element represents the MME Code to uniquely identify a MME within an MME pool area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MMEC
	M
	
	OCTET STRING (SIZE (1))
	


9.2.3.13
UE Paging Identity

This IE represents the Identity with which the UE is paged.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice UE Paging Identity
	
	
	
	

	>IMSI
	M
	
	9.2.3.11
	

	>S-TMSI
	M
	
	9.2.3.6
	


9.2.3.14
DL Forwarding

This element indicates that the SAE bearer is proposed for forwarding of downlink packets.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL Forwarding
	
	
	
	

	>DL Forwarding
	M
	
	ENUMERATED (DL forwarding proposed, …) 
	


9.2.3.15
Direct Forwarding Path Availability
The availability of a direct forwarding path shall be determined by the source eNB. EPC behaviour on receipt of this IE is specified in [x2].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Direct Forwarding Path Availability
	M
	
	ENUMERATED (Direct Path Available, …) 
	


9.2.3.16
TAI

This element is used to uniquely identify a Tracking Area. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAI
	
	
	
	

	>PLMN identity
	M
	
	9.2.3.8
	

	>TAC
	M
	
	9.2.3.7
	


9.2.3.17
Relative MME Capacity

This IE indicates the relative processing capacity of an MME with respect to the other MMEs in the pool in order to load-balance MMEs within a pool [defined 11]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Relative MME Capacity
	M
	
	INTEGER (0..255)
	


9.2.3.18
UE S1 AP ID pair

This IE contains a pair of UE S1 AP identities.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	-
	-

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	-
	-


9.2.3.19
Overload Response

The Overload Response IE indicates the required behaviour of the eNB in an overload situation. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Overload Response
	
	
	
	

	>Overload Action
	M
	
	9.2.3.20
	


9.2.3.20
Overload Action

The Overload Action IE indicates which signalling traffic needs to be rejected/permitted by the eNB in an MME overload situation as defined in [11], 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Overload Action
	M
	
	ENUMERATED

(Reject RRC connection requests for non-emergency MO DT, Reject all connection requests for Signalling, Permit Emergency Sessions only, …)


	 


9.2.3.21
CSG ID
This element is used to uniquely identify a Closed Subscriber Group
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSG ID
	M
	
	BIT STRING (28)
	


-----------------------------End First Change------------------------
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