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9.1.2.4
X2 SETUP RESPONSE

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.24
	
	YES
	reject

	Served Cells
	
	1 to maxCellineNB
	
	This is all the eNB cells 
	YES
	reject

	   >Served Cell Information
	M
	
	9.2.10
	
	–
	–

	GU Group Id List
	
	0 to maxPools
	
	This is all the pools to which the eNB belongs to
	YES
	reject

	    >GU Group Id
	M
	
	9.2.22
	
	-
	-

	Criticality Diagnostics
	O
	
	9.2.9
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16 FFS.


9.1.2.5
X2 SETUP FAILURE

This message is sent by the eNB to indicate X2 Setup failure.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Cause 
	M
	
	9.2.8
	
	YES
	ignore

	Time To Wait
	O
	
	ENUMERATED (1s, 2s, 5s, 10s, 20s, 60s) 
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.9
	
	YES
	ignore


9.1.2.6
RESET REQUEST
This message is sent from one eNB to another eNB and is used to request that the X2 interface between the two eNB to be reset.
Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Cause 
	M
	
	9.2.8
	
	YES
	ignore
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phyCID



PhyCID,


cellId



ECGI,


tAC




TAC,


broadcastPLMNs

BroadcastPLMNs-Item,


uL-EARFCN


EARFCN,

dL-EARFCN


EARFCN,

cell-Transmission-Bandwidth

Cell-Transmission-Bandwidth,

iE-Extensions

ProtocolExtensionContainer { {ServedCell-Information-ExtIEs} } OPTIONAL,

...

}

ServedCell-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
SubscriberProfileIDforRFP ::= INTEGER (1..256) 
-- T

TAC ::= OCTET STRING 
-- FFS
TargeteNBtoSource-eNBTransparentContainer
::= OCTET STRING
Time-UE-StayedInCell ::= INTEGER

TimeToWait ::=  ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, …}
TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTrace



InterfacesToTrace,


iE-Extensions




ProtocolExtensionContainer { {TraceActivation-ExtIEs} } OPTIONAL,


...

}

TraceActivation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
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