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9.1.1.2
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target eNB to inform the source eNB about the prepared resources at the target.

Direction: target eNB ( source eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.26
	Allocated at the source eNB


	YES
	ignore

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.26
	Allocated at the target eNB


	YES
	ignore

	SAE Bearers Admitted List
	
	0..1
	
	
	YES
	ignore

	> SAE Bearer Info
	
	1 to <maxnoof Bearers>
	
	
	EACH
	ignore

	>> SAE Bearer ID
	M
	
	9.2.25
	
	–
	–

	>> UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Target eNB tunnel endpoint. For delivery of UL PDUs
	–
	–

	>> DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Target eNB tunnel endpoint. For delivery of DL PDUs
	–
	–

	SAE Bearers Not Admitted List
	
	0..1
	
	
	YES
	ignore

	 > SAE Bearer Info
	
	1 to <maxnoof Bearers>
	
	
	EACH
	ignore

	    >> SAE Bearer ID
	M
	
	9.2.25
	
	–
	–

	    >> Cause
	M
	
	9.2.8
	
	–
	–

	Target eB To Source eB Transparent Container
	M
	
	OCTET STRING
	It includes HO info for the UE, see subclause 10.2.2 in [9].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.9
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of SAE bearers. Value is 256


9.1.1.3
HANDOVER PREPARATION FAILURE

This message is sent by the target eNB to inform the source eNB that the Handover Preparation has failed.

Direction: target eNB (  source eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.26
	Allocated  at the source eNB


	YES
	ignore

	Cause
	M
	
	9.2.8
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.9
	
	YES
	ignore
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9.1.2.4
X2 SETUP RESPONSE

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.24
	
	YES
	ignore

	Served Cells
	
	1 to maxCellineNB
	
	This is all the eNB cells 
	YES
	ignore

	   >Served Cell Information
	M
	
	9.2.10
	
	–
	–

	GU Group Id List
	
	0 to maxPools
	
	This is all the pools to which the eNB belongs to
	YES
	ignore

	    >GU Group Id
	M
	
	9.2.22
	
	-
	-

	Criticality Diagnostics
	O
	
	9.2.9
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16 FFS.
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-- **************************************************************

--

-- HANDOVER REQUEST ACKNOWLEDGE
--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverRequestAcknowledge-IEs}},


...

}

HandoverRequestAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID






CRITICALITY ignore
TYPE UE-X2AP-ID












PRESENCE mandatory} |

{ ID id-New-eNB-UE-X2AP-ID






CRITICALITY ignore
TYPE UE-X2AP-ID












PRESENCE mandatory} |

{ ID id-Bearers-Admitted-List





CRITICALITY ignore
TYPE Bearers-Admitted-List








PRESENCE optional
} |


{ ID id-Bearers-NotAdmitted-List




CRITICALITY ignore
TYPE Bearers-NotAdmitted-List







PRESENCE optional
} |


{ ID id-TargeteNBtoSource-eNBTransparentContainer
CRITICALITY ignore
TYPE TargeteNBtoSource-eNBTransparentContainer

PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics








PRESENCE optional },


...

}

Bearers-Admitted-List 

::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-Admitted-ItemIEs} }

Bearers-Admitted-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-Admitted-Item
CRITICALITY ignore
TYPE Bearers-Admitted-Item 
PRESENCE mandatory
}
}

Bearers-Admitted-Item ::= SEQUENCE {


bearer-ID





Bearer-ID,

uL-GTP-TunnelEndpoint


GTPtunnelEndpoint
OPTIONAL,

dL-GTP-TunnelEndpoint


GTPtunnelEndpoint
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {Bearers-Admitted-Item-ExtIEs} } OPTIONAL,


...

}

Bearers-Admitted-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

Bearers-NotAdmitted-List 

::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-NotAdmitted-ItemIEs} }

Bearers-NotAdmitted-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-NotAdmitted-Item
CRITICALITY ignore
TYPE Bearers-NotAdmitted-Item 
PRESENCE mandatory
}
}

Bearers-NotAdmitted-Item ::= SEQUENCE {


bearer-ID





Bearer-ID,


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { {Bearers-NotAdmitted-Item-ExtIEs} } OPTIONAL,


...

}

Bearers-NotAdmitted-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- HANDOVER PREPARATION FAILURE
--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverPreparationFailure-IEs}},


...

}

HandoverPreparationFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} |


{ ID id-CriticalityDiagnostics
    CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional },


...

}
----------------------------------
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-- **************************************************************

--

-- X2 SETUP RESPONSE

--

-- **************************************************************

X2SetupResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2SetupResponse-IEs}},


...

}

X2SetupResponse-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-GlobalENB-ID



CRITICALITY ignore
TYPE GlobalENB-ID



 PRESENCE mandatory} |


{ ID id-ServedCells





CRITICALITY ignore
TYPE ServedCells



   
PRESENCE mandatory} |


{ ID id-GUGroupIDList




CRITICALITY ignore  TYPE GUGroupIDList



    
PRESENCE optional}|


{ ID id-CriticalityDiagnostics
    
CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional },


...

}
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