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1. Overall Description:

3GPP RAN WG3 would like to inform the RAN2, SA2 and CT4 about the conclusions of the RAN Work Item: Enhancements for FDD HSPA Evolution related to MBMS improvements:

The MBMS User Plane support for inter-RNC combining scenarios will require 

· IP Multicast for the user data distribution from GGSN to the RNCs to improve the transport efficiency

· a new SYNC-protocol between GGSN and the RNCs  to support the synchronized MBMS User Data flow in inter-RNC scenarios

· The PDCP for MBMS PtM stream in GGSN to ensure equal MBSM user data flow over the cells part of multiple RNCs in case header compression is used.

A new logical node MBMS Master RNC(MRNC) may be used for dynamic configuration for Inter-MBSFN scenarios only. The MRNC configures the MCCH Information used in one or several MBSFN clusters and transmits it to CRNCs belong to the area over Iur.  

The attached CR to TS 25.346 was agreed by RAN3 #62 and RAN3 would like RAN2 to review the CR for   providing to RAN #42 for approval.
The document is describing the solutions on Stage-2 level. The sections relevant for the addressed groups are as follows:

· IP Multicast Distribution in section 5.1.x

· MBMS User Plane protocol stack architecture in case of IP Multicast distribution in section 5.3.1
· MBMS Control Plane protocol stack architecture for MCCH in case MRNC is used in section 5.3.2
· MBMS user data flow synchronization in section 7.1B.2.2

The IP Multicast Distribution support for MBMS User Plane data flow will require that the IP Multicast address, used by GGSN for a certain MBMS stream, shall be indicated to the RNCs as part of MBMS Session Start information. Similar update is required for the MBMS session start message delivered from GGSN to SGSN.

2. Actions:

To 3GPP RAN2

ACTION: 
3GPP RAN WG3 kindly asks 3GPP RAN2 to review the attached TS25.346 CR and send it to RAN#42 for approval and take the necessary action for specification alignment. 

To 3GPP SA2

ACTION: 
3GPP RAN WG3 kindly asks 3GPP SA2 to take the necessary action for specification alignment.
To 3GPP CT4

ACTION:
3GPP RAN3 kindly asks 3GPP CT4 to take the necessary actions for specification alignment.
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