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5.x
Iuh Connection release

5.x.1
General

The following section illustrates the scenario where an Iuh connection is released across the Iuh. In this scenario the HNB is responsible for initiating the release of the Iuh connection via the RUA disconnect message. The HNB-GW is then responsible for co-ordinating the release of the Iuh stream with the corresponding Iu connection, which will be triggered by the CN.

5.x.2
Iuh Connection release procedure


[image: image1]
1. This step has been deliberately abstracted to reduce the size of the sequence diagram. It covers:

· the establishment of an RRC connection between UE & HNB, 

· the optional identification procedure between HNB & UE

· the HNBAP UE Registration procedure

· the RUA UE Connect procedure

· Subsequent end to end message exchanges, etc

2. CN sends a RANAP Release Iu connection command message to the HNB-GW

3. HNB-GW forwards this message to the relevant HNB

4. HNB triggers the release of the RRC connection to the UE. In this case a single Iu connection had been established for the UE

5. HNB sends a Disconnect message to the HNB-GW to indicate that this is the end of this particular signalling connection and includes the RANAP Release Iu Connection Complete message. This therefore releases the Iuh SCTP stream.

6. HNB-GW forwards the RANAP message onto the CN.

7. CN triggers the release of the associated SCCP connection

8. HNB-GW confirms that the SCCP connection is released

9. Optionally the HNB can de-register the UE context from the HNB-GW. 
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