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	The HNB identity is a globally unique identifier which is provided at the RNL level by the HNB to the HNB-GW. From a security perspective, it makes sense to re-use authenticated HNB identifier over the Iuh interface (e.g. for using in the HNBAP registration procedure), thus avoiding the need to re-authenticate the HNB identity in the HNB-GW at the Radio Network Layer (i.e. HNBAP protocol). SA3 in their response to R3-083550 have stated that “FQDN and IMSI are the two identifier types under consideration for the HNB identity and either may be used over the Iuh interface “.The rationale for supporting the Hosted Party Module (HPM) is to enable operators to re-use their existing infrastructure for service/subscription management.  In case HPM is available in the HNB, the use of HPM identifier i.e. IMSI needs to be supported as the HNB identifier. The Iuh interface needs to support both HNB Identifier options to satisfy both specified HNB configurations.

	
	

	Summary of change:
(

	The HNB identity is allowed to support FQDN as well as IMSI formats over the Iuh interface.

	
	

	Consequences if 
(

not approved:
	1. Lack of support for IMSI as the HNB identifier takes away the ability to re-use existing service/subscription infrastrcture for operators choosing to do so.
2. Lack of maximum length on the octet string for FQDN type HNB identity will result in incomplete and error prone specifications.

	
	

	Clauses affected:
(

	9.2.2, 9.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


Start of the 1st modification
9.2.2
HNB Identity

HNB Identity IE  is sent from the HNB to the HNB-GW and identities the HNB.

	IE/GROUP NAME
	Presence
	Range 
	IE Type and Reference
	Semantics Description

	Choice HNB Identity
	
	
	
	

	> HNB FQDN Identity
	
	
	OCTET STRING (SIZE(1..255))
	

	> IMSI
	
	
	9.2.10
	


End of the 1st modification
Start of the 2nd modification
HNB-Identity
::=

SEQUENCE {


hNB-Identity-Info

HNB-Identity-Info,


iE-Extensions

ProtocolExtensionContainer { { HNB-Identity-ExtIEs } }

OPTIONAL,


...

}

HNB-Identity-ExtIEs HNBAP-PROTOCOL-EXTENSION ::= {


...

}


HNB-Identity-Info ::= CHOICE {


fQDN-Id

HNB-FQDN-Identity,


iMSI

IMSI,


...

} 
HNB-FQDN-Identity ::= OCTET STRING (SIZE (1..255))
--I

IMEI




::= BIT STRING (SIZE(60))

IMSI




::= OCTET STRING (SIZE (3..8))

-- Reference: 23.003

IMSIDS41



::= OCTET STRING (SIZE (5..7))

IMSIESN



::= SEQUENCE {


iMSIDS41

IMSIDS41,


eSN



ESN

}
End of the 2nd modification
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