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	For two of the X2 AP Class 1 procedures (Handover Preparation, and eNB Configuration Update) the text specifies the procedure at the source eNB if no response is received from the target. However, for the other Class 1 procedures (X2 Setup, Reset, and Resource Status Reporting Initiation), there is no procedure text specified. 
This CR provides consistency to the other three Class 1 procedures by specifying that the source eNB may retransmit the message if no response is received. The procedure text used is copied from Sec 8.3.5.4 describing the Abnormal Conditions for eNB Configuration Update:
8.3.5.4
Abnormal Conditions

If the initiating eNB1 can receive neither ENB CONFIGURATION UPDATE ACKNOWLEDGE message nor ENB CONFIGURATION UPDATE FAILURE message, the eNB1 may reinitiate the eNB Configuration Update procedure towards the same eNB.
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* * * First Change * * * *

8.3.3
X2 Setup 

8.3.3.4
Abnormal Conditions
If the X2 SETUP REQUEST message is not the first message received for a specific TNL association then this shall be treated as a logical error.

If the initiating eNB1 does not receive either X2 SETUP RESPONSE message or X2 SETUP FAILURE message, the eNB1 may reinitiate the X2 Setup procedure towards the same eNB, provided that the content of the new X2 SETUP REQUEST message is identical to the content of the previously unacknowledged X2 SETUP REQUEST message.
* * * Next Change * * * *

8.3.4
Reset

8.3.4.4
Abnormal Conditions

If the RESET REQUEST message is received, any other ongoing procedure (except another Reset procedure) on the same X2 interface shall be aborted.

If Reset procedure is ongoing and eNB receives a RESET REQUEST message from the peer entity on the same X2 interface, the eNB shall respond with RESET RESPONSE message as described in 8.3.4.2.

If the initiating eNB does not receive RESET RESPONSE message, the eNB1 may reinitiate the Reset procedure towards the same eNB, provided that the content of the new RESET REQUEST message is identical to the content of the previously unacknowledged RESET REQUEST message.

* * * Next Change * * * *

8.3.5
eNB Configuration Update 

8.3.5.4
Abnormal Conditions

If the initiating eNB1 does not receive either ENB CONFIGURATION UPDATE ACKNOWLEDGE message or ENB CONFIGURATION UPDATE FAILURE message, the eNB1 may reinitiate the eNB Configuration Update procedure towards the same eNB, provided that the content of the new ENB CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged ENB CONFIGURATION UPDATE message..
* * * Next Change * * * *

8.3.6

Resource Status Reporting Initiation
8.3.6.4
Abnormal Conditions

If the initiating eNB1 does not receive either RESOURCE STATUS RESPONSE message or RESOURCE STATUS FAILURE message, the eNB1 may reinitiate the Resource Status Reporting Initiation procedure towards the same eNB, provided that the content of the new RESOURCE STATUS REQUEST message is identical to the content of the previously unacknowledged RESOURCE STATUS REQUEST message.
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