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8.5.6
Information Exchange Initiation

8.5.6.1
General

This procedure is used by an RNC to request the initiation of an information exchange with another RNC.

This procedure uses the signalling bearer connection for the relevant Distant RNC Context.

8.5.6.2
Successful Operation
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Figure 30F: Information Exchange Initiation procedure, Successful Operation
The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from RNC1 to RNC2.

Upon receipt, the RNC2 shall provide the requested information according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.
If the Information Exchange Object Type is set to "MBMS Bearer Service" and the Information Type Item IE is set to "MBMS Bearer Service Full Address", the RNC2 shall report for each TMGI included in the received MBMS Bearer Service Identifiers List IE, the Access Point Name and the IP Multicast Address corresponding to this TMGI in the MBMS Bearer Service Identifiers List IE in the INFORMATION EXCHANGE INITIATION RESPONSE message.
[FDD - If the Information Exchange Object Type is set to "MBMS Bearer Service in MBMS Cell" and the Information Type Item IE is set to "MBMS Counting Information", the RNC2 shall perform counting in cells as defined in [50] and report in the Counting Result IE for each TMGI included in the received MBMS Bearer Service Identifiers List IE for each cell included in the received MBMS Cell List IE either the counting information or, if  relevant counting information is not available in RNC2 [50],  the value "0".  in the INFORMATION EXCHANGE INITIATION RESPONSE message.]
[FDD - If the Information Exchange Object Type is set to "MBMS Bearer Service in MBMS Cell" and the Information Type Item IE is set to "MBMS Transmission Mode", the RNC2 shall report for each TMGI included in the received MBMS Bearer Service Identifiers List IE for each cell included in the received MBMS Cell List IE, the transmission mode for each TMGI in the cells of RNC2 that have a neighbour relation to the cells  received in MBMS Cell List IE as defined in [50] in the INFORMATION EXCHANGE INITIATION RESPONSE message. If no cells of RNC2 have a neighbour relation to a cell received in MBMS Cell List IE for a TMGI the value "Not Provided" shall be used]

[FDD - If the Information Exchange Object Type is set to "MBMS Cell" and the Information Type Item IE is set to "MBMS Neighbouring Cell Information", the RNC2 shall report for each cell included in the received MBMS Cell List IE, the MBMS radio bearer information for each cells in the in the INFORMATION EXCHANGE INITIATION RESPONSE message.]

[FDD - If the Information Exchange Object Type is set to "MBMS Bearer Service in MBMS Cell" and the Information Type Item IE is set to "MBMS RLC Sequence Number", the RNC2 shall report for each TMGI included in the received MBMS Bearer Service Identifiers List IE for each cell included in the received MBMS Cell List IE, the RLC sequence number for each TMGI for the indicated cells in the in the INFORMATION EXCHANGE INITIATION RESPONSE message.]
If the Information Type IE contains a GANSS Generic Data IE, at least one of the GANSS Navigation Model And Time Recovery, GANSS Time Model GNSS-GNSS, GANSS UTC Model, GANSS Almanac, GANSS Real Time Integrity, GANSS Data Bit Assistance, GANSS Additional Navigation Models And Time Recovery, GANSS Additional UTC Models, GANSS Auxiliary Information IEs shall be present in the GANSS Generic Data IE.

-
If the GANSS Generic Data IE does not contain the GANSS ID IE, the RNC2 shall assume that the corresponding GANSS is "Galileo".

Information Report Characteristics:
The Information Report Characteristics IE indicates how the reporting of the information shall be performed.

If the Information Report Characteristics IE is set to "On Demand", the RNC2 shall report the requested information immediately.

If the Information Report Characteristics IE is set to "Periodic", the RNC2 shall report the requested information immediately and then shall periodically initiate the Information Reporting procedure for all the requested information, with the report frequency indicated by the Information Report Periodicity IE.

If the Information Report Characteristics IE is set to "On Modification", the RNC2 shall report the requested information immediately if available. If the requested information is not available at the moment of receiving the INFORMATION EXCHANGE INITIATION REQUEST message, but expected to become available after some acquisition time, the RNC2 shall initiate the Information Reporting procedure when the requested information becomes available. The RNC2 shall then initiate the Information Reporting procedure in accordance to the following conditions:

-
If the Information Type Item IE is set to "IPDL Parameters", the RNC2 shall initiate the Information Reporting procedure when any change in the parameters occurs.

-
If the Information Type Item IE is set to "DGPS Corrections", the RNC2 shall initiate the Information Reporting procedure for this specific Information Type when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has occurred in the IODE.

-
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Navigation Model & Recovery Assistance", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when a change has occurred regarding either the IODC or the list of visible satellites, identified by the Sat ID IEs.

-
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Ionospheric Model", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when any change has occurred.

-
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS UTC Model", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when a change has occurred in the tot or WNt parameter.

-
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Almanac", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when a change in the toa or WNa parameter has occurred.

-
If the Information Type Item IE is set to "GPS Information" and the GPS Information Item IE includes "GPS Real-Time Integrity", the RNC2 shall initiate the Information Reporting procedure for this specific GPS Information Item when any change has occurred.

-
If the Information Type IE is set to "Cell Capacity Class", the RNC2 shall initiate the Information Reporting procedure for uplink and downlink cell capacity class when any change has occurred. If either uplink or downlink cell capacity class satisfies the requested report characteristics, the RNC2 shall report the result of both uplink and downlink cell capacity information.

-
If any of the above Information Type IEs becomes temporarily unavailable, the RNC2 shall initiate the Information Reporting procedure for this specific Information Item by indicating "Information Not Available" in the Requested Data Value Information IE. If the Information becomes available again, the RNC2 shall initiate the Information Reporting procedure for this specific Information.

-
If the Information Type IE is set to "NACC related data", the RNC2 shall initiate the Information Reporting procedure for NACC related data if any change has occurred.
-
If the Information Type IE is set to "Inter-frequency Cell Information", the RNC2 shall initiate the Information Reporting procedure for this specific Information Item when any change has occurred to the inter-frequency cell information broadcasted in the SIB11 or SIB12.
-
If the Information Type Item IE is set to "DGANSS Corrections", the RNC2 shall initiate the Information Reporting procedure for this specific Information Type when either the PRC has drifted from the previously reported value more than the threshold indicated in the PRC Deviation IE in the Information Threshold IE or a change has occurred in the IODE.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Navigation Model And Time Recovery IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change has occurred regarding either the IOD or the list of visible satellites, identified by the Sat ID IEs.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Ionospheric Model IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS UTC Model IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change has occurred in the tot or WNt parameter.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Almanac IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when a change in the Toa, IODa, or Week Number parameter has occurred.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Real Time Integrity IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.
-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Data Bit Assistance IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information Item when any change has occurred.
-
If the Information Type Item IE is set to "MBMS Transmission Mode", the RNC2 shall initiate the Information Reporting procedure when any change in the parameter occurs.
-
If the Information Type Item IE is set to "MBMS Neighbouring Cell Information", the RNC2 shall initiate the Information Reporting procedure when any change in the parameters occurs.
-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Additional Navigation Models And Time Recovery IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred regarding either the IOD or the list of visible satellites, identified by the Sat ID IEs.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Additional Ionospheric Model IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when any change has occurred.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Additional UTC Models IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred in the tot,WNot, WNt, or NA parameter.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Earth Orientation Parameters IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred in the tEOP parameter.

-
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Auxiliary Information IE, the RNC2 shall initiate the Information Reporting procedure for this specific GANSS Information item when a change has occurred in the Signals Available or Channel Number IE parameter.
Response message:

If the RNC2 is able to determine the information requested by the RNC1, it shall respond with the INFORMATION EXCHANGE INITIATION RESPONSE message. The message shall include the Information Exchange ID IE set to the same value that was included in the INFORMATION EXCHANGE INITIATION REQUEST message. When the Report Characteristics IE is set to or "On Modification" or "Periodic", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE if the data are available. When the Report Characteristics IE is set to "On Demand", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE.

If the Requested DataValue IE contains the GANSS Common Data IE, at least one of the GANSS Ionospheric Model, GANSS RX Pos, GANSS Additional Ionospheric Model, or GANSS Earth Orientation Parameters IEs shall be present.

Any GANSS Generic Data IE associated with a given GANSS included in the Requested DataValue IE shall contain at least one of the DGANSS Corrections, GANSS Navigation Model And Time Recovery, GANSS Time Model, GANSS UTC Model, GANSS Almanac, GANSS Real Time Integrity, GANSS Data Bit Assistance, GANSS Additional Time Models, GANSS Additional Navigation Models And Time Recovery, GANSS Additional UTC Models, or GANSS Auxiliary Information IEs.

-
If the GANSS Generic Data IE does not contain the GANSS ID IE, the corresponding GANSS is "Galileo".

-
The DGANSS Corrections IE contains one or several DGANSS Information IE(s), each of them associated with a GANSS Signal. A DGANSS Information IE for a particular GANSS that does not contain the GANSS Signal ID IE is by default associated with the default signal defined in [16], clause 10.3.3.45a.
-
The GANSS Real Time Integrity IE contains one or several Satellite Information IEs, each of them associated with a satellite and a GANSS Signal. A Satellite Information IE for a particular GANSS that does not contain the Bad GANSS Signal ID IE is by default associated with all the signals of the corresponding satellite (see [53, 55, 56, 57, 58, 59 60]).
If the Information Type Item IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Time Model GNSS-GNSS IE with exactly one bit set to value "1", the RNC2 shall include the GANSS Time Model IE in the Requested Data Value IE with the requested time information.

If the Information Type Item  IE is set to "GANSS Information" and the GANSS Information IE includes the GANSS Time Model GNSS-GNSS  IE with more than one bit set to value "1, the RNC2 shall include the GANSS Additional Time Models IE in Requested Data Value IE with the requested time information for each GANSS.
----------------------------------------------

Skip to next changed chapter

-----------------------------------------------

9.2.2.96
MBMS Neighbouring Cell Information
The parameter contains information for the MBMS p-t-m radio bearer configuration procedure as defined in [16].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MBMS Neighbouring Cell Information
	
	
	
	

	> MBMS Concatenated Service List
	
	1.. < maxlengthMBMSconcatservlists >
	
	TMGI shall be uniquely defined  by a reference to this index from the MBMS short transmission identity IE [16] in the L3 Information IE.

	
>>TMGI
	M
	
	9.2.1.80
	

	>L3 Information 
	O
	
	9.2.1.32
	The IE Contains 

MBMS Common p-t-m rb Information defined in ref. [16].

	>L3 Information 
	O
	
	9.2.1.32
	The IE Contains 

MBMS Current Cell p-t-m rb Information defined in ref. [16].


	Range bound
	Explanation

	maxlengthMBMSconcatservlists
	Maximum length of the concatenated service lists contained in MBMS MODIFIED SERVICES INFORMATION and the MBMS UNMODIFIED SERVICES INFORMATION messages defined in ref. [16]


----------------------------------------------
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9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

----------------------------------------------
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9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,

maxNrOfFACHs,

maxIBSEG,

maxCellsMeas,

maxNoOfDSCHs,


maxNoOfUSCHs,

maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,

maxNrOfDLTsLCR,


maxNrOfDPCHs,

maxNrOfDPCHs768,


maxNrOfDPCHsLCR,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,

maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,

maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,

maxNrOfULTs,

maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,

maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,

maxNrOfSCCPCHs,

maxNrOfSCCPCHs768,


maxTGPS,

maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,

maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,

maxNrOfMACdPDUSize,

maxNrOfMBMSL3,

maxNrOfMCCHMessages,

maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,

maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,

maxNoOfLogicalChannels,

maxNrOfRefBetas,


maxNrOfEAGCHCodes,

maxNrOfHS-DSCHTBSs,

maxNrOfHS-DSCHTBSs-HS-SCCHless,

maxHS-PDSCHCodeNrComp-1,

maxNrOfEHICHCodes,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxNrOfBroadcastPLMNs,

maxHSDPAFrequency,


maxHSDPAFrequency-1,

maxFrequencyinCell,


maxFrequencyinCell-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,

maxNrOfEDCHRLs,

maxNrOfEUTRANeighboursPerRNC,

maxEARFCN,

maxNrOfPreconfiguredNeighbours,

maxNrOfHSDSCH-1,


maxNrOfHSDSCH,

maxGANSS-1,

maxlengthMBMSconcatservlists,
----------------------------------------
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MBMSPreferredFreqLayerInfo-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MBMS-Neighbouring-Cell-Information
::= SEQUENCE {

mBMS-ConcatenatedServiceList

MBMS-ConcatenatedServiceList,

l3-Information-1




L3-Information
OPTIONAL,
-- This IE contains MBMS Common p-t-m rb Information defined in [16]

l3-Information-2




L3-Information
OPTIONAL,
-- This IE contains MBMS Current Cell p-t-m rb Information defined in [16]

iE-Extensions




ProtocolExtensionContainer { { MBMS-Neighbouring-Cell-Information-ExtIEs} } OPTIONAL,


...

}
MBMS-Neighbouring-Cell-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
MBMS-ConcatenatedServiceList
SEQUENCE (SIZE (1..maxlengthMBMSconcatservlists)) OF TMGI
MBMS-RLC-Sequence-Number-Information
::= SEQUENCE (SIZE (1..maxNrOfCells)) OF MBMS-RLC-Sequence-Number-Information-List
MBMS-RLC-Sequence-Number-Information-List
::= SEQUENCE {


c-ID






C-ID,

mBMS-Bearer-Service-List-RLC






MBMS-Bearer-Service-List-RLC,

iE-Extensions




ProtocolExtensionContainer  { { MBMS-RLC-Sequence-Number-Information-List-ExtIEs} }

OPTIONAL,


...
}

MBMS-RLC-Sequence-Number-Information-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
----------------------------------------
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9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
----------------------------------------

Skip unchanged text
-----------------------------------------

maxNrOfEHICHCodes





INTEGER ::= 4
maxGANSSSat







INTEGER ::= 64
maxNoGANSS







INTEGER ::= 8
maxSgnType







INTEGER ::= 8
maxNrOfBroadcastPLMNs




INTEGER ::= 5
maxHSDPAFrequency





INTEGER ::= 8

maxHSDPAFrequency-1





INTEGER ::= 7

maxFrequencyinCell





INTEGER ::= 12

maxFrequencyinCell-1




INTEGER ::= 11
maxGANSSSatAlmanac





INTEGER ::= 36

maxGANSSClockMod





INTEGER ::= 4
maxNrOfEDCHRLs






INTEGER ::= 4
maxEARFCN







INTEGER ::= 65535
maxNrOfEUTRANeighboursPerRNC


INTEGER ::= 256

maxNrOfMCCHMessages





INTEGER ::= 5
maxNrOfMBMSL3






INTEGER ::= 64
maxNrOfEDCHMACdFlowsLCR




INTEGER ::= 256
maxNrOfEDCHMACdFlowsLCR-1



INTEGER ::= 255
maxNrOfPreconfiguredNeighbours


INTEGER ::= 256
maxNrOfHSDSCH-1






INTEGER ::= 32

maxNrOfHSDSCH






INTEGER ::= 33
maxGANSS-1







INTEGER ::= 7
maxlengthMBMSconcatservlists


INTEGER ::= 96
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