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1
Scope

The present document specifies the E-UTRAN radio network layer signalling protocol for the S1 interface. The S1 Application Protocol (S1AP) supports the functions of S1 interface by signalling procedures defined in this document. S1AP is developed in accordance to the general principles stated in [2] and [3].
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8.7.4
eNB Configuration Update 

8.7.4.1
General

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for the eNB and MME to interoperate correctly on the S1 interface.  This procedure does not affect existing UE-related contexts, if any.
8.7.4.2
Successful Operation
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Figure 8.7.4.2-1: ENB Configuration Update procedure: Successful Operation.

The eNB initiates the procedure by sending an ENB CONFIGURATION UPDATE message including the appropriate updated configuration data to the MME. The MME responds with ENB CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If information element(s) is/are not included in the ENB CONFIGURATION UPDATE message, the MME shall interpret that the corresponding configuration data is/are not changed and shall continue to operate the S1 with the existing related configuration data.

If the supported TA(s) is(are) to be updated, the whole list of supported TAs including those that are not to be updated shall be included in the Supported TAs IE. The MME shall overwrite the whole list of TAs.
If the supported CSG ID(s) is(are) to be updated, the whole list of supported CSG IDs including those that are not to be updated shall be included in the CSG Id List IE. The MME shall overwrite the whole list of CSG Ids.
The updated configuration data shall be stored in both eNB and MMEand used for the duration of the TNL association or until any further update is triggered by the eNB. 

The eNB may initiate a further eNB Configuration Update procedure only after a previous eNB Configuration Update procedure has been completed. 

8.7.4.3
Unsuccessful Operation
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Figure 8.7.4.3-1: ENB Configuration Update procedure: Unsuccessful Operation.

If the MME can not accept the update it shall respond with an ENB CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the ENB CONFIGURATION UPDATE FAILURE messages includes the Time To Wait IE the eNB shall wait at least for the indicated time before reinitiating the NB Configuration Update procedure towards the same MME. Both nodes shall continue to operate the S1 with the existing configuration data. 
8.7.4.4
Abnormal Conditions
If the eNB after initiating eNB Configuration Update procedure receives neither an ENB CONFIGURATION UPDATE ACKOWLEDGE nor an ENB CONFIGURATION UPDATE FAILURE message, the eNB may reinitiate a further eNB Configuration Update procedure towards the same MME.
9.1.8.4
S1 SETUP REQUEST

This message is sent by the eNB to transfer information for a TNL association.  

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.1.37
	
	YES
	reject

	eNB Name
	M
	
	OCTET STRING
	FSS if IE is optional
	YES
	ignore

	Supported TAs
	
	1..<maxnoofTACs>
	
	Supported  TAs in the eNB
	GLOBAL
	reject

	>TAC
	M
	
	9.2.3.7


	BroadcastedTAC
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcasted PLMNs 
	-
	

	 >>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	CSG Id List
	
	0 to < maxnoofCSGIds >
	
	
	GLOBAL
	reject

	
	
	
	
	
	
	

	>CSG Id
	M
	
	9.2.1.62
	
	
	


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcasted PLMNs. Value is 6.


	Range bound
	Explanation

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.


9.1.8.5
S1 SETUP RESPONSE

This message is sent by the MME to transfer information for a TNL association.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME Name
	M
	
	OCTET STRING
	FSS if IE is optional
	YES
	ignore

	Served PLMNs
	
	1..<maxnoofPLMNsPer MME>
	
	
	GLOBAL
	ignore

	 >PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	Served GUMMEIs
	
	1..<maxnoofGUMMEIs>
	
	
	GLOBAL
	ignore

	 >GUMMEI
	M
	
	9.2.3.9
	
	-
	-

	Relative MME Capacity
	M
	
	9.2.3.17
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPLMNsPer MME
	Maximum no. of PLMNs per MME. Value is FFS.

	maxnoofGUMMEIs
	Maximum no. of GUMMEI per MME. Value is FFS.


9.1.8.6
S1 SETUP FAILURE

This message is sent by the MME to indicate S1 Setup failure.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause 
	M
	
	9.2.1.3
	
	YES
	ignore

	Time to wait
	O
	
	9.2.1.61
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.1.8.7
ENB CONFIGURATION UPDATE 

This message is sent by the eNB to transfer updated information for a TNL association.  

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB Name
	O
	
	OCTET STRING
	FSS if IE is optional
	YES
	ignore

	Supported TAs
	
	0..<maxnoofTACs>
	
	Supported  TAs in the eNB
	GLOBAL
	reject

	>TAC
	M
	
	9.2.3.7
	Broadcasted TAC
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	BroadcastedPLMNs 
	-
	

	 >>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	CSG Id List
	
	0 to < maxnoofCSGIds >
	
	
	GLOBAL
	reject

	
	
	
	
	
	
	

	 >CSG Id
	M
	
	9.2.1.62
	
	
	


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcasted PLMNs. Value is 6.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.


9.1.8.8
ENB CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by the MME to acknowledge the eNB transfer updated information for a TNL association.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.1.8.9
ENB CONFIGURATION UPDATE FAILURE

This message is sent by the MME to indicate S1 eNB Configuration Update failure.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause 
	M
	
	9.2.1.3
	
	YES
	ignore

	Time to wait
	O
	
	9.2.1.61
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.1.8.10
MME CONFIGURATION UPDATE 

This message is sent by the MME to transfer updated information for a TNL association.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME Name
	O
	
	OCTET STRING
	FSS if IE is optional
	YES
	ignore

	Served PLMNs
	
	0..<maxnoofPLMNsPer MME>
	
	
	GLOBAL
	reject

	 >PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	Served GUMMEIs
	
	0..<maxnoofGUMMEIs>
	
	
	GLOBAL
	reject

	>GUMMEI
	O
	
	9.2.3.9
	
	-
	

	Relative MME Capacity
	O
	
	9.2.3.17
	
	YES
	reject


	Range bound
	Explanation

	maxnoofPLMNsPer MME
	Maximum no. of PLMNs per MME. Value is FFS.

	maxnoofGUMMEIs
	Maximum no. of GUMMEI per MME. Value is FFS.


9.2.1.62
CSG Id 
This information element indicates the identifier of the Closed Subscriber Group, as defined in [21].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CSG Id
	M
	
	BIT STRING (SIZE (27))
	


9.2.1.63
CSG Id List 

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	

	
	


Void.
9.2.3.7
TAC

This information element is used to uniquely identify a Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAC
	M
	
	OCTET STRING

(SIZE (2))
	


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS

-- **************************************************************

--

-- S1 SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- S1 Setup Request

--

-- **************************************************************

S1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupRequestIEs} },


...

}

S1SetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Global-ENB-ID



CRITICALITY reject
TYPE Global-ENB-ID
 


PRESENCE mandatory
}|


{ ID id-eNBname



CRITICALITY ignore
TYPE ENBname


PRESENCE mandatory
}|


{ ID id-SupportedTAs

CRITICALITY reject
TYPE SupportedTAs
 
PRESENCE mandatory
}|


{ ID id-CSG-IdList




CRITICALITY reject
TYPE CSG-IdList



PRESENCE optional},


...

}

-- **************************************************************

--

-- S1 Setup Response

--

-- **************************************************************

S1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupResponseIEs} },


...

}

S1SetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MMEname



CRITICALITY ignore
TYPE MMEname
 

PRESENCE mandatory
}|


{ ID id-ServedPLMNs


CRITICALITY ignore
TYPE ServedPLMNs

PRESENCE mandatory
}|


{ ID id-ServedGUMMEIs



CRITICALITY ignore
TYPE ServedGUMMEIs



PRESENCE mandatory
}|


{ ID id-RelativeMMECapacity




CRITICALITY ignore
TYPE RelativeMMECapacity

 


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

-- **************************************************************

--

-- S1 Setup Failure

--

-- **************************************************************

S1SetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupFailureIEs} },


...

}

S1SetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

-- **************************************************************

--

-- ENB CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- eNB Configuration Update 

--

-- **************************************************************

ENBConfigurationUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ENBConfigurationUpdateIEs} },


...

}

ENBConfigurationUpdateIEs S1AP-PROTOCOL-IES ::= {


{ ID id-eNBname



CRITICALITY ignore
TYPE ENBname


PRESENCE optional
}|


{ ID id-SupportedTAs

CRITICALITY reject
TYPE SupportedTAs
 
PRESENCE optional
}|


{ ID id-CSG-IdList




CRITICALITY reject
TYPE CSG-IdList



PRESENCE optional},


...

}

-- **************************************************************

--

-- eNB Configuration Update Acknowledge

--

-- **************************************************************

ENBConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ENBConfigurationUpdateAcknowledgeIEs} },


...

}

ENBConfigurationUpdateAcknowledgeIEs S1AP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

-- **************************************************************

--

-- eNB Configuration Update Failure

--

-- **************************************************************

ENBConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ENBConfigurationUpdateFailureIEs} },


...

}

ENBConfigurationUpdateFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional },

...

}

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

CSFallbackIndicator ::= ENUMERATED { 


cs-fallback-required, 


... 

}

CSG-Id

::= BIT STRING (SIZE (27))

CSG-IdList ::= SEQUENCE (SIZE (1..maxNrOfCSGs)) OF CSG-IdList-Item

CSG-IdList-Item ::= SEQUENCE {


cSG-Id


CSG-Id,


...
}

COUNTvalue ::= SEQUENCE {


pDCP-SN


PDCP-SN,


hFN



HFN,


...

}
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





3GPP


_1271830383.doc






ENB CONFIGURATION UPDATE ACKNOWLEDGE











 eNB



















































MME











































ENB CONFIGURATION UPDATE




















_1271830393.doc






ENB CONFIGURATION UPDATE FAILURE











 eNB



















































MME











































ENB CONFIGURATION UPDATE




















